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Abstract

The EOSData Products Handbook provides brief descriptions of the data prod-
ucts that will be produced from a range of missions of the Earth Observing
System (EOS) and associated projects. This publication is an update of Volume
1, originally published in 1997, which covers the Tropical Rainfall Measuring
Mission (TRMM), the Terra mission (formerly named EOS AM-1), and the
DataAssimilation System. Volume 2, published in 2000, coverstheActive Cav-
ity Radiometer Irradiance Monitor Satellite (ACRIMSAT), Aqua, Jason-1, Land-
sat 7, Meteor 3M/Stratospheric Aerosol and Gas Experiment 11 (SAGE 1), the
Quick Scatterometer (QuikScat), and the Vegetation Canopy Lidar (VCL) mis-
sions. Volume 1 provides a list of products and an introduction and overview
descriptions of the instruments and data processing, al introductory to the core
of the book, which presents the individual data product descriptions, organized
into topical chapters. The product descriptions are followed by five appendices,
which provide contact information for the EOS data centers that are archiving
and distributing the data sets, contact information for the science points of con-
tact for the data products, references, acronyms and abbreviations, and a data
products index.
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Foreword

Foreword

Thisisarevised version of the MTPE/EOS Data Products Handbook, Volume 1,
TRMM & AM-1, published in 1997. The document, EOS Data Products Handbook,
\olume 1, TRMM and Terra, has been updated to provide you with current information
on the Terraand TRMM products available through the EOS Data and Information
System.

This document provides high-level descriptions of the science and instrument data sets
being produced from the Tropical Rainfall Measuring Mission (TRMM), the Earth
Observing System (EQS) satellite, Terra, and the Data Assimilation System (DAS).
These data sets are providing essential information for science and policy research in
the areas of global change and Earth system science.

The document is broken into 14 chapters. Corresponding data products are grouped
within each of chapters 4 through 14. Each data products chapter provides a frame-
work for understanding the science objectives as well as providing a thumbnail sketch
of what the product is designed to do.

A list of al products by ID and Data Set Name beginsin the following section. That
list also contains the page number where you will find the corresponding Product
Description and other information.

Additional information on these missions can be found in the 1999 EOS Reference
Handbook: A Guide to NASA's Earth Science Enterprise and the Earth Observing
System (King, M. D., and R. Greenstone, 1999), and on the EOS Project Science
Office web site at eos.nasa.gov, where you will also find many of our documentsin
PDF.

Michael D. King
EOS Senior Project Scientist

Data Products Handbook - Volume 1
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Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #

Level
LIS Background Product 1A LISO1 Radiance and 50
Imagery Products
LIS Image Attributes 1B LIS02 Lightning 140
LIS Events Statistics 1B LIS03 Lightning 140
LIS Group Statistics 1B LIS04 Lightning 140
LIS Flash Statistics 2 LISO5 Lightning 140
LIS Area Statistics 2 LISO06 Lightning 140
LIS Flash Density 2 LISO7 Lightning 140
LIS 2.5° x 2.5° Equal Angle 2 LIS08 Lightning 140
Monthly Grid
LIS 500 km x 500 km Equal 2 LIS09 Lightning 140
Area Monthly Grid
LIS Orbit Attributes 3 LIS10 Lightning 140
LIS Threshold Attributes S LIS11 Lightning 140
LIS Browse Area g LIS12 Lightning 140
LIS Vector Statistics g LIS13 Lightning 140
LIS Metadata Description 3 LIS14 Lightning 140
LIS Summary Data g LIS15 Lightning 140
LIS Flash Rate Data g LIS16 Lightning 140
LIS Ephemeris Data 8 LIS17 Lightning 140
LIS Event Rate Sets g LIS18 Lightning 140
PR Radar Total Power, Noise, 1B PR 1B-21 Radiance and 51
and Reflectivity PR 1C-21 Imagery Products
PR Rain Occurrence and Rain 2 PR 2A-23 Precipitation, 80
Type and Bright Band Atmospheric Humidity
Height and Atmospheric
Temperatures
PR Surface Cross-Section as 2 PR 2A-21 Precipitation, 79
Function of Scan Angle Atmospheric Humidity
and Atmospheric
Temperatures
PR Range Profiles of Rain 2 PR 2A-25 Precipitation, 81
and Water Content Atmospheric Humidity
and Atmospheric
Temperatures

2 Data Products Handbook - Volume 1 List of Data Products (Organized by Mission Name)



Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #
Level
PR Monthly Accumulated Rainfall 3 PR 3A-25 Precipitation, 82
& Vertical Structure, Monthly PR 3A-26 Atmospheric Humidity
Combined Accumulated and Atmospheric
Surface Rainfall Temperatures
T™I Calibrated Brightness 1B TMI 1B-11 Radiance and 51
Temperatures Imagery Products
T™I Surface Rainfall and 2 TMI 2A-12 Precipitation, 83
Vertical Structure Atmospheric Humidity
and Atmospheric
Temperatures
T™I Monthly Surface Rainfall 3 TMI 3A-11 Precipitation, 84
Atmospheric Humidity
and Atmospheric
Temperatures
TRMM Instantaneous Radar Site 2A TRMM Precipitation, 89
Rain Map 2A-53 Atmospheric Humidity
and Atmospheric
Temperatures
TRMM Instantaneous Radar Site 2A TRMM Precipitation, 90
Convective/Stratiform Map 2A-54 Atmospheric Humidity
and Atmospheric
Temperatures
TRMM Instantaneous Radar Site 2A TRMM Precipitation, 91
3-D Reflectivities 2A-55 Atmospheric Humidity
and Atmospheric
Temperatures
TRMM Combined Surface Rainfall 2 TRMM Precipitation, 85
Rate and Vertical 2B-31 Atmospheric Humidity
Structure and Atmospheric
Temperatures
TRMM Monthly Combined & TRMM Precipitation, 86
Accumulated Rainfall 3B-31 Atmospheric Humidity
and Vertical Structure and Atmospheric
Temperatures
TRMM 1° Daily Combined Rainfall 4 TRMM Precipitation, 88
and Monthly Combined 3B-42 Atmospheric Humidity
Instrument Rainfall 3B-43 and Atmospheric
Temperatures
TRMM 5-Day Site Rain Map 8 TRMM Precipitation, 92
3A-53 Atmospheric Humidity

and Atmospheric
Temperatures

List of Data Products (Organized by Mission Name)

Data Products Handbook - Volume 1
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Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #

Level
TRMM 30-Day Site Rain Map g TRMM Precipitation, 93
3A-54 Atmospheric Humidity
and Atmospheric
Temperatures
TRMM Monthly 3-D Structure 3 TRMM Precipitation, 93
3A-55 Atmospheric Humidity
and Atmospheric
Temperatures
VIRS Calibrated Radiances 1B VIRS 1B-01 Radiance and 52
Imagery Products
CERES Bi-Directional Scans Product 0,1 CER/BDS Radiance and 61
Imagery Products
CERES ERBE-like Instantaneous 2 CER/ES-8 Cloud and Aerosol 106
TOA Estimates Properties and
Radiative
Energy Fluxes
CERES ERBE-like Monthly 3 CER/ES-4, Cloud and Aerosol 107
Regional Averages (ES-9) and CER/ES-9 Properties and
ERBE-like Monthly Geographical Radiative
Averages (ES-4) Energy Fluxes
CERES Single Scanner TOA/ 2 CER/SSF Cloud and Aerosol 109
Surface Fluxes and Clouds Properties and
Radiative
Energy Fluxes
CERES Clouds and Radiative 2 CER/CRS Cloud and Aerosol 111
Swath Properties and
Radiative
Energy Fluxes
CERES Monthly Gridded Radiative 8 CER/FSW Cloud and Aerosol 112
Fluxes and Clouds Properties and
Radiative
Energy Fluxes
CERES Synoptic Radiative Fluxes 8 CER/SYN Cloud and Aerosol 114
and Clouds Properties and
Radiative
Energy Fluxes
3 CERES Monthly Regional Radiative 8 CER/AVG, Cloud and Aerosol 115
Fluxes and Clouds (AVG) CER/ZAVG  Properties and
and Monthly Zonal and Global Radiative
Radiative Fluxes and Clouds (ZAVG) Energy Fluxes

4 Data Products Handbook - Volume 1 List of Data Products (Organized by Mission Name)



Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #
Level
CERES Monthly Gridded TOA/ 3 CER/SFC Cloud and Aerosol 116
Surface Fluxes and Clouds Properties and
Radiative
Energy Fluxes
CERES Monthly TOA/Surface 3 CER/ Cloud and Aerosol 118
Averages SRBAVG Properties and
Radiative
Energy Fluxes
ASTER Reconstructed, Unprocessed 1A ASTO1 Radiance and 54
Instrument Data Imagery Products
ASTER Registered Radiance 1B ASTO03 Radiance and 55
at Sensor Imagery Products
ASTER Brightness Temperature 2 ASTO04 Radiance and 55
at Sensor Imagery Products
ASTER Browse Data-Decorrelation 2 ASTO06 Radiance and 56
Stretch Product Imagery Products
ASTER Surface Reflectance and 2 ASTO7 Radiance and 57
Surface Radiance ASTO09 Imagery Products
ASTER Digital Elevation Models 8 AST14 Radiance and 59
(DEMS) Imagery Products
ASTER Polar Surface and Cloud 4 AST13 Cloud and Aerosol 105
Classification Product Properties and
Radiative Energy Fluxes
ASTER Surface Emissivity and 2 ASTO05 Surface Temperatures 152
Surface Kinetic Temperature ASTO08 of Land and Oceans,
Fire Occurrence, and
Volcanic Effects
MISR Reformatted Annotated 1A MIS01 Radiance and 63
Product Imagery Products
MISR Radiometric Product 1B1 MIS02 Radiance and 64
Imagery Products
MISR Geo-rectified Radiance 1B2 MIS03 Radiance and 65
Product Imagery Products
MISR Ancillary Geographic 1B2 MIS10 Radiance and 66
Product &2 Imagery Products
MISR Ancillary Radiometric 1B1 MIS11 Radiance and 66
Product &2 Imagery Products

List of Data Products (Organized by Mission Name)

Data Products Handbook - Volume 1
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Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #

Level
MISR Top-of-Atmosphere (TOA)/ 2&3 MIS04 Cloud and Aerosol 120
Cloud Product MIS06 Properties and
MISQ7 Radiative Energy Fluxes
MISR Aerosol and Surface 2&3 MIS05 Cloud and Aerosol 122
Product MIS08 Properties and
MIS09 Radiative Energy Fluxes
MISR Aerosol Climatology 2&3 MIS12 Cloud and Aerosol 123
Product Properties and
Radiative Energy Fluxes
MODIS Level 1A Radiance Counts 1A MODO01 Radiance and 67
Imagery Products
MODIS Level 1B Calibrated, 1B MODO02 Radince and 67
Geolocated Radiances Imagery Products
MODIS Geolocation Data Set 1B MODO03 Radiance and 68
Imagery Products
MODIS Aerosol Product 2 MODO04 Cloud and Aerosol 124
Properties and
Radiative
Energy Fluxes
MODIS Total Precipitable Water 2 MODO05 Precipitation, 95
Atmospheric Humidity
and Atmospheric
Temperatures
MODIS Cloud Product 2 MODO06 Cloud and Aerosol 127
Properties and
Radiative
Energy Fluxes
MODIS Atmospheric Profiles 2 MODO07 Precipitation, 98
Atmospheric Humidity
and Atmospheric
Temperatures
MODIS Level 3 Atmosphere 3 MODO08 Cloud and Aerosol 128
Products Properties and
Radiative
Energy Fluxes
MODIS Surface Reflectance; 2 MODO09 Vegetation Dynamics, 162
Atmospheric Correction Land Cover, and
Algorithm Products Land Cover Dynamics
MODIS Snow Cover 2,3 MOD10 Snow and Ice 196
Cover
MODIS Land Surface 2,3 MOD11 Surface Temperatures 154
Temperature (LST) and of Land and Oceans,
Emissivity Fire Occurrence, and

Volcanic Effects

6  Data Products Handbook - Volume 1 List of Data Products (Organized by Mission Name)



Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #
Level
MODIS Land Cover Type 3 MOD12 Vegetation Dynamics, 164
Land Cover, and
Land Cover Dynamics
MODIS Vegetation Indices 3 MOD13 Vegetation Dynamics, 166
Land Cover, and
Land Cover Dynamics
MODIS Thermal Anomalies — 2,3 MOD14 Surface Temperatures 156
Fires of Land and Oceans,
Fire Occurrence, and
Volcanic Effects
MODIS Leaf Area Index and Fraction 4 MOD15 Vegetation Dynamics, 167
of Photosynthetically Active Land Cover, and
Radiation — Moderate Resolution Land Cover Dynamics
MODIS Evapotranspiration 4 MOD16 Vegetation Dynamics, 169
Land Cover, and
Land Cover Dynamics
MODIS Vegetation Production and 4 MOD17 Vegetation Dynamics, 171
Net Primary Production Land Cover, and
Land Cover Dynamics
MODIS Normalized Water-Leaving 2,3 MOD18 Radiance and 69
Radiance Imagery Products
MODIS Pigment Concentration 2,3 MOD19 Ocean Primary 180
Productivity,
Phytoplankton and
Organic Matter
MODIS Chlorophyll Fluorescence 2,3 MOD20 Ocean Primary 182
Productivity,
Phytoplankton and
Organic Matter
MODIS Chlorophyll a Pigment 2,3 MOD21 Ocean Primary 184
Concentration Productivity,
Phytoplankton and
Organic Matter
MODIS Photosynthetically 2,3 MOD22 Radiance and 70
Active Radiation (PAR) Imagery Products
MODIS Suspended Solids 2,3 MOD23 Ocean Primary 180
Concentration Productivity,
Phytoplankton and
Organic Matter
MODIS Organic Matter 2,3 MOD24 Ocean Primary 184
Concentration Productivity,

Phytoplankton and
Organic Matter

List of Data Products (Organized by Mission Name)

Data Products Handbook - Volume 1
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Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #

Level
MODIS Coccolith 2,3 MOD25 Ocean Primary 187
Concentration Productivity,
Phytoplankton and
Organic Matter
MODIS Ocean Water Attenuation 2,3 MOD26 Ocean Primary 180
Coefficient Productivity,
Phytoplankton and
Organic Matter
MODIS Ocean Primary Productivity 4 MOD27 Ocean Primary 189
Productivity,
Phytoplankton and
Organic Matter
MODIS Sea Surface Temperature 2,3 MOD28 Surface Temperatures 157
of Land and Oceans,
Fire Occurrence, and
Volcanic Effects
MODIS Sea Ice Cover and Ice 2,3 MOD29 Snow and Ice 198
Surface Temperature Cover
MODIS Phycoerythrin 2,3 MOD31 Ocean Primary 190
Concentration Productivity,
Phytoplankton and
Organic Matter
MODIS Processing Framework 2 MOD32 Radiance and 72
and Match-up Database Imagery Products
MODIS Cloud Mask 2 MOD35 Cloud and Aerosol 134
Properties and
Radiative
Energy Fluxes
MODIS Absorption Coefficients 2,3 MOD36 Ocean Primary 184
Productivity,
Phytoplankton and
Organic Matter
MODIS Aerosol Optical Depth 2,3 MOD37 Radiance and 69
Imagery Products
MODIS Clear-Water Epsilon 2,3 MOD39 Radiance and 73
Imagery Products
MODIS Burn Scars 4 MOD40 Surface Temperatures 156

of Land and Oceans,
Fire Occurrence, and
Volcanic Effects

8  Data Products Handbook - Volume 1 List of Data Products (Organized by Mission Name)



Mission Instrument Data Set Proc. Prod. ID Chapter Page #
Level
MODIS Surface Reflectance BRDF/ 3 MOD43 Vegetation Dynamics, 172
Albedo Parameter Land Cover, and
Land Cover Dynamics
MODIS Vegetative Cover Conversion 4 MOD44A Vegetation Dynamics, 174
and Vegetation Continuous MOD44B Land Cover, and
Fields Land Cover Dynamics
MOPITT Geolocated Radiances 1B MOP 01 Radiance and 74
Imagery Products
MOPITT CO Profile, CO Column, 2 MOP 02 Atmospheric 146
and CH, Column Data Chemistry
DAS Time-Averaged Single Level 4 DAFAXCLD, Data Assimilation 205
Cloud Quantities DALAXCLD System
DAS Time-Averaged Near Surface 4 D4FAXENG, Data Assimilation 206
and Vertically-Integrated DALAXENG System
Quantities
DAS Time-Averaged 2-Dimensional 4 DAFAXLSM, Data Assimilation 207
Surface Data D4LAXLSM  System
DAS Time-Averaged Surface and 4 DAFAXSTR, Data Assimilation 208
Top-of-the-Atmosphere DALAXSTR System
Stresses
DAS Time-Averaged Surface 3- 4 DALAPCLD Data Assimilation 209
Dimensional Cloud Quantities System
DAS Time-Averaged 3-Dimensional 4 DALAPMOM Data Assimilation 210
Wind Tendency Fields System
DAS Time-Averaged 3-Dimensional 4 DALAPMST Data Assimilation 211
Moisture Tendency Fields System
DAS Total Column Ozone 4 DAFAXCHM Data Assimilation 212
D4LAXCHM System
DAS Instantaneous Near Surface 4 DAFAXMIS  Data Assimilation 213
and Vertically-Integrated State DALAXMIS  System
Variables
DAS Ozone Mixing Ratio 4 DAFAPCHM Data Assimilation 215
DALAPCHM System

List of Data Products (Organized by Mission Name) Data Products Handbook - Volume 1~ 9



Mission  Instrument Data Set Proc.  Prod. ID Chapter Page #

Level
DAS Instantaneous 3-Dimensional 4 D4FAPMIS  Data Assimilation 216
State Variables DALAPMIS  System
DAS Time-Averaged 3-Dimensional 4 DALAPTMP Data Assimilation 217
Temperature Tendency Fields System
DAS Time-Averaged 3-Dimensional 4 DALAPTRP  Data Assimilation 218
Eddy-Diffusivity and Cloud System

Mass Flux Fields

10  Data Products Handbook - Volume 1 List of Data Products (Organized by Mission Name)
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Introduction
Overview

Volume 1 of the EOS Data Products Handbook (DPH)
provides abrief description of the science data prod-
uctsthat are available from the Earth Observing Sys-
tem Data and Information System (EOSDIS). The
objective of the DPH isto promote a broader under-
standing of how the EOS data products contribute to
science research in the understanding, analysis, and
monitoring of global climate change. This volume
describes data products that are produced from in-
struments onboard the Tropical Rainfall Measuring
Mission (TRMM) satellite, the Earth Observing Sys-
tem (EOS) Terra satellite (formerly AM-1), as well
as products devel oped by the Data Assimilation Of-
fice.

The information in this document was compiled
from many sources: principally, the Algorithm Theo-
retical Basis Documents (ATBDs), which were writ-
ten by the science teams; abstracts and information
from the product generation engineering effort known
as the Ad Hoc Working Group on Production
(AHWGP); and preliminary information compiled by
the Science Processing Support Office (SPSO) of the
Earth Science Dataand Information System (ESDIS)
Project. The data descriptions in this reference have
been reviewed by the science team contacts for ac-
curacy. Readers should be aware that this reference
isonly the “tip of the iceberg” of information avail-
able on the EOS data products.

Volume 1 Organization

Chapter 1 provides aroadmap through the document
itself. Chapter 2 provides additional background on
Earth Science Enterprise (ESE) mission objectives,
atableof key characteristicsfor the TRMM and Terra
instruments, and information onthe EOSDISand the
EOS Distributed Active Archive Centers (DAACS).
Chapter 3 providesan overview (for each instrument)
of the process by which the data products are de-
rived from the instrument observations.

Chapters 4 through 12 contain the data set descrip-
tions. Chapter 4 coversimagery and raw instrument
data sets, as well as afew instrument ancillary data
sets that are the basis for numerous other data sets
with broad application to Earth science research.
Chapters 5 through 12 emphasize the 24 science
themes that have been identified as critical measure-

12 Data Products Handbook - Volume 1

ments of the EOS program. Chapter 13 containsin-
formation about the DataAssimilation Office (DAO),
which develops research-quality 4-dimensional at-
mosphere-ocean-land data assimilation products for
EOS.

The purpose of thisdocument’sgrouping isto pro-
vide afirst-order indication of the kinds of science
research that the data products can be used to sup-
port. The science themes are intended both to focus
upon the mission objectives during the early EOS
time frame and to represent a subset of the overall
Earth Science Enterprise science objectives, which
encompass a larger number of platforms and hence
have a much broader scope.

The data set description chapter titlesare asfollows:

 Radiance and Imagery Products;

* Precipitation, Atmospheric Humidity and Atmo-
spheric Temperatures;

 Cloud and Aerosol Properties and Radiative En-
ergy Fluxes,

 Lightning;

e Atmospheric Chemistry;

« Surface Temperature of Land and Oceans, Fire
Occurrence, and Vol canic Effects;

« Vegetation Dynamics, Land Cover, and Land Cover
Dynamics,

e Ocean Primary Productivity, Phytoplankton and
Organic Matter;

 Snow and Ice Cover; and

e DataAssimilation System products.

Readers looking for derived geophysical data (e.g.,
Sea Surface Temperature) will be most interested in
the data described in the topical sections (e.g., Sur-
face Temperature of Land and Oceans), while read-
ersinterested in dealing with large-volume data sets,
such asuncalibrated instrument counts and tempera-
tures, calibrated radiances, and reflectivities can re-
fer to the Radiance and Imagery section.

It isimportant to understand that the sciencethemes
given for the data products are by no means all-in-
clusive. The applications envisioned today for prod-
ucts will change as new uses are discovered and as
the products themselves are improved. These im-
provements are likely to comethrough algorithm re-
finement, or enhancements to input data needed for
product development. Many data sets are applicable
to more than one theme. Where more than one appli-
cation is appropriate, alisting of key science appli-
cationsis provided for the data set within its product
summary description.

Introduction



Data Product Description

The data set descriptions contain the following in-
formation (Level 1 and radiance products contain a
subset of thisinformation):
e product description;
» research and applications;
* data set evolution;
* suggested reading; and
e product summary information
—coverage
—resolution
—wavelengths (Level 1 products only)
—key science applications (optional)
—key (geophysical if applicable) parameters
(Level 2, 3, 4 products)
—processing level and availability
— product type and production mode
— science team contact.

The Product Description contains summary informa-
tion about what is contained in the data set and afew
detailsabout the resol ution, derivation, and accuracy
of the data. Research and Applications briefly de-
scribes some of the science questions and applica-
tions for which the data set will be useful. Data Set
Evol ution providesinformation on precursor data sets
and highlights ways in which the data sets improve
upon current capabilities. Suggested Reading pro-
vides severa references for more information. An
effort has been made to include more recent publica-
tions, which are generally available to the broader
science community.

Please note that the terms data set and data prod-
uct are used interchangeably throughout this docu-
ment. The data described in this document are dis-
tributed through the EOSDI S, and the EOSDI S sci-
ence processing support office has assigned EOS
identifiers (EOS-1Ds) for each data product. These
EOS-IDs are used throughout this document. These
product | Ds should not be confused with ATBD num-
bers assigned by the Project Science Office to iden-
tify each unique Algorithm Theoretical Basis Docu-
ment which may contain multiple data products.

Note that CERES products use instrument 1Ds
which do not use a numbering scheme.

Product Summary Information

The product summary information contains an over-
view of the processing level, coverage, resolution,
and contact information for each data set.

Processing Level — Data set processing level is re-
ferred to throughout this document. The definitions
of processing levelsare shown inthe box below. Level
1 data(e.g., Volts, Counts, Brightness Temperatures,
etc.) require knowledge, agreed-upon algorithms, and
computer processing capability for conversion to
Level 2. Level 2 data measure the biogeophysical
properties of Planet Earth. When a satellite instru-
ment/algorithm is relatively new, the Level 2 prod-
uct is heavily used. When the instrument/algorithm
is mature, many users prefer the Level 3 product.
Level 3 (mapped/gridded) and Level 4 (modeled)

applied, to the Level O data.

Level 1B equivalent).

source data.

ness and consistency.

multiple measurements).

Level 0 - Reconstructed unprocessed instrument/payload data at full resolution; any and all
communications artifacts (e.g., synchronization frames, communications headers) removed.

Level 1A - Reconstructed unprocessed instrument data at full resolution, time-referenced, and
annotated with ancillary information, including radiometric and geometric calibration coefficients
and georeferencing parameters (e.g., platform ephemeris) computed and appended, but not

Level 1B - Level 1A data that have been processed to sensor units (not all instruments have a

Level 2 - Derived geophysical variables at the same resolution and location as the Level 1

Level 3 - Variables mapped on uniform space-time grid scales, usually with some complete-

Level 4 - Model output or results from analyses of lower level data (e.g., variables derived from

Introduction
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products can be used by interdisciplinary scientists
to combine data from different areas of knowledge
without necessarily having to know the details or
undertake all of the processing that would otherwise
be necessary (to process Level 1 to Level 3 or 4).
The availability of Level 3 and 4 datais amajor ad-
vantage of EOSDIS in promoting data usage from
outside the sciencefield in which the data were gen-
erated. Some data sets are being produced and ar-
chived in both a Level 2 (unmapped) and Level 3
(mapped and/or temporally sampled) form.

The differences in products allow researchers to
choose products available at a particular level, en-
abling them to work in coarser resolution to model
global processesand eventsor infinely detailed reso-
[ution which allowsfor investigations at targeted re-
gions.

Coverage — The Terra satellite is in a Sun-synchro-
nous polar orbit and views the globe, daytime and
nighttime, at the sametime every day. TRMM, how-
ever, isin aprecessing, inclined orbit and views the
Earth from 36°N latitude to 36°S latitude. Many in-
struments have large swathsand view the entire globe
every day. Some of the higher resolution instruments
have a small swath width and as such only view the
complete Earth’ssurface over aperiod of several days
or weeks. For each data set described in this refer-
ence, asummary of the coverage characteristics (day/
night, global/local, etc.) is provided.

Processing Level and Availability —Most of the data
sets in this reference are EOS “ standard data prod-
ucts.” Thismeansthe productswill be routinely pro-
cessed for every applicable dataacquisition. The sci-
ence teams have identified the best available algo-
rithms and methods for producing these data sets,
given current understanding of physics and instru-
ment performance; these are the “at-launch” data
products. Some products, such as seasonal products
or products describing variance from seasonal norms,
cannot be implemented until some time after launch.
In these cases, the data sets are referred to as “post-
launch.” All Level 1 data sets are standard at-launch
products, whilesome Level 2, 3, and 4 datasetswere
phased in after launch.

Great improvements have been made in the deri-
vation of geophysical data products in the first few

14 Data Products Handbook - Volume 1

years of satellite operation, and EOSDIS has been
sized to enable reprocessing of standard products
periodically as improved methods and instrument
characterization are available.

Contacts For Further Information — To learn more
about the data sets described in thisguide, theATBDs
can be acquired from the EOS Project Science Of-
fice (PSO) website at eospso.gsfc.nasa.gov. In addi-
tion, ascienceteam contact islisted for each data set
described in this volume, and the phone, fax, and e-
mail information for these investigators can be found
in the EOS Directory, available from the PSO Web

page.

Further Information Sources

The reader is referred to Volume 2 (Parkinson and
Greenstone, 2000) for information about the data
products from ACRIM SAT, Aqua, Jason-1, Landsat
7, Meteor 3M/SAGE |11, and QuikScat. The reader
isfurther referred to the 1999 EOS Reference Hand-
book (King and Greenstone, 1999) for background
on NASA’s Earth Science Enterprise and for details
on the entire EOS program, including its scope, pur-
poses, individual mission elements and instruments,
science teams, interdisciplinary science investiga-
tions, and educational outreach programs. Finaly, the
reader isreferred to the Science Srategy for the Earth
Observing System (Asrar and Dozier, 1994) and the
EOS Science Plan (King, 1999) and its accompany-
ing Executive Summary (Greenstone and King, 1999)
for details on the science issues being addressed by
the EOS program and the approaches being used.

Suggested Reading

(full references are listed in Appendix C)
Asrar, G., and J. Dozier, 1994.

Asrar, G., and R. Greenstone, 1995.
Greenstone, R., and M. D. King, 1999.
King, M. D., 1999.

King, M. D., and R. Greenstone, 1999.
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Background

The Earth Science Enterprise

NASA's Earth Science Enterprise (ESE) program
provides measurement systems and research initia-
tivesto further the acquisition and synthesis of envi-
ronmental datato address scientific issuesrelated to
global change and Earth system science. ESE pro-
gramsinclude basic scientific research, devel opment
of Earth and space-based observing systems, field
campaigns and experiments, state-of-the-art data set
development, and data access and distribution sys-
tems. The Earth Observing System is a major pro-
gram within ESE.

Among other programs of particular relevance to
EOS are the New Millennium Program (NMP), the
Earth System Science Pathfinder (ESSP) program,
and Airborne Science. NMP was conceived to de-
velop and flight-validate breakthrough technologies
that will reducethe cost of high-priority sciencemis-
sions of the 21st century while enhancing their sci-
entific capability. For example, the first mission,
NMP/EO-1 (Earth Observing-1) carriesan Advanced
Land Imager (ALI) and other advanced imaging sys-
tems, looking forward to future improved Landsat
follow-on missions. The Earth System Science Path-
finder Program (ESSP) was instituted to provide for
Principle-Investigator-led missions of approximately
three years duration addressing unique scientific
problemsthat will complement, but not duplicate, the
scientific objectives of EOS missions. For example,
the first ESSP mission, the Gravity Recovery and
Climate experiment (GRACE), waslaunched to pro-
duce more accurate gravitational field maps of the
Earth that will have important implications with re-
spect to many climatic variables.

The National Polar-orbiting Operational Environ-
mental Satellite System (NPOESS) Preparatory
Project (NPP) is ajoint mission to extend key mea-
surementsin support of long-term monitoring of cli-
mate trends and global biological productivity, and
also to providerisk reduction for new NPOESS pay-
loads. NPP spacecraft and instrument concepts are
intended to provide a bridge between NASA’s Earth
Observing System mission and NPOESS.

NPP will extend the measurement seriesbeing ini-
tiated with the MODI Sinstrument on EOS Terraand
the AIRS, AMSU, and HSB instruments that will fly
on EOS Aqua. MODIS-like measurements will be
continued using the Visible Infrared Imaging Radi-
ometer Suite (VIIRS). AIRS-like measurements will
be obtained from the Cross-track Infrared Sounder
(CrlS). The NPOESS Integrated Program Office
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(IPO) will provide both of these sensors. TheAM SU
and HSB measurement series will be extended by
the Advanced Technology Microwave Sounder
(ATMS), which will be provided by NASA. Thus,
NPP will provide NASA with a continuation of glo-
bal -change observations that include monitoring of
atmospheric and sea-surface temperatures, humidity
sounding, land and ocean biological productivity, and
cloud and aerosol properties.

In addition, the NPP mission will provide the
NPOESS program with early accessto the next gen-
eration of operational sensors, thereby greatly reduc-
ing the risks incurred during the transition from
DMSPand POES. Thiswill permit testing of the ad-
vanced ground operationsfacilitiesand validation of
sensors and algorithms while the current operational
systems are still in place. This new system will pro-
vide nearly an order of magnitude more datathan the
current operational system.

Launch is planned for late 2005 into an 833 km
orbit with a 10:30 a.m. equator crossing time at the
descending node. The orbit atitude is forward com-
patible with the NPOESS, while the crossing timeis
backward compatible with the EOS Terra mission.
With a five-year design lifetime, NPP will provide
data past the planned lifetime of EOS Terraand EOS
Aqua and through the expected launch of the first
NPOESS spacecraft in 2008.

Throughout all of these activities, ESE carries a
strong commitment to make high quality, well docu-
mented Earth science dataeasily availableto theglo-
bal community to further environmental and global
change research needs. The most pressing issues for
global change research and NASA's Earth Science
program are described in the “Earth Science Enter-
prise Strategic Plan”, available at the following web
site: www.earth.nasa.gov/visions/index.html

Three companion documents, the “Earth Science
Enterprise Research Strategy”, the” Technology Strat-
egy”, and the “ Applications Strategy” are available
on the same web site.

The Earth Observing System

The Earth Observing System (EOS) is a series of
Earth-orbiting satellites which will provide global
observations of the land surface, atmosphere, and
oceansover 15 yearsor more, with thefirst satellites
having been launched in the late 1990s. Complete
information and details on the satellites and instru-
mentsincluded in EOS can befound inthe 1999 EOS
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Reference Handbook. Thisdocument can be directly
accessed at:
eospso.gsfc.nasa.gov/eos_homepage/for_scientists/
data_products/refbook1999.php.

EOS is complemented by missions and instruments
from international partners, including Japan, Brazil,
the European Space Agency (ESA), and ESA mem-
ber countries. For example, the Tropical Rainfall
Mapping Mission (TRMM) is a joint NASA/Japa-
nese mission. In addition, some instruments flown
on EOS satellites are provided by international part-
ners, such as the Advanced Microwave Scanning
Radiometer for EOS (AM SR-E) from Japan, and the
Humidity Sounder for Brazil (HSB) on Aqua. To-
gether, these NA SA and international programsform
the basis for a comprehensive International Earth
Observing System (IEOS).

The EOS satellites carry two classes of instruments:
Facility Instruments supplied by NASA and METI/
NASDA inresponseto general mission requirements,
and Principal Investigator (Pl) Instruments selected
through a competitive process and aimed at the fo-
cused research interests of the selected investigators.
Two EOS instruments—Clouds and the Earth’s Ra-
diant Energy System (CERES) and Lightning Imag-
ing Sensor (LIS)—areflown onthe TRMM satellite,
in addition to non-EOS instruments—Precipitation
Radar (PR), TRMM Microwave Imager (TMI), and
VisiblelInfrared Scanner (VIRS). However, datafrom
all of theinstruments on TRMM are part of the ESE
research and data devel opment program and are dis-
tributed through the EOSDI S archives. Consequently,
this data product handbook includes descriptions of
the datasetsfrom all of the TRMM instruments. The
Terraplatform isin a polar orbit with a descending
node equator crossing time of 10:40 am. Terra’'ssib-
ling satellite, Aqua (described in Volume 2 of the EOS
Data Products Handbook), was launched in May,
2002, and is in a complementary orbit crossing the
equator at 1:30 p.m. local time. The TRMM satellite
isin aninclined, equatoria orbit and only views the
Earth from roughly 36°N to 36°S. Most of the Terra,
Aqua and TRMM instruments operate in both day-
light and darkness. However, some of the optical in-
struments collect visible data over areas of darkness.

The instruments have variable scanning and cov-
erage characteristics. Depending on the swath width,
some instruments provide global data daily, while
some of the higher resolution instruments have
smaller swaths and only cover a portion of the day.
Within arepeat cycle of afew days, however, most
of these instruments also provide global imaging. In
the case of TRMM, the orbital processing is 30 days
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for the geographic and diurnal repeat, and for Terra
and Aqua, the repeat cycleis roughly nine days.

EOS Validation

EOS manages a comprehensive Validation Program
to verify geophysical measurements obtained by sat-
ellite sensors. The EOS Instrument Science Teams
are responsible for algorithm validation and specifi-
cation of the uncertaintiesin the high-level geophysi-
cal quantities derived from calibrated instrument
measurements. Guidelines, policies, coordination, and
the review process for EOS-wide validation activi-
ties are the responsibility of the EOS Validation Sci-
entist within the EOS Project Science Office. Pre-
launch activities include development and verifica-
tion of algorithms and characterization of uncertain-
ties resulting from parameterizations and their algo-
rithmic implementation. Post-launch activitiesinclude
refinement of algorithms and uncertainty estimates
based on near-direct comparisons with correlative
measurements and selected, controlled analyses or
application implementations. Airborne measurements
using specifically designed EOS instrument simula-
tors and community airborne instruments also play
an essential role in pre-launch and post-launch stud-
ies.

The Airborne Science program complements the
Validation Program by providing aircraft capable of
both in situ and remote sensing to perform scientific
experiments that demonstrate the feasibility of new
sensors before producing a space-based system, and
validate the measurements of new satellite-borne sen-
sors. Examples of recent airborne campaigns are stud-
ies of the Pacific tropospheric chemistry, the ecology
of theAmazon region of Brazil, and biomass burning
in southern Africa

Science Data Sets

Dataand data sets define mission successfor the EOS.
In morethan 25 years of Earth observation, scientists
have begun only recently to routinely use global data
sets of moderate to coarse resolution (1-10 km) for
global change research. It has taken computational
advances, lowering of data cost, relaxation of data
access restrictions, and proactive data set generation
efforts (such as the Pathfinder programs of NOAA
and NASA) to enable the research community to ef-
fectively use global, remotely sensed data sets. Inthe
next decade, the EOS data sets and interdisciplinary
investigationswill advance the state-of -the-art use of
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global Earth observation data to high to moderate
resolution data sets (100-1000 m). These data sets
present an unprecedented opportunity and challenge
for the Earth science community.

The data sets for global change research that are
being produced from the TRMM and Terra instru-
ments have been selected by NASA through peer re-
view. Investigators developing these data sets may
be part of instrument teams or interdisciplinary sci-
ence investigation teams.

The unprecedented science goals and volumes of
these data sets drive several critical issues for the
EOSDIS and its ground segment, which produces,
archives, and distributes the data. The issues of pro-
ducing and distributing these data sets fall into two
basic categories: science and engineering. The sci-
ence issues are being addressed in part through the
development of Algorithm Theoretical Basis Docu-
ments (ATBDs) and the computation and engineer-
ing issues of data set production, archiving and dis-
tribution are being addressed by the EOS Data and
Information System (EOSDIS) developers.

Algorithm Theoretical Basis Documents

Efforts defining the data sets' theoretical basis and
science algorithms are taking place among the in-
strument and investigator teams under the coordinat-
ing direction of the EOS Senior Project Scientist.
Each EOSinstrument team for the Terraand TRMM
platforms, as well as the Data Assimilation Office
(DAO), haspresented for peer review an ATBD which
provides detailed descriptions of the data set science
algorithm. These documents include:

» Overview and Technical Background,
* Science Rationale;
* Algorithm Theoretical Description;

— Physics of the Problem

— Mathematical Description

— Uncertainty & Errors
* Practical Considerations,

— Science Software Considerations

— Cdlibration and Validation

— Quality Control

— Data Dependencies

— Product Definition; and
 Implementation Schedule (pre- and post-launch).

Much of theinformation in this Data Products Hand-
book comes from the ATBDs, which are available
over the Internet at the following address:
eospso.gsfc.nasa.gov/eos_homepage/for_scientists/
atbd/index.php.
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EOS Data and Information System

Critical to the generation and distribution of the EOS
data sets is the EOS Data and Information System
(EOSDIS). The EOSDIS provides traditional flight
operations, mission support, and dataprocessing roles
for EOS spacecraft and instruments and provides
archiving and distribution servicesfor EOS data and
avariety of global change and Earth observation data.

The EOSDIS is taking advantage of recent ad-
vancesin computational hardware, systems engineer-
ing, and national and international networking capa-
bilities to implement a system of unprecedented ca-
pacity, user service, and openness.

EOSDIS Distributed Active Archive Centers

Key elements of EOSDI S are the Distributed Active
Archive Centers (DAACs), thefacilitiesresponsible
for producing, archiving, and distributing the data
sets. The EOSDI Slinksthese archivesthrough high-
speed networks and an open architectureto integrate
and provide data servicesto the research community.
“Open Architecture” meansthat the user community
is able to access the system directly through its own
customized interfacesaswell asthrough standard data
access interfaces.

There are currently nine DAACs representing a
wide range of Earth science disciplines and socio-
economic and educational applications. The geo-
graphic distribution of the DAACs is illustrated on
the following page. Also refer to Appendix A, which
provides access information for the DAACs. These
institutions are custodians of EOS mission data, and
ensurethat dataare easily accessibleto users. Acting
in concert, DAACs provide reliable, robust services
to userswhose heeds may crosstraditional discipline
boundaries, while continuing to support the particu-
lar needs of their respective discipline communities.
DAAC assignmentswere based primarily onthedis-
tribution of scientific expertise, institutional heritage,
and capability. Each DAAC has a working group of
users to provide recommendations on priorities for
scientific data, levels of service, and the needed ca-
pabilities. The DAACSs actively participate in the
design, implementation, and operation of EOSDIS.

The EOSDI S Data Gateway providesinformation
and ordering of data and documentation at the
DAACs using a menu-driven interface. The service
isopen to the public with accessto restricted data by
authorization. The ordering service allows users to
identify, browse, and then select data by time and
location, geophysical parameter, and processing level.
The service is accessible via the internet at
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eos.nasa.gov/imswelcome. Access information for
online and user support services for each of the
DAACsislisted in Appendix A.

Data Set Distribution

The EOS data policy isto provide data to the global
research community with few restrictions and at no
cost or at most no more than the marginal cost of
filling an order. Details of the EOS data policy can
befound in the 1999 EOS Reference Handbook. EOS
dataare not copyrighted; however, it isrequested that
all researcherswho publish dataor resultsusing EOS
data sets include the following acknowledgment:

Data used in this research include data produced
through the funding of NASA's Earth Science Enter-
prise Earth Observing System Program.

In addition, for publications using EOSDIS-pro-
vided data the following acknowledgment should be
used:

Dataused in thisresearch include data provided to
the authors by the NASA-funded EOS Data and In-
formation System archive at [insert name of archive
center providing data).

Reproducibility and Longevity

Since global change studies require access to Earth
observation data over decades, one of the key direc-
tivesof the EOSDISisthat all dataarchived and dis-
tributed will be sufficiently documented such that
researchers looking at data 10 or 20 years after the
launch of the spacecraft will be able to understand
and read the data. Related to thisisthe principle that
all software, documentation, ancillary data, etc., be
available to users so that any data set will be repro-
ducible by anyonein the research community. In ad-
dition to ensuring easy and open access, thiswill aid
in the scientific peer review and validation process.

Suggested Reading

Asrar, G., and R. Greenstone, Eds., 1995.
Asrar, G., and J. Dozier, 1994.

Asrar, G. et al., 2001.

Barry, R. G., and A. L. Varani, Eds., 1995.
King, M. D., and R. Greenstone, 1999.
Sellers, P. J. et al., 1995.
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Atmospheric Dynamics,
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Lightning, Hydrologic Radiation Budget,
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Tropospheric Chemistry

Distributed Active Archive Centers
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Overview

The EOS system is designed to foster interdiscipli-
nary use of Earth science data setsin waysthat have
been previously impossible. The science strategy
identified early for ESE wasto group instrumentsto
exploit their capabilities for synergism in surface
imaging and in determining related properties of the
atmosphere. Cross-calibration of theinstrumentsand
validation of their resulting data products further en-
hance this synergism. Through EOSDIS, efforts to
provide better data utilization include standardiza-
tion of formats and media, consistency in standards
and processing, and a platform of standard analysis
tools to support investigation of the data.

Within the full EOS instrument suite, sets of in-
struments complement one another to produce de-
sired observations. In someinstances, certain instru-
ment suites must generate correl ative data; therefore,
they must make their measurements simultaneously.
For example, measurement of ocean circulation re-
quiresglobal altimeter data, precise orbit determina-
tion, and water vapor amounts. These observations
also contain signal s resulting from ocean tide defor-
mation, atmospheric pressure and ocean surface in-
teractions, and sea-level change, including long-term
average sealevel aswell asinterannual hemispheri-
cal variations. Such sets of observations dictate some
minimum payload groupings.

The EOS science program combines the measure-
ments from the assembled suite of instruments, us-
ing some instruments to refine the measurements of
othersor to provide data products derived from more
than one instrument. This strategy permits the ex-
traction of parameters that a single instrument can-
not measure reliably. This flow of data, the product
of one data set used as input to another, is critical to
understanding the complex interrelationships of the
Earth’'s system. Global and regiona data assimila-
tion models that function as part of EOSDIS use the
observationsfrom the EOS platformsto provide con-
tinuous cal culations of the principal fluxes between
components.

All EOSinstruments havetheir own primary char-
acteristics, and al fit together to complement each
other. For example, compared with Moderate Reso-

lution Imaging Spectroradiometer (MODIS), Ad-
vanced Spaceborne Thermal Emission and Reflec-
tion Radiometer (ASTER) has higher spatial resolu-
tion, but lower average duty cycle (8% day, 16%
night). The Multi-Angle Imaging Spectroradiometer
(MISR) is similar to MODIS in the 250-m bands.
MODIS data can be used for atmospheric correction
for ASTER and cloud screening for Clouds and the
Earth’s Radiant Energy System (CERES). Similarly,
there are synergies between MISR and MODIS in
characterizing aerosols over oceans. ASTER withits
pointing, stereo mapping, and multi-spectral thermal
infrared (IR) radiometer, provides synergism with
MODIS and MISR, and acquires essential data for
the study of volcanoes and surface climate. ASTER
al so provides simultaneous multispectral, high-reso-
lution detail to support global mapping of surface
vegetation by MODIS and MISR. Simultaneousdata
fromASTER are essential to understand the subpixel
variability of MODIS and MISR data.

The synergy provided by EOSinstruments may be
used to obtain and apply atmospheric corrections to
allow quantitative, rather than qualitative, remote
sensing science (such atmospheric attenuation and
cloud-screening corrections are applicable to mul-
tiple sensors, MODIS cloud cover for CERES and
MOPITT, MODIS total-water vapor for ASTER).
Also, they may be used to validate data product al-
gorithms and maintain instrument calibrations over
a15-year period, |eading to support of abroad range
of interdisciplinary investigations describing the
Earth’'s carbon, energy, and water cycles, and our
impact on them.

For information about the products developed by
the Data Assimilation Office, see Chapter 13.

Suggested Reading

Earth Observing System: Science and Mission Re-
quirements Working Group Report.

Hobish, M. K. et al., 1994,
King, M. D., ed., 1999.

Mission Orbit Type Altitude

Equatorial crossing time  Launch date

35° inclination

98.1° inclination

TRMM Non sun-synchronous, 402 km

Terra Polar, sun-synchronous, 720 km

........... November 27, 1997

10:40 a.m. December 18, 1999

Satellite missions covered in thisvolume
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Satellite

TRMM

TRMM

TRMM

TRMM &
Terra

TRMM

Terra

Terra

Terra

Terra

Instrument

PR — Precipitation Radar

TMI — TRMM Microwave
Imager

VIRS — Visible Infrared
Scanner

CERES - Clouds & the
Earth’s Radiant Energy
System

LIS — Lightning Imaging
Sensor

ASTER — Advanced
Spaceborne Thermal
Emission & Reflection
Radiometer

MISR — Multi-angle Imaging

Spectroradiometer

MODIS — Moderate
Resolution Imaging
Spectroradiometer

MOPITT — Measurements
of Pollution in The
Troposphere

Description

An electronically scanning radar operating at 13.8 GHz;
4.3 km instantaneous field-of-view at nadir; 220-km
swath. Provided by NASDA (Japan).

A nine-channel conical scanning passive microwave
imager making measurements from 10 to 85 GHz, 37 to
4.6 km resolution respectively, covering 760 km swath.

A five-channel cross-track imaging radiometer (0.62,
1.63, 3.78, 10.83, and 12.03 um) with nominal 2-km
resolution at nadir and 720-km swath.

A three-channel radiometer (0.3 to > 50 um, 0.3 to 5 um,
8 to 12 um). TRMM has one cross-track scanning
radiometer and Terra has two instruments, one operating
in cross-track mode and one in rotating azimuth plane
mode. The spatial resolution is x from TRMM orbit and y
from the highest Terra orbit.

Staring telescope/filter imaging system (0.777 um) with
5-km spatial resolution and 2-msec temporal resolution
over an imaging area of 600 x 600 km.

A three-radiometer sensor package with three vis/near-
IR, six shortwave, and five thermal infrared channels with
15, 30, and 90-m resolution, respectively, and a 60-km
swath. Provided by the Japanese Ministry of Economy,
Trade and Industry (METI).

Thirty-six channel instrument; nine pushbroom cameras
with discrete view angles (to + 70°) in four spectral bands
(0.443 to 0.865 um) with resolution of 275 m to 1.1 km.

Thirty-six channel imaging radiometer (0.4 um to
14.5 pm) with 250-m, 500-m, or 1-km resolution and
2,300-km swath width.

Eight-channel cross-track scanning gas correlation
radiometer operating at three wavelengths (2.2, 2.3, and
4.7 pm).

Instrument Descriptions and Data Processing Overviews

Coverage characteristics of theinstrumentson TRMM and Terra
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TRMM Mission

TRMM

Tropical Rainfall Measuring Mission

TRMM isajoint NASA/Japan satel lite designed spe-
cifically to monitor rainfall and its associated latent
heating in the tropics and subtropics. The total rain-
fall and its distribution are important, because the
atmosphere getsthree-fourths of itsheat energy from
the release of |latent heat in the process of precipita-
tion. The horizontal and vertical location at which
thisenergy isreleased affects the weather around the
world. Despite its fundamental importance to global
climate, the total rainfall in the tropics is not well
known, and the vertical distribution of latent heating
can only be estimated imprecisely. Although the sen-
sorson TRMM have utility beyond the primary rain-
fall parameters, the TRMM Science Team has de-
fined and devel oped a set of “ standard products’ that
arecritical to monitoring rainfall and itsvertical struc-
ture. These standard products are processed by the
TRMM Science Data and Information System
(TSDIS).

The figure on the following page shows how the
various satellite sensors and algorithms interact in
order to provide the TRMM satellite standard prod-
ucts. The algorithms are coded by members of the
TRMM science team who have the responsibility to
develop these products. As an example, the passive
microwave (TMI) team hastheresponsibility for gen-
erating code to produce TMI calibrated brightness
temperatures (1B-11), TMI rainfall structure prod-
ucts (2A-12), and TMI monthly surfacerainfall maps
(3A-11). Thistype of in-team a gorithm devel opment
can be seen for each of the three instrument teams.

A key feature of TRMM is the combined algo-
rithms. These algorithmsinclude the* TRMM Com-
bined Algorithm,” which refers to an algorithm that
combines TRMM sensor measurements; and
“TRMM & Other Sensors,” which refers to algo-
rithms that take the best rain estimates from TRMM
and use them to calibrate other available data, in or-
der to reduce the sampling bias.

The TRMM mission has identified four main
ground validation (GV) sites, which include ground-
based radarsand their associated rain gauge networks.
These sitesinclude Southern Florida, Australia (Dar-
win), Southeastern Texas, and the Marshall Islands
(KwgjaeinAtoll). GV dataare processed at Goddard
Space Flight Center in cooperation with the TRMM
GV team. A flow diagram of these products and how
they interact is shown in the second figure. All GV
products for the different sites are processed using
the same agorithms developed by the TRMM GV
Team.
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The TRMM mission recognizes that new sensor
data often lead to significant improvementsin inter-
pretation of remotely sensed dataand quality of prod-
ucts. To ensure that any improvements in the prod-
uctsare quickly passed on to the research community,
TRMM reprocesses data periodically as better algo-
rithms or calibration procedures become available.
To provide the stable long time series of products
needed for Earth system research, the entire TRMM
data set is reprocessed each time starting from day
one of the mission.

On August 22, 2001, the spacecraft orbit was
boosted from 350 km to 402 km to conserve its re-
maining fuel and extend the mission’s life into the
2005-2007 timeframe. Notethat theinstrument swath
sizesincreased by about 15 percent with the altitude
increase, but there are no other significant changes
to the data products.

TRMM Home Page: trmm.gsfc.nasa.gov

TRMM « Instrument Descriptions and Data Processing Overviews



TRMM Mission
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TRMM Mission
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Interaction of TRMM Ground-Based Radar Validation Products
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LIS

Lightning Imaging Sensor

The Lightning Imaging Sensor (LIS) isacalibrated,
optical imager designed to measure the global inci-
dence of lightning, and to investigate its correlation
withrainfall and itsrelationship with the global elec-
tric circuit. Conceptually, LIS is a simple device,
consisting of astaring imager optimized to locate both
intracloud and cloud-to-ground lightning with storm-
scale resolution over a large region of the Earth’s
surface, to mark the time of occurrence, and to mea-
sure the radiant energy. It was designed to monitor
individual stormswithin itsfield-of-view (FOV) for
more than 80 seconds, which islong enough to esti-
mate the flashing rate of active storms. LIS was
launched on TRMM in November 1997 and has per-
formed flawlessly since that time. It has provided
global maps of tropical lightning activity with loca-
tion accuracies of greater than 5 km.

The LIS design usesan expanded-optics 100° FOV
lens combined with a narrow-band width (1.0 nm)
interference filter that focuses the image on asmall,
high-speed, charge-coupled-device (CCD) focal
plane. The signal is read out from the focal plane
into a real-time data processor for event detection
and datacompression. The unusual characteristics of
the sensor design result from the requirement to de-
tect weak lightning signals during the day when the
background illumination, produced by sunlight re-
flecting from thetopsof clouds, ismuch brighter than
the illumination produced by the lightning.

A combination of four methodsis used to take ad-
vantage of the significant differences in the tempo-
ral, spatial, and spectral characteristics between the
lightning signal and the background noise. First, spa-
tia filtering is used to match the instantaneous FOV
of each detector element inthe L1Sfocal-plane array
to the typical cloud-top areailluminated by alight-
ning event (about 5 km). Second, spectral filteringis
applied, using a narrow-band interference filter cen-
tered about the strong singly ionized oxygen emis-
sionline (Ol [1]) multiplet in the lightning spectrum
at 777.4 nm. Third, temporal filtering, using very
short CCD integration times (2 milliseconds), is ap-
plied to further suppress the background noise.

Thelightning pulse duration is of the order of 400
microseconds, whereas the background illumination
tendsto be constant on atime scal e of seconds. Hence,
the lightning signal-to-noise ratio improves as the
CCD integration time approaches the pulse duration
until a significant number of pulses start to be split
between successive frames. The two-millisecond in-
tegration time helps maximize lightning detectabil-
ity. Finally, a modified frame-to-frame background
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subtraction is used to remove the slowly varying
background signal from the raw data coming off the
LISfocal plane. If after background removal, thesig-
nal for a given pixel exceeds a specified threshold,
that pixel is processed as if it contains a lightning
event.

Sinceitslaunch, LIS investigations have furthered
our understanding of processes related to, and un-
derlying, lightning phenomena in the Earth/atmo-
sphere system. These processes include the amount,
distribution, and structure of deep convection on a
global scale, and the coupling between atmospheric
dynamics and energetics asrelated to the global dis-
tribution of lightning activity. These investigations
have contributed to anumber of important EOS mis-
sion objectives, including cloud characterization and
hydrologic cycle studies. LIS studies have demon-
strated that lightning activity is closely coupled to
storm convection, dynamics, and microphysics, and
can be correlated to the global rates, amounts, and
distribution of ice phase precipitation, to the release
and transport of latent heat, and to the natural pro-
duction of NO,. LIS standard products include the
locations, times of occurrence, and intensities of light-
ning events.

Key LIS Facts

LIS Home Page: thunder.msfc.nasa.gov

EOS-funded instrument, launched on TRMM
November 27, 1997

Staring telescope/filter imaging system that de-
tects the rate, location, and radiant energy of
lightning flashes

Investigates the distribution and variability of
lightning over the Earth with storm-scale spa-
tial resolution

80-90% detection efficiency under both day and
night conditions using background remover and
event processor
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ASTER

Advanced Spaceborne Thermal Emission and
Reflection Radiometer

ASTER isaFacility Instrument provided for the EOS
Terraplatform by the Japanese Ministry of Economy,
Trade and Industry (MET]I). It provides high spatial
resolution (15-90 m) multispectral images of the
Earth’s surface and clouds in order to better under-
stand the physical processes that affect climate
change. ASTER provides data at a scale that can be
directly related to detailed physical processes. These
data bridge the gap between field observations and
dataacquired by coarse spatial resolution instruments
such as MODIS and MISR, and between local -pro-
cess models and regional models.

Clouds are one of the most important variablesin
the global climate system. With its high spatial-reso-
[ution, broad spectral coverage, and stereo capabil-
ity, ASTER provides essential measurementsof cloud
amount, type, spatial distribution, morphology, and

radiative properties. ASTER data are also used for
long-term monitoring of local and regional changes
on the Earth’s surface, which either lead to, or arein
response to, global climate change (e.g., land use,
deforestation, desertification, lake and playa water
level changes) and other changesin vegetation com-
munities, glacial movement, and vol canic processes.
ASTER providesradiative (brightness) temperature,
and the multispectral thermal infrared (TIR) datacan
be used to derive surface kinetic temperature and
spectral emissivity. Radiative temperature is an ele-
ment in the surface heat balance. Surfacekinetic tem-
perature can be used to determine elements of sur-
face process models, sensible heat flux, latent heat
flux, and ground heat conduction. Surface tempera-
tures are also related to thermophysical properties
(such asthermal inertia), vegetation health, soil mois-
ture, temporal land classification (e.g., wet vs. dry,
vegetated vs. bare soil) and evapotranspiration.
ASTER operatesin three visible and near-infrared
(VNIR) channels between 0.52 and 0.86 pm, with
15-mresolution; six shortwaveinfrared (SWIR) chan-
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ASTER Data Product Architecture
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nels between 1.60 and 2.43 pm, with 30-m resolu-
tion; and five TIR channels between 8.13 and
11.65 pm, with 90-m resolution. The instrument ac-
quires data over a 60-km swath whose center is
pointable (cross-track + 8.55° inthe SWIR and TIR,
with the VNIR pointable out to + 24°). An additional
VNIR telescope (aft pointing) coversthe wavelength
range of Channel 3. By combining these data with
thosefor Channel 3, stereo views can be created, with
a base-to-height ratio of 0.6. ASTER’s pointing ca-
pabilities are such that any point on the globe is ac-
cessible at least once every 16 daysin all 14 bands
and once every 5 days in the three VNIR channels.

ASTER data products exploit combinations of
VNIR, SWIR, and TIR for cloud studies, surface
mapping, soil and geologic studies, volcano moni-
toring, and for surface temperature, emissivity, and
reflectivity determination. VNIR and SWIR bands
are used for investigation of land use patterns and
vegetation, VNIR and TIR combinationsfor the study
of coral reefs and glaciers, and VNIR for digital el-
evation models (DEMs). TIR channels are used for
study of evapotranspiration, and land and ocean tem-
perature. The stereoscopic capability yieldslocal to-
pography, cloud structure, volcanic plumes, and gla-
cial changes.

Since launch in 1999, the ASTER instrument has
performed exceptionally well. No operational anoma-
lieshave occurred. Analyses of the datahaverevealed
several characteristics not accounted for prior to
launch. Most of these have been addressed, and soft-
ware corrections implemented in the standard data
processing algorithms. There remain asmall number
of factors that the ASTER Science Team is still ad-
dressing, and developing corrections.

1) Optical cross-talk in the SWIR spectrometer re-
sultsin anomalous signal |eaking into adjacent bands;
thisis most pronounced for energy falling on detec-
tors for Band 4, and a small fraction reflecting onto
detectorsfor Bands5 and 9. The effect has been char-
acterized, and software is being tested to correct the
problem. It is anticipated that a revised standard
higher level dataproduct will incorporate the correc-
tions.

2) A scratch has been detected on the filter in the
SWIR detector package; it manifestsitself asasquig-
gly line in harshly processed data. A software cor-
rection is being tested, and will be incorporated in
the Level 1 software algorithms.

3) An error in the geo-location information in the
metadatawasfound: thereisafixed error for theearth
rotation angle in the coordinate transformation from
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the earth inertial frame to the earth fixed frame. The
error isvery small at mid-latitudes. A correctiontable
will be made availableto usersto correct thiserror in
the near future, and a modification of the Level 1
production software is planned.

Suggested Reading

Iwasaki, A. et al., 2002.
Yamaguchi, Y. et al., 2001.

ASTER Users Handbook, Version 2,
asterweb.jpl.nasa.gov

ASTER Level 1 Users Guide,
www.science.aster.ersdac.or.jp/users/defaulte.ntm

Key ASTER Facts

ASTER Home Page: asterweb.jpl.nasa.gov
Launched on Terra December 18, 1999
Heritage: MESSR and OPS

Imaging radiometer

Provides high-resolution images of the land
surface, water, ice, and clouds

Earth-orbit stereo capability

14 multispectral bands from visible through
thermal infrared
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CERES

Clouds and the Earth’s Radiant Energy System

The U.S. Global Change Research Program classi-
fies the role of clouds and radiation as its highest
scientific priority (CEES, 1994). There are many
excellent summaries of the scientific issues (IPCC,
1992; Hansen et al., 1993; Ramanathan et al., 1989;
Randall et al., 1989, Wielicki et al., 1995) concern-
ing the role of clouds and radiation in the climate
system. These issues naturally lead to a requirement
for improved global observations of both radiative
fluxes and cloud physical properties. The CERES
Science Team, in conjunction with the EOS Investi-
gators Working Group representing a wide range of
scientific disciplines from oceans, to land processes,
to atmosphere, has examined these issues and pro-
posed an observational system with the following
objectives:

1) For climate-change analysis, provide a continua-
tion of the Earth Radiation Budget Experiment
(ERBE) record of radiative fluxes at the top of
the atmosphere (TOA), analyzed using the same
algorithmsthat produced the existing ERBE data.

2) Double the accuracy of estimates of radiative
fluxes at TOA and the Earth’'s surface.

3) Providethefirst long-term global estimates of the
radiative fluxes within the Earth’s atmosphere.

4) Provide cloud-property estimates which are con-
sistent with the radiative fluxes from the surface
to the top of the atmosphere.

To accomplish these goals, the CERES data prod-
uctsare divided into three major categories, asshown
inthefigure onthefollowing page: ERBE-like Prod-
ucts (top row), CERES Surface/TOA Products
(middlerow), and CERES Surface/ TOA/Atmosphere
(bottom row).

The ERBE-like products address the first objec-
tive of long-term continuity of the ERBE TOA fluxes.
The Surface/TOA Products address the second ob-
jective and attempt to provide the most direct tie be-
tween surface radiative-flux estimates and TOA flux
measurements. The Surface/ TOA/Atmosphere prod-
ucts focus on the last two objectives and attempt to
derive an internally consistent set of atmosphere,
cloud, and surface-to-TOA radiativefluxes, al within
the context of a state-of-the-art radiative-transfer
model. Inthislast case, the observed TOA fluxesare
used as a direct constraint on the model calculations
in order to implicitly account for non-plane-parallel
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and other poorly modeled atmospheric radiative ef-
fects. Asin ERBE, CERES radiative fluxes will be
separately determined for both clear- and cloudy-sky
conditions.

One of the major advances of CERES over ERBE
isthe availability of high spatial and spectral resolu-
tion cloud imagers for cloud masking, cloud height,
and cloud-optical-property determination (i.e., VIRS
on TRMM, MODIS on Terraand Aqua; for morein-
formation about Aqua, see EOSData Products Hand-
book, Volume 2.) A second major advance is the use
of one CERES scanner in across-track mode (global
spatial coverage) and a second scanner in arotating-
azimuth-plane mode (complete angular sampling of
viewing zenith and azimuth). The rotating-azimuth-
plane scanner data will be combined with nearly si-
multaneous cloud-imager data to develop a new set
of improved empirical models of the shortwave (SW)
and longwave (LW) anisotropy of radiation asafunc-
tion of surface and cloud type. While it is estimated
to take two years of these datato devel op new angu-
lar models, they are expected to reduce instantaneous
TOA flux errors by afactor of three from the ERBE
levels.

A detailed listing of the CERES data products and
their individual parameters can be found in the
CERES Data Products Catalog (asd-
www.larc.nasa.gov/DPC/DPC.html). Documentation
of the Release 1 CERES analysis algorithms can be
found in the CERES Algorithm Theoretical Basis
Documents (ATBDs) Volumes 0 through 12, where
each volume covers one of the CERES Data Prod-
ucts and its associated technical algorithms
(eospso.gsfc.nasa.gov/athd/cerestables.html). A sum-
mary of the CERES experiment can be found in
Wielicki et al., Bulletin of the American Meteoro-
logical Society, May, 1996.

The two CERES instruments on the EOS Terra
spacecraft have performed nominally since launch
in December of 1999, with no in-flight anomaliesto
date. The single CERES instrument on the EOS
TRMM spacecraft, launched in November of 1997,
collected 9 complete months (January-August 1998,
March 2000) of science data before afailing voltage
converter resulted in the loss of science data trans-
mission. All CERES radiometric performance goals
have been met or exceeded on both platforms. Analy-
sisof the collected radiometric science measurements
has indicated minor drifts (~1%/yr) in two of the six
radiometric channels on the Terra spacecraft. These
drifts, which occur in the shortwave spectral regions
(0.2-3.0 um) of the broadband total channels (0.2 -
>100 um) on each of the CERES/Terrainstruments,
may cause errors in the CERES/Terra Daytime
longwave data. Thelongwave portion of the CERES/

TRMM andTerra / CERES « Instrument Descriptions and Data Processing Overviews



Terratotal channels (3.0 - >100 um) are stable at the
0.25%l/yr level while the shortwave and atmospheric
window channels are stable at better than 0.10%/yr.
All channelson the CERES/TRMM instrument were
stable over the 8 months of science data collection.
A thorough radiometric validation protocol has been
developed to continuously monitor the radiometric
performance of theinstruments. Thisprotocol isable
to characterize and quantify radiometric drifts, or in-
strument artifacts, so that they may be removed from
the Level 1 and Level 1b data products. Data users
are warned that these artifacts are not removed from
the Terra Editionl BDS, ES-8, ES-4, and ES-9 data
sets. All other validated CERES data sets have these
artifactsremoved, including the TerraEdition2 BDS,
ES-8, ES-4, and ES-9 data sets, as well as al vali-
dated TRMM data sets. A more detailed description
of these artifacts and their impact on the data prod-
ucts are documented in the CERES Data Product
Quality Summaries and may be found at the web
pages listed below. These Quality Summaries are
dynamic and will be updated to document future ar-
tifacts and quantify their impact on the data prod-
ucts.

Suggested Reading

Priestly, K. J. et al., 2002.

Lee, R.B.etal., 1998.
asd-www.larc.nasa.gov/ceres/ASDceres.html
asd-www.larc.nasa.gov/Instrument/intro.html

eosweb.larc.nasa.gov/PRODOCS/ceres/
table ceres.html
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Key CERES Facts

CERES Home Page:
asd-www.larc.nasa.gov/ceres/docs.html

Launched on TRMM November 27, 1997; on
Terra December 18, 1999; and on Aqua, May
4, 2002

Heritage: ERBE

Broadband, scanning radiometer capable of
operating in cross-track mode, or rotating plane
mode (bi-axial scanning)

Dual scanners on Terra

Measures Earth’s radiation budget and
atmospheric radiation from the top of the
atmosphere to the surface

First instrument (cross-track scanning) will
essentially continue the ERBE mission; the
second (biaxially scanning) will provide angular
radiance information that will improve the
accuracy of angular models used to derive the
Earth’s radiative balance

Data Products Handbook - Volume 1
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MISR

Multi-angle Imaging SpectroRadiometer

MISR routinely provides multiple-angle continuous
coverage of the sunlit Earth with moderately high
spatial resolution. The instrument obtains multi-di-
rectional observations of each scene within seven
minutes, under virtually the same atmospheric con-
ditions. MISR uses nine individual charge-coupled
device (CCD)-based pushbroom camerasto observe
the Earth at nine discrete view angles: one at nadir,
plus eight other symmetrical views at 26.1°, 45.6°,
60.0° and 70.5° forward and aftward of nadir. Im-
ages at each angle are obtained in four spectral bands
centered at 446, 558, 672, and 866 nm. Each of the
36 instrument data channels (four spectral bands in
each of nine cameras) iscapable of providing ground
sampling of 275 m, 550 m, or 1.1 km. The actual
observing configuration is selected by commands to
the instrument.

The swath width of the MISR imaging dataiis 360
km, providing global multi-angle coverage of the
entire Earth in nine days at the equator, and two days
at the poles.

The instrument design and calibration strategies
maintain absolute radiometric uncertainty to £3%
over bright surfacesand +6% over dark surfaces, with
smaller uncertainties in relative band-to-band and
angle-to-angle radiances. These objectives are met
by deploying the instrument’s On-Board Calibrator
(OBC) on a bimonthly basis; the calibrator consists
of solar diffuser panels and an array of radiation-re-
sistant and high-quantum-efficiency diodes. Semian-
nual field calibration exercises provide ground-truth
verification of diode performance.

MISR imagesare acquired in two observing modes:
global and local. Global mode provides continuous
planet-wide observations, with 24 channels operat-
ing at 1.1-km resolution and 12 selected channels
operating at 275 m. Local mode provides data at the
highest resolution in all spectral bands and all cam-
eras for selected 360 km (cross-track) x 300 km
(along-track) regions. In addition to radiometrically
calibrated and geo-rectified image products, global
mode data are used to generate two standard Level 2
science products during ground data processing: the
Top-of-Atmosphere (TOA)/Cloud Product and the
Aerosol/Surface Product.

The TOA/Cloud Product providesglobal informa-
tion about cloud types (classified by heterogeneity
and altitude) and their effects on the solar radiance
and irradiance reflected to space. These are key fac-
tors that determine cloud effects on Earth’s climate.
This product also provides stereoscopically-derived
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cloud-top heights and cloud-tracked winds, as well
as acloud screen for MISR aerosol and surface re-
trievals.

TheAerosol/Surface Product contains global aero-
sol parameters describing the magnitude and natural
variability in space and time of sunlight absorption
and scattering by aerosolsin the Earth’s atmosphere.
These parameters help determine aerosol effects on
climate and improve our knowledge of the sources,
sinks, and global budgets of natural and anthropo-
genic aerosols. They also provide atmospheric cor-
rection inputs for surface imaging data acquired by
MISR and other instruments. The surface parameters
withinthe Aerosol/Surface Product characterizeland
surfaceradiative properties, particularly bidirectional
and hemispherical reflectances, on aglobal basis. In
conjunction with MODIS, they provide improved
measures of land surface classification, dynamics,
canopy photosynthesis, and transpiration rates over
vegetated terrain. They also supplement MODI S stud-
ies of the biogeochemical cycleinthetropicsby pro-
viding atmospherically-corrected ocean color data.

This handbook describes three ancillary products
(M1S10, M1S11, and M1S12) that are produced at the
MISR Science Computing Facility (SCF) and used
inthe generation of other M1SR products. These prod-
ucts are available from the Langley Atmospheric
Sciences Data Center as aids in interpreting MISR
data.

Overdl, the MISR instrument performance is ex-
cellent. However, there are several factors affecting
science data quality that users should take into con-
sideration:

1) Uncertainties in low-light-level radiometry. The
MISR radiometric scale has been validated to 4%
uncertainty through comparisons with AirMISR,
AVIRIS, MODIS, and vicarious calibrations over
medium to bright land targets. For uniform dark tar-
gets (equivalent reflectances~0.05), uncertaintiesare
estimated to be about 10%. For very dark targets
(equivalent reflectances <0.05), especially those
embedded in heterogeneous scenes, percentage un-
certaintiesarelarger dueto the challenge of identify-
ing robust calibration standards and the effects of
errors in system linearity and video offset determi-
nation, imperfect point-spread function
deconvolution, and optical ghosting. Specific stud-
ies are planned to quantify and reduce these uncer-
tainties.

2) South Atlantic Anomaly effects on radiometry.
Proton impingement onthe MISR focal plane CCD’s
can induce random bright pointsin theimagery. Con-
verting these bright values to equivalent reflectance,
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0.00007% of pixelsoutside of the SAA have equiva-
lent reflectance errors associated with such hits
>0.004; during transit through the SAA the frequency
of pixels increases to 0.06%. These rare events do
not correlate from one band or angle to another, and
can be ignored for most applications. Certain high
level processing algorithms such as aerosol retriev-
als contain datafilters that safeguard against the use
of affected pixels.

3) “Bit flips’ and instrument “out-of-synchroniza-
tion” events. Random occurrences of bit flips in
packet headers, or instrument out-of-sync events
which occur when the data throughput exceeds the
flight computer’s ability to process packet headers
properly, can cause momentary datagapsafew lines
in duration. Most affected image lines are flagged in
ground data processing, and appear as dark stripes
across Level 1 imagery. Typicaly about 0.02% of
image lines are affected, and usually only in those
orbits that contain Local Mode sequences.

4) 70° aft camera pointing anomalies. For eight of
the nine M1 SR cameras, camera-to-camera co-regis-
tration uncertainty islessthan 1 pixel (275 m). Time-
varying co-registration errors in the 70° aft camera
have been observed, with errors typically less than
two pixels, though larger on occasion. Image match-
ing algorithms using “reference orbit imagery” have
been implemented and usually successfully correct
these errors. However, they may be present in por-
tions of some orbits, and a geometric data quality
indicator is being implemented within the Level 1
georectified radiance product to alert users.

Suggested Reading

Diner, D. J. et al., 2002.
Bruegge, C. J. et al., 2002.
Jovanovic, V. M. et al., 2002.
Bothwell, G. W. et al., 2002.

Key MISR Facts
MISR Home Page: www-misr.jpl.nasa.gov
Launched on Terra December 18, 1999

Heritage: Galileo, Wide-Field/Planetary
Camera

Provides radiometrically and geometrically
calibrated multi-angle radiance measure-
ments of the atmosphere, clouds, and
surface with moderately high resolution

Provides global aerosol properties, cloud-top
heights and cloud-tracked winds, top-of-
atmosphere and land-surface albedo, and
vegetation properties

Thenew Diamond Valley L ake Reservoir near thecity of Hemet in Riverside County isbilled asthelargest earthworks
construction project in U.S. history. Construction began in 1995 and involved 31 million cubic meters of foundation
excavation and 84 million cubic meters of embankment construction. The above set of M ISR images capturesa phase
inthereservoir’sactivation. At theupper left isaview acquired by theinstrument’svertical-viewing (nadir) cameraon
March 14, 2000, shortly after the M etropolitan Water District began filling thereservoir with water from the Colorado
River and Northern California. Water appears darker than the surrounding land. The image at the upper right was
acquired nearly one year later on March 1, 2001, and shows a clear increasein the reservoir’s water content. When
full, thelakewill hold nearly atrillion litersof water. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety

of MISR data images.
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Moderate Resolution Imaging Spectroradiometer

MODIS is an EOS facility instrument designed to
measure biological and physical processes on aglo-
bal basis every one to two days. Currently flying
onboard the Terraand Aqua satellites, theinstrument
will provide long-term observations from which to
derive an enhanced knowledge of global dynamics
and processes occurring on the surface of the Earth
and in the lower atmosphere. This multidisciplinary
instrument will yield simultaneous, congruent obser-
vationsof high-priority atmospheric (cloud cover and
associated properties), oceanic (sea-surfacetempera-
ture and chlorophyll), and land-surface features (land-
cover changes, land-surface temperature, and veg-
etation properties). The instrument is continuing to
make major contributionsto the understanding of the
global Earth system, including interactions between
land, ocean, and atmospheric processes.

The MODIS instrument employs a conventional
imaging-radiometer concept, consisting of a cross-
track scan mirror and collecting optics, and a set of
linear detector arrays with spectral interference fil-
terslocated in four focal planes. Theoptical arrange-
ment providesimagery in 36 discrete spectral bands
from 0.4 to 14.5 um, selected for diagnostic signifi-
cancein Earth science. The spectral bands have spa-
tial resolutions of 250 m, 500 m, or 1 km at nadir;
signal-to-noiseratiosof greater than 500 at 1-km reso-
[ution (at a solar zenith angle of 70°); and absolute
irradiance accuracies of +5% from 0.4 to 3 pm (2%
relative to the Sun) and 1% or better in the thermal
infrared (3 to 14.5 pm). Each of the MODIS instru-
ments, operating continuously, provides daylight re-
flection and day/night emission spectral imaging of
any point on the Earth at |east once every two days.

Many MODI S products are made over time inter-
vals ranging from about one week to a month or a
season. These products are better suited for use by
investigators interested in seasonal phenomena. In
some cases these products are made to reduce data
volume; in others they are made to provide cloud-
free coverage within a defined time period. Because
the ground track of the EOS spacecraft follows a 16-
day repeat cycle, and because there may be biasesin
the multiday data sets, based on viewing geometry at
specific locations, the MODI'S “week” has been de-
fined as an 8-day period. The land and ocean data
products are based upon 8-day weeks beginning on
January 1 of each year. The atmosphere products are
also based on 8-day weeks, but these begin with the
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first 8-day period of the Aqua MODIS sensor that is
concurrent with the Terra MODI S schedule and run
in an unbroken sequence thereafter. Thus, the land
and ocean weeks will not, in general, coincide with
the atmosphere weeks.

MODISwill provide specific global dataproducts,
which include the following:

« Surfacetemperature with 1-km resolution, day and
night, with absolute accuracy of 0.2 K for oceans
and 1K for land;

« Ocean color, defined as ocean-leaving spectral ra-
diance within 5% from 415 to 653 nm, enabled by
atmospheric correction from near-infrared sensor
channels;

 Chlorophyll fluorescence within 50% at surface-
water concentrations of 0.5 mg m>;

 Concentrations of chlorophyll a within 35%;
« Daily and annual ocean primary productivity.

« Vegetation/land-surface cover, conditions, and pro-
ductivity

— Net primary productivity, leaf-area index, and
intercepted photosynthetically active radiation
—Land cover type, with change detection and iden-
tification
— Vegetation indices with improved sensitivity to
the global range of biomes,
* Snow cover and seaice cover;

 Land-surface reflectance (atmospherically cor-
rected) with bidirectional reflectance and albedo;

e Cloud cover with 250-m resolution by day and
1,000-m resolution at night;

 Cloud properties characterized by cloud-droplet
phase, optical thickness, droplet size, cloud-top
pressure, and emissivity;

 Aerosol propertiesdefined asoptical thickness, par-
ticle size, and mass transport;

« Fire occurrence, size, and temperature;
 Global distribution of precipitable water; and

¢ Cirrus-cloud cover.
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The data-product descriptionsin the main part of this
handbook refer to MODIS spectral bands by num-
ber. These are al defined in the table on the follow-
ing page.

Since the launch of the MODI S instrument on the
EOS Terra spacecraft in December 1999 the overall
instrument operation has been very good. However,
analyses of the datafrom the instrument starting im-
mediately after the first observations were received
on February 24, 2000 revealed several factorsin the
data that needed improvement in order to reach the
full potential inherent in MODI'S observations. Sev-
era of thefactors have been manifested inimages or
the MODI S data as striping or noise. Examples of
the several specific factors that have been examined
include optical cross-talk from band 31 into bands
32-26 and shortwaveinfrared (SWIR) thermal leaks,
electronic cross-talk among bands 5-7 and 20-26,
non-uniform channel to channel response within a
band, sensor time-dependent, gain changes, mirror-
rotation correlated noise, etc. These effects have
largely been analyzed and correctionsinstituted into
the MODIS Level 1 and related data products so that
the specified uncertainly levels in radiance and
reflectances have been achieved and the products now
availablefrom the dataarchivesare validated for sci-
entific studies. References providing more extended
descriptions of these factorsand attendant corrections
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and related instrument performance are listed bel ow.
Monitoring of theinstrument performance continues
so as to make adjustments for time-dependent be-
havior or other changes. Where significant changes
occur, adjustmentsin the relevant algorithms will be
made and included as appropriate in processing and
reprocessing of the MODI S data set.

Suggested Reading

Guenther, B. et al., 2002.
Barnes, W. L. et al., 1998.
Guenther, B. et al., 1998.
Wolfe, R. E. et al., 2002.

www.mcst.ssai.biz/mestweb/performance/
terra_instrument.html

www.mcst.ssal.bi z/mestweb/L 1B/product.html
www.mcst.ssal.bi z/mestweb/index.html

Key MODIS Facts
MODIS Home Page: modis.gsfc.nasa.gov

Launched on Terra December 18, 1999, and
on Aqua May 4, 2002

Heritage: AVHRR, HIRS, Landsat TM, and
Nimbus 7 CZCS

Medium-resolution, multi-spectral, cross-track-
scanning radiometer

Measures biological and physical processes

MODIS

Typhoon Yutu seemsto span theentire South China Sea from the
Philippines (lower right) to Taiwan (upper right) and eastward to
the Chinese mainland in thisMODI S image from July 24, 2001.

On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety
of MODI Sdataimagesin color.
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Center Pixel
Primary Use Band Wavelength Bandwidth Size Liyp SNR @ Ly
(nm) (nm) (m)
Land/Cloud/Aerosol 1 645 48 250 21.8 129
Boundaries 2 857 38 250 24.7 201
Land/Cloud/Aerosol 8 466 19 500 5.8 243
Properties 4 554 20 500 29.0 228
5 1242 24 500 5.4 74
6 1629 29 500 7.3 270
7 2114 56 500 1.0 111
Ocean Color/ 8 411 15 1000 44.9 880
Phytoplankton/ 9 442 10 1000 41.9 838
Biogeochemistry 10 487 11 1000 32.1 803
11 530 12 1000 27.9 754
12 547 10 1000 21.0 750
13 666 10 1000 €5 914
14 677 11 1000 8.7 1088
15 746 10 1000 10.2 600
16 866 16 1000 6.2 517
Atmospheric 17 904 85 1000 10.0 167
Water Vapor 18 936 14 1000 3.6 51
19 935 46 1000 15.0 250
Cirrus Clouds 26 1383 85 1000 6.0 150
Center Pixel SNR @ Lyyp =
Primary Use Band Wavelength Bandwidth Size Liyp(Teyp) Lyyp/NE L
(um) (um) (m)
Surface/Cloud 20 3.79 .19 1000 0.45(300K) 900
Temperature 21 3.99 .08 1000 2.38(335K) 203
22 3.97 .09 1000 0.67(300K) 838
23 4.06 .09 1000 0.79(300K) 988
Atmospheric 24 4.47 .09 1000 0.17(250K) 142
Temperature 25 4.55 .09 1000 0.59(275K) 454
Water Vapor 27 6.75 .25 1000 1.16(240K) 252
28 7.5 Ef8 1000 2.18(250K) 641
Cloud Properties 29 8.52 .35 1000 9.58(300K) 2661
Ozone 30 9.74 .30 1000 3.69(250K) 445
Surface/Cloud 31 11.02 .54 1000 9.55(300K) 2809
Temperature 32 12.03 .52 1000 8.94(300K) 1825
Cloud Top B8] 13.36 .31 1000 4.52(260K) 452
Altitude 34 13.68 §88 1000 3.76(250K) 298
85 13.91 Ef8 1000 3.11(240K) 221
36 14.19 .29 1000 2.08(220K) 107
MODI S Spectral Band Properties and Applications SNR = Signal-to-Noise Ratio

NE = Noise Equivalent

Lyyp (in W/m2-um-sr) = Spectral radiance at typical conditions for this
product

Tiyp = Temperature at typical conditions for this product
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MODI S Data Processing Architecture and Products, general
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MODIS Processing

(Continu
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MODI S Data Processing Architecture and Products, general (continued)
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MODI S Data Processing Architecture and Products, land
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MODIS
Ocean Processing
o
% Instrument Packet Data ‘
: l
MODO01
/ Level 1A
—
é MODO02 > MODO03
3 Calibrated L1B Radiances - Geolocation Data Set
Y Y
MODO2 MODO3 ]
e : Ocean Color:
1 MOD35 ! MOD18 Water-Leaving Rad.
T i Cloud Mask 1 MOD19 Pi tC
\ i gment Conc.
' PM'OI\?vOtS i | | MOD20 Chlorophyll Fluor.
N PrecipWater ' MOD21 Chlorophyll C
— ! «—! — phyll Conc.
s : SMeglEfiSe ' MODO04 i MOD22 PAR/Interim PAR
g . MODz8 ] > Temperature ' Aerosol ] MOD?23 Suspended Solids Conc.
= 1 SeaSurface (1-day) ] Product 1 MOD24 Organic Matter Conc.
: TeanSpergture i D V MOD25 Coccolith Conc.
! g_f,ay’;'efﬂrod) i I . MOD26 Water Attenuation Coef.
_________ ' 1 Ocean Color ! MOD31 Phycoerythrin Conc.
' (L3 prior ——» MOD36 Absorption Coefficients
] 8-day period) b MOD37 Aerosol Optical pepth
v 1 MOD39 Clear-Water Epsilon
A 4
™ MOD28
T Sea Surface Ocean Color
& Temperature (1-, 8-day,
| (1-, 8-day, monthly, yearly)
monthly, yearly)
<
< MOD27
a Ocean
- Productivity
(8-day, yearly)

MODI S Data Processing Architecture and Products, oceans. A complete set of these products will be produced for both Terra and
AquaMODISsensor data. In addition, amerged Terra/Aqua M ODI S Ocean product set will beproduced at Levels3and 4in the post-
Aqua launch period.
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MOPITT

Measurements of Pollution in The Troposphere

TheMOPITT experiment isprovided under aMemo-
randum of Understanding with the Canadian Space
Agency (CSA). MOPITT measuresthermal emission
in the 4.6-um band of carbon monoxide (CO) and
reflected solar radiation in the 2.3-um band of CO
and 2.2-ym band of methane (CH,). Tropospheric
CO profileand total columns of CO and CH, are de-
rived from those measurements in the retrieval pro-
cess.

CO is one of the most important trace species in
tropospheric chemistry. The full range of the effects
of theincreased/decreased concentration of COisnot
fully understood at the present time, but it is known
that CO is photochemically active and plays amajor
part in the concentration of hydroxyl (OH) radicals
in the troposphere. Increased CO may depl ete tropo-
spheric OH radicals, thereby reducing the yearly re-
moval of many natural and anthropogenic trace spe-
cies. In particular, this effect may add to theincrease
of CHy,, which in turn could further reduce OH con-
centration. Increased CO may also indirectly inten-
sify global warming and perturb the stratospheric
ozone layer by increasing the lifetime of trace gases
such as CH,, methyl chloride (CH5CI), and chloro-
fluorocarbons (CFCs). CH, is aso a very effective
greenhouse gas, and the change of its concentration
due to human activities will impact global climate
change. Measurements of CO and CH, will enhance
our knowledge of the chemistry of the troposphere,
and particularly how it interacts with the surface/
ocean/biomass systems, atmospheric transports, and
the carbon cycle.

MOPITT operates on the principle of correlation
spectroscopy, a non-dispersive spectroscopy tech-
nique. It uses the target gas itself contained in agas
cell asthefilter to achieve high spectral resolution as
well as high signal to noise. Both pressure modula-
tion cells (PM C) and length modulation cells (LM C)
are used in MOPITT. By cycling the amount of gas
in the absorption cell between two states (low and
high pressure in the case of the PMC, and long and
short path in the case of the LMC), the detector will
be aternately looking through two different filters
that exactly correlate with thetarget gas spectra. The
difference of the two signals will be identical to the
output of asysteminwhich the gascell and itsmodu-
lator are replaced by an optical filter with non-zero
transmission only at the spectral line positions of the
target gas (CO and CH, for MOPITT). Therefore,
the difference signal is most sensitive to the contri-
butions by the target gas and is not sensitive to the
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contributions of other gases. The average of the two
signals can also be obtained. It has the property that
itstransmittance is near unity away fromthelinesin
thecell, but it reducesthe signalsat the centers of the
lines. Thus, it is sensitive to other gases, and espe-
cially to the surface contribution to the upwelling
radiation in the spectral regions of interest.

MOPITT is a cross-track scanning instrument
which collects data with a scan line of four adjacent
22-km square pixels at nadir and at 14 “ stare” posi-
tions on either side of nadir. The pixels are arranged
in the along-track direction. The stare positions are
interleaved so as to produce nearly contiguous cov-
erage in the cross-track and along-track directions.
For each orhit, a swath ~640 km wide is sampled.
This alows complete sampling of the Earth’s sur-
face about every three days.

MOPITT Level 2 productsinclude: 1) tropospheric
CO profiles with aresolution of 22 km horizontally,
4 kmvertically and with an accuracy of 10% through-
out the troposphere; 2) total column of CO with a
10% accuracy and 22-km horizontal resolution; and
3) total column of CH, with a precision of 1% and
horizontal resolution of 22 km. The column amounts
of CO and CH, will only be available on the sunlit
side of the orbit. Level 3 products to be developed
postlaunch will include gridded three-dimensional
global maps of CO and global maps of CH, total col-
umn.

The MOPITT instrument began operations on
March 2, 2000 and continued in full operation until
May 7, 2001 when a cooler issue caused one half of
theinstrument to be shut down. From August 23, 2001
to the present time, the other side of the instrument
has continued to produce satisfactory data and re-
cent analysis showsthat the planned redundancy per-
mits almost compl ete restoration of the data quality.
During the first few months of instrument operation
several artifactsin the data stream were detected and
dealt with, including issues of filter changeswith tem-
perature and dataissues with the pressure modul ator
channels. These have been resolved, and the carbon
monoxide data for the 4.7 um band are being rou-
tinely processed. Carbon monoxide data up to May
7, 2001 has been validated. Work continues on the
shortwave channels which have proved to have a
number of issues, both instrumental and geophysi-
cal, which have delayed rel ease of the data products.
Instrument performance analysis showsthat there has
been virtually no degradation of optics, filters, or de-
tectors since launch. Periodic removal of the water
ice which accumulates on the cold filter assemblies
has been required less and less often and is now pro-
jected to be performed about once per year.
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Suggested Reading

Edwards, D. P. et al., 2002.
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Key MOPITT Facts

MOPITT Home Page:

www.atmosp.physics.utoronto.ca/
MOPITT/home.html

Www.eos.ucar.edu/mopitt
Launched on Terra December 18, 1999

Heritage: Pressure-modulated cell elements
used in the PMR, SAMS, and ISAMS instru-
ments, using similar correlation spectroscopy
techniques

Eight-channel correlation radiometer with
cross-track scanning

Instrument provided by the Canadian Space
Agency

MOPITT
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Thisisaglobal image of carbon monoxide averaged over the month of January 2001 at an altitude of about
3km (700 hPa). The high concentrationsof CO in thenorthern regions of the United Statesare mainly due
to industrial processes and urban emissions, and over western central Africa they are due to widespread
biomass burning. Areas of missing data show the presence of persistent cloud which inhibit retrievals. On
theinternet, visit visibleearth.gsfc.nasa.gov and www.eos.ucar.edu/mopitt/dataimages/index.html to view a
variety of MOPITT images.
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Radiance and Imagery Products — An Overview

Relationship to Global Change Issues

Theinstrumentson TRMM and Terra detect electro-
magnetic radiation in the visible, infrared, and mi-
crowave wavelengths. Each type of wavelength data
providesdifferent information about the Earth-atmo-
sphere system. Because there are dozens of geophysi-
cal parameters such as atmospheric composition, sur-
face properties, and biological attributes, many
independent wavelength measurements are required
to monitor the Earth system. Radiances may be
thought of asthe intensity or brightness of the radia-
tion. Accurate radiances are a fundamental and es-
sential requirement for deriving correct valuesfor all
the higher-level geophysical parameters monitored
by the Earth Science Enterprise (ESE). To ensurethat
correct geophysical measurementsare made, itiscru-
cial to have well-calibrated radiances within spectral
bands of individual instruments, across instruments,
across platforms, and for timeintervalsfrom daysto
decades.

In addition to the radiances, there are anumber of
ancillary data products such as cloud cover, surface
reflectivity and topography, aerosols, and scene type
that are important input data setsin the derivation of
other geophysical quantities. Theseancillary datasets
are used for data processing within a single instru-
ment or are transferred from one instrument to an-
other as part of their input data streams. For our pur-
poses we can call these ancillary geophysical data
sets“imagery products.” In addition, many of theland
and ocean radiance products are grouped here. Inthis
section, we review some of the radiance and imag-
ery data products from nine satellite sensors on two
satellite platforms and explain how the products sup-
port the overall global change program.

Product Overview

Radiances: Electromagnetic energy detected by sat-
ellites arises in the Earth-atmosphere system by one
of four processes: 1) reflection of solar radiation off
the land and oceans or from the atmosphere, 2) ther-
mal infrared to microwave radiation by surface and
atmosphere, 3) non-thermal emission of radiation,
most prominently by lightning discharges, and 4) re-
turn of radiation emitted by the sensor (such asara-
dar). Detecting each of these four types of electro-
magnetic energy requires a completely different
instrument design and technique. Thefirst threetech-
niguesinvolve passive sensorswhich take advantage
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of electromagnetic radiation already present. Thelast
technique uses active sensorsthat generate their own
radiation and monitor the return signal s from echoes
off the surface and atmosphere. TRMM uses all four
techniques. The Terra platform concentrates on the
first two using high spectral and spatial resolutions.

On the Terra satellite, radiances are derived using
MODIS,ASTER, MOPITT, CERES, and MISR sen-
sors. Thereflected solar and thermal spectrumisvery
sensitive to changesin water vapor, 0zone, and aero-
sol concentrations, to surface reflectivity, emissiv-
ity, and temperature, and to cloud properties such as
droplet size.

TRMM has five sensors: 1) the Precipitation Ra-
dar (PR), 2) the TRMM Microwave Imager (TMI),
3) the Visible Infrared Scanner (VIRS), 4) CERES,
and5) LIS. Information on tropical precipitation, the
radiation budget, and the Earth’s lightning climatol -
ogy is an important goal for this satellite.

Imagery Data: In the List of Products, there are a
number of geophysical parameters that can be clas-
sified as imagery products, which are used as input
in the derivation of higher-level geophysical data
products. These imagery products include masking-
type data such as cloud cover and scene type. They
include intermediate-type products such as water-
leaving radiances used in the derivation of oceanic
biological activity and photosynthetically active ra-
diation (PAR) used in biological studies, and they
include geolocation data allowing comparisons be-
tweeninstrumentsof the samelocation or acrosstime.

Input Data to Other Instruments: Radiance and im-
agery datafrom oneinstrument are often used asin-
put for processing data from another instrument. For
example, the ASTER calibration uses atmospheric
absorption and scattering properties derived from si-
multaneous M1SR and MODI S observations. In part
then, the calibration of the ASTER radiances may
have a dependence on MISR and MODI S radiances.

Product Interdependency and Continuity
with Heritage Data

The radiance values are the first physical quantity
derived from the raw instrument counts. The accu-
racy and self-consistency of the higher-level geo-
physical products are dependent on the accuracy of
the radiances and, hence, upon the calibration of the
sensors. Image products from one instrument often
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influence the data processing paths used by other in-
struments. For example, CERES data processing uses
MODIS scene classification input. ASTER calibra-
tion may have a dependency upon MODIS calibra-
tion. Topographic information such as MISR’s digi-
tal elevation model (MI1S10) is used in the
interpretation of satellite radiances. In addition, a
rough topography will have adifferent reflectivity in
different directions (referred to as the bi-directional
reflectance distribution function or BRDF) than will
a smooth topography. The topographic information
isarequired input for theinterpretation of MISR and
many other types of satellite observations.

The detection of changes in the Earth’s environ-
ment requires accurate and self-consistent observa-
tions of physical phenomena over many years. The
EOS and TRMM programs have placed much em-
phasis on making well-calibrated measurements.
Cdlibrating the measurements over many years is
complicated because many satellites are involved,
which may or may not have overlapping observa-
tions; the instruments themselves are changing (be-
cause of degradation, for example€); and there are nu-
merous wavelength bands from the visible to the
microwave requiring different calibration methods.

Radiation flux and budget observations began with
the Earth Radiation Budget (ERB) and Earth Radia-
tion Budget Experiment (ERBE) and continue with
the CERES instruments on TRMM and Terra, along
with the Aquamission. Calibrated radiancesfrom all
theseinstrumentsare fundamental ly important for the
documentation of subtle changes in the Earth’s ra-
diation budget. ASTER advances the technology of
imagers such as Landsat and France's Systeme pour
I’ Observation de laTerre (SPOT). MODIS provides
improved spectral resolution compared to the Ad-
vanced Very High Resol ution Radiometer (AVHRR),
the Coastal Zone Color Scanner (CZCS), Sea-view-
ing Wide Field-of-view Sensor (SeaWiFS), and ear-
lier scanning spectroradiometers. MOPITT, MISR,
and the TRMM instruments represent significant ad-
vances over their predecessors aswell. A significant
portion of theseimprovements can be directly attrib-
uted to the increased emphasis on calibration of all
the sensors coming online in the EOS era.

Radiance and Imagery Products ¢ Overview

Suggested Reading

Brest, C. L., and S. N. Goward, 1987.
Christian, H. J. et al., 1989.
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Kummerow, C. et al., 2000.
Slater, P N. et al., 1987.
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LIS Background Product
(L1S01)

Product Description

The Level 1A product consists of LIS background
images, reported intermittently by the instrument as
memory buffersallow (lightning event datahave stor-
age priority over background image data). Typical
time between backgroundsis 15-30 sec, although dur-
ing high lightning-rate scenes, backgrounds may not
be reported at al. The purpose of this product is to
provide a“snapshot” of the LIS field-of-view when
the lightning data volume is low. When available,
backgrounds are also used for calibration of light-
ning event radiances, between backgrounds, cloud
brightness (and hence LIS radiance calibration for
transient events) is approximated by a solar zenith
angle relationship.

Backgrounds are organized into orbit granules,
segmented at the southernmost nadir point of each
orbit. Datainclude the same orbit summary and one-
second Level 1 and 3 datafromtheprimary LIS prod-
uct granules, a background image summary record
containing thetime, nadir point, and corner locations
of each image, and the actual background images
themselves, containing 12-bit background amplitudes
of the 128 x 128 CCD array at the time of scene re-
porting. Navigation transform matrices in the one-
second data container allow full geolocation of these
images, while diagnostic records in the one-second
dataprovide statusflagsfor variousinstrument, plat-
form, environmental, and processing conditions.
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LIS Background Product Summary

Coverage: Global, 35°N to 35°S
Processing Level: 1A

Spatial/Temporal Characteristics:
4 km x 4 km, orbit granules, intermittent
reporting

Key Measurements: Background, summary,
navigation and status data

Product Type: Standard, at-launch
Maximum File Size: 5.54 MB

File Frequency: 1/orbit

Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
thunder.nsstc.nasa.gov/data/

DAAC: Global Hydrology Resource Center,
ghrc.msfc.nasa.gov

Science Team Contacts: H. Christian,
S. Goodman
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PR Radar Total Power, Noise,
and Reflectivity (PR 1B-21,
1C-21)

Product Description

The Level 1B Precipitation Radar (1B-21) data set
containsreturned power and noiseinformation, along
with satellite information such as navigation (space-
craft position and velocity) and radar calibration in-
formation. The Level 1C PR data (1C-21) are radar
reflectivity derived from the Level 1B data where
data are excluded if no significant echoes are found
(i.e., littleor no rain activity) and noisy dataare sup-
pressed and set to predefined values.

Suggested Reading

Kozu, T. et al., 2001.

PR Radar Total Power, Noise, and
Reflectivity Summary

Coverage: 36°S to 36°N; 15-16 orbits per day
with a swath width of 220 km before August

2001 and 253 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 5 km (after
August 2001)

Key Geophysical Parameters: Rainfall profile
Processing Level: 1B

Frequency: 13.8 GHz

Product Type: Standard, at-launch

Maximum File Size: 160 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Okamoto

Radiance and Imagery Products ¢ TRMM /PR and TMI

TMI Calibrated Brightness
Temperatures (TMI 1B-11)

Product Description

ThisLevel 1B dataset contains calibrated brightness
temperatures, in degrees Kelvin, from the high- and
low-resolution TMI channels. Pixel geolocation, cali-
bration, and instrument pointing and location infor-
mation are also included.

The TMI issimilar to the SSM/I instrument flown
on the DM SP satellites with two key differences: 1)
the addition of vertically and horizontally polarized
10-GHz channels; and 2) the scan geometry is the
same for every scan instead of aternating between
an A scan and aB scan. The TMI Level 1B datafor-
mat issimilar to the SSM/I Wentz Antenna Tempera-
ture data; however, some changes were made due to
instrument characteristics and feedback from thein-
vestigator community.

Aside from therainfall parameters derived as part
of theTRMM mission, TMI datamay also be used to
derive sea surface wind speed, atmospheric water
vapor content and cloud liquid water content over
the ocean. Over land, passive microwave frequen-
ciesfound on TMI can be useful for monitoring soil
moisture and vegetation.
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TMI Calibrated Brightness
Temperatures Summary

Coverage: 38°S to 38°N; 15-16 orbits per day

with a swath width of 760 km before August

2001 and 875 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 5 km
Key Geophysical Parameters: Rainfall profile
Processing Level: 1B

Frequency: 10.65, 19.35, 37.0, 85.5 GHz
(vertical, horizontal); 21.3 GHz (vertical only)

Product Type: Standard, at-launch
Maximum File Size: 15 MB

File Frequency: 1/orbit

Primary Data Format: HDF
Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: J. Shiue
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VIRS Calibrated Radiances
(VIRS 1B-01)

Product Description

ThisLevel 1B data set contains calibrated radiances
in mwW/(cm2 um sr) from the five channels of the
VIRS instrument. Geolocation, data quality, and so-
lar and scan geometry information are appended to
the five channels. Data are collected continuously
fromall 5 channels(0.62, 1.61, 3.78, 10.83, and 12.03
pum). Radiometric calibration is performed using
ground testing and in-flight data. In-flight calibra-
tion of channels 1 and 2 is via an onboard solar dif-
fuser and occasional views of the moon. Channels 3-
5 use an onboard blackbody and a space view to
update calibration parameters before each scan line.
Processing to compensate for undesirabl e sensor ef-
fectsisperformed, but the dataare not geometrically
corrected or resampled.

TheVIRS channelsaresimilar to those of AVHRR
and MODIS, and as such the radiance data may be
used for a variety of atmospheric, terrestrial, and
oceanographic research. This product is an input to
TRMM 3B-42, which generates surface rainfall de-
rived from geostationary satellites and calibrated by
the data from the TRMM sensors.

Suggested Reading

Barnes, R. et al., 2000.
Lyu, C. et al., 2000.
Lyu, C., and W. Barnes, 2003.
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VIRS Calibrated Radiances Summary

Coverage: 38°S to 38°N; 15-16 orbits per day
with a swath width of 720 km before August

2001 and 830 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 2 km
Key Geophysical Parameters: Rainfall rate
Processing Level: 1B

Wavelengths: 0.62, 1.61, 3.78, 10.83,
12.03 pm

Product Type: Standard, at-launch
Maximum File Size: 95 MB

File Frequency: 1/orbit

Primary Data Format: HDF
Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: J. Xiong
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ASTER Reconstructed,
Unprocessed Instrument Data
(ASTO01)

Product Description

The ASTER Level 1A raw data (ASTO01) are recon-
structed, unprocessed instrument digital counts with
ground resolution of 15 m, 30 m, and 90 m for 3
VNIR (0.52-0.86 pm), 6 SWIR (1.60-2.43 pm), and
5 TIR (8.13-11.65 um) channels. This product con-
tains depacketized, demultiplexed, and realigned in-
strument image data with geometric correction coef-
ficients and radiometric calibration coefficients
appended but not applied. This includes correcting
for SWIR parallax as well registration within and
between tel escopes. The spacecraft ancillary and in-
strument engineering data are also included. This
product is the responsibility of Japan.

Theradiometric calibration coefficients consisting
of offset and sensitivity information are generated
from adatabase for all detectors. The geometric cor-
rection isthe coordinate transformation for band-to-
band coregistration.
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ASTER Reconstructed, Unprocessed
Instrument Data Product Summary

Coverage: Regional up to 780 60 km x 60 km
scenes per day (daytime for all channels,
daytime and nighttime TIR channels,
nighttime SWIR and TIR channels for volcano
observation)

Processing Level: 1A

Spatial/Temporal Characteristics: 15 m
(VNIR), 30 m (SWIR), 90 m (TIR)

Wavelengths: VNIR-0.52-0.86 pm (3 channels
plus 1 stereo channel); SWIR-1.60-2.43 pm
(6 channels); TIR-8.13-11.65 pm (5 channels)

Product Type: Standard, at-launch
Maximum File Size: 107 MB

File Frequency: N/A

Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html
www.gds.aster.ersdac.or.jp/gds_www2000/
service_eset_service_e.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: |. Sato
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ASTER Registered Radiance at
Sensor (ASTO03)

Product Description

ThisLevel 1B product (AST03) contains radiometri-
cally calibrated and geometrically coregistered data
for all ASTER channels. This product is created by
applying the radiometric and geometric coefficients
to the Level 1A data. The bands have been
coregistered both between and within tel escopes, and
the data have been resampled to apply the geometric
corrections. Asfor the Level 1A product, these Level
1B radiances are generated at 15-m, 30-m, and 90-m
resolutions corresponding to the VNIR, SWIR, and
TIR channels. Calibrated, at-sensor radiances are
givenin W/(m2 um sr). This product serves as input
to derived geophysical products.

ASTER Registered Radiance at Sensor
Product Summary

Coverage: Regional up to 310 60 km x
60 km scenes per day (daytime and nighttime)
Processing Level: 1B

Spatial/Temporal Characteristics: 15 m (VNIR),
30 m (SWIR), 90 m (TIR)

Wavelengths: VNIR-0.52-0.86 pum (3 channels
plus 1 stereo channel); SWIR-1.60-2.43 pm (6
channels); TIR-8.13-11.65 um (5 channels)

Product Type: Standard, at-launch
Maximum File Size: 118 MB

File Frequency: N/IA

Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: |. Sato

Radiance and Imagery Products * Terra/ASTER

ASTER Brightness
Temperature at Sensor
(ASTO04)

Product Description

This Level 2 product includes brightness tempera-
ture in degrees Celsius (C) at 90-m resolution for
ASTER’s 5 thermal-infrared channels (8-12 um).
Thisis an on-request product and is generated only
when requested. Brightness temperature is the ap-
parent temperature of the surface assuming asurface
emissivity of 1.0. Setting the emissivity to 1.0 is
equivalent to assuming the target is a black body, so
the brightnesstemperatureis defined asthe tempera-
ture a blackbody would have in order to produce the
radiance perceived by the sensor.

Brightness temperature has been used to observe
volcanic ash clouds, detect ice leads in the Arctic,
and to identify anthropogenic and natura fires, to
name a few examples. The ASTER brightness tem-
peratureisused asan alternateto radiancein thetem-
perature/emissivity separation algorithm to report
relative cloud top temperature because there is no
routinely available applicable atmospheric correction
to enable a calculation of exact cloud-top tempera-
ture.

ASTER brightness temperatures can be acquired
during the day or night and over all surface types
(land, water, cloud, etc.).

Thisisan image of AntelopeValley, California, which wasac-
quired by ASTER on May 4, 2001. This image shows the
brightnesstemperaturesfor ASTER Band 11. Prominent fea-
turesin thesceneinclude the San Andreas Fault, which forms
the southern boundary of the valley floor, and Castaic L ake,
the V-shaped reservoir in the lower left corner of the scene.
On theinternet, visit visibleearth.gsfc.nasa.gov to view a va-
riety of color ASTER data images.
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ASTER Brightness Temperature at Sensor
Product Summary

Coverage: Regional up to 70 64 km x
60 km scenes per day (daytime and nighttime)

Processing Level: 2
Spatial/Temporal Characteristics: 90 m

Wavelengths: Brightness temperatures (°C)
derived for each thermal infrared channel

Product Type: Standard, at-launch
Maximum File Size: 7 MB

File Frequency: On demand
Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: R. Alley
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ASTER Browse Data —
Decorrelation Stretch Product
(ASTO6)

Product Description

This Level 2 browse product contains decorrelation
stretch imagesof ASTERVNIR, SWIR, and TIR ra-
diance data. Theseimagesare produced at pixel reso-
lutions of 15 mfor VNIR, 30 mfor SWIR, and 90 m
for TIR. Decorrelation stretched images provide an
overview that enhances reflectance and emissivity
variations and subdues variations due to topography
and temperature.

Research and Applications

The decorrelation stretch is a process that is used to
enhance the spectral differences found in multispec-
tral image data sets. These images are used as a vi-
sual aid in browsing the ASTER scene dataand mak-
ing the selection of suitable scenesfor further analysis
and research. In particular, a decorrelation-stretched
image would show the potential user which scenes
have spectral variationslarge enough to be useful for
subsequent spectral analysis.

Data Set Evolution

The algorithm used removes the interchannel corre-
lation found in the input pixels. The decorrelation-
stretched images are color coded producing a color
composite containing the maximum contrast for the
features in the original set of bands. The user may
request as an on-demand product a decorrelation-
stretched image generated from any three ASTER
channelsthat shareasingletelescope (VNIR, SWIR,
or TIR).

Suggested Reading

Gillespie, A. R. et al., 1986.
Mather, P. M., 1999.
Rothery, D. A., 1987.
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ASTER Browse Data — Decorrelation
Stretch Product Summary

Coverage: Regional, three images available
per scene

Processing Level: 2

Spatial/Temporal Characteristics: 15 m (VNIR),

30 m (SWIR), 90 m (TIR)

Wavelengths: Any three ASTER channels
within a single telescope for on-demand
products

Product Type: Standard, at-launch
Maximum File Size: 85 MB

File Frequency: On demand
Primary Data Format: HDF-EOS
Browse Available: Yes

Ad(ditional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: R. Alley

Radiance and Imagery Products ¢ Terra/ASTER

ASTER Surface Reflectance
(ASTO7) and Surface Radiance
(AST09)

Product Description

The Level 2 surface reflectance data set (ASTO07)
contains surface reflectance for VNIR and SWIR
channelsat 15-m and 30-m resol utions, respectively,
derived by applying an atmospheric correction to
observed satellite radiances. The data product is re-
corded as percent reflectance. The method uses a
|ook-up table approach based upon aradiative trans-
fer model capable of estimating the magnitude of
scattering and absorption given atmospheric turbid-
ity parameters. The needed section of thelookup table
isselected using aset of atmospheric parameters(e.g.,
scattering optical depths, columnar ozone, and water
vapor) known at the time and location of the satellite
measurements. The retrieved surface reflectance is
only of known accuracy for cloud-free pixelsbecause
inputs are known for clear-sky pixels only.

The Level 2 surface radiance data set (AST09)
containssurfaceradiance, inW/(m2 umsr), for VNIR,
SWIR, and TIR channels at 15-m, 30-m, and 90-m
resolutions, respectively. The product is derived by
applying an atmospheric correction to satellite radi-
ances. The atmospheric correction used to derive
ASTO09 for the VNIR and SWIR bands is similar to
that used to drive ASTO7. The approach for atmo-
spheric correction in the thermal infrared uses ara-
diativetransfer model capable of estimating the mag-
nitude of atmospheric emission, absorption, and
scattering using aset of atmospheric parameters(e.g.,
temperature, water vapor, ozone, profiles, and scat-
tering optical depths) known at thetime and location
of the satellite measurements. The retrieved surface
radiance is only of known accuracy for cloud-free
pixels because inputs are known for clear-sky pixels
only.

Both ASTO7 and AST09 are generated only upon
reguest. The products based on VNIR data are avail-
ableonly for daytime satellite overpasses. Thosefrom
SWIR dataareavailablefor daytime overpasses, and,
in cases of high temperature sources (e.g., volcanoes
or fires), available for nighttime overpasses. Surface
radiance from TIR data are available for both day-
time and nighttime overpasses.

Research and Applications
The objective of these ASTER productsisto provide

estimates of the surface radiance and reflectance. The
thermal infrared radianceincludes both surface-emit-
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ted and surface-reflected components. After accurate
atmospheric correction, seasonal and annual surface
changes can be studied and surface kinetic tempera-
ture and emissivity can be extracted. Surface radi-
ances and reflectances can also be used for surface
classification, desertification studies, and surface
energy-balance work.

Data Set Evolution

This product, as well as similar products for other
Terrainstruments, mark the first implementations of
operational atmospheric corrections in environmen-
tal satellites. Past work to retrieve surface reflectance
from satellite imagery has focused on small sets of
satellite data for highly studied ground targets. The
primary reason for this is that atmospheric correc-
tion isacomputationally intensive process. Methods
for reducing the computational requirementsinclude
using look-up tables and making assumptions about
the horizontal homogeneity of the atmosphere.

Research into developing future versions of code
to produce ASTO07 and ASTQ9 focuses on attempting
pixel-by-pixel correctionsusing pixel-by-pixel atmo-
spheric input parameters rather than assuming hori-
zontal homogeneity. Because of ASTER’s small
ground instantaneous field of view, versions of the
atmospheric correction include corrections for mul-
tiple scatter effects from adjacent pixels of differing
reflectance, also known asthe adjacency effect. Look-
up tables have also been expanded to include other
parameters such as surface bidirectional reflectance
characteristics.
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Suggested Reading

Abrams, M. et al., 1980.

Deschamps, P, and T. Phulpin, 1980.
Hilland, J. E. et al., 1985.

Price, J. C., 1984.

ASTER Surface Reflectance and Surface
Radiance Product Summary

Coverage: Regional; 16 days required for
global coverage; 70 scenes per day

Processing Level: 2

Spatial/Temporal Characteristics: 15 m (VNIR),
30 m (SWIR), 90 m (TIR)

Wavelengths: VNIR-0.52-0.86 um (4 chan-
nels); SWIR-1.60-2.43 um (6 channels); TIR—
8.125-11.65 pm (5 channels)

Product Type: Standard, at-launch

Maximum File Size: 189 MB (VNIR),
79 MB (SWIR)

File Frequency: On demand
Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contacts: K. Thome (VNIR,
SWIR), F. Palluconi (TIR)

These two images are of
L ake Tahoe, taken on 27
February 2002, using TIR
on ASTER, band 13. The
left imagerepresentsSur-
faceL eaving Radiance, in
W/(m? pm sr), and the
right image represents
Sky Irradiancein W/m2/
pm.
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ASTER Digital Elevation
Models (DEMs)(AST14)

Product Description

This data set contains topographic information de-
rived from theaong-track, 15-m ASTER optical ste-
reo data acquired in the near-infrared. These high
spatial resolution DEMs (up to 7-m absolute hori-
zontal and vertical accuracy with appropriate ground
control, and up to 10-m relative accuracy without
ground control) can be used to derive absolute slope
and slope aspect good to 5° over horizontal distances
of more than 100 m. ASTER DEMs meet 1:50,000
to 1:250,000 map accuracy standards. Postings are
at 30-m.

This is an on-request product which is generated
by the Land Processes DAAC at EROS Data Center
only when requested and at arate of 1-2 DEMs per
day. Based on 3-years’ experience with actual instru-
ment operations, mission planning, cloud cover, and
illumination, the ASTER digital stereo data with a
base/height ratio of 0.6 should be acquired for all of
the Earth’sland surface bel ow 85° | atitude by the end
of the 5-year mission. These data are appropriate for
usersinterested in generating DEM s themsel ves.

Radiance and Imagery Products * Terra/ASTER

Research and Applications

Topographic data as well as derived slope and slope
aspect are basic to all aspectsof land surfaceresearch
including cartography, climate modeling, bio-
geochemistry, biogeography, geophysics, geology,
geomorphology and soil science. Digital elevation
dataare a so required for atmospheric and radiomet-
ric correction of most satellite-acquired observations
of the land surface. Digital elevation data are also
used for practical engineering applications such as
studies of drainage and runoff, and site suitability
studies for buildings or waste containment sites.

Data Set Evolution

Generation of elevation models from stereo phaoto-
graphic data, now a routine adjunct to standard sur-
veying methods, has been developed over the past
60 years based on the principles of photogrammetry.
Extensions of these principles to the generation of
DEMs from optical stereo satellite data have been
implemented in past decades. Examples of these sat-
ellite stereo systemsinclude SPOT and JERS-1 OPS.
At one time, there were large areas of the globe for
which no consistent, high-resolution, widely avail-

This image is a shaded relief of an ASTER
Digital Elevation Model (DEM). The area
cover sArequipa, Peru and El Misti volcano.
Visit visibleearth.gsfc.nasa.gov to view a va-
riety of color ASTER data images.
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able elevation models existed. ASTER DEMs now

help provide much-needed coverage over many of ASTER Digital Elevation Models (DEMs)
these remote aress. Product Summary

Coverage: Global

Suggested Reading Processing Level: 3

Bohme, R., 1993. Spatial/Temporal Characteristics: 30 m

Wavelengths: Brightness temperatures (°C)

Kahle, A. etal., 1991. derived for each thermal infrared channel

Fujisada, H., 1994. Product Type: Standard, at-launch
Fujisada, H., 1998. Maximum File Size: 25 MB
O'Neill, M. A., and I. J. Dowman, 1993. File Frequency: On demand
Welch, R., and H. Lang, 1994. Primary Data Format: HDF-EOS
Yamaguchi, Y. et al., 1993. Browse Available: No

Additional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

Yamaguchi, Y. et al., 1998. DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Yamaguchi, Y. et al., 1994,

Science Team Contact: M. Abrams
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CERES Bi-Directional Scans
Product (BDS)

Product Description

The Bi-Directional Scans (BDS) Product contains
24 hours of instantaneous Level 1B Clouds and the
Earth’s Radiant Energy System (CERES) datafor a
single scanner instrument. The BDS containsinstan-
taneous radiance measurements recorded every 0.01
second for views of space, internal calibration, solar
calibration, and Earth. It contains al elevation scan
modes, which include the normal Earth scan and the
short Earth scan modes and both the fixed and rotat-
ing azimuth-plane scan modes. The BDS also con-
tains Level 0 raw (unconverted) science and instru-
ment data as well as the geolocation of the radiance
measurements. The BDS product contains additional
data not found in the Level O input file, including
converted satellite position and velocity data, celes-
tial data, converted digital status data, and param-
eters used in the equations for radiance count con-
versions.

20

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html, and
detailed definitions of each parameter can be found
in the CERES Collection Guide at asd-
www.larc.nasa.gov/ceres/collect_guide/list.html.

Research and Applications

These radiance data products are the primary inputs
to all the CERES product algorithms. The spacecraft
ephemerisand sensor telemetry areinputsto this sub-
system, which usesinstrument calibration coefficients
to convert the spacecraft telemetry inputsinto geolo-
cated filtered radiances and housekeeping data into
engineering units.

Data Set Evolution
The BDS product algorithm operates on the Level 0

reformatted raw sensor counts and produces cali-
brated radiances in the three channels. The stepsin

Outgoing Longwave Filtered Radiation (Watts per square meter steradian)

The image above shows thermal emitted longwave radiance escaping the top of the Earth’s atmosphere as
measured by the Clouds and the Earth’s Radiant Energy System (CERES) instrument on May 25, 2001.
Recor d-breaking heat wavesin southern Asia, northern Africa, and southwestern U.S. killed dozensof people
during May. The smallest amounts of radiation emitted to space are over Antarctica where the entire sur-
face/atmosphere column is cold, and over deep convective clouds in the tropics seen in this image over
Brazil. These clouds have the largest greenhouse effect on the Earth. The highest emission levels are from
clear hot desert regions during daylight hours. The pronounced banding of the images between orbitsis
produced because the effectiveradiating temperature of the Earth dependson viewing angle asthe CERES
instrument scans the earth from orbit. On the internet, visit visibleearth.gsfc.nasa.gov to view a variety of

CERES data images.

Radiance and Imagery Products ¢ TRMM and Terra / CERES
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the processing are: 1) Convert the raw housekeeping

telemetry into engineering units; 2) cal cul ate the geo- CERES Bi-Directional Scans Product
graphical location of the CERES footprints; 3) re- Summary
vise the radiometric detector count conversion coef-
ficients when required; 4) convert the radiometric Coverage: Global
detector signalsinto filtered radiances; and 5) archive Spatial/Temporal Characteristics: 20 km at
the BDS standard products. nadir/0.01 second
Documentation on the BDS algorithms can be ) :
found in the CERES ATBD for Subsystem 1.0, in Key Geophysical Paramete(s.' Filtered total,
shortwave, and window radiances,
PDF format, at eospso.gsfc.nasa.gov/atbd/

geolocation data
cerestables.html.

Processing Level: 0, 1

. Product Type: Standard, at-launch
Suggested Reading 2
Maximum File Size: 900 MB

Hoffman, L. H. et al., 1987.
Jarecke, P. J. et al., 1991.
Leelll,R.B. etal., 1996.
Priestley, K. J. et al., 2000.

File Frequency: 1/day
Primary Data Format: HDF-EOS
Browse Available: No

] Additional Product Information:

Smith, G. L. et al., 1986. eosweb.larc.nasa.gov/PRODOCS/ceres/
Widlicki, B. A. etal., 1998. . @S il

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: K. J. Priestley
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MISR Reformatted Annotated
Product (MIS01)

Product Description

The Level 1A Reformatted Annotated Product con-
tains raw MISR data which are decommutated, re-
formatted (12-bit LO data shifted to byte boundaries,
reversal of square-root encoding applied, and con-
verted to 16-bits) and annotated (e.g., with time in-
formation, etc.). The MISR Level 1A data set isthe
primary archive of MISR instrument Charge-Coupled
Device (CCD) science data, instrument engineering
data (e.g., instrument temperatures, electrical status,
command verification, etc.), calibration data, motor
data, and navigation data (raw spacecraft position and
attitude). These data are used by the Level 1B1 pro-
cessing algorithm to generate calibrated radiances.
The science data output preserves the spatial sam-
pling rate of the Level 0 raw MISR CCD Science
data

CCD data are collected during routine science ob-
servations of the sunlit portion of the Earth. Each
product represents one “granule” of data. A “gran-
ule” isdefined to be the smallest unit of datarequired
for MISR processing. Also included inthe Level 1A
product will be pointersto calibration coefficient files
provided for Level 1B processing.

Suggested Reading

Bruegge, C. J. et al., 2002.

Radiance and Imagery Products ¢ Terra/ MISR

MISR Reformatted Annotated Product
Summary

Coverage: Daytime; 378-km swath width
(nadir), 413-km swath width (off nadir),
providing global coverage in 9 days

Processing Level: 1A

Spatial/Temporal Characteristics: The spatial
sampling of the nadir-viewing camera is 250 m
(cross-track) x 275 m (along-track), while for
the 8 off-nadir cameras the sampling is 275 m
in both directions. Onboard averaging up to 1.1
km is selectable by ground command.

Wavelengths: 446, 558, 672, 866 nm
Product Type: Standard, at-launch

Maximum File Size: 900 MB (nadir),
400 MB (oblique)

File Frequency: 135/day
Primary Data Format: HDF-EOS Swath
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: C. Bruegge

Data Products Handbook - Volume 1
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MISR Radiometric Product
(MI1S02)

Product Description

The MISR Radiometric Product (M1S02) is produced
during Level 1B1 processing. Here Level 1A data
are converted from digital countsto radiances, using
coefficients that are updated periodically to account
for instrument degradation. The Radiometric Prod-
uct contains spectral radiances for all MISR chan-
nels (four spectral bands and nine cameras), givenin
units of W/(m2 um sr). Each radiance value repre-
sentstheincident radiance averaged over the sensor’s
total band response. The radiometric coefficientsare
derived primarily from use of the On-Board Calibra-
tor (OBC). The OBC contains Spectralon calibration
panelswhich are deployed at bimonthly intervalsand
reflect sunlight into the cameras. Detector standards
measure this reflected light to provide the calibra-
tion. Vicariousfield campaigns are additional ly used
to adjust the radiometric scale. These experiments
are conducted less frequently, but provide an inde-
pendent methodology useful for reducing systemic
errors.

Suggested Reading

Bruegge, C. J. et al., 1998.
Jovanovic, V. M. et al., 2002.
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MISR Radiometric Product Summary

Coverage: Daytime; 378-km swath width
(nadir), 413-km swath width (off nadir),
providing global coverage in 9 days

Processing Level: 1B1

Spatial/Temporal Characteristics: The spatial
sampling of the nadir viewing camera is 250 m
(cross-track) x 275 m (along-track), while for
the 8 off-nadir cameras the sampling is 275 m
in both directions. Onboard averaging up to 1.1
km is selectable by ground command.

Wavelengths: 446, 558, 672, 866 nm
Product Type: Standard, at-launch

Maximum File Size: 1300 MB (nadir), 400 MB
(oblique), Local Mode Radiance Data: 30 MB

File Frequency: 135/day, Local Mode Radiance
Data, 15/day

Primary Data Format: HDF-EOS Swath
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: C. Bruegge
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MISR Geo-rectified Radiance
Product (MIS03)

Product Description

The Geo-rectified Radiance Product (GRP) consists
of parameters that have had geometric corrections
applied and have been projected to a Space-Oblique
Mercator (SOM) map grid. Included in this product
is the surface-projected TOA radiance, which is the
calibrated radiancefromthe Level 1B1 data(M1S02)
that hashad ageometric correction applied to remove
spacecraft position and pointing knowledge errors as
well as effects due to topography. The radiance is
then orthorectified on areferenceellipsoid at the sur-
face. Also part of the GRPis the ellipsoid-projected
TOA radiance that uses supplied spacecraft position
and pointing and is not corrected for topography, but
is resampled at surface reference ellipsoid. In addi-
tion, geometric parameters such as solar and view
zenith and azimuth angles are included.

Resampling of MISR data at Level 1B2 iscritical
because the pushbroom images from the nine cam-
erasare obtained at widely separated |ocations along
the subspacecraft track. However, derivation of geo-
physical products requires that the multiangle, mul-
tispectral radiances for any single ground target be
coregistered.

Suggested Reading

Jovanovic, V. M. et al., 1998.
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MISR Geo-rectified Radiance Product
Summary

Coverage: Daytime, 378-km swath width
(nadir), 413-km swath width (off nadir),
providing global coverage in 9 days

Processing Level: 1B2

Spatial/Temporal Characteristics: The
resampled data are provided on a 275 m x
275 m Space Obliqgue Mercator grid in certain
channels, and a 1.1 km x 1.1 km grid in the
remaining channels, as established by the
instrument observing configuration.

Wavelengths: 446, 558, 672, 866 nm
Product Type: Standard, at-launch

Maximum File Size:
Ellipsoid Data: 600 MB (nadir),
200 MB (oblique)
Terrain Data: 350 MB (nadir),
100 MB (oblique)
Geometric Parameters: 6 MB
Radiometric Cloud Mask: 10 MB

File Frequency: 135/day, 15/day (geometric
parameters)

Primary Data Format: HDF-EOS Swath
Browse Available: Yes

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: D. Diner

MISR Geo-rectified Radiance Products over Delaware Bay,
Chesapeake Bay, and theAppalachian M ountainsacquired on
March 24,2000 during Terraorbit 1417. Thelar ger imagewas
taken by theM | SR cameraviewing straight down (nadir). The
seriesof smaller images, from top to bottom, respectively, were
taken by camerasviewing 70.5° forward, 45.6° forward, 45.6°
aftward, and 70.5° aftward of nadir. These images cover the
environsof Newark, Philadelphia, Baltimore, Washington and
Richmond. Differences in brightness and contrast as a func-
tion of view anglearevisible over both land and water. On the
internet, visit visibleearth.gsfc.nasa.gov to view a variety of
MISR data images.

Data Products Handbook - Volume 1~ 65



MISR Ancillary Geographic
Product (MIS10)

Product Description

TheMISR Ancillary Geographic Product (AGP) con-
tains terrain data (generated from a high resolution
DEM), referenced to the WGS84 reference ellipsoid
and mapped onto a SOM grid. It isan archival prod-
uct generated once preflight at the MISR Science
Computing Facility (SCF), but which can be distrib-
uted to the scientific community through the DAAC
asanaidininterpreting MISR retrievals. TheAGPis
used as input to Level 1B2 and Level 2 processing.
Its contents include | atitude, longitude, scene eleva-
tion (average and standard deviation relativeto ahori-
zontal plane and the local slope), surface-normal ze-
nith angle, surface-normal azimuth angle, and aland/
ocean/inland water/ephemeral water/coastline mask.
All of these parameters are given on 1.1-km centers.
Average and standard deviation of scene elevation
over 17.6-km areas are also provided.

MISR Ancillary Geographic Product
Summary
Coverage: Global, one time only

Spatial/Temporal Characteristics: 1.1 km for
most parameters, 17.6 km for coarse-resolu-
tion elevation information

Wavelengths: N/A, parameters include latitude,
longitude, elevation, and land/water classifica-
tion

Product Type: Internal, on request
Maximum File Size: 110 MB

File Frequency: NIA

Primary Data Format: HDF-EOS Grid
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: D. Diner
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MISR Ancillary Radiometric
Product (MIS11)

Product Description

The MISR Ancillary Radiometric Product (ARP)
contains coefficients and data variablesthat are used
in the Level 1B1 processing. Updated ARP param-
etersinclude the sensor radiometric calibration coef-
ficients, uncertainties in calibration, signal-to-noise
ratios, pixel data quality indicators, and quality as-
sessment threshold parameters. Static ARP param-
eters include spectral response parameters, point-
spread-functions  (PSF), fields-of-view,
passband-weighted solar irradiance values, and pho-
tosynthetically active radiation (PAR) integration
weights. The ARP is regenerated periodically at the
MISR SCF to update the instrument performance
report. The ARP is used as input to Level 1B1 as
well as Level 2 processing.

MISR Ancillary Radiometric Product
Summary

Coverage: N/A, generated periodically
Spatial/Temporal Characteristics: Per pixel

Key Parameters: Radiometric calibration
coefficients, uncertainties, signal-to-noise
ratios, spectral response parameters, PSF,
fields-of-view, band-averaged solar irradiance,
and PAR weights

Product Type: Internal

Maximum File Size: 5 MB

File Frequency: N/IA

Primary Data Format: HDF-EOS Grid
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: C. Bruegge
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MODIS Level 1A Radiance
Counts (MODO01)

Product Description

This Level 1A data set contains counts for 36 MO-
DIS spectral bands, along with raw instrument engi-
neering and spacecraft ancillary data. The Level-1A
data are used as input for geolocation, calibration,
and processing. Quality indicators are added to the
datato indicate missing or bad pixelsand instrument
modes. Visible, SWIR, and NIR measurements are
made during daytime only, while radiances for TIR
are measured during both the day and the night por-
tions of the orbit. This product includes all MODIS
datain digitized (counts) form for all bands, all spa-
tial resolutions, all timetags (converted), all detector
views (Earth, solar diffuser, spectroradiometric cali-
bration assembly, black body, and space view), and
al engineering and ancillary data.

MODIS Level 1A Radiance Counts
Summary

Coverage: Global

Spatial/Temporal Characteristics:
0.25, 0.5, and 1 km resolutions/ daily (daytime
and nighttime)

Wavelengths: 20 channels 0.4-3.0 pm,
16 channels 3-15 pm

Processing Level: 1A

Product Type: Standard, at-launch
Maximum File Size: 534 MB

File Frequency: 288/day

Primary Data Format: HDF-EOS

Ad(ditional Product Information:
daac.gsfc.nasa.gov/MODIS/

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: V.V. Salomonson

Radiance and Imagery Products ¢ Terra/ MODIS

MODIS Level 1B Calibrated,
Geolocated Radiances
(MODO02)

Product Description

The Level 1B data set contains calibrated and geolo-
cated output for the 36 spectral bands generated from
MODIS Level 1A sensor counts (MODOL). The pri-
mary product of the reflected solar bands (1-19 and
26) is the Earth view (EV) reflectance factor,
PevCoS(Bgy). The primary product for the thermal
emissive bands (20-25 and 27-36) is spectral radi-
ance. Theradiancesarein W/(m2um sr). In addition,
EV spectral radiance may be determined for the so-
lar reflective bands through knowledge of the solar
irradiance. Additional data are provided, including
quality flags, error estimates, and calibration data.

Visible, SWIR, and NIR measurements are made
during daytime only, while radiances for TIR are
measured continuously. Only Channels 1 and 2 have
250-m resolution, Channels 3-7 have 500-m resolu-
tion, and the rest have 1-km resolution.

MODIS Level 1B Calibrated, Geolocated
Radiances Summary

Coverage: Global

Spatial/Temporal Characteristics:
0.25, 0.5, and 1 km resolutions/daily (daytime
and nighttime)

Wavelengths: 20 bands 0.4-3.0 pm,
16 bands 3-15 pm

Processing Level: 1B
Product Type: Standard, at-launch

Maximum File Size: 345 MB (1 km),
276 MB (500 m), 287 MB (250 m)

File Frequency: 288/day (1 km), 144/day
(500 m), 144/day (250 m)

Primary Data Format: HDF-EOS

Additional Product Information:
daac.gsfc.nasa.gov/MODIS/

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: X. Xiong
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May 18, 2002

Theimagesabove show thejunction of the Ohio River
and theMississippi River where Spring floodswer e at
their worse. The images compare April 25, 2002, to
May 18, 2002, with data from MODIS. The Missis-
sippi River rose up to 12 feet above flood stagein the
areashown here. Normally, all theriversin thisimage
would resemble thin black lines (top image). Image
courtesy Jacques Descloitres, MODISLand Rapid Re-
sponse Team at NASA Goddard Space Flight Center.
Ontheinternet, visit visibleearth.gsfc.nasa.gov toview
avariety of MODI S data images.
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MODIS Geolocation Data Set
(MODO03)

Product Description

The MODI'S Geolocation product contains geodetic
coordinates, ground elevation, land/sea mask, satel-
literange, and solar and satellite zenith, and azimuth
angle for each MODI S 1-km sample. These data are
provided as a ‘companion’ data set to the Level 1B
calibrated radiances and the Level 2 data setsto en-
able further processing. These geolocation fields are
determined using the spacecraft attitude and orbit,
instrument telemetry, and a digital elevation model.
Additional dataare provided, including quality flags
and error estimates.

Suggested Reading

Wolfe, R. E. et al., 2002.

MODIS Geolocation Data Set Summary

Coverage: Global

Spatial/Temporal Characteristics:
1 km resolution/daily (daytime and nighttime)

Wavelengths: N/A

Processing Level: 1B

Product Type: Standard, at-launch
Maximum File Size: 60 MB

File Frequency: 288/day

Primary Data Format: HDF-EOS

Ad(ditional Product Information:
daac.gsfc.nasa.gov/MODIS/Terra/rad_geo/
MODO03.shtml

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts:
V. V. Salomonson, R. E. Wolfe, A. J. Fleig
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MODIS Normalized Water-
Leaving Radiance (MOD18)
and Aerosol Optical Depth
(MODG37)

Product Description

This Level 2 and Level 3 product contains ocean
water-leaving radiances for bands 8-14 of MODIS
(wavelengths 412-681 nm). These are the “ocean”
bands; the water-leaving radiancesin these bands are
used to derive nearly al of the MODIS ocean prod-
ucts. In addition, another key parameter generated
by the algorithm is provided as product MOD37:
Aerosol Optical Depth. The Level 2 product is pro-
vided daily at 1-km resolution for cloud-free pixels,
while the Level 3 product is provided daily, 8-day
weekly, monthly, and yearly. The product constraints
are that only cloud-free pixels are used (with Sun
glitter below a threshold), and al valid pixels are
outside a distance threshold from land.

Research and Applications

Normalized Water-L eaving Radiance is approxi-
mately the radiance that would exit the ocean in the
absence of the atmosphere, if the Sun were at the
zenith. Itisused in the bio-optical algorithmsto esti-
mate chlorophyll a concentration and ocean primary
productivity on aglobal scale. Thealgorithm evolved
from experience from the CZCS experiment, which
proved the feasibility of measuring ocean color from
space. Extensive testing of the algorithm has been
conducted using SeaWiFS imagery and is continu-
ing using the Terra and Aqua MODI S instruments.
Thisisthe fundamental product for recovering most
of the MODI S ocean products.

Data Set Evolution

Inputs to the algorithm are the Level 1 radiancesin
Bands 8-14, screened for clouds and land, and esti-
mates of the surface wind speed, atmospheric pres-
sure, and ozone concentration derived from National
Centers for Environmental Prediction (NCEPR, for-
merly the NMC) products. The success of the algo-
rithm depends on the accurate characterization of the
atmospheric effect, which typically constitutes 90
percent of the at-satellite radiance over the ocean.
The algorithm includes single scattering, multiple
scattering effects, and whitecap removal, and uses
six types of ancillary data. There are three major

Radiance and Imagery Products ¢ Terra/ MODIS

sources of uncertainty in the product: 1) The candi-
date aerosol models chosen to describe the aerosol
may be unrepresentative of the natural aerosal, e.g.,
wind-blown dust; 2) there is uncertainty in the esti-
mate of the whitecap reflectance/radiance, 3) there
isuncertainty in the sensor’sradiometric calibration,
and 4) there are unaccounted bi-directional effects
related to the angular distribution of upwelling radi-
ance just beneath the sea surface. Efforts to reduce
these uncertaintiesinclude devel opment of improved
aerosol models, direct measurements of the proper-
ties of oceanic whitecaps, utilization of the Marine
Optical Buoy (MOBY) calibration site to improve
radiometric calibration, and direct measurement of
the upwelling radiance distribution at the MOBY site
and during validation experiments. The product is
validated by comparing simultaneous surface-based
measurements (including drifting-buoy radiometers)
and MODI S-derived values at a set of locations. The
validation activity will continue throughout the mis-
sion to assure stability of this data product, and all
other ocean products derived from the water-leaving
radiances.

Suggested Reading

Chomko, R., and H. R. Gordon, 1998.
Deschamps, P Y. et al., 1983.

Evans, R. H., and H. R. Gordon, 1994.
Gordon, H. R., 1997.

Gordon, H. R., and D. K. Clark, 1981.
Gordon, H. R., and A. Y. Morel, 1983.
Gordon, H. R., and M. Wang, 1994.
Gordon, H. R. et al., 1997.

Morel, A., and B. Gentili, 1991.
Morel, A., and B. Gentili, 1993.
Morel, A., and B. Gentili, 1996.
Morel, A. et al., 1995.
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MODIS Normalized Water-Leaving Radiance
and Aerosol Optical Depth Product
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2), 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Ocean chlorophyll,
ocean productivity

Key Geophysical Parameters: \Water-leaving
radiances in the ocean bands, aerosol optical
depth

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size: 88 MB (Level 2); 640 MB
binned, 134 MB mapped (Level 3)

File Frequency: 144/day (Daily Level 2); 7/day
(Daily Level 3), 7/8-day (8-day Level 3),
7/month (Monthly Level 3),

Tlyear (Yearly Level 3)

Primary Data Format: HDF-EOS

Additional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: H. R. Gordon,
K. Voss
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MODIS Photosynthetically
Active Radiation
(PAR)(MODZ22)

Product Description

This Level 2 and 3 product consists of two param-
etersrelated to the solar radiation entering the ocean
that is available for photosynthesis. The first is In-
stantaneous Photosynthetically Active Radiation
(IPAR), which isthe total downwelling flux of pho-
tonsjust below the sea surface at theinstant MODIS
viewsthe pixel, integrated over the wavelength range
of 400 to 700 nm. The second isAbsorbed Radiation
by Phytoplankton (ARP) averaged over thefirst op-
tical depth at 685 nm. This parameter is used by the
MOD20 product in the calculation of fluorescence
efficiency. This product is produced at 1 km daily
for Level 2 and gridded at 4.6 km, 36 km, and 1°
daily, 8-day weekly, monthly and yearly for Level 3.

Research and Applications

Knowledge of the photosynthetically availableradia-
tion (PAR) is critical for determining the photosyn-
thetic rate of phytoplankton, and thus for estimating
ocean primary production. Primary productivity al-
gorithms use avariety of forms of PAR (Behrenfeld
and Falkowski, 1997). The most highly resolved
models require an instantaneous PAR, such as that
provided by this product. Other agorithms, such as
those used inthe MODI S Primary Productivity prod-
uct (MOD27), use a daily integrated PAR. For this
product, it was decided to provide only instantaneous
PAR (IPAR) since measurements are available only
at the time of the satellite overpass. Having two
MODISinstrumentsin orbit, together with other simi-
lar satellite missions (SeaWiFS, MERIS, GL1), the
time course of IPAR throughout the day can be esti-
mated to compute daily primary productivity using
the highly resolved models.

Radiation absorbed by the phytoplankton (ARP)
isutilized for photosynthesis, fluorescence, and heat.
Efficiencies of these processes are determined by
dividing their respect rates by ARP. The Chlorophyl|
Fluorescence product (MOD20) uses ARP together
with the Fluorescence Line Height to estimate a Fl uo-
rescence Efficiency, with the goal of relating this to
photosynthetic efficiency (see MOD20). Neglecting
variations in the heating efficiency, photosynthetic
efficiency isinversely related to the fluorescence ef-
ficiency.
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Data Set Evolution

The model of Gregg and Carder (1990) is used to
estimatethedownwelling solar irradiance at the ocean
surface. Product generation begins with solar-irradi-
ance data at 1-nm resolution taken from the revised
Neckel and Labs data and corrected for Earth-Sun
distance for the current day. Atmospheric correction
is made for the effects of scattering, absorption by
ozone, absorption by gas, and water vapor. This spec-
trum is then reflected and refracted at the air-seain-
terface and the below-surface values are computed
and summed to give IPAR. The phytoplankton ab-
sorption spectrum is then applied to IPAR to obtain
ARP. Inputs to the algorithm are Water-L eaving Ra-
diance (MOD18) and Absorption Coefficients
(MOD36).

Suggested Reading

Behrenfeld, M. J., and P. F. Falkowski, 1997b.
Gordon, H. R., and M. Wang, 1994.

Gregg, W. W., and K. L. Carder, 1990.

Igbal, M., 1983.

Paltridge, G. W., and C. M. R. Platt, 1976.
Neckel, H., and D. Labs, 1984.

Thomas, D. et al., 2002.
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MODIS Photosynthetically Active Radiation
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Ocean chlorophyll,
productivity

Key Geophysical Parameters: Photosyntheti-
cally available irradiance

Processing Level: 2, 3
Product Type: Validation, at-launch

Maximum File Size: 83 MB (Level 2);
640 MB binned, 134 MB mapped
(Level 3)

File Frequency: 144/day (Daily Level 2); 2/day
(Daily Level 3), 2/8-day (8-day Level 3), 2/
month (Monthly Level 3), 2/year (Yearly Level
3)

Primary Data Format: HDF-EOS

Browse Available: 36-km sample imagery
available at the GES DAAC (Level 3 only)

Additional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: K. Carder, D. Tanré,
W. Esaias, M. Abbott
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MODIS Processing Framework
and Match-up Database
(MOD32)

Product Description

This Level 2 product consists of the calibration data
set to be used in the generation of all the MODIS
Ocean products. It consists of a database which con-
tains in situ observations of ocean parameters
matched with satellite measurement data. This
matchup database wasinitially populated with exist-
ing ocean-surface data matched temporally and spa-
tialy with CZCS, AVHRR, and SeaWiFS data, and
then with MODI S data postlaunch. The product in-
cludes the definition of the processing framework in
which all the MODI S ocean product algorithms will
operate. Itisproduced daily and supports ocean prod-
ucts at 1 km, but the product itself does not have a
spatial resolution.

Research and Applications

Thisisacaibration product for MODIS ocean pro-
cessing. It is used through a vicarious calibration
scheme to update MODIS radiometric calibration
coefficients, which directly relate MODIS Level 1A
raw countsto Level 2 calibrated water-leaving radi-
ances, and to monitor long-term performance of the
MODISinstrument. MOD32, asamatch-up database,
is also used to validate derived ocean geophysical
parameters such as SST and for quality control of
the ocean product suite.

Data Set Evolution

Heritage programs provide the basis for MODIS al-
gorithms. A program developed for the Pathfinder
ocean SST product forms the framework for analyz-
ing AVHRR-derived SST, a gorithm devel opment and
validation, and application of the match-up database.
Development for ocean-color algorithms was based
on experience gained during the transition from
CZCS to SeaWiFS agorithms. Development of the
SeaWiFS program involved integration of algorithms
generated by H. Gordon (atmospheric correction) and
K. Carder (chlorophyll). In addition, daily validity
tests were developed through collaboration of the
SeaWiFS calibration/validation team and the MO-
DIS Ocean Science Team members. To create the
match-up database, in situ records are first tempo-
rally matched against the satelliteretrievals. The sat-
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ellite data for the match-up database are extracted
for 3 x 3 pixel boxes centered at each in situ mea-
surement | ocation. Sea-surface temperature observa-
tions are from two main types of platforms: moored
buoys and drifting buoys. The primary source of
match-up bio-optical measurements is the Marine
Optical Buoy (MOBY), but measurements made from
ship surveysare also included in this database. Prior
to the launch of MODI S, algorithms were validated
using datafrom the SeaWiFS and AV HRR Pathfinder
programs. Computer codes were then generated to
produce each algorithm product, in accordance with
EOS coding standards and accounting for the se-
guence of data production required by product inter-
dependencies.

Suggested Reading

Brown, O. et al., 2002.

Evans, R. H., and H. R. Gordon, 1994.
Gordon, H. R., 1987.

Gordon, H. R., and A. Y. Morel, 1983.
Kilpatrick, K. A. et al., 2001.

Kearns, E. et al., 2001.

Slater, P N. et al., 1987.

MODIS Processing Framework and Match-
up Database Product Summary

Coverage: Global ocean surface
Spatial/Temporal Characteristics: 1 km/daily

Key Science Applications: Ocean chlorophyll,
ocean productivity, all ocean products

Key Geophysical Parameters: Match-up
databases, water-leaving radiances, in situ
measurements

Processing Level: 2

Product Type: Standard, at-launch

Science Team Contacts: R. H. Evans, H. R.
Gordon
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MODIS Clear-Water Epsilon
(MOD39)

Product Description

Thisproduct provides asingle parameter, theratio of
clear-water-leaving radiance at 531 nmto that at 667
nm and is called the clear-water epsilon. This quan-
tity relatesdirectly to theiron content of aerosolsover
clear waters mostly in the £35° latitude range. The
Level 2 product is produced daily, at 1 km spatial
resolution, whereas the Level 3 product is produced
daily, 8-day weekly, monthly, and yearly, at 4.6 km,
36 km, and 1° resolution.

Research and Applications

The primary purpose of this algorithm isto estimate
aerosol iron content over ocean weaters. The aerosol
iron influences the validity of other MODIS prod-
ucts. The secondary objective is to flag instances
when normalized water-leaving-radiance retrievals
may need adjustment dueto aerosol absorption at blue
and green wavelengths. Such errorswill affect chlo-
rophyll a calculations. The third objective isto pro-
vide a check on the Angstrom exponent derived at
red and infrared wavelengths. The algorithmisvalid
for pigment concentrations up to 2 mg/m3. When pig-
ment concentrationsare larger than this, thealgorithm
can no longer be applied.

Data Set Evolution

The algorithm is based on methods developed for
obtaining clear-water epsilon valuesfrom CZCSdata.
Modifications for the MODI S algorithm include ex-
tension of the clear-water concept to include waters
with higher pigment concentrations and modification
of the values of the normalized water-leaving radi-
anceat 520, 550, and 670 nm for CZCSto thedightly
different MODIS bands by means of the water-ab-
sorption curve. Product validation used SeaWiFSdata
inthe pre-launch period and MODI S data postlaunch.
Scattering and optical-thickness data plus ship data
of water-leaving radiances are acquired to test the
clear-water radiance assumptions.

Radiance and Imagery Products ¢ Terra/MODIS

Suggested Reading

Carder, K. L. et al., 1991.

Carder, K. L., 2001.

Carder, K. L., 2002.

Gordon, H. R., 1978.

Gordon, H. R., and D. K. Clark, 1981.
Gordon, H. R., and A. Y. Morel, 1983.
Gordon, H. R., and M. Wang, 1994.

MODIS Clear-Water Epsilon Summary
Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Aerosol iron
estimation, water-leaving radiance correction

Key Geophysical Parameters: Clear-water
epsilon, aerosol iron content

Processing Level: 2, 3
Product Type: Validation, at-launch

Maximum File Size: 88 MB (Level 2);
865 MB binned, 134 MB mapped
(Level 3)

File Frequency: 144/day (Daily Level 2); 36/day
(Daily Level 3), 36/8-day (8-day Level 3),
36/month (Monthly Level 3), 36/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36-km sample imagery
available at the GES DAAC (Level 3 only)

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Carder
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MOPITT Geolocated Radiances
(MOPO01)

Product Description

This product contains geolocated Level 1B radiances
for the eight spectral channels of the MOPITT in-
strument. Radiances are obtained at three different
wavel engths using two different methods of gas cor-
relation radiometry. Reflected solar radiation ismea-
sured at 2.2 and 2.3 um using length-modul ated cells
to determine the total atmospheric columns of meth-
ane and carbon monoxide respectively. Thermal ra-
diation at 4.6 um is measured in four channels using
a combination of length-modulated and pressure-
modulated cells to provide information on the verti-
cal profileof carbon monoxide. Engineering datade-
scribing the state of the gas cells and calibration are
also provided to support transformation of the radi-
ancesinto Level 2 products.

Radiances are acquired by cross-track scanning
about the nadir resulting in an interlaced swath of
pixels approximately 640 km wide. All channels are
simultaneously measured on four separate pixelseach
with aresolution of 22 x 22 km. Each channel mea-
sures radiance in two states of its correlation cell.
The states correspond to long and short optical paths
through the gas cell. An average and adifference ra-
diance are derived from these two.

Suggested Reading

MOPITT Science Team, 1996.
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MOPITT Geolocated Radiances Product
Summary

Coverage: Global

Spatial/Temporal Characteristics: 650-km
swath centered at nadir; interlaced crosstrack
scan of 4 pixels, each 22 x 22 km at nadir

Wavelengths:

2.258 pm center, £0.355 width
2.334 pm center, £0.011 width
4.627 pm center, £0.055 width

Processing Level: 1B

Product Type: Standard, at-launch
Maximum File Size: 83 MB

File Frequency: 1/day

Primary Data Format: HDF-EOS
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/mopitt/
table_mopitt.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: J. R. Drummond
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Precipitation, Atmospheric Humidity and Atmospheric

Temperatures — An Overview

Relationship to Global Change Issues

Thehydrological cycleisone of three key Earth sys-
tem processesthat are components of global climate;
the carbon and energy cycles are the others. Moni-
toring precipitation and atmospheric humidity iscriti-
cal to obtaining hydrological-cycle parameters
needed for developing global climate models and
detecting climate change. The processes that gener-
ate rainfall are central to the dynamical, biological,
and chemical processes in the atmosphere, in the
oceans, and on the land surfaces. Space-based mea-
surements give a more accurate global documenta-
tion of tropical rainfall. The TRMM instruments are
designed to provide greatly-improved measurements
of rain rates over both land and ocean compared to
current methods. TRMM, often referred to asa “fly-
ing rain gauge,” makes an important contribution to
the World Climate Research Program’s rain clima-
tology initiative. This section describes the TRMM
and Terra products that support the monitoring of
rainfall and atmospheric humidity, including the
TRMM ground-truth validation data acquisition.

Precipitation: The majority of global precipitation
occurs in the tropics, between latitudes of 30°N and
30°S. Tropical rainisone of the key parameters that
affects the global heat balance and the global water
cycle. To understand and predict large variations in
weather and climate, it is critical to understand the
coupling between the atmosphere and the surface
below, which is approximately 29% land and 71%
ocean. Atmospheric circulation transports both en-
ergy and water, moving heat from the tropics to the
polar regions. Water that has evaporated from the
oceans and the land surface fallsasrain or snow, of-
ten in places far removed from its point of origin.
There is evidence that tropical rainfall variability,
apparently coupled with changes in the underlying
surface (particularly sea surface temperature), is as-
sociated with significant alterations in wind patterns
and rainfall. Fluctuations in rainfall amount impact
climate on both short and long time scales.

Unlike the small-scale general featuresthat appear
on daily weather maps, thelong-term, time-averaged
circulation and precipitation fields show large-scale
features associated with the annual evolution of the
monsoons, trade wind systems, and oceanic conver-
gence zones. Large-scalefeaturesare also evident on
amonthly and seasonal scale. Interannual variability
is dominated by tropical Pacific ocean-atmosphere
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interactions. These interactions are associated with
the ElI Nifio-Southern Oscillation (ENSO) cycle,
whose major swings, which occur at irregular inter-
vals of two to seven years, are associated with pro-
nounced year-to-year precipitation variations over
large areas of thetropics. The large-scale spatial co-
herence and systematic evolution of both
intraseasonal and interannual tropical precipitation
anomaliesis of great significance to climate predic-
tion. They are also important in the development of
optimal sampling strategies for estimating accumu-
|ated precipitation over periods of afew weeksto a
few months.

The characterization of rainfall intropical regimes
isfundamental to improving techniques of radar-rain-
fall measurementsaswell. Not only arethereregional
and seasonal differences, but significant differences
also occur within tropical rain systems. These differ-
ences can be broadly classified as 1) morphological,
referring to sizes, lifetimes, and spatial structures of
rain-producing systems; and 2) microphysical, refer-
ring to raindrop formation processes, and the rain-
drop size distribution. Rainfall rates display ahighly
variable structure in both time and space, meaning
radar surveillance systems must take frequent mea-
surements to accurately assess rainfall totals. Three-
dimensional volume scans (like the WSR-88D radar
scans on the nightly weather reports) every five min-
utesaredesirable, although scansat 15-minuteinter-
vals provide useful data. The hydrological and se-
vere weather monitoring requirements of most
operational radar systems satisfy these criteria, pro-
viding invaluable ground-based validation datawith
nominal additional expenditure.

Humidity: Atmospheric circulation redistributes
moisture and heat. Water vapor evaporates from the
ocean and land surfaces, and is transported to other
parts of the atmosphere where condensation occurs,
clouds form, and precipitation ensues. Thereisanet
outflow of atmospheric moisture from the tropics,
where sea-surface temperatures are high and the
warm atmosphere can hold large amounts of water
vapor, to higher latitudes, where condensation and
precipitation remove the moisture. Current numeri-
cal weather prediction models give inconsistent re-
sults about the future distribution of precipitation.
Humidity is the amount of water vapor in the at-
mosphere. Water vapor concentration depends on
temperature, which determines the total amount of
water that the atmosphere can hold without satura-
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tion. Hence, water vapor amounts decrease from
Equator to Pole and with increasing altitude. Gener-
ally, water amounts are less over the continents than
over the oceans, and the upper atmosphere is drier
than the near-surface atmosphere. Superimposed on
this general behavior are smaller variations of water
vapor amountsthat determine the formation and prop-
erties of clouds and rainfall. Simultaneous imaging
of clouds and water vapor by TRMM and Terra can
provide the data necessary to understand better the
interactions between cloud processes and the large-
scale flow and distribution of water vapor.

Temperatures: Theatmosphereisnot physically uni-
form; it has significant variationsin temperature and
pressure with altitude. The regions where tempera-
ture is either increasing or decreasing with height
define the different layers of the atmosphere. The
lowest 10 km of the atmosphere is called the tropo-
sphere, and the region from about 10 to 50 km is
known as the stratosphere. The transition region be-
tween the two is known as the tropopause.

Atmospheric temperature has a critical influence
on the hydrological cycle and is akey input param-
eter in global climate models. Tropospheric and
stratospheric temperatures are central to the problem
of greenhouse warming. Global Circulation Models
(GCMs) predict that temperature changes due to
higher concentrations of greenhouse gases will have
characteristic profiles in the different layers of the
atmosphere, with warming in the mid-troposphere
and cooling in the stratosphere. Cooler stratospheric
temperatures are an expected consequence of thein-
creased trapping of terrestrial radiation in the tropo-
sphere. In addition, most ozone depletion occursin
thelower part of the stratosphere (15 to 25 km) so an
accurate knowledge of the fluctuations in strato-
spheric temperature on aglobal scaleistherefore re-
quired for an overall understanding of global warm-
ing.

The most important data required for initializing
forecast modelsare the 3-D horizontal wind and tem-
perature profiles. Other desirable parameters are the
3-D moisturedistribution, surface pressure and wind
fields, and sea-surface temperature. Problems exist
inthe establishment of a3-D global temperaturefield
because of datagapsover theocean. In addition, sharp
temperatureinversionsexist in the atmosphere, which
are difficult to infer from satellite.
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Product Overview

The products included in this section are primarily
produced by the TRMM instruments, with MODIS
on the Terra satellite providing two products giving
humidity data.

The TRMM mission is designed to use the mea-
surements of multiple instruments flying on its plat-
form to quantify the distribution of the two-thirds of
global precipitation estimated to fall in the tropics
and subtropics. PR measures the three-dimensional
rainfall distribution over both land and ocean. More
specifically, this instrument provides information
about the vertical structure of precipitation, the key
to determining thelatent heat i nput to the atmosphere.
A unique feature is that it permits the measurement
of rain over land where passive microwave precipi-
tation estimation techniques are difficult.

Thefundamental data set obtained fromthe TRMM
program is a three-year sequence of instantaneous
rainfall rates aswell as monthly, tropical rainfall ac-
cumulationsaveraged over geographical grid squares
500 km on a side. These gridded monthly averages
are being used to validate climate forecasting mod-
els. The TRMM data product sequence begins with
the TMI data and the precipitation radar data, which
form the basis of the improved rainfall estimation
promised by the mission. Rainfall estimatesfromTMI
and the PR are combined in TRMM product 3B-31,
and then combined with Sun-synchronous low-orbit
satellite microwave data (SSM/1), geostationary sat-
dlite IR data (e.g., GOES) and rain gauge data to
produce the final rainfall product (3B-43).

The MODIS products provide water vapor mea-
surements (MODO05) needed for atmospheric correc-
tion algorithms for all surface parameter retrieval
tasks. They are also used to improve understanding
of thehydrological cycle, energy budget, and climate.
Theatmospheric stability parameterin MODO7 gives
information on convection and instability which,
along with temperature and moisture profiles, also
contained in product MODOQ7, is needed by the at-
mospheric correction algorithms.

A set of TRMM ground validation products from
approximately ten independent sites is included.
These products provide therainfall data used to vali-
date the data obtained from PR on TRMM. Included
are the instantaneous surface rainfall maps (2A-53),
the radar site Convective/Stratiform Map (2A-54),
and the radar site gridded reflectivities (2A-55) used
to validate the vertical hydrometeor and latent-heat-
ing retrievals of TMI and PR. Five-day and 30-day
rainfall dataat theradar sites (3A-53, 54) and monthly
3-D radar reflectivity distributions (3A-55) complete
the set of products that are needed to validate and
improve all the TRMM rainfall products.
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Product Interdependency and Continuity Suggested Reading
with Heritage Data

Chiu, L. S., 1988.
TRMM carriesthefirst quantitative precipitation ra- Inoue. T.. 1997
dar to beflown in space. Previous measurementsfrom T '
space of rain rate have used passive microwave mea- Kummerow, C. et al., 1998.
surements from instruments on Nimbus and the De- Kummerow, C. et al., 2000.

fense Meteorological Satellites, which are in polar ,
orbits and cannot capture the diurnal variability of Li, J., and K. Nakamura, 2002.
rainfall inthetropics. TMI on TRMM provides con- Liao, L. et al., 2001.

tinuity with these earlier data, which are used in con-

junction with PR and the heritage instrument datato Pfaendtner, J. et al., 1995.

provide greatly-improved accuracy in rainfall map- Rasmusson, E. M., 1985.
ping. Theradiometerson TRMM give good measure- Schubert, S. D. et al., 1993.
ments of rainfall rates over the oceans, but such mea-

surements continueto belessreliable over land where Simpson, J. et al., 1996.
the surface emissivity inhomogeneities make inter- Takacs, L. L. et al., 1994,

pretation more difficult. VIRS, which was derived
from AVHRR heritage technology, is aso included
inthe TRMM instrument complement so that therain-
fall measurements from the radar and passive micro-
waveinstruments can be used to better interpret VIS/
IR measurements from past and future operational
satellites.

The MODIS humidity products are being used by
atmospheric characterization and climate modeling
researchersin conjunction with therainfall data, even
though there is not a direct product dependence be-
tween MODIS and TRMM.

The present series of atmospheric sounders(TOV S)
aboard NOAA polar satellites are limited by their
vertical resolution. NOAA and the Defense Meteo-
rological Satellite Program (DM SP) operational sat-
ellites have provided temperature and humidity pro-
filesand surface productsfor ingest into assimilation
models. Three important NOAA instruments are;
AVHRR since 1981; TOV S since 1979; the Geosta-
tionary Operational Environmental Satellite (GOES)
Visible Infrared Spin-Scan Radiometer (VISSR) and
its VISSR atmospheric sounder version since 1978.
Considerable progress was also made with the de-
ployment of the three-axis stabilized high-resolution
infrared sounder on geostationary satellites. Lastly,
the 20-channel Advanced Microwave Sounding Unit
(AMSU) on NOAA-K, provides higher-resolution
temperature profiles than its predecessor, the four-
channel MSU.

Tao, W.-K. et al., 2001.
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PR Surface Cross-Section as
Function of Scan Angle
(PR 2A-21)

Product Description

ThisLevel 2 product provides an estimate of the path
attenuation and its reliability by using the surface as
a reference target. Path attenuation is estimated by
comparing the apparent surface cross section mea-
sured in the presence of rain, with the averaged sur-
face cross section measured in the absence of rain. A
reliability parameter is also provided based on the
variability of the surface cross section in the absence
of rain. The product includes the spatial and tempo-
ral statistics of the surface scattering cross section,
and classification of the cross sections into land/
ocean, rain/no rain categories. Output parameters
consist of attenuation, reliability, and surface cross
section (0g).

Research and Applications

One of the ways by which attenuating-wavelength
radars such as TRMM can correct for attenuation is
by means of the surface reference method. In this
method, the path-integrated attenuation caused by rain
is estimated by aratio of the apparent surface cross
section, 0, in the raining region to a temporally or
spatially averaged value of this quantity in rain-free
regions.

Asthe surface cross sections are closely related to
the vegetation and soil moisture conditionsover land,
and the wind speed and directions over oceans, a
number of TRMM-related studies can be undertaken
with these data sets.

Data Set Evolution

There have been limited 0, measurements made from
aircraft radars, but systematic global maps had not
previously been compiled.

Relation to Other TRMM Products

This product is used as input for the PR rain profil-

ing algorithm (2A-25). For areasfar away fromrain-
fall, og isaunique product of TRMM.
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Suggested Reading

Meneghini, R., and T. Kozu, 1990.
Meneghini, R. et al., 2000.

PR Surface Cross-Section as Function of
Scan Angle Product Summary

Coverage: 36°S to 36°N; 15-16 orbits per day
with a swath width of 220 km before August

2001 and 253 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 5 km (after
August 2001)

Key Geophysical Parameters: Rainfall profile
Processing Level: 2

Product Type: Standard, at-launch

Maximum File Size: 12 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Okamoto

TRMM /PR Data Products Handbook - Volume 1
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PR Rain Occurrence and Rain
Type and Bright Band Height
(PR 2A-23)

Product Description

The Level 2 product 2A-23 indicates the presence of
a“bright band,” which in turn indicates the presence
of stratiform rain. If the bright band is detected, its
height isdetermined. Thisinformationisused to clas-
sify the rain type (stratiform type, convective type,
or warm rain). The TRMM Science Data and Infor-
mation System (TSDIS) supplies information as to
the background type: land, ocean, or indeterminate.
The height of the bright band is useful to the TMI
algorithmsto identify the height of thefreezing level.

Research and Applications

PR providesinformation on the distribution and char-
acterization of rainfall and latent heating over the
global tropicsand subtropics. Thisinformationisused
to advance the Earth system science objective to un-
derstand global energy and water cycles. In addition,
it provides understanding of the mechanism through
which tropical rainfall and its variability influence
global atmospheric circulation by improving the
modeling of rainfall and atmospheric circulation in-
teractions. This enables the improved prediction of
monthly and longer global circulation and rainfall
variability. Finally, it improves modeling of
convectively-driven precipitating systemsin thetrop-
ics, including their organi zation on the mesoscaleand
their interactionswith the ocean and the atmosphere.

Data Set Evolution

There have been a number of airborne radars that
have flown on field campaigns in previous years.
Most notably, ARMAR isa13.8 GHz radar that flew
ontheNASA DC-8 and wasbuilt specifically tosmu-
late TRMM observations.

Relationship to Other TRMM Products

Product 2A-23 is a qualitative description not previ-
oudly available. It is useful to passive microwave
determinations as well as input to the PR rain algo-
rithm.
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Furuhama, Y. et al., 1982.
Iguchi, T., and R. Meneghini, 1994.
Theon, J. S. et al., Eds., 1992.

PR Rain Occurrence and Rain Type and
Bright Band Height Product Summary

Coverage: 36°S to 36°N; 15-16 orbits per day
with a swath width of 220 km before August

2001 and 253 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 5 km (after
August 2001)

Key Geophysical Parameters: Rainfall profile
Processing Level: 2

Product Type: Standard, at-launch

Maximum File Size: 15 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Okamoto




PR Range Profiles of Rain and
Water Content (PR 2A-25)

Product Description

Level 2 product 2A-25 retrievesrain parameters over
each PR resolution cell (4 km x 4 km x 250 m). Prod-
ucts 1C-21, 2A-21, and 2A-23 are input to this prod-
uct. In the presence of rain, these parametersinclude
rainfall structure, estimated path attenuation, and its
reliability.

Research and Applications

PR providesinformation on the distribution and char-
acterization of rainfall and latent heating over the
global tropicsand subtropics. Thisinformationisused
to advance the Earth system science objective to un-
derstand global energy and water cycles. In addition,
it provides understanding of the mechanism through
which tropical rainfall and its variability influence
global atmospheric circulation by improving the
modeling of rainfall and atmospheric circulation it-
erations. This enables the improved prediction of
monthly and longer global circulation and rainfall
variability. Finally, it improves modeling of
convectively-driven precipitating systemsin thetrop-
ics, including their organization on the mesocale and
their interactionswith the ocean and the atmosphere.

Data Set Evolution

There have been a number of airborne radars that
have flown on field campaigns in previous years.
Most notably, ARMAR isa13.8 GHz radar that flew
ontheNASA DC-8 and wasbuilt specifically tosmu-
late TRMM observations.

Relationship to Other TRMM Products

Product 2A-25 provides the best single-instrument
rain profile information. Over the narrow swath of
theradar it isused to improvethe passive microwave
algorithm (2A-12), thereby extending the usefulness
of PR to the wide swath of TMI.
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PR Range Profiles of Rain and Water
Content Product Summary

Coverage: 36°S to 36°N; 15-16 orbits per day
with a swath width of 220 km before August

2001 and 253 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km)

Spatial/Temporal Characteristics: 5 km (after
August 2001)

Key Geophysical Parameters: Rainfall profile
Processing Level: 2

Product Type: Standard, at-launch

Maximum File Size: 260 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Okamoto
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PR Monthly Accumulated
Rainfall and Vertical Structure
(PR 3A-25) and Monthly
Combined Accumulated
Surface Rainfall (PR 3A-26)

Product Description

Statistics of rain data are provided in this Level 3
product, including probability distributions of rain
rates, to help identify and characterize sampling er-
rors, and to determine patternsin precipitation move-
ment and latent heat transfer. The statistical nature
of the rainfall is characterized by the outputs from
the Level 2 radar algorithms. Four categories of out-
put products are computed over 5° x 5° x 1 month
domains. The four categories are:
1)mean and variance of the rain rate at five heights
above the surface;
2)fractional rain areas (stratiform, convective, both);
3)histograms of the rain rates, reflectivity factors,
heights of the bright-band and storm top, and path
attenuation; and
4)correlation coefficients between rain rates at the
various heights.

Research and Applications

Thisproduct isdesigned to providethe temporal con-
tinuity and spatial coverage necessary for routine
evaluation of time-space mean precipitation. Appli-
cationsinclude quantitative estimates of large-scale,
time-averaged precipitation over the global tropics,
analysesof the seasonal, interannual, and diurnal vari-
ability of precipitation, and the establishment of
multiyear time series datafor global climate change.

Relationship to Other TRMM Products

Inputs to algorithm 3A-25 are the output products
from the Level 2 PR algorithms. A few of the output
products from 3A-25 and 3A-26 provide estimates
of the same quantity, e.g., themonthly meanrainrate
at the 5° x 5° boxes over the TRMM domain. The
approach used in 3A-25 is that of a straightforward
sample mean of the individual measurements ob-
tained during the month whereas 3A-26 usesasome-
what more involved statistical approach. Compari-
sons of these products over the TRMM
ground-validation sites are obviously important. As
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the TMI 3A-11 algorithm outputs monthly means
over the same 5° x 5° cells as does 3A-25 and 3A-
26, comparisons of the output products should be
made. To reduce the effects of sampling errors on
3A-25 and 3A-26, comparisons of these outputswith
those of 3A-11 should &l so be made over longer time
periods (3 months, 6 months, and yearly).

Data Set Evolution

Approachesfor measuring stetistically averaged rain
rates for TRMM have their heritage in the GARP
Atlantic Tropical Experiment (GATE) measured rain
rates experiments, aswell asthe FloridaArea Cumu-
lus Experiment (FACE). The GATE and FACE radar
rain distributions were the heritage data sets used to
describe some of the key statistics characteristics of
the precipitation that TRMM isintended to measure.
Additionally, by identifying the ranges of rain rates
measured in these experiments, they served to en-
able instrument designers to better specify the pa-
rameters and performance of the observing system.

Suggested Reading

Atlas, D. et al., 1990.

Meneghini, R. et al., 2001.
Meneghini, R., and J. A. Jones, 1993.
Wilheit, T. T. et al., 1991.
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PR Monthly Accumulated Rainfall and
Vertical Structure and Monthly Combined
Accumulated Surface Rainfall Product
Summary

Coverage: 40°N to 40°S

Spatial/Temporal Characteristics: 5° x 5° and
0.5° x 0.5°, monthly

Key Geophysical Parameters:

Low Resolution — mean and standard deviation
of rain rate, storm height, x;, brightband height
and NWBF correction, rain fraction, histograms
of above, correction coefficients

High Resolution — mean and standard devia-
tion of rain rate, rain fraction

Processing Level: 3
Product Type: Standard, at-launch

Maximum File Size: 30 MB (3A-25),
6 MB (3A-26)

File Frequency: 1/month
Primary Data Format: HDF
Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: K. Okamoto

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ TRMM / PR and TMI

TMI Surface Rainfall and
Vertical Structure (TMI 2A-12)

Product Description

This product contains vertical hydrometeor profiles
from the TMI obtained by blending the radiometric
data with dynamical cloud model data. The results
consist of the surface rainfall rate and a confidence
parameter, aswell asthree-dimensional results, with
five hydrometeor classes and the associated latent
heating derived at approximately 14 vertical layers.
The layer information must be viewed as approxi-
mate since it is inferred through the cloud model
rather than from direct measurements. ThisisaLevel
2 product that has not been resampled; scan time,
latitude, longitude, and scan line/pixel number are
included for each pixel in this product.

Research and Applications

The research objectives of this product are to:

 improvetheability to obtain rainfall and latent heat
release over the global tropics;

« validate and improve models that promote the un-
derstanding of the formation and organization of
convection and their interactions with the ocean
and ambient atmosphere and the climate system;
and

« advance understanding of the Earth’s global en-
ergy and water cycles by determining how tropi-
cal rainfall and its variability influence global cir-
culation.

Relationship to other TRMM products

This product generates output similar to 2A-25 and
2B-31. Product 2A-25, the PR rainfall vertical struc-
ture has better vertical resolution (250 m), butislim-
ited to a relatively narrow swath of approximately
250 km as compared to the approximately 870 km
swath of the TMI (after the altitude of the satellite
wasraised from 350 kmto 402.5 kminAugust 2001).
Sensitivity to theintegrated ice content isalso greater
from the TMI product than the PR product.

Product 2B-31 combinesinformation from both the
radar and radiometer over the narrow swath of the
radar. In this region, 2B-31 should ultimately pro-
vide the best surface rainfall and structure products.
Problems related to co-registration of the sensors, as
well as the lack of PR heritage, made this product
(2B-31) lessreliable at the onset of the mission.
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Data Set Evolution and Applications

TheTMI issimilar to several spaceborne microwave
instruments that have flown over the past decade,
including the SSM/I onboard the DM SP satellitesand
the SMMR onboard Nimbus-7. The major changes
are the addition of 10 GHz dual-polarized channels
and increased spatial resolution, which reduce the
footprint filling uncertainty that affects passive mi-
crowave agorithms.

Suggested Reading

Kummerow, C., and L. Giglio, 1994.
Kummerow, C. et al., 2001.
Mugnai, A. et al., 1993.

Smith, E. A. et al., 1994a.

Smith, E. A. et al., 1994b.

TMI Surface Rainfall and Vertical Structure
Product Summary

Coverage: 38°S to 38°N; 15-16 orbits per day
with a swath width of 760 km before August

2001 and 874 km after August 2001 (satellite
altitude was raised from 350 km to 402.5 km).

Spatial/Temporal Characteristics: 5 km

Key Geophysical Parameters: Surface rainfall
Processing Level: 2

Product Type: Standard, at-launch

Maximum File Size: 105 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: C. Kummerow
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TMI Monthly Surface Rainfall
(TMI 3A-11)

Product Description

Thisproduct consists of mean monthly rainfallsover
5° x 5° cells. Retrievals are only possible over oce-
anic areas, where data are needed most for climate
model verification. The frequency of occurrence of
rain intensities in different rate categories over a
specified area can be plotted as a histogram or as a
smoothed curve that fitsthe histogram. Thiscurveis
called the probability density function (pdf) of the
rainrates. In the case of tropical rainfall, the pdfsare
aways highly skewed such that a large fraction of
thetotal rainfall isconcentrated into arelatively small
number of stormsof high intensity or inasmall frac-
tion of the time or of the areain which it is raining.
This product is obtained by considering histograms
of 19-GHz, 21-GHz and 19-21-GHz combinations.
Monthly rainfall indicesare computed by statistically
matching the histograms with the model calculated
pdfs. The main purpose of this product isto provide
arobust baseline of surface rainfall rates.

Research and Applications

This product is designed to advance understanding
of the Earth’s global energy and water cycles by de-
termining how tropical rainfall and its variability in-
fluence global circulation. A reliable measurement
of rainfall, particularly over the oceans, providesfor
the first time space-time variability of vertically in-
tegrated latent heating. This, coupled with infor-
mation on the nature of synoptic disturbancesin dif-
ferent regions of the tropics, can help determine the
vertical structure of the diabatic heating.

Data Set Evolution

TheTMI issimilar to several spaceborne microwave
instruments that have flown over the past decadein-
cluding the SSM/I onboard the DM SP satellites and
the SMMR onboard Nimbus-7. The mgjor changes
are the addition of 10-GHz polarized channels and
increased spatial resolution, which reduce the foot-
print filling uncertainty that affects passive micro-
wave agorithms. The surface rainfall algorithm is
very similar to the one devel oped and applied as part
of the Global Precipitation Climatology Project
(GPCP) program for the past eight years.
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Relationship to Other TRMM Products

Thisproduct generates monthly surface rainfall with
sampling corresponding to thewide swath of the TMI.
Thisparameter may also be obtained fromthe TRMM
combined sensor algorithm but isincluded as a stan-
dard product to serve as a very robust baseline.

Suggested Reading

Chang,A. T. C. etal., 1999.
Wilheit, T. T. et al., 1991.

TMI Monthly Surface Rainfall Product
Summary

Coverage: Day and night, 40°N to 40°S over
oceans only

Spatial/Temporal Characteristics: 5° x 5°,
monthly

Key Geophysical Parameters: Surface rainfall
and statistics

Processing Level: 3

Product Type: Standard, at-launch
Maximum File Size: 60 MB

File Frequency: 1/month

Primary Data Format: HDF
Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: A. Chang

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ TRMM /TMI

TRMM Combined Surface
Rainfall Rate and Vertical
Structure (PR 2B-31)

Product Description

Thisisalevel 2 product, which combinesinforma-
tion from more than one sensor. This product con-
tainsvertical hydrometeor profilesobtained by blend-
ing reflectivities obtained by PR with brightness
temperatures from the TMI instrument. The results
consist of the surface rainfall rate and a confidence
parameter. Also included are the three-dimensional
results, with five hydrometeor classes and the asso-
ciated latent heating derived at the vertical resolu-
tion of the PR (250 m).

This product is designed to improve our ability to
obtain rainfall and latent heat release over the global
tropics. Additionally, it is used to validate and im-
prove models that promote the understanding of the
formation and organization of convection and their
interactions with the ocean and ambient atmosphere
and the climate system. Finally, it advances our un-
derstanding of the Earth’s global energy and water
cycles by determining how tropical rainfall and its
variability influence global circulation.

Research and Applications

The vertical distribution of hydrometeors is an im-
portant part of any surface rainfall rate retrieval al-
gorithm, because the distribution strongly affectsthe
microwave radiances. Theintent is that this product
should constitute the best product available from the
TRMM mission.

Relationship to Other TRMM Products

This product generates output similar to 2A-12 and
2A-25. Product 2A-12 (the TMI rainfall vertical struc-
ture) haswider coverage (approximately 870 km vs.
250 km, after the alititude of the satellite was raised
from 350 km to 402.5 km in August 2001).

Data Set Evolution and Applications

The simultaneous use of active and passive micro-
wave sensors can yield dramatic improvements over
either sensor alone. Somelimited aircraft studieshave
demonstrated this point. The opportunity to merge
radiances from active and passive sensors, aswell as
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visible and infrared radiances on aglobal data set,
is a capability that is unique to the TRMM satel-
lite.

Suggested Reading

Haddad, Z. et al., 1997.

Schols, J. L., and J. A. Weinman, 1994,
Smith, E. A. et al., 1994b.

Smith, E. A. et al., 1997.

Smith, E. A. et al., 2003.

TRMM Combined Surface Rainfall Rate
and Vertical Structure Product Summary

Coverage: 36°N to 36°S; 15-16 orbits per
day with a swath width of 220 km before
August 2001 and 253 km after August 2001
(satellite altitude was raised from 350 km to
402.5 km).

Spatial/Temporal Characteristics: 5 km (after
August 2001)

Key Geophysical Parameters: Rainfall profile
Processing Level: 2

Product Type: Standard, at-launch

Maximum File Size: 170 MB

File Frequency: 1/orbit

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: E. Smith
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TRMM Monthly Combined
Accumulated Rainfall and
Vertical Structure (3B-31)

Product Description

This Level 3 product consists of rainfall accumula-
tions over 5° x 5° areas and monthly time scales of
surfacerainfall, aswell asthe three-dimensional hy-
drometeor structure and measurements of |atent heat-
ing. Retrievals are made over both land and ocean
using the sampling characteristics of the TMI instru-
ment. The product is a calibration of the TMI profil-
ing agorithm (2A-12), where the calibration is ob-
tained by comparing the coincident geophysical
productsfromthe TMI 2A-12 with those of the com-
bined sensors approach (2B-31). The calibration co-
efficients are then applied to the entire 2A-12 data
set and monthly accumul ations are computed.

The simultaneous use of active and passive micro-
wave sensors can yield dramatic improvements over
either sensor alone, as demonstrated by earlier air-
craft studies. The opportunity to merge radiancesfrom
active and passive sensors as well asvisible and in-
frared radiances on a global data set is a capability
that is unique to the TRMM satellite. As the algo-
rithm has matured, this product has formed the cor-
nerstone of TRMM retrievalsand servesasthetrans-
fer standard to calibrate previous satellite
measurements.

Research and Applications

Before the launch of TRMM there were no reliable
data sets for either monthly or seasonal mean rain-
fall or for their interannual variability to validate the
global atmospheric models. Latent heat derived from
precipitation isthe major source of energy withinthe
atmosphere, and its vertical distribution affects the
stability of the atmosphere and hence the propaga-
tion pattern of Rossby waves, which influence the
climatein regionsthat arelocated far from the tropi-
cal storms where the latent energy is released. This
product allows latent heating to be calculated from
condensation. Thedirect observation of precipitation,
and the cloud systems that produce it in varying
amounts, permitsresearchersto know exactly where
thelatent heat isbeing released. Thisinformation can
be used asinput to climate model sto determine higher
latitude effects and possible interannual changes.

TRMM « Precipitation, Atmospheric Humidity and Atmospheric Temperatures



Relationship to Other TRMM Products

This product generates monthly surface rainfall and
latent heating with sampling corresponding to the
wide swath of the TMI. Product 3A-25 generates
similar products but only uses the narrower swath of
the PR.

Data Set Evolution

Preci pitation distributionshave already been retrieved
from spaceborne microwave radiometers, and TMI
builds on that earlier work. The primary instrument
currently used to retrieve volumetric rainfall from
spaceisthe SSM/| passive radiometer system on the
DMSP. The TRMM Combined Monthly Rainfall
product overcomesthe limitation of radiometric mea-
surements, which include difficulty in measuring light
rain and snowfall over land. Combining radar and
radiometric measurements in a common precipita-
tion retrieval algorithm takes advantage of the
strengths of both types of measurements.

Suggested Reading

Smith, E. A. et al., 1994b.

Smith, E. A. et al., 1997.

Smith, E. A. et al., 2003.

Schols, J. L., and J. A. Weinman, 1994.

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢« TRMM

TRMM Monthly Combined Accumulated
Rainfall and Vertical Structure Product
Summary

Coverage: Day and night, 40°N to 40°S

Spatial/Temporal Characteristics: 5° x 5°,
14 levels, monthly

Key Geophysical Parameters: Surface rainfall
and hydrometeor profiles

Processing Level: 3

Product Type: Standard, at-launch
Maximum File Size: 500 KB

File Frequency: 1/month

Primary Data Format: HDF
Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: E. Smith
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TRMM 1° Daily Combined
Rainfall (TRMM 3B-42) and
Monthly Combined Instrument
Rainfall (TRMM 3B-43)

Product Description

This pair of products implements the “flying rain
gauge” aspect of TRMM by calibrating other pre-
cipitation estimates with the “best” TRMM estimate
of precipitationto provideimproved rainfall estimates
on finer scales than TRMM can provide by itself.
The TRMM 1° Daily Combined Rainfall (3B-42)
product uses TRMM estimates of surface rain and
hydrometeor structure to calibrate and adjust rain
estimates made from geosynchronous infrared ob-
servations. The Monthly Combined I nstrument Rain-
fall (3B-43) product combines 3B-42 with rain gauge
analyses (where available) to objectively determine
the best estimate of rainfall on the space and time
scales indicated. This includes adjustments for bias
between the satellite and gaugefields, wherefeasible,
and objective combination based on the random er-
rors estimated for each field. Each product has an
associated field of estimated random error that re-
flects the local sampling of the various input fields
and the reliability of each data source.

Research and Applications

Surface rainfall in many parts of the world is very
poorly documented on the time and space scales that
these products provide. These products provide con-
siderably more detail for validation of numerical
weather and climate predictions, accumulationsinto
seasonal-scale climatologies, and input to surface
hydrology models. Also, these products provide sys-
tematic insight into the accuracy of the independent
input fields, both regionally and seasonally, which
motivatesfresh research to improvethe precipitation
estimation process.

Relationship to Other TRMM Products

The Surface Rainfall and Vertical Structure (2B-31),
and consequently all of the products antecedent to
2B-31, iskey to making 3B-42 (and hence 3B-43) as
accurate as possible. The TRMM VIRS 11-pm tem-
peratures (1B-01) provide key datain the calibration
step of 3B-42. The TRMM Daily and Monthly Rain-
fall products providefiner space and time scalesthan
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pure TRMM products, but at the expense of depend-
ing on data sources outside TRMM.

Data Set Evolution

The analysis procedures for 3B-42 and 3B-43 were
developed for rainfall estimates from the SSM/I,
which has flown on selected Defense Meteorologi-
cal Satellite Program (DMSP) polar-orbiting plat-
forms since mid-1987. The TRMM versions of both
procedures are third-generation code; further devel-
opment is expected as researchers gain experience
with the new data sources.

Suggested Reading

Adler, R. F et al., 1994,
Adler, R. F. et al., 2000.
Huffman, G. J. et al., 1995.

TRMM 1° Daily Combined Rainfall and
Monthly Combined Instrument Rainfall
Product Summary

Coverage: Day and night, 40°N to 40°S

Spatial/Temporal Characteristics: 1° x 1°;
daily (3B-42), monthly (3B-43)

Key Geophysical Parameters: Surface rainfall
Processing Level: 3
Product Type: Standard, at-launch

Maximum File Size: 150 KB (3B-42), 250 KB
(3B-43)

File Frequency: 1/day (3B-42), 1/month (3B-
43)

Primary Data Format: HDF
Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Adler
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TRMM Instantaneous Radar
Site Rain Map (TRMM 2A-53)

Product Description

TheLevel 2A ground validation Radar Site Rain Map
(2A-53) product containsinstantaneous (highest tem-
poral, 2-km horizontal resolution) rainmaps produced
from the 1C-51 reflectivity fields. These require ap-
plication of an appropriate reflectivity (Z) torain (R)
transformation, determined separately for each site
on the basis of rain gauge, radar, and raindrop size
information.

Research and Applications

Thisproduct isused to determinetheintensity, dura-
tion, and spatial extent of rain-producing systems at
each ground validation site.

Relationship to Other TRMM Products

This product is necessary to validate instantaneous
rainfall retrievals derived from measurements by in-
strumentsonthe TRMM satellite (2A-12, 2A-25, 2B-
31).

Data Set Evolution

Rainfall estimationsfrom surface-based radar obser-
vations have been used operationally for several de-
cades in short-term forecasting and for hydrological
purposes. Recent upgradesto the operational systems
andrainfall agorithmsare usedinthe TRMM Ground
Validation Program.

Suggested Reading

Krajewski, W. F., 1987.
Rosenfeld, D. et al., 1994.
Steiner, M., and R. A. Houze, Jr., 1993.

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ TRMM

TRMM Instantaneous Radar Site Rain Map
Product Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 2 km
(minimum)

Key Geophysical Parameters: Surface rainfall
Processing Level: 2A

Product Type: Validation, at-launch

Maximum File Size: 2 MB

File Frequency: 1/hour

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze
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TRMM Instantaneous Radar
Site Convective/Stratiform Map
(TRMM 2A-54)

Product Description

The Level 2A ground validation Radar Site Convec-
tive/Stratiform Map identifies rainfall from TRMM
2A-53 as occurring from either convective- or strati-
form-type clouds and generated from the reflectivity
product 1C-51.

Research and Applications

Characterization of precipitation types as stratiform
or convective is essential for determining the verti-
cal profile of heating associated with these two ma-
jor classifications. Classification methods include
information on the vertical and horizontal structure
of reflectivity fields.

Relationship to Other TRMM Products

Product 2A-54 is used to validate the convective/
stratiform separation derived by the PR algorithm 2A-
23. The convective stratiform classification map per-
forms as input to 3A-55 to be used in evaluation of
the vertical heating profile, which is of interest to
large-scale models for initialization and validation
studies.

Data Set Evolution

Convective/stratiform classification methods have
been developed for use in studies of the structure,
dynamics, and evolution of tropical mesoscale con-
vective systems.

Suggested Reading

Churchill, D. D., and R. A. Houze, Jr., 1984.
Houze, R. A. Jr., 1989.

Rosenfeld, D. et al., 1995.

Steiner, M. et al., 1995.
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TRMM Instantaneous Radar Site
Convective/Stratiform Map Product
Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 2 km (mini-
mum)

Key Geophysical Parameters: Surface rainfall
Processing Level: 2A

Product Type: Validation, at-launch

Maximum File Size: 1 MB

File Frequency: 1/hour

Primary Data Format: HDF

Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze
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TRMM Instantaneous Radar
Site 3-D Reflectivities
(TRMM 2A-55)

Product Description

The Level 2A ground validation Radar Site 3-D Re-
flectivity (2A-55) product contains instantaneous
(highest temporal, 2-km horizontal resolution) 3-D
Cartesian-gridded reflectivities, interpolated from
volume-scan reflectivities (1C-51). The origin and
outer boundaries of the 3-D Cartesian grid are deter-
mined by the TRMM Ground Validation Team. In
additionto the 3-D gridded reflectivity data, thisprod-
uct includes vertical profiles of the mean reflectivity
and the frequency distribution at each height. The
frequency distribution is provided in the form of con-
toured frequency by atitude diagrams (CFADS). Ver-
tical profiles and CFADs are provided for the fol-
lowing categories: total, total-land, total-ocean,
total-convective, total-stratiform, total-anvil, land-
convective, land-stratiform, land-anvil, ocean-con-
vective, ocean-stratiform, and ocean-anvil.

Research and Applications

The 3-D structure of radar reflectivity is determined
by hydrometeor distributions within cloud systems
and isindicative of both microphysical and dynami-
cal processes within such systems. The reflectivity
structure can be used to simulate satellite observa
tions of precipitating cloud systems, given assump-
tions about the hydrometeor distributions.

Relationship to Other TRMM Products
Thisproduct is used to validate the vertical hydrom-
eteor and latent heating retrievals of the TMI (2A-
12), PR (2A-25), and combined product (2B-31) ver-
tical hydrometeor and latent heating retrievals.
Data Set Evolution

Pre-operational tests within TSDIS began in August

1995 and continued until the launch of TRMM in
November 1997.

Suggested Reading

Yuter, S. E., and R. A. Houze, Jr., 1995.

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ TRMM

TRMM Instantaneous Radar Site 3-D
Reflectivities Product Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 2 km
horizontal (minimum), 1.5 km vertical (mini-
mum)

Key Geophysical Parameters: 3-D reflectivity
Processing Level: 2A

Product Type: Validation, at-launch
Maximum File Size: 19 MB

File Frequency: 1/hour

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze
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TRMM 5-Day Site Rain Map
(TRMM 3A-53)

Product Description

5-day, 2 km x 2 km surface rainfall at site.

Research and Applications

Significant variationsintropical rainfall patternshave
been found to occur at periods longer than 5 days.
These patterns frequently have large-scale structure
and persistence that could be useful for weather pre-
diction and validation of general circulation models.

Relationship to Other TRMM Products

Although TRMM sampling by itself is not sufficient
to accurately represent 5-day rainfall totals, supple-
mentary observations of proxy rainfall dataobserved
continuously by other satellites can be calibrated re-
gionally by the validation product to globally map
and monitor variationsin rainfall patterns occurring
at periods in the range of weeks to a month or two.
Directly, this product will validate the estimates for
the TRMM and other satellite algorithms (3B-42 and
3B-43).

Suggested Reading

Huffman, G. J. et al., 1995.
Rosenfeld, D. et al., 1994.
Steiner, M., and R. A. Houze, Jr., 1993.
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TRMM 5-Day Site Rain Map Product
Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 5-day
accumulations, 2 x 2 km

Key Geophysical Parameters: Surface rainfall
Processing Level: 3

Product Type: Validation, at-launch

Maximum File Size: 500 KB

File Frequency: 1/5 days

Primary Data Format: HDF

Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze
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TRMM 30-Day Site Rain Map
(TRMM 3A-54)

Product Description

30-day, 2 km x 2 km surfacerainfal at site.

Research and Applications

Thisproduct isused to validate the satellite algorithms
and to provideindependent validation to climate and
forecast models.

Relationship to Other TRMM Products
This product is the principal means of validating all
the TRMM monthly 5° x 5° rainfall estimates.

Suggested Reading

Huffman, G. J. et al., 1995.
Rosenfeld, D. et al., 1994.
Steiner, M., and R. A. Houze, Jr., 1993.

TRMM 30-Day Site Rain Map Product
Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 30-day
accumulations, 2 x 2 km

Key Geophysical Parameters: Rain vertical
structure and latent heating

Processing Level: 3

Product Type: Validation, at-launch
Maximum File Size: 500 KB

File Frequency: 1 per month
Primary Data Format: HDF
Browse Available: Yes

Ad(ditional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ TRMM

TRMM Monthly 3-D Structure
(TRMM 3A-55)

Product Description

This product contains vertical profiles of the mean
reflectivity and the frequency distribution at each
height. The frequency distribution is provided in the
form of contoured frequency by altitude diagrams
(CFADsS). Vertica profilesand CFADs are provided
for the following categories: total, total-land, total-
ocean, total-convective, total-stratiform, total-anvil,
land-convective, land-stratiform, land-anvil, ocean-
convective, ocean-stratiform, and ocean-anvil.

Research and Applications

The 3-D structure of radar reflectivity is determined
by hydrometeor distributions within cloud systems
and isindicative of both microphysical and dynami-
cal processes within such systems. The reflectivity
structure can be used to simulate satellite observa-
tions of precipitating cloud systems, given assump-
tions about the hydrometeor distributions.

Relationship to Other TRMM Products

This product is necessary to cross-check the vertical
structure retrieved by TRMM satellite instruments
(3A-25, 3A-26, 3B-31).

Suggested Reading

Keenan, T. D. et al., 1988.
Yuter, S. E., and R. A. Houze, Jr., 1995.
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TRMM Monthly 3-D Structure Product
Summary

Coverage: 150-km radius of ground validation
radar, continuous

Spatial/Temporal Characteristics: 30-day
accumulations, 2 x 2 km

Key Geophysical Parameters: 3-D reflectivity
Processing Level: 3

Product Type: Validation, at-launch
Maximum File Size: 400 KB

File Frequency: 1/month

Primary Data Format: HDF

Browse Available: Yes

Additional Product Information:
trmm.gsfc.nasa.gov
tsdis.gsfc.nasa.gov

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: R. Houze
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MODIS Total Precipitable Water
(MODO05)

Product Description

The MODIS Precipitable Water product (MODOQ5)
consists of column water-vapor amounts. During the
daytime, a near-infrared algorithm is applied over
clear land areas of the globe and above clouds over
both land and ocean. Over clear ocean areas, water-
vapor estimates are provided over the extended glint
area. Aninfrared algorithm for deriving atmospheric
profilesis also applied both day and night for Level
2

The Level 2 dataare generated at the 1-km spatial
resolution of the MODI S instrument using the near-
infrared algorithm during the day, and at 5 x 5 1-km
pixel resolution both day and night using the infra-
red algorithm when at least five FOV sare cloud free.
Theinfrared-derived precipitable water vapor isgen-
erated as one component of product MODO7, and
simply added to product MODO5 for convenience.

Thesolar retrieval algorithm relies on observations
of water-vapor attenuation of reflected solar radia-
tion in the near-infrared MODIS bands so that the
product is produced only over areaswhere thereisa
reflective surface in the near IR.

Research and Applications

The near-infrared total-column precipitable water is
very sensitive to boundary-layer water vapor sinceit
is derived from attenuation of reflected solar light
from the surface. This data product is essential to
understanding the hydrological cycle, aerosol prop-
erties, aerosol-cloud interactions, energy budget, and
climate. Of particular interest is the collection of
water-vapor data above cirrus cloudiness, which has
important applications to climate studies. MODIS
also providesfiner horizontal -scal e atmospheric wa-
ter-vapor gradient estimates than are available from
the Polar-orbiting Operational Environmental Satel-
lites (POES).

Data Set Evolution

Thenear-IR column water-vapor parameter isderived
from the attenuation by water vapor of near-IR solar
radiation. Techniques employing ratios of water-va-
por-absorbing bands 17, 18, and 19 with the atmo-
spheric window bands 2 and 5. The ratios remove
largely the effects of variation of surface reflectance
with wavelength and result in the atmospheric wa-
ter-vapor transmittances. The column-water-vapor

Precipitation, Atmospheric Humidity and Atmospheric Temperatures ¢ Terra/ MODIS

amounts are derived from the transmittances based
on theoretical radiative-transfer calculations and us-
ing look-up-table procedures. MODIS is the first
space instrument to use near-1R bands together with
the traditional IR bands to retrieve total precipitable
water. Experience in this retrieval is based on the
AVIRIS instrument aboard the NASA ER-2 aircraft.
Atmospheric water vapor is determined with an ac-
curacy of 5-10%.

The thermal column water-vapor parameter is de-
rived by integrating the moisture profile through the
atmospheric column. Other, split-window, methods
also exist. This class of techniques uses the differ-
ence in water-vapor absorption that exists between
channel 31 (11 pm) and channel 32 (12 pm).

Data validation is conducted by comparing these
data with water-vapor measurements from the Na-
tional Weather Service (NWS) radiosonde network,
from ground-based upward-looking microwave ra-
diometers, from a ground-based GPS network, and
from a ground-based sunphotometer network. Qual-
ity control is performed in two dimensions. Thefirst
is comparisons of specific validation sites across as
many different climatic and geographic regions as
possible. The second is a statistical analysis of the
entire data set.

Therelated MODI S Precipitable Water ATBDs can
be found in PDF format at eos.nasa.gov/atbd/
modistables.html.

Suggested Reading

Gao, B. C., and A. F. H. Goetz, 1990.

Gao, B. C., and Y. J. Kaufman, 2003.
Green, R. O., and J. E. Conel, 1995.
Jedlovec, G. J,, 1987.

Kaufman, Y. J., and B. C. Gao, 1992.

King, M. D. et al., 1992.

King, M. D. et al., 2003.

Kleepsies, T. J.,, and L. M. McMillan, 1984.
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MODIS Total Precipitable Water Summary
Coverage: Global

Spatial/Temporal Characteristics: Varies with
retrieval technique; 1 km near-infrared daylight
only, and 5 km infrared day and night

Key Science Applications: Hydrological cycle
climatology, effect on aerosol and clouds,
atmospheric correction, characterization of the
atmosphere

Key Geophysical Parameters: Atmospheric
total column water vapor

Processing Level: 2
Product Type: Standard, at-launch

Maximum File Size: 20.15 MB (daytime
granules), 3.56 MB (nighttime granules)

File Frequency: 288/day
Primary Data Format: HDF-EOS

Browse Available:
modis-atmos.gsfc.nasa.gov/MOD08_D3/
browse.html

Ad(ditional Product Information:
modis-atmos.gsfc.nasa.gov/MODO5_L2/
index.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: B. C. Gao, Y. J.
Kaufman, D. Tanré, W. P. Menzel
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Water vapor over the eastern United States on June 24, 2002. The image at top shows total precipitable
water (in cm) derived from the cloud-free pixels over land using the near-infrared algorithm. The bottom
image showstotal precipitablewater (in cm) derived from thethermal infrared algorithm. On theinternet,
visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Atmospheric Profiles
(MODQ7)

Product Description

The MODISAtmospheric Profiles product (MODQ7)
consists of several parameters. they are total-ozone
burden, atmospheric stahility, temperature and mois-
ture profiles, and atmospheric water vapor. All of
these parametersare produced day and night for Level
2at5x51-km pixel resolution when at least 5 FOV's
are cloud free.

The MODI S total-ozone burden is an estimate of
thetotal -column tropospheric and stratospheric ozone
content. The MODI'S atmospheric stability consists
of three daily Level 2 atmospheric stability indices.
The Total Totals (TT), the Lifted Index (LI), and the
K index (K) are each computed using the infrared
temperature- and moisture-profile data, also derived
as part of MODO7. The MODIS temperature and
moisture profiles are produced at 20 vertical levels.
A statistical regression algorithm based on theinfra-
red radiative-transfer equation in a cloudless sky is
used. The MODI S atmospheric water-vapor product
isan estimate of the total tropospheric column water
vapor made fromintegrated MODI Sinfrared retriev-
als of atmospheric moisture profilesin clear scenes.

Research and Applications

Total-column ozone estimates at MODI S resolution
arerequired by MODI S investigators devel oping at-
mospheric correction algorithms. This information
iscrucial for accurate land and ocean-surface-param-
eter retrievals. Furthermore, strong correl ations have
been found to exist between the meridional gradient
of total ozone and the wind velocity at tropopause
levels, providing the potential to predict the position
and intensity of jet streams. Total-column ozone
monitoring isalso important dueto the potential harm
to the environment caused by anthropogenic deple-
tion of ozone.

Atmospheric instability measurements are predic-
torsof convective-cloud formation and precipitation.
The MODISinstrument offersan opportunity to char-
acterize gradients of atmospheric stability at high
resolution and greater coverage. Radiosonde-derived
stability indices are limited by the coarse spacing of
the point-source data, too large to pinpoint local re-
gions of probable convection.

Atmospheric temperature and moisture sounding
dataat high spatial resolution from MODISand high-
spectral-resolution sounding datafrom AIRS (flying
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onboard Aqua, launched May 4, 2002) provide a
wealth of new information on atmospheric structure
in clear skies. The profiles are used to correct for
atmospheric effects for some of the MODIS prod-
ucts (e.g., sea-surface and land-surface temperatures,
ocean aerosol properties, water-leaving radiances, and
photosynthetically-activeradiation) aswell asto char-
acterize the atmosphere for global greenhouse stud-
ies.

Total-column precipitable-water estimatesat MO-
DISresolution arerequired by MODISinvestigators
developing atmospheric-correction algorithms. This
information is crucial for accurate land and ocean
surface-parameter retrievals. MODI'S also provides
finer horizontal-scale atmospheric water-vapor gra-
dient estimates than are available from the POES
satellites.

Data Set Evolution

Temperature and moisture profileretrieval algorithms
are adapted from the International TOV S Processing
Package (ITPP), taking into account MODIS' lack
of stratospheric channels and far higher horizontal
resolution. The algorithm uses a statistical regression
using synthetic radiances derived from a global ra-
diosonde data base. The profile retrieval agorithm
requirescalibrated, navigated, and coregistered 1-km
FOV radiancesfrom MODI S bandswith wavelengths
between 4.47 um (band 24), and 14.24 ym (band 36).
The MODIS cloud-mask product (MOD35) is used
for cloud screening. The agorithm requires NCEP
model analysis of surface pressure.

Atmospheric water vapor, or precipitable water, is
determined by integrating the moisture profile
through the atmospheric column. Atmospheric sta-
bility estimates are derived from the MODIS tem-
perature and moisture retrievals contained in this
product. Layer temperature and moisture values are
used to estimate the temperature lapse rate of the
lower troposphere and the low-level moisture con-
centration.

A statistical regression algorithm is used for the
MODIS total ozone retrieval. Global ozone sound-
ings from ozone sondes and SBUV profiles are used
for training, and an empirical regression of calcu-
lated MODI S spectral band radiances against ozone
mixing ratio profilesis created for the retrieval.

Datavalidation is conducted by comparing results
to in situ radiosonde measurements, NOAA HIRS
and GOES sounder operational retrievals, NCEP
analyses, and retrievals from the AIRS/AMSU-A/
HSB instrument package on the Aquaplatform. Com-
parisons are made with ground-based measurements
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at the Atmospheric Radiation Measurement-Cloud
and Radiation Testbeds (ARM-CART) at Oklahoma,
Alaska, and the Tropica Western Pacific. A field cam-
paign using aprofiler network inthecentral U.S. and
anaircraft equipped withthe MODISAirborne Simu-
lator (MAS) wasinitiated in thefirst year after launch
and continues to be active.

Suggested Reading

Hayden, C. M., 1988.

King, M. D. et al., 2003.

Li, J. et al., 2000.

Li, J. etal., 2001.

Li, J., and H. L. Huang, 1999.
Prabhakara, C. et al., 1970.
Seemann, S. W. et al., 2003.

Smith, W. L., and F. X. Zhou, 1982.
Smith, W. L. et al., 1985.

Sullivan, J. et al., 1993.

MODIS Atmospheric Profiles Summary

Coverage: Global, clear-sky only
Spatial/Temporal Characteristics: 5 km

Key Science Applications:
*Ozone: atmospheric correction, prediction of
cyclogenesis, anthropogenic ozone depletion

* Atmospheric stability: atmospheric correc-
tion, prediction of convective cloudiness and
precipitation, characterization of the atmo-
sphere

* Soundings: atmospheric correction algorithm
development and use, characterization of the
atmosphere

« Total-column water vapor: atmospheric-
correction algorithm development and use,
characterization of the atmosphere

Key Geophysical Parameters: Total-column
ozone, atmospheric stability (Total Totals,
Lifted Index, and K index), atmospheric
profiles of temperature and moisture, atmo-
spheric total-column water vapor

Processing Level: 2

Product Type: Standard, at-launch
Maximum File Size: 32.2 MB

File Frequency: 288/day

Primary Data Format: HDF-EOS

Browse Available:
modis-atmos.gsfc.nasa.gov/MODO7_L2/
sample.html

Additional Product Information:
modis-atmos.gsfc.nasa.gov/MODO7_L2/
index.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: \W. P. Menzel
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Atmospheric temperaturesretrieved from Terra-M ODI S radiances on May 22, 2001 at 850 hPa (top image)

and 500 hPa (bottom image) in K. On theinternet, visit visibleearth.gsfc.nasa.gov to view avariety of MODIS
data images.
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Cloud and Aerosol Properties and Radiative Energy

Fluxes — An Overview

Relationship to Global Change

The flow of energy to and from the Earth is modu-
lated by cloudsand aerosols. As such, measuring and
understanding these elementsiskey to predicting cli-
mate change and to testing global climate models.
The technology for accurately measuring radiative
fluxes, cloud properties, and aerosol propertiesfrom
space has advanced to the point that these observa-
tions can be used to greatly advance our ability to
addresscritical global changeissues. For example, if
the global climate changes, do clouds act to result in
a positive or negative feedback? Do aerosols offset
some of the expected warming dueto theincreasein
greenhouse gases? The products described below
provide key global observations needed to explore
these questions.

Clouds: A key step in measuring cloud properties
from space is to determine where clouds exist, how
they aredistributed through the atmosphere, and what
their dimensions are. Once clouds are identified and
mapped, cloud properties, such as effective particle
size, thermodynamic phase (water, ice), cloud top
properties, and optical thickness (which all help de-
termine how much radiation passes through them),
may be measured. The MODIS, MISR, and ASTER
instruments on the Terra satellite and the VIRS in-
strument on TRMM provide these key cloud mea-
surements. The daily observations provided by these
instruments also provide the sampling needed to drive
and verify climate models.

Aerosols: The measurement of aerosols, suspended
particlesin the atmosphere (e.g., dust, sulfate, smoke,
etc.), is an important element in describing energy
transmission through the atmosphere. Aerosolsare a
significant source of uncertainty in climate model-
ing because they affect cloud microphysics by act-
ing as condensation nuclei, thereby affecting cloud
radiative properties, the hydrological cycle and at-
mospheric dynamics. They alsointeract directly with
solar radiation, thus affecting the radiative balance.
The location of anthropogenic aerosols is also an
important consideration in their impact on climate.
Aerosol products described here, derived from MO-
DIS and MISR on Terra, provide new information
on aerosol formation, distribution, and sinksover both
the land and ocean.
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Radiation: The flow of radiation from the Sun to the
Earth, itsabsorption, reflection, and emission, deter-
minesthe energy balance of the Earth, and hencethe
nature of the life of its inhabitants. The information
from products describing optical and physical prop-
ertiesof cloudsand aerosolsis combined with broad-
band radiation measurements from CERES to pro-
vide estimates of solar and infrared radiative fluxes,
and the associated heating and cooling of the Earth
and the atmosphere. The radiation estimates needed
to do this are both shortwave and longwave fluxes at
the surface and at the top of the atmosphere, both
downwelling and upwelling, so that the net flow can
be determined.

Product Overview

The physical quantities that must be measured for
the cloud, aerosol, and radiation categories are dis-
cussed in the previous section. In this section we re-
late the data products to these measurement needs
and explain how the product groups support the over-
all global change program. An evolutionary approach
to product generation for the CERES cloud and ra-
diation products was used to implement a progres-
sion from ERBE to CERES agorithms. The ERBE
program has produced a 14-year record of cloud and
radiation budget information and CERES continues
with these measurements.

Six months after the Terra launch (following in-
strument and analysis validation) CERES began pro-
duction of ERBE-Like data products. These TOA
fluxesusethe ERBE analysisa gorithmsto alow con-
sistent comparisonsto historical ERBE data. Thefirst
24 months after launch were used to develop a new
set of CERES angular distribution models (ADMs).
These ADMs are used to convert broadband CERES
radiances (i.e., radiative energy at a single viewing
direction) into estimates of broadband hemispheric
fluxes. The CERES rotating-azimuth-plane scan
mode was used along with the cloud properties de-
rived using VIRSfor CERES/TRMM measurements
and MODI S for CERES/Terra measurements to de-
rive a new and much more accurate set of ADMs.
Beginning 24 months after launch, these more accu-
rate CERES estimated TOA fluxeswere produced in
addition to the ERBE-Like data. Finally, starting 30
months after launch, CERES routinely provides esti-
mates of radiative fluxes at the surface and at a se-
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lected number of levels within the atmosphere. The
number of atmospheric levels depends on the accu-
racies determined during post-launch validation.

All the CERES products except the ERBE-like
products are classed as*“ post-launch” for the reasons
discussed above. The MODIS, MISR, and ASTER
productsare* at-launch” except for the gridded MISR
products (M1S07, M1S08) and AST13. The follow-
ing section discusses how these products satisfy the
measurement needs in the three categories: cloud
products, aerosol properties, and radiant energy flux
products.

The cloud products provide the parameters needed
to determine how much solar radiation reaches the
Earth and how much escapes back to space. The pa-
rameters also supply information on factors that in-
fluence cloud formation and forces driving circula-
tion and global climate. The cloud productsfall into
two classes. 1) cloud detection and delineation, and
2) cloud property retrieval. Cloud detection and de-
lineation produces masks indicating where clouds
exist and information on layering and overlapto give
ageometric picture of global cloud coverage. Cloud
property retrieval quantifiesthe physics of the cloud
by means of parameters such as optical thickness,
temperature, liquid water content, ice water content,
particle radius, cloud top altitude, and phase, which
all relateto theradiative transmission, reflection, and
emission of the cloud.

The CERES cloud detection process uses either
TRMM VIRS or Terra MODIS observations to pro-
duce aglobal binary mask indicating the presence or
absence of a cloud in each pixel. The MISR cloud
products provide along-track directional reflectance
measurements of cloudsthat will enable devel opment
of bidirectional modelsfor different cloud types, es-
pecially for horizontally inhomogeneous cloud fields.
Stereo matching of MISR multi-angle imagery en-
ables cloud top elevations to be obtained. These pa-
rametersare provided in products M1S04 and M1S07.
The ASTER cloud product (AST13) also provides
stereo views of cloud cover, which complement the
MISR data and will permit cloud top elevation esti-
mation. The major advantage of the ASTER cloud
product is the high spatial resolution that allows the
study of individual cloud cells. The disadvantage is
very limited spatial and time coverage. The ASTER
products are also tuned to the difficult polar cloud
detection task, which will include the detection of
water cloudsand ice clouds. TheMODI'S cloud mask
(MOD35) is a global product that provides a prob-
ability that aview of the Earth is obstructed by cloud
and whether cloud shadow is detected. It also pro-
vides information on the processing path taken by
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the algorithm (land/sea, day/night, etc.), along with
individual spectral test results used in the determina-
tion of the final cloud mask product.

Cloud physical properties are obtained using a set
of algorithms operating on multispectral imagery data
from multiple sources including MODIS or VIRS.
CERES cloud properties include cloud layer map-
ping, cloud top and cloud base pressure, infrared
emissivity, liquid water path, particle radius, and
cloud overlap, al derived fromMODISor VIRS data
and remapped onto the broadband CERES fields of
view for studies of the Earth’s atmosphere energy
distribution. The MODI S cloud property parameters
include particle size and phase, optical thickness,
cloud top height, emissivity and temperature, and
cloud fraction in aregion, all of which support spe-
cific MODI S science tasks that complement the ra-
diation studies and products from other instruments.

Aerosol Properties are provided by MODIS
(MODO04) and MISR (M1S05). Aerosols must be ac-
counted for during the retrieval of surface and atmo-
spheric parameters. The MODIS aerosol products
document one of the most elusive and least under-
stood radiatively active components of the atmo-
sphere by providing information on aerosol optical
thickness, aerosol size distribution, and aerosol
sources and sinks. MISR provides aerosol informa-
tion on absorption and scattering in the lower atmo-
spherethat aidsin the understanding of how sunlight
is absorbed by aerosols, determining global aerosol
budgets, and improving correction for aerosol effects
in the retrieval of surface parameters.

The Radiant Energy Flux Products provide esti-
mates of the radiative flux downward and upward at
the top-of-atmosphere, at the Earth’s surface, and at
selected intermediate altitudes, aswell asthe net flux,
whichisused to determinetheradiation budget. This
budget determinesthe overall heating and cooling of
the atmosphere and Earth’s surface and subsequent
changes in climate. These parameters are generated
from CERES data and from the final averaged flux
and radiation budget productsAV G, ZAVG and CRH.
The radiation algorithms use the cloud and aerosol
products in the process of determining how much
solar radiationistransmitted, reflected, and absorbed
in the cloud/atmosphere/Earth surface system, and
are thus critical to the success of the global climate
monitoring task.
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Product Interdependency and Continuity
with Heritage Data

The products from these instruments, especially the
cloud products from MODIS, CERES, MISR, and
ASTER, areinterrelated on anumber of levels. First,
many algorithms require output products from other
instruments as ancillary input data. For example,
CERES cloud parameters (SSF) require MODIS and
VIRS ancillary radiances such as the cloud products
(MODO06) and microwave water path (MWP). MISR
aerosol optical depth productsrequire MODISinput.
The MODI S cloud mask may be used in the viewing
decisionsof high-resolutioninstrumentslikeASTER.
In many cases, output data from one instrument be-
come input data for another. This permits the for-
matting necessary to permit the generation of higher-
level products, and does not represent a duplication
of data products.

Second, surface-viewing instrumentsuse ancillary
data in atmospheric correction algorithms to reduce
contamination of surfaceretrievals. Similar products
from different instruments may use different algo-
rithmsand are useful for mutual comparison and vali-
dation. Finally, a degree of redundancy for principal
(especially cloud) productsused asancillary input is
necessary to permit alternative sources of ancillary
data in the event of instrument failure or degrada-
tion.

The CERES instruments on TRMM, Terra, and
Aqua are a continuation of the ERBE project, ex-
tending a heritage of radiation budget products dat-
ing back more than a decade. Several CERES data
products use ERBE algorithms to ensure continuity.
As with other EOS-era missions, the data sets pro-
duced by continuing past missionswill provide valu-
ableinformation on long-term trends. Analysis of the
trends will provide valuable input to long-term pre-
dictive models, and will enable scientiststo interpret
better the possible causes or consequences of changes
to clouds, aerosols, and radiation budget on global
climate change.
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ASTER Polar Surface and
Cloud Classification Product
(AST13)

Product Description

This Level 4 product is a polar classification map,
consisting of the following classes: water, wet/slush
ice, snow/ice, land, shadow, water cloud, and ice
cloud. Each pixel is classified using a bit map for
each of the above classes. Therefore, for complex
scenes such as cirrus over broken seaice, the water,
ice, and ice cloud bits would be set. This product is
produced at 30-m spatial resolution and uses acom-
bination of visible, near-infrared, and infrared chan-
nels. The polar regions are defined as al land and
water regions lying poleward of 60°N or 60°S. Both
daytime and nighttime classifications are available,
with the daytime algorithm applied for solar zenith
angles less then 85°, and the nighttime algorithm
applied in all cases. Thisis an on-request product.

Research and Applications

Since greenhouse forcings are expected to be ampli-
fied in the polar regions, these regions may act as
early warning indicators of global climate shifts.
Cloud cover can be expected to be altered by green-
house forcings, and cloud changes are expected to
have a significant effect on sea ice conditions and
regional ice-albedo feedbacks, especialy to the po-
lar heat balance which directly affects surface melt-
ing. ASTER polar data will be used to monitor
changes in surface conditions, notably temperature,
albedo, and sea ice breakup.

Data Set Evolution

This data set builds on work over the past decade
with data from Landsat TM, AVIRIS, TIMS, and
MAS. The improved spectral coverage, resolution,
and radiometric accuracy enable ASTER to provide
remotely sensed polar data of unprecedented accu-
racy.

TheASTER polar dataset are also used to validate
the global-scale polar dataand cloud property retriev-
alsfrom MODIS. In particular, this data set is used
to validate the MODI S cloud optical thickness and
effective particle sizes, which directly impact the
Earth’s radiative budget. Only ASTER has the spa-
tial resolution necessary to fully analyze the cloud
3-D effects.
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ASTER Polar Surface and Cloud
Classification Product Summary

Coverage: Regional (poleward from
60° N or S)

Spatial/Temporal Characteristics: 30 m over
60 km x 60 km scenes

Key Science Applications: Climate modeling,
polar heat balance

Key Geophysical Parameters: Polar clouds,
thick cloud, thin cloud, shadow, ice, wet ice

Processing Level: 4

Product Type: Standard, on-request
Maximum File Size: 42 MB

File Frequency: On demand
Primary Data Format: HDF-EOS
Browse Available: Yes

Ad(ditional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: R. Welch
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CERES ERBE-like
Instantaneous TOA Estimates
(ES-8)

Product Description

The ERBE-like Instantaneous TOA Estimates (ES-
8) product contains 24 hours of instantaneous CERES
datafor asingle scanner instrument. The ES-8 prod-
uct contains filtered radiances recorded every 0.01
seconds for the total, shortwave (SW), and window
(WN) channels and the unfiltered SW, longwave
(LW), and WN radiances. The SW and LW radiances
at spacecraft altitude are converted to top-of-the-at-
mosphere (TOA) fluxes with a scene-identification
algorithm and Angular Distribution Models(ADMS),
which are “like” those used for the Earth Radiation
Budget Experiment (ERBE). The TOA fluxes, scene
identification, and angular geometry areincluded in
the ES-8 product.

A completelisting of parametersfor thisdata prod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html, and
detailed definitions of each parameter can be found
in the CERES Collection Guide at asd-
www.larc.nasa.gov/ceres/collect_guide/list.html.

Research and Applications

Thisproduct isa CERES-produced equivalent to the
instantaneous fluxes derived from the ERBE scan-
nerson ERBS, NOAA-9, and NOAA-10. ES-8 flux
dataare directly comparableto ERBE fluxesand thus
effectively extend thetime series of ERBE flux mea-
surements, allowing global-change experiments to
continue using ERBE algorithms without the errors
associated with comparing fluxes estimated by two
different algorithms. Improved TOA flux-estimation
algorithms for CERES (using improved ADMs and
VIRS/MODIS cloud identification) are available in
the Single-Scanner Footprint (SSF) product. Produc-
ing the two versions of TOA fluxeswill allow conti-
nuity with the previous ERBE data along with im-
proved accuracy of CERES TOA flux data.

Data Set Evolution

The ERBE-like Inversion Subsystem consists of al-
gorithms that convert filtered radiometric measure-
ments to instantaneous flux estimates at the TOA.
The basisfor this procedure isthe ERBE Data Man-
agement System, which produced TOA fluxes from
the ERBE scanning radiometers. The system consists

Outgoing Longwave Radiation (Watts per square meter)

The image above shows thermal emitted longwave flux of energy escaping the top of the Earth’s atmo-
sphere as measured by the Terra CERES instrument on May 25, 2001. Radiative flux isthe sum of energy
emitted by theearth in all angles. Comparetothe CERESBDS longwave radiance figure for the same day
to show thereduction in orbit banding asdirectional radiances are converted to radiative fluxes. The ES-8
product contains both thermal emitted energy as well as solar reflected energy to allow studies of the
Earth’sradiative energy balance at thetop of theatmospherethat can be compared with the ERBE experi-
ment data from the 1980s. This is also the earliest validated data product available from each CERES

instrument.

106  Data Products Handbook - Volume 1

TRMM and Terra / CERES

* Cloud and Aerosol Properties and Radiative Energy Fluxes



of algorithms for Spectral Correction, Observed
Scene Type, Radiance-to-Flux Conversion using
Angular Distribution Models, and finally the Re-
gional Averaging algorithm, which producesregional
fluxes. A linear-estimation scheme is used to relate
the filtered and unfiltered radiances. Ancillary pa-
rameter files are required for processing, including
ADMs and spectral correction coefficients for con-
verting filtered radiances to unfiltered radiances.
Documentation on the ES-8 algorithms can be
found in CERES ATBD Subsystem 2.0, in PDF for-
mat, at eospso.gsfc.nasa.gov/athd/cerestables.html.

Suggested Reading

Avis, L. M. et al., 1984.

Barkstrom, B. R., and G. L. Smith, 1986.
Smith, G. L. et al., 1986.

Wielicki, B. A. et al., 1998.

CERES ERBE-like Instantaneous TOA
Estimates Summary
Coverage: Global

Spatial/Temporal Characteristics: 20 km at
nadir/0.01 second

Key Geophysical Parameters: TOA SW,
LW fluxes and radiances, scene type

Processing Level: 2

Product Type: Standard, at-launch
Maximum File Size: 490 MB

File Frequency: 1/day

Primary Data Format: HDF
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contacts: N. G. Loeb,
K. J. Priestley
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CERES ERBE-like Monthly
Regional Averages (ES-9) and
ERBE-like Monthly
Geographical Averages (ES-4)

Product Description

The ERBE-like Monthly Regional Averages (ES-9)
product containsamonth of space-and-time-averaged
CERES data for a single scanner instrument. The
ES-9 product is also produced for combinations of
scanner instruments. All instantaneous shortwave and
longwave fluxes at the top of the atmosphere (TOA)
fromthe CERES ES-8 product for amonth are sorted
by 2.5° spatial regions, by day number, and by the
local hour of observation. The mean of the instanta-
neous fluxes for a given region-day-hour bin is de-
termined and recorded in the ES-9 product along with
other flux statistics and scene information. For each
region, the daily average flux is estimated from an
algorithm that uses the available hourly data, scene
identification data, and diurnal models. This algo-
rithmis “like” the algorithm used for the Earth Ra-
diation Budget Experiment (ERBE). The ES-9 prod-
uct also contains hourly average fluxesfor the month
and an overall monthly averagefor each region. These
averagefluxesare given for both clear-sky and total -
sky scenes.

The ERBE-like Monthly Geographical Averages
(ES-4) product contains amonth of space-and-time-
averaged CERES datafor asingle scanner instrument.
The ES-4 product is also produced for combinations
of scanner instruments. For each observed 2.5-de-
gree spatial region, the daily average, the hourly av-
erage over the month, and the overall monthly aver-
age of shortwave and longwave fluxes at the TOA
from the CERES ES-9 product are spatially nested
up from 2.5° regions to 5° and 10° regions, to 2.5°,
5°, and 10° zonal averages, and to global monthly
averages. For each nested area, the albedo and net
flux aregiven. For eachregion, thedaily average flux
is estimated from an algorithm that uses the avail-
able hourly data, scene-identification data, and diur-
nal models. This agorithm is “like” the algorithm
used for the ERBE.

A complete listing of parameters for these data
products can be found in the CERES Data Products
Catalog at asd-www.larc.nasa.gov/DPC/DPC.html,
and detailed definitions of each parameter can be
found in the CERES Collection Guide at asd-
www.larc.nasa.gov/ceres/collect_guide/list.html.
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Research and Applications

These products are designed to provide continuity
with the historical ERBE radiation budget data. They
use the same algorithms to provide the most consis-
tent possible analysis of changesin radiation budget
from the 80s through the EOS era. These products
are often used to verify the accuracy and limitations
of climate models, especially with respect to the ef-
fect of clouds on radiation. These CERES products
are some of the earliest available, but lack the accu-
racy improvements, surface radiative fluxes, atmo-
sphereradiative fluxes, and matching cloud and aero-
sol information in the more advanced CERES
SRBAV G and AV G products.

TheES-9 and ES-4 productsare equivalent to their
ERBE analogs (S-9, and S-4) and effectively extend
the time series of ERBE flux measurements through
the EOS era. Various spatial scales are provided to
simplify intercomparisons with earlier Nimbus and
ERBE non-scanner time series.

Data Set Evolution

These data sets are generated using heritage ERBE
algorithms operating on inputs from CERES cali-
brated Level 1 dataand ancillary data. Data process-
ing uses CERES Subsystem 3.0, which temporally
interpolates CERES measurements using linear in-
terpolation over oceans and half-sine-curve fit over
land and desert regions. Monthly and monthly-hourly
means are then computed using the combination of
observed and interpolated values.

Documentation on the algorithms used to create
thedataproducts can befound in CERESATBD Sub-
system 3.0, in PDF format, at eos.nasa.gov/atbd/
cerestables.html.

| ——
No 150 168 186 204 222 240 258 276 294 312 330

Date Watts per square meter

Suggested Reading

Brooks, D. R. et al., 1986.
Harrison, E. F. et al., 1990a,b.
Harrison, E. F. et al., 1995.
Ramanathan V. et al., 1989.
Wielicki, B. A. et al., 1998.

CERES ERBE-like Monthly Regional
Averages and ERBE-like Monthly
Geographical Averages Products Summary
Coverage: Global

Spatial/Temporal Characteristics: 2.5°, 5.0°,
10.0°, region and zone, global/monthly
(by day and hour)

Key Geophysical Parameters: TOA shortwave
and longwave radiant flux, scene type, albedo,
solar incidence, cloud condition

Processing Level: 3
Product Type: Standard, at-launch

Maximum File Size: 27 MB (ES-4), 1100 MB
(ES-9)

File Frequency: 1/month
Primary Data Format: HDF
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contacts: D. F. Young, T. Wong

No 220 231 242 253 264 275 286 297 308 319 330
Data Watts per square meter

(Left ) Sample CERES ERBE-like Monthly Geographical Averages, presenting the TOA longwave flux for March 2000. (Right) Sample
CERESERBE-like Monthly Regional Average, presenting the TOA clear-sky longwave flux for March 2000. Both images arefrom data
from the Terra CERES. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of CERES data images.
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CERES Single Scanner TOA/
Surface Fluxes and Clouds
(SSF)

Product Description

The Single Scanner Footprint TOA/Surface Fluxes
and Clouds (SSF) product contains one hour of in-
stantaneous CERES data for a single scanner instru-
ment. The SSF combinesinstantaneous CERES data
with scene information from a higher-
resolution imager such as the Visible/In-
frared Scanner (VIRS) on TRMM or
MODISon Terraand Aqua. Sceneidenti-
fication and cloud properties are defined
at the higher imager resolution and these
data are averaged over the larger CERES
footprint. For each CERES footprint, the
SSF contains the number of cloud layers,
and, for each layer, the cloud amount,
height, temperature, pressure, optical
depth, emissivity, ice and liquid-water
path, and water-particlesize. The SSF also
containsthe CERESfiltered radiancesfor
the total, shortwave (SW), and window
(WN) channels and the unfiltered SW,
longwave (LW), and WN radiances. The
SW, LW, and WN radiances at spacecraft
altitude are converted to top-of-the-atmo-
sphere (TOA) fluxes based on theimager-
defined scene. These TOA fluxesare used
to estimate surface fluxes. Only footprints
with adequate imager coverage are in-

The CERES SSF provides a new level of integra-
tion and accuracy in radiation budget data. Cloud
imager data from VIRSon TRMM and MODIS
on Terraareused to derivethe cloud and surface
properties accurately matched to each CERES
field of view. These propertiesarethen used with
a new generation of angular dependence models
developed from the CERES hemispheric scanning
capability to provide much more accurate TOA
fluxes. Theseimages show resultsfrom Terra SSF
for March 22,2001: TOA shortwaver eflected flux
(top left), cloud fraction (top right), and the dif-
ferencein reflected flux from the simpler ERBE-
Like TOA flux on the ES-8 data product to the
more accurate fluxes on the SSF product (left).
Oneof themajor new capabilitiesof the SSF prod-
uct istheability to provide accur ate fluxesfor in-
dividual cloud or surface types, where the sim-
pler ERBE data was only accurate for large en-
semble monthly means.

Ontheinternet, visit visibleearth.gsfc.nasa.gov to
view a variety of CERES data images.

Cloud and Aerosol Properties and Radiative Energy Fluxes ¢ TRMM and Terra / CERES

cluded on the SSF, which is much less than the full
set of footprints on the CERES ES-8 product.

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html, and
detailed definitions of each parameter can be found
in the CERES Collection Guide at asd-
www.larc.nasa.gov/ceres/collect_guide/list.html. The
algorithms are described in CERESATBDs 4.0-4.6,
located, in PDF format, at
eospso.gsfc.nasa.gov/atbd/cerestables.html.

Shortwave Irradiance (Watts per square meter)
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Research and Applications

The SSF data product hasinstantaneous cloud, aero-
sol, TOA radiative fluxes, and simple parameteriza-
tion surface radiative fluxes for each CERES field
of view. This data set is optimal for research on the
radiative properties of different types of cloudiness,
aerosols, or surface properties. It can be compared
to numerical weather prediction models, cloud re-
solving models, and field experiment data. The prop-
erties and the fluxes are matched so that space/time
matching noise is reduced to 1% or less. The prod-
uct also adds surface radiative flux estimates from
simple radiative transfer parameterizations that at-
tempt to depend as directly as possible on the TOA
fluxes. More rigorous full radiative transfer con-
strained surface and atmosphere fluxes are found in
the CRS dataproduct. SSF providesthe basisfor the
remainder of the new generation of radiation budget
data products that go far beyond the earlier ERBE
capability.

Data Set Evolution

This product isthefirst step in the sequence of pro-
cesses from the geol ocated radiances to estimates of
the global radiation budget.

The SSF analysis uses coarse-spatial-resolution
broadband radiance datafrom CERES, matched with
simultaneous high-spatial -resol ution narrowband ra-
diance datafrom MODIS on Aqua.

Analysis proceeds in six basic steps:

1) Cloud masking and clear-sky map update;

2) Simultaneous determination of cloud height,
layer, phase, and optical properties;

3) Convolution of imager pixel-level cloud/surface
propertieswith the CERES point-spread function
for each CERES field of view;

4) Use of convolved cloud/surface propertiesto se-
lect a broadband anisotropic model for conver-
sion of CERES radiance to TOA flux; and

5) Estimation of radiative fluxes at the surface, us-
ing theoretical/statistical relationships to TOA
fluxes.

The SSF data product contains the matched cloud
and radiative-flux data, which will also be used for
|ater determination of radiative fluxes within the at-
mosphere.
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CERES Single Scanner TOA/Surface
Fluxes and Clouds Summary
Coverage: Global

Spatial/Temporal Characteristics: 20 km at
nadir/0.01 second

Key Geophysical Parameters: Radiance and
flux (TOA and surface); cloud and clear-sky
statistics, optical depth, infrared emissivity,
liquid-water path, ice-water path, cloud-top
pressure, cloud effective pressure, cloud
temperature and cloud height, cloud-bottom
pressure, water and ice-particle radius

Processing Level: 2

Product Type: Standard, post-launch
Maximum File Size: 260 MB

File Frequency: 1/hour

Primary Data Format: HDF

Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: P. Minnis
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CERES Clouds and Radiative
Swath (CRS)

Product Description

The Cloudsand Radiative Swath (CRS) product con-
tains one hour of instantaneous CERES data for a
single scanner instrument. The CRS contains all of
the CERES SSF product data. For each CERESfoot-
print on the SSF the CRS also contains vertical flux
profiles evaluated at four levels in the atmosphere:
the surface, 500-, 70-, and 1-hPa. The CRS fluxes
and cloud parameters are adjusted for consistency
with aradiative-transfer model, and adjusted fluxes

The analysis algorithms are described in CERES
ATBD Subsystem 5.0, which can be found in PDF
format at eospso.gsfc.nasa.gov/atbd/cerestables.html.

The online CERES ARM Validation Experiment
(CAVE) provides easy-to-read subsets of these
CERES products at over 30 ground sites; plots of
surface radiometer and meteorology time series for
validation; “point and click” facilities for radiative
transfer calculations; and a library of the latest re-
ports on CERES SARB (www-cave.larc.nasa.gov/
cavel).
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Data Set Evolution

Theinputs to this product come from the SSF prod-
uct, and the cloud parameters are further corrected
and adjusted. The TOA and surface values are cor-
rected for satellite and cloud effects to produce ob-
served TOA and tuned surface estimates. This data
set is tailored to provide the needed inputs to the
hourly gridded flux and surface radiation budget
Level 3 product, FSW.

Suggested Reading

Charlock, T. P, and T. L. Alberta, 1996.
Charlock, T. P et al., 1993.

Charlock, T. P et al., 1995.

Fu, Q., and K. Liou, 1993.

Liou, K.-N., 1992,

Whitlock, C. H. et al., 1995.

Wielicki, B. A. et al., 1998.

Wu, M., and L .-P. Chang, 1992.

CERES Clouds and Radiative Swath
Summary
Coverage: Global

Spatial/Temporal Characteristics: 20 km at
nadir/0.01 second

Key Geophysical Parameters: Shortwave and
longwave radiant flux at the surface, multiple
atmosphere levels, and TOA, scene identifica-
tion, cloud parameters

Processing Level: 2

Product Type: Standard, post-launch
Maximum File Size: 354 MB

File Frequency: 1/hour

Primary Data Format: HDF

Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: T. P. Charlock
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CERES Monthly Gridded
Radiative Fluxes and Clouds
(FSW)

Product Description

The Monthly Gridded Radiative Fluxes and Clouds
(FSW) product contains amonth of space-and-time-
averaged CERESdatafor asingle scanner instrument.
The FSW isalso produced for combinations of scan-
ner instruments. All instantaneous fluxes from the
CERES CRS product for a month are sorted by 1°
spatial regions, by day number, and by the Universal
Time (UT) hour of observation. The mean of the in-
stantaneous fluxes for a given region-hour binis de-
termined and recorded on the FSW along with other
flux statistics and scene information. The mean ad-
justed fluxes at the four atmospheric levels defined
by CRS are also included for both clear-sky and to-
tal-sky scenes. In addition, four cloud-height catego-
riesare defined by dividing the atmosphere into four
intervals with boundaries at the surface, 700-, 500-,
300-hPa, and the top of the atmosphere (TOA). The
cloud layersfrom CRS are put into one of the cloud-
height categories and averaged over the region. The
cloud properties are also column averaged and in-
cluded on the FSW.

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html.

Research and Applications

Thisproduct providesa1° gridded version of the CRS
data. The data volume is an order of magnitude
smaller, but it retainsthe ability to compareto weather
or climate model results at 1° resolution. It can also
serve as a smaller browse product. Thisdata set isa
primary input to the SYN and AVG data products
which merge the CERES data with 3 hourly geosta-
tionary datato provide more accurate diurnal cycles
and time averages. Care is taken to let the geosta-
tionary data provide the relative diurnal cycle mag-
nitude, but for CERES to provide the absolute accu-
racy of the fluxes.

TRMM and Terra / CERES  Cloud and Aerosol Properties and Radiative Energy Fluxes



Data Set Evolution
CERES Monthly Gridded Radiative Fluxes
Thealgorithm isbased on ERBE algorithmsand car- and Clouds Product Summary

riesout aggregation of the high-resolution 20-km (na-

dir) data products to 1° (110 km) data cells using CoerErEr el

weighted averaging and linear interpolation to pro- Spatial/Temporal Characteristics: 1° region/
duce the flux and cloud data in this grid-cell format hour
chos_en.for final p_roducts. This isan eqpal—anglegr!d Key Geophysical Parameters: Gridded
consisting of regions that are 1° in latitude by 1° in surface, atmosphere layer, and TOA fluxes,
longitude. The parameter list is essentially the same clear-sky and total-sky cloud parameters in
asfor CRS. CRS, (e.g., cloud overlap, cloud pressure,
The analysis algorithms are described in CERES cloud altitude, cloud temperature, ice-water
ATBD Subsystem 6.0, which can be found at properties, ice-particle properties, liquid-water

eospso.gsfc.nasa.gov/athd/cerestables.html. properties)
Processing Level: 3
Product Type: Standard, post-launch

Maximum File Size: 1130 MB

Suggested Reading

Stowe, L. et al., 1993. File Frequency: 11/month

Wielicki, B. A. et al., 1998. Primary Data Format: HDF
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: D. F. Young
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Convergence of longwave flux into the atmospheric layer from the surface to 500hPalevel for all-sky conditions. Theresultsarefrom
TRMM data for February 3, 1998. Gaps between orbit tracks show the limit of the VIRS imager scan swath. The FSW data product
contains 1° gridded data for TOA, surface, and atmosphere products along with matching surface, aerosol, and cloud data for each
grid box. The LW convergence represents the most accur ate construction consistent with the CERES LW and window fluxes, VIRS
cloud properties, and ECMWF temper atureand humidity profiles. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of
CERES data images.
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CERES Synoptic Radiative
Fluxes and Clouds (SYN)

Product Description

The Synoptic Radiative Fluxes and Clouds (SYN)
product contains a day of space-and-time-averaged
CERES data for a single scanner instrument. The
SYN is aso produced for combinations of scanner
instruments. The 1° regional flux at the hour of ob-
servation from the CERES FSW product and con-
current diurnal datafrom geostationary satellites are
used to estimate theregional flux at 3-hour intervals.
Also at 3-hour intervals are estimates of the adjusted
fluxes at the four atmospheric levels as defined by
the CERES CRS product for both clear-sky and to-
tal-sky scenes, estimates of the average cloud param-
eters in four cloud-height categories, and column-
averaged cloud parameters.

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html.

Research and Applications

The synoptic format of this product provides data
which are global and simultaneous in time. Thisis
preferred by climate modelers since the synoptic
times ensure consistency with ground-truth meteo-
rological observations from weather stationsand ra-
diosondes as well as with geostationary satellites,
which provide images at synoptic hours. The pro-
duction of a CERES synoptic data product isimpor-
tant because synoptic viewsprovide abasisfor study-
ing thelife cycle of cloud systemsand for validating
the CERES data processing, and it provides a regu-
lar data structure that simplifies the design of algo-
rithms and operation of the data processing system.
Synopticfieldsof radiation and cloudsare potentially
valuablein devel oping and understanding the rol e of
cloudsin the generation and dissipation of available
potential energy, since the calculation of this quan-
tity requiresintegration over approximately horizon-
tal layers within the atmosphere.

Data Set Evolution

The CERES time-space averaging and time-interpo-
lation algorithm is based on techniques used in pre-
vious systems for deriving the Earth radiation bud-
get, such as ERBE. The chief input to the time
interpolation processisthegridded SW and LW TOA
clear-sky and total-sky fluxes and cloud information
provided by the FSW product. Data from the three
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systemswhich carry CERES simultaneously in orbit
(TRMM, Terra, and Aqua) provide up to six samples
per day. Thissignificantly reducestempora sampling
errors. Estimates of the cloud properties at synoptic
times are also provided. The cloud-mask output de-
fines clear-sky conditions for the 1° cellsfor the ra-
diative fluxes, which are averaged over 3-hour peri-
ods. Interpolation to the synoptic times uses
geostationary datato assist in modeling meteorol ogi-
cal variations between times of observations.

The analysis algorithms are described in CERES
ATBD Subsystem 7.0, which can be found at
eospso.gsfc.nasa.gov/atbd/cerestables.html.

Suggested Reading

Breigleb, B. P, and V. Ramanathan, 1982.
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Harrison, E. F. et al., 1988.

Minnis, P, and E. F. Harrison, 1984,
Smith, G. L. et al., 1995.

Wielicki, B. A. et al., 1998.

Young, D. F. et al., 1995a.

CERES Synoptic Radiative Fluxes and
Clouds Summary

Coverage: Global

Spatial/Temporal Characteristics: 1° region/
3-hour, monthly

Key Geophysical Parameters: Synoptic time-
interval clear-sky, total-sky fluxes at surface,
atmosphere levels, and TOA, cloud param-
eters including cloud overlap, cloud pressure,
cloud altitude, cloud temperature, optical
depth, ice-water properties, ice-particle
properties, liquid-water properties, photosyn-
thetically active radiation

Processing Level: 3
Product Type: Standard, post-launch
Maximum File Size: 240 MB

File Frequency: 1/3-hour (3-hour Level 3),
1/month (Monthly Level 3)

Primary Data Format: HDF
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: T. Wong
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CERES Monthly Regional
Radiative Fluxes and Clouds
(AVG) and Monthly Zonal and
Global Radiative Fluxes and
Clouds (ZAVG)

Product Description

The Monthly Regional Radiative Fluxes and Clouds
(AVG) product contains amonth of space-and-time-
averaged CERES datafor asingle scanner instrument.
TheAV G isalso produced for combinations of scan-
ner instruments. The 1° regional flux at the hour of
observation from the CERES SY N product and con-
current diurnal datafrom geostationary satellites are
used to estimate the daily regional flux, whichisav-
eraged to yield the monthly average flux. Adjusted
fluxes at the four atmospheric levels defined by the
CERES CRS product are also estimated for both
clear-sky and total-sky scenes. In addition, four cloud-
height categories are defined by dividing the atmo-
sphereinto four intervalswith boundaries at the sur-
face, 700-, 500-, 300-hPa, and the top of the
atmosphere. The cloud layersfrom SY N are put into
one of the cloud-height categories and diurnally av-
eraged. The cloud properties are also column aver-
aged. The AVG aso contains, for each region, the
hourly average fluxes for the month and an overall
monthly average.

The Monthly Zonal and Global Radiative Fluxes
and Clouds (ZAVG) product contains a month of
space-and-time-averaged CERES data for a single
scanner instrument. The ZAVG is also produced for
combinations of scanner instruments. The space-and-
time-averaged fluxes and cloud parameters on the
CERESAVG product are spatially averaged from 1°
regions to 1° zonal averages and a global monthly
average.

A complete listing of parameters for these data
products can be found in the CERES Data Products
Catalog at asd-www.larc.nasa.gov/DPC/DPC.html.

Research and Applications

These products will be used by meteorological re-
searchers to study climate and improve global cli-
mate models. Zonal quantities are needed for study-
ing energy transport since averaging on large spatial
scales minimizesthe effects of regional-scale anoma-
lies in studying climate change and global dynam-
ics. Global averages can be compared with other his-
torical datasetsderived from different regional scales
to detect climate temperature trends and evaluate

Cloud and Aerosol Properties and Radiative Energy Fluxes ¢ TRMM and Terra / CERES

large-scale climate anomalies such as the effects of
major volcanic eruptions.

Data Set Evolution

The product algorithm first calculates the means on
aregional (1° equal-anglegrid) basisfrom one month
of synoptic maps from the SYN 3-hourly product.
Regional means are then combined to obtain zonal
and global averages. The main steps of the monthly
averaging processare: 1) regionally sort the synopti-
cally ordered data, 2) linearly average all flux datato
produce monthly and monthly-hourly means, 3) av-
erage the cloud properties using the proper weight-
ing schemes, and 4) combine and averagetheregional
means into zonal and global means. Once regional
means are computed for all parameters and all re-
gions, these means are combined into zonal and glo-
bal means. Area-weighting factors are used to cor-
rect for the variation of grid-box size with latitude.
The analysis algorithms are described in CERES
ATBD Subsystem 8.0, which can be found at
eospso.gsfc.nasa.gov/atbd/cerestables.html.

Suggested Reading

Harrison, E. F. et al., 1990b.
Li, Z., and H. Leighton, 1993.
Wielicki, B. A. et al., 1998.
Young, D. F. et al., 1995b.
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CERES AVG and ZAVG Products Summary

Coverage: Global

Spatial/Temporal Characteristics: 1° region,
1° zone, global/month

Key Geophysical Parameters: Averaged clear-
sky, total-sky surface, TOA, and standard
CERES pressure-level fluxes; cloud param-
eters include: cloud overlap, pressure,
temperature, optical depth, ice-particle
properties, liquid-water properties, PAR

Processing Level: 3

Product Type: Standard, post-launch
Maximum File Size: 1500 MB

File Frequency: 3/month

Primary Data Format: HDF

Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: T. Wong
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CERES Monthly Gridded TOA/
Surface Fluxes and Clouds
(SFC)

Product Description

The Monthly Gridded TOA/Surface Fluxes and
Clouds (SFC) product containsamonth of space-and-
time averaged CERES data for a single scanner in-
strument. The SFCisalso produced for combinations
of scanner instruments. All instantaneous shortwave,
longwave, and window fluxes at the top of the atmo-
sphere (TOA) and surface from the CERES SSF prod-
uct for a month are sorted by 1° spatial regions, by
day number, and by the local hour of observation.
The mean of the instantaneous fluxes for agiven re-
gion-day-hour bin is determined and recorded in the
SFC product along with other flux statisticsand scene
information. These average fluxes are given for both
clear-sky and total-sky scenes. The regional cloud
properties are column averaged and are included in
the SFC product.

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html.

Research and Applications

This product providesa1°® gridded version of thein-
stantaneous footprint SSF data. The data volumeis
an order of magnitude smaller, but it retainsthe abil-
ity to compare to weather or climate model results at
1° resolution. It can also serve as a smaller browse
product. This data set is a primary input to the
SRBAV G dataproduct which mergesthe CERES data
with 3 hourly geostationary data to provide more
accurate diurnal cycles and time averages. Care is
taken to let the geostationary data provide the rela-
tivediurnal cycle magnitude, but for CERES to pro-
vide the absolute accuracy of the fluxes. Users who
need within atmosphere fluxes or the most consis-
tent set of surfaceto atmosphereto TOA fluxesshould
usethe FSW, SY N, and AV G CERES data products.
Validated datafor SRBAV G will be available earlier
than the more complete AVG product. Finally, the
AV G product uses GMT defined day boundaries,
while the SRBAV G product uses local solar time.

TRMM and Terra / CERES  Cloud and Aerosol Properties and Radiative Energy Fluxes



Data Set Evolution
CERES Monthly Gridded TOA/Surface

The parametersgenerated for this product are derived Fluxes and Clouds Summary

from the SSF product, which contains all the flux

and cloud parameters. Each of the parameters from Coverage: Global

_SSF IS qveraged to _the r 9”9' using equal wei th' Spatial/Temporal Characteristics: 1° region/
ing, which results in approximately 50 footprints hour

being averaged for each geographic cell. These pa- )

rameters are al inputs to the SRBAVG findl radia- Key Geophysical Parameters: Total-sky, clear-

sky, and angular-model scene radiative fluxes

tion-budget product. i
. . . . (TOA and surface), cloud parameters, includ-
The analysis algorithms are described in CERES ing cloud pressure, cloud altitude, cloud

ATBD Subsystem 4.6, which can be found at temperature, optical depth
eospso.gsfc.nasa.gov/atbd/cerestables.html. .
Processing Level: 3

Product Type: Standard, post-launch

Suggested Reading Maximum File Size: 615 MB

Barkstrom, B. R., and B. A. Wielicki, 1995. File Frequency: 18/month
Cess, R. et al., 1991. Primary Data Format: HDF
Gupta, S. K. et al., 1992. Browse Available: No
Gupta, S. K. et al., 1995 Additional Product Information:
Y B ' eosweb.larc.nasa.gov/PRODOCS/ceres/
Inamdar, A. K., and V. Ramanathan, 1994. table_ceres.html
Inamdar, A. K., and V. Ramanathan, 1995. DAAC: Langley Atmospheric Sciences Data

Center, eosweb.larc.nasa.gov

Kratz, D. P, and Z. Li, 1995.
. Science Team Contacts: D. F. Young,
Li, Z. etal., 1993. D. P. Kratz

Wielicki, B.A. etal., 1998.
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Downwar d shortwaveflux at the surface for all-sky conditions. Theresultsarefrom TRMM data for Feb 03, 1998. Gaps between or bit
tracksshow thelimit of theVIRSimager scan swath. The SFC data product contains 1° gridded datafor TOA and surfacefluxesalong
with matching surface, aerosol, and cloud datafor each grid box. Surfaceflux algorithmsaresimpler than thosein the CRSand FSW
products. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of CERES data images.
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CERES Monthly TOA/Surface
Averages (SRBAVG)

Product Description

The Monthly TOA/Surface Averages (SRBAVG)
product containsamonth of space-and-time-averaged
CERES data for a single scanner instrument. The
SRBAV G isalso produced for combinations of scan-
ner instruments. The monthly average regional flux
isestimated using diurnal modelsand the 1° regional
fluxes at the hour of observation from the CERES
SFC product. A second set of monthly average fluxes
is estimated using concurrent diurnal information
from geostationary satellites. These fluxes are given
for both clear-sky and total-sky scenes and are spa-
tially averaged from 1° regionsto 1° zonal averages
and aglobal average. For each region, the SRBAVG
also contains hourly average fluxesfor the month and
an overall monthly average. The cloud properties
from SFC are column averaged and are included on
the SRBAVG.

A completelisting of parametersfor thisdataprod-
uct can be found in the CERES Data Products Cata-
log at asd-www.larc.nasa.gov/DPC/DPC.html.

Research and Applications

SRBAV G providesthe next generation of TOA fluxes
beyond the ERBE capability. Improvements include
the advanced angular dependence modelsusedinthe
SSF input TOA fluxes, advanced models of the de-

pendence of albedo on solar zenith angle based on
the SSF data, and improved diurnal sampling
achieved using the 3-hourly geostationary data for
therelative diurnal shape while the CERES data de-
fines the absolute accuracy and broadband direct
measurements. SRBAVG is also advanced over
ERBE ES-4 and ES-9 in that it contains cloud and
aerosol properties, as well as surface radiative flux
estimates derived using simple efficient
parameterizations. This product should be broadly
useful for climate and weather model verification, as
well as for studying the role of clouds and aerosols
in climate change. Userswho need atmospheric fluxes
or morerigorously constrained surface flux estimates
should use the AV G gridded product.

Data Set Evolution

This product is obtained from the chain of processes
which start with the 1B radiances and flow through
productsBDS, SSF, SFC, and the CERES I nstrument
Earth Scans (IES), ultimately producing thefinal av-
eraged radiative flux and surface-radiation-budget
(SRB) product. The regional fluxes are calculated
using two different methods, which will help pro-
duce very stable, accurate long-term data sets and
averagesfor usein detailed regional studiesof radia-
tion and clouds and interdisciplinary studies. Thisis
apost-launch product. Currently, thereisno adopted
method availablefor producing total-sky surface LW
flux from TOA flux. Datarequired for parameteriza-
tion must be obtained from either Meteorological
Ozone and Aerosol (MOA) atmospheric data sets or

Surface Downward Shortwave Flux (Watts per square meter)

120

300

February 1998 monthly aver age downwar d shortwave flux at the surfacefor all-sky conditions. Thedataarefrom TRMM and is
restricted to 40N to 40S by the TRMM spacecr aft orbit. Surface SW downward fluxes decrease as cloud cover and cloud optical
thicknessincrease. Thefigurefor February 1998isnear thepeak of thelarge 1997/98 El Nifio. Thedark band south of the equator
shows the anomalous continuous band of convective cloud across the entire Pacific and Indian Oceans. On the internet, visit

visibleearth.gsfc.nasa.gov to view a variety of CERES data images.
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from CERES and International Satellite Cloud Cli-
matology Project (ISCCP) cloud properties. In addi-
tion, data used in this product are limited to daysin
which there is at least one observation. The cloud
parameters are also averaged monthly and monthly-
daily. The surface radiation budget is the net radia-
tive flux at the surface and is computed using the
hourly gridded TOA and surface fluxes from SFC,
parameterized models, atmospheric profiles, cloud
parameters, and surface temperatures and emissivi-
tiesto produce the downward and net shortwave and
longwave fluxes at the surface. The LW algorithmis
based on parameterized equations developed ex-
pressly for computing surface LW fluxesin terms of
meteorological parameters obtained from satellite
and/or other operational sources.

The analysis algorithms are described in CERES
ATBD Subsystem 10.0, which can be found at
eospso.gsfc.nasa.gov/atbd/cerestables.html.

Suggested Reading

Cess, R. et al., 1991.

Gupta, S. K. et al., 1992,
Harrison, E. F. et al., 1995.

Li, Z. etal., 1993.

Suttles, J. T., and G. Ohring, 1986.
Wielicki, B. A. et al., 1998.
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CERES Monthly TOA/Surface Averages
Summary
Coverage: Global

Spatial/Temporal Characteristics: 1° region/
month

Key Geophysical Parameters: Averaged total-
sky, radiative fluxes (TOA and surface), net
surface radiative fluxes (surface radiation
budget), averaged cloud parameters

Processing Level: 3

Product Type: Standard, post-launch
Maximum File Size: 1000 MB

File Frequency: 3/month

Primary Data Format: HDF

Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/ceres/
table_ceres.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: D. F. Young

Data Products Handbook - Volume 1

119




MISR Top-Of-Atmosphere
(TOA)/Cloud Product (MIS04,
MIS06, MIS07)

Product Description

TheLevel 2 Top-of-Atmosphere (TOA)/Cloud Prod-
uct (M1S04) consists of TOA radiation and cloud in-
formation including: stereoscopically derived
cloud-top altitudes at 1.1-km sampling with simulta-
neous cloud-tracked winds at 70.4-km sampling;
Reflecting Level Reference Altitude (RLRA), tex-
ture indices, top-of-atmosphere (TOA) bidirectional
reflectance factors and albedos at 2.2-km sampling;
altitude-binned (high, middle, and low) and total
cloud fractions at 17.6 km; and coarsely-sampled
(35.2 km) TOA albedos. The coarse TOA abedos
include a restrictive albedo, derived from the nine
multiangle observations of a single region, and an
expansive albedo, whichiscalculated including con-
tributions from surrounding regions at the appropri-
ate angles. Datafrom M1S04 are mapped to produce
Level 3 globally gridded products (M1S06, M1S07).

Research and Applications

The main purpose of the MISR TOA/Cloud Product
is to produce accurate measures of spectral albedo
and bidirectional reflectance classified by scenetype.
These enable study of the global effects of different
types of cloud fields, including spatial and temporal
dependencies, and determination of their effects on
Earth’sclimate. Bidirectional reflectancesof clear and
cloudy regions obtained by MISR can be used to de-
velop anisotropic reflectance models classified by
cloud type, determine the spatial and temporal vari-
ability of cloud albedo, and validate coarse spatial
resolution angular-reflectance models generated by
other instruments. Automated stereo matching of
multi-angle imaging is used to retrieve cloud-top el-
evations and cloud-tracked winds. MISR data can
help to obtain a better understanding of the nonlin-
ear scaling between sub-grid and grid-scal e processes
in GCMs and provide improved parameterization in
these models.

MISR imagesof Hurricane Debby in theAtlantic Ocean, acquired on August 21, 2000,
during Terra orbit 3600. The first panel on the left is the MISR downwar d-looking
(nadir) view of the storm’s eastern edge. The next two panels show results obtained
using M1 SR’s stereoscopic observations and an oper ational retrieval algorithm tore-
trieve cloud heights and winds. The highest wind speed measured is nearly 100 kilo-
meter s/hour. On theinternet, visit visibleearth.gsfc.nasa.gov toview avariety of MISR
data images.
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Data Set Evolution

Earlier satellites, notably Nimbus-7 (ERB) and the
NOAA-9 Earth Radiation Budget Experiment
(ERBE), marked the beginning of techniques to di-
rectly integrate radiances from the same scene, mea-
sured more or less coincidentally at several different
anglesto yield the hemispherical flux. The Nimbus-
7 scanner reduced its FOV to keep the viewed area
about thesamesize, but had to look at different scenes
across track and build up directional models. In its
alongtrack mode, the NOAA-9 scanner obtained a
very limited data set looking at fixed regions, but
sinceits scanner had afixed FOV the size of the tar-
get areachanged systematically with angle. The pres-
ently available model s have been painstakingly con-
structed from Nimbus-7 data, but cannot
accommodate different cloud types, and define only
afew categories of cloud cover amounts.

Suggested Reading

Di Girolamo, L., and R. Davies, 1994.
Horvath, A., and R. Davies, 2001.
Horvath, A., and R. Davies, 2001.
Loeb, N. G., and R. Davies, 1997.
Moroney, C. et al., 2002.

Cloud and Aerosol Properties and Radiative Energy Fluxes ¢ Terra/ MISR

MISR TOA and Cloud Product Summary

Coverage: Daytime, 9-day for global repeat
coverage

Spatial/Temporal Characteristics: 9-day for
global coverage with 1.1 km, 2.2 km, 17.6 km,
35.2 km sampling, and 70.4 km sampling
(various parameters) at Level 2; monthly and
seasonal globally gridded products at Level 3

Key Geophysical Parameters: TOA albedo,
TOA bidirectional reflectance factor, cloud-top
height, cloud-tracked wind, cloud screens,
reflecting level reference altitude, altitude-
binned cloud fraction

Processing Level: 2, 3

Product Type: Standard, at-launch (MIS04)
post-launch gridded products (MIS06,
MIS07)

Maximum File Size: 90 MB, (TOA/Cloud
Stereo Parameters); 5 MB (TOA/Cloud
Classifier Parameters); 370 MB (TOA/Cloud
Albedo Parameters)

File Frequency: 15/day
Primary Data Format: HDF-EOS
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: R. Davies
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MISR Aerosol and Surface
Product (MIS0O5, MIS08,
MIS09)

Product Description

The Level 2 Aerosol/Surface Product (M1S05) con-
tains a variety of information on the Earth’s atmo-
sphere and surface. The aerosol data include tropo-
spheric aerosol optical depth on 17.6-km centers,
archived with compositional model identifiers and
retrieval residuals, ancillary data including atmo-
spheric pressure and surface wind speed, and retrieval
flags. The land surface data are mostly on 1.1-km
centers and include hemispherical directional reflec-
tancefactor, bihemispherical reflectance(i.e., albedo),
bidirectional reflectance factor, directional hemi-
spherical reflectance, BRF model parameters, albedo-
based NDVI, Fraction of Photosynthetically Active
Radiation (FPAR), and Leaf Area Index (LAI).

Research and Applications

MI1S05, M1S08, and M1S09 products are used to study
absorption and scattering in the lower atmosphereand
at the surfacefor usein climate and biosphere-atmo-
sphere interaction studies. The MISR aerosol data
setsenable: 1) the study of the global magnitude and
variability of sunlight absorption and scattering by
aerosols in the Earth’s atmosphere (particularly tro-
pospheric aerosols) and their effect on climate; 2)
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improved understanding of the sources, sinks, and
global budgets of aerosols; and 3) improved atmo-
spheric correction for surface imaging data acquired
by MISR and other instruments (e.g., MODIS and
ASTER).

The MISR surface data sets enable: 1) the study of
the global magnitude and variability of sunlight ab-
sorption and scattering by the Earth’'s surface, par-
ticularly through determination of the surface hemi-
spherical reflectance (albedo); 2) improved measures
of land surface classification and dynamics; and 3)
improved observations of ocean color in the tropics
by providing datain equatorial regionsto supplement
MODIS observations.

Data Set Evolution

MISR builds on earlier work with satellite and air-
craft optical sensors such as the AVHRR and the
Advanced Solid-state Array Spectroradiometer
(ASAS). Surface hemispherical reflectance (spectral
albedo) isretrievablewith much higher accuracy from
MISR multi-angle observationsthanit can beinferred
from solely nadir spectral reflectance factors. In ad-
dition, current aerosol retrievals(e.g., fromAVHRR)
areunableto distinguish different particletypes, since
they are based on measurements at a single wave-
length and angle of view, and the algorithm to con-
vert observed radiance to aerosol optical depth as-
sumesparticlesof afixed compositionand size. MISR
retrievals are based on more extensive coverage in
both wavelength and view angle, providing greater
ability to distinguish different particle types based
on their physical and optical properties.

MISR images of the eastern United Statesacquired on March
6, 2000, during Terra orbit 1155. Thefirst panel isthe down-
ward-looking (nadir) view, covering the region from Lake
Ontario to northern Georgia, and spanning the Appalachian
Mountains. The middle panel is the image taken by the for-
ward-viewing 70.5° camera. At thisincreased slant angle, the
line-of-sight through theatmosphereisthreetimeslonger, and
athin haze over theAppalachiansissignificantly more appar-
ent. The third panel shows the airborne particle (aerosol)
amount, derived using MISR’s operational aerosol retrieval
algorithm. On the internet, visit visibleearth.gsfc.nasa.gov to
view avariety of MISR data images.
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Suggested Reading

Diner, D. J. et al., 2001.
Kahn, R. et al., 1997.

Kahn, R. et al., 1998.

Kahn, R. et al., 2001.
Knyazikhin, Y. et al., 1998.
Martonchik, J. V. et al., 1998.
Martonchik, J. V. et al., 2002.

MISR Aerosol and Surface Product
Summary

Coverage: Daytime

Spatial/Temporal Characteristics: 9-day for
global coverage with 1.1-km, 17.6-km, and
70.4-km sampling (various parameters) at
Level 2; 16-day, monthly, and seasonal
globally gridded products at Level 3

Key Geophysical Parameters: Column aerosol
optical depth, aerosol compositional model
identifiers, directional hemispherical reflec-
tance factors, hemispherical reflectances,
BRF model parameters, NDVI, FPAR, LAI

Processing Level: 2, 3

Product Type: Standard, at-launch (MIS05);
post-launch (MIS08, MIS09)

Maximum File Size: 40 MB (Aerosol Param-
eters); 500 MB (Surface Parameters)

File Frequency: 15/day
Primary Data Format: HDF-EOS Grid
Browse Available: No

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: J. Martonchik

Cloud and Aerosol Properties and Radiative Energy Fluxes ¢ Terra/ MISR

MISR Aerosol Climatology
Product (MIS12)

Product Description

TheAerosol Climatology Product (ACP)(MIS12) is
generated at the MISR Scientific Computing Facil-
ity (SCF) and occasionally updated. Itisused for in-
terpretation of the aerosol data contained in M1S05.
The ACP contains the physical and optical proper-
ties that define common atmospheric aerosol types.
The parameters reported in the ACPinclude an aero-
sol model identifier (name, number, and composi-
tion); awater activity identifier (hygroscopic or not,
and if so, how hydrophilic); a particle shape identi-
fier (spherical, polyhedrd, or irregular); agrid of rela-
tive humidity values for which all optical properties
have been calculated; particle size distribution pa-
rameters; particle density (volume-weighted for mix-
tures); complex index of refraction; scattering and
extinction cross-section; single scattering albedo;
scattering anisotropy parameter; and phase function.
It also includes the definitions of the aerosol mix-
tures used during generation of MI1S 05.

Suggested Reading

Kahn, R. et al., 2001.

MISR Aerosol Climatology Product
Summary

Coverage: N/A, one-time only, with possible in-
frequent updates

Resolution: N/A

Wavelengths: 446, 558, 672, and 866 nm; pa-
rameters include aerosol optical properties

Product Type: Internal

Maximum File Size: 0.2 MB

File Frequency: N/IA

Primary Data Format: HDF-EOS Grid
Browse Available: No

Ad(ditional Product Information:
eosweb.larc.nasa.gov/PRODOCS/misr/
table_misr.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: R. Kahn
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MODIS Aerosol Product
(MODO04)

Product Description

The MODISAerosol Product (MODO04) monitorsthe
ambient aerosol optical thickness over the oceans
globally and over a portion of the continents. Fur-
ther, the aerosol size distribution is derived over the
oceans, and the aerosol typeis derived over the con-
tinents. Daily Level 2 (MODO04) data are produced
at the spatial resolution of a 10 x 10 1-km (at nadir)
pixel array.

Research and Applications

Aerosols are one of the greatest sources of uncer-
tainty in climate modeling. Aerosols modify cloud
microphysics by acting as cloud condensation nuclei
(CCN), and, as aresult, impact cloud radiative prop-
ertiesand climate. Aerosols scatter back to spaceand
absorb solar radiation. The MODI S aerosol product
isused to study aerosol climatology, sourcesand sinks
of specific aerosol types (e.g., sulfates and biomass-
burning aerosol), interaction of aerosolswith clouds,
the hydrological cycle and atmospheric dynamics,
and atmospheric corrections of remotely sensed sur-
face reflectance over the land.

Data Set Evolution

Prior to MODI S, satellite aerosol measurementswere
limited to reflectance measurements in one (GOES,
METEOSAT) or two (AVHRR) channels. Therewas
no real attempt to retrieve aerosol content over land
on a global scale. Algorithms had been developed
for use only over dark vegetation. The blue channel
on MODIS, not present on AVHRR, offersthe possi-
bility to extend the derivation of optical thickness
over land to additional surfaces. The algorithmsuses
MODIS bands 1 through 7 and require prior cloud
screening using MODI S data. Over the land, the dy-
namic aerosol modelsare derived from ground-based
sky measurements and used in the net retrieval pro-
cess.

Over the ocean, three parameters that describe the
aerosol loading and size distribution are retrieved.
Pre-assumptions on the genera structure of the size
distribution are required in the inversion of MODIS
data, and the volume-size distribution are described
with two log-normal modes: a single mode to de-
scribe the accumul ation mode particles (radius <0.5
pm) and a single coarse mode to describe dust and/
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or salt particles (radius >1.0 um). The aerosol pa-
rameters retrieved are: the ratio between the two
modes, the spectral optical thickness, and the mean
particle size.

The quality control of these products are based on
comparison with ground stations and climatol ogy.

The related MODIS Aerosol Product ATBD, Al-
gorithmfor Remote Sensing of Tropospheric Aerosol
fromMODIS: Optical thickness over land and ocean
and aerosol size distribution over the ocean, can be
found in PDF format at eospso.gsfc.nasa.gov/atbd/
modistables.html.

Suggested Reading

Chu, D.A. etal., 1998.
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MODIS Aerosol Product Summary

Coverage: Global over oceans, nearly
global over land

Spatial/Temporal Characteristics: 10 km
for Level 2

Key Science Applications: Aerosol
climatology, biomass-burning aerosols,
atmospheric corrections, cloud radiative
properties, cloud and atmospheric
dynamics, climate modeling

Key Geophysical Parameters: Atmo-
spheric aerosol optical depth (global) and
aerosol size distribution (oceans)

Processing Level: 2

Product Type: Standard, at-launch
Maximum File Size: 11.99 MB
File Frequency: 144/day

Primary Data Format: HDF-EOS

Browse Available:
modis-atmos.gsfc.nasa.gov/MOD08_D3/
browse.html

Ad(ditional Product Information:
modis-atmos.gsfc.nasa.gov/IMOD04_L2/
index.html

DAAC: Goddard Space Flight Center
Earth Sciences DAAC,
daac.gsfc.nasa.gov

Science Team Contacts: Y. J. Kaufman,
D. Tanré, L. A. Remer
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Aerosol optical properties. Theimage at top depictsthe aerosol optical thicknessat 0.56 um over the Eastern
United States on May 4, 2001, showing pollution along the Ohio Valley and transport to the north Atlantic.
The bottom image shows the ratio of aerosol optical thickness of the fine mode to the total aerosol optical
thickness. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Cloud Product
(MODOQ6)

Product Description

The MODIS Cloud Product (MODO06) combinesin-
frared and visible techniquesto determine both physi-
cal and radiative cloud properties. Daily global
Level 2 (MODO06) data are provided. Cloud-particle
phase (icevs. water, cloudsvs. snow), effective cloud-
particle radius, and cloud optical thickness are de-
rived using the MODIS visible and near-infrared
channel radiances. Cloud-top temperature, height,
effective emissivity, phase (ice vs. water, opaque vs.
non-opaque), and cloud fraction are produced by the
infrared retrieval methods both day and night at 5 x
5 1-km-pixel resolution. Finally, the MODI'S Cloud
Product includes the cirrus reflectance in the visible
at the 1-km-pixel resolution, which is useful for re-
moving cirrus scattering effects from the land-sur-
face reflectance product.

Research and Applications

A thorough description of global cloudiness and its
associated propertiesis essential to the MODIS mis-
sion for two reasons. First, clouds play acritical role
in the radiative balance of the Earth and must be ac-
curately described in order to assess climate and po-
tential climate change accurately. In addition, the
presence or absence of cloudiness must be accurately
determined in order to retrieve properly many atmo-
spheric and surface parameters. For many of these
retrievals, cloud cover, even thin cirrus, represents
contamination. Key radiative properties of clouds
such asphase, optical thickness, and temperature may
be retrieved using MODI Sinstruments with unprec-
edented resolution.

Data Set Evolution

The determination of cloud-top propertieswill require
the use of MODI S bands 29 and 31-36, along with
the cloud-mask product (MOD35), to screen for
clouds. In addition, NCEP or Data Assimilation Of-
ficegloba model analysesof surfacetemperature and
pressure, profiles of temperature and moisture, and
blended SST analyses will be required in the calcu-
lation of cloud forcing as afunction of atmospheric
pressure and emissivity. The Menzel cloud-phaseal-
gorithm requiresMODI Sbandsat 8.55 pum (band 29)
and 11.0 ym (band 31).

Cloud and Aerosol Properties and Radiative Energy Fluxes  Terra/MODIS

Validation of MODIS cloud top pressure will be
conducted by comparisonswith stereo determinations
from MISR and O, A-band cloud heights from the
Medium Resolution | maging Spectrometer (MERIS)
and lidar estimates aswell as with two GOES deter-
minations, aircraft lidar estimates plus observations
of cirrus heights. Cloud emissivity will be compared
to lidar-determined values. These interim products
will be used in concert with field campaignswith the
MAS instrument. The Menzel cloud-phase param-
eter will be validated using in situ data and by com-
parison to the King cloud-phase parameter.

The King cloud-phase algorithm requires product
MODOQ2, calibrated multispectral radiances. Cloud-
particle size and optical thicknessrequire these radi-
ances plusthe cloud-top parameters within MODO6.
In addition, these parameters require NCEP or DAO
analyses and profiles described above. The valida-
tion and quality control of these productswill be per-
formed primarily through the use of in situ measure-
ments obtained during field campaigns and with the
use of the MAS instrument.

The related MODI S Cloud Product ATBDs, MO-
DIS Cloud Top Properties and Cloud Phase and
Cloud Retrieval Algorithms for MODIS: Optical
Thickness, Effective Particle Radius, and Thermody-
namic Phase, can be found in PDF format at modis-
atmos.gsfc.nasa.gov/reference_atbd.html.
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MODIS Cloud Product Summary

Coverage: Global

Spatial/Temporal Characteristics: Resolutions
of 1 km or 5 km/once or twice per day (varies
with parameter)

Key Science Applications: Cloud parameter-
ization, climate modeling, climate monitoring,
increasing accuracy of other MODIS retrievals

Key Geophysical Parameters: Cloud-particle
phase (two algorithms), cloud-particle size
and optical thickness, cirrus reflectance at
0.66 um, and cloud-top temperature, emissiv-
ity, and height

Processing Level: 2
Product Type: Standard, at-launch

Maximum File Size: 69.60 MB (daytime
granules), 14.15 MB (nighttime granules)

File Frequency: 288/day
Primary Data Format: HDF-EOS

Browse Available:
modis-atmos.gsfc.nasa.gov/MOD08_D3/
browse.html

Ad(ditional Product Information:
modis-atmos.gsfc.nasa.gov/MODO06_L2/
index.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: M. D. King,
S. Platnick, W. P. Menzel, B. C. Gao
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Cloud propertiesover the western Pacific Ocean off the Kamchatka Peninsula on August 10, 2001. Theimage
at top showsthe cloud optical thicknessderived from all cloudy pixels. The bottom image showsthecloud top
pressure(in hPa) for all cloudsin thisscene. On theinternet, visit visibleearth.gsfc.nasa.gov to view avariety of
MODI S data images.
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MODIS Level 3 Atmosphere
Products (MODO08)

Product Description

There are three MODIS Level 3 Atmosphere Prod-
ucts, each covering a different temporal scale. The
Earth Science Data Type names (and time spans) for
each of the products are;: MODO08_D3 (Daily),
MODO08_E3 (8-Day), MOD08 M3 (Monthly).

Each of these Level 3 products contains statistics
derived from over 50 science parameters from the
Level 2 Atmosphere products: MODO04 L2,
MODO5_L2, MODO06_L 2, and MODO7_L 2.

A range of statistical summariesis computed, de-
pending on the L evel 2 science parameter being con-
sidered. Statistics for a given Level 2 measurement
might include:

e Simple (mean, minimum, maximum, standard de-
viation) statistics

 Parametersof normal and log-normal distributions

* Fraction of pixelsthat satisfy some condition (e.g.,
cloudy, clear)

 Histograms of the quantity within each grid box

 Histograms of the confidence placed in each mea-
surement

» Histograms and/or regressions derived from com-
paring one science parameter to another; statistics
may be computed for a subset that satisfies some
condition

* Pixel counts

Statistics are sorted into 1° x 1° cells on an equal-
angle grid and then summarized over the globe. The
equal-angle grid has afixed dimension of 360x180
pixels.

The daily product contains nearly 500 statistical
summary parameters. The 8-day and monthly prod-
ucts, which areidentical in format, include over 700
statistical summary parameters.

Additional information on the MODIS Level 3
Atmosphere products can be obtained from the MO-
DIS-Atmosphere web site at: modis-
atmos.gsfc.nasa.gov.

Research and Applications

Users should refer to the research applications of
Level 2 Atmosphere products from MODO04,
MODO05, MODO06, and MODO7 listed in this hand-
book. Level 3 statistical productsderived from Level
2 measurements|end themselvesto longer-term time-
series studies that help monitor variations in envi-
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ronmental conditions and aid research for assessing
both natural and human-induced global change.

Data Set Evolution

Definition of Time Spans

For the daily product (MODO08_D3), Level 2 gran-
ules that overlap any part of the data day (0000 to
2400 UTC) are included in the computation of sta-
tistics. Therefore a particular Level 2 granule may
be included in two consecutive MODO08 D3 prod-
ucts.

The 8-day product (MODO08_E3) is computed by
manipulating and summarizing thedaily product over
eight consecutive days. The running 8-day interval
begins with the first day of MODIS data on Terra
(February 25, 2000). The 8-day intervals for MO-
DIS on Aquawill be the same 8-day intervals as for
MODIS on Terra for the period of data overlap. It
should be noted that the starting day of the 8-day
interval isnot reset to the 1st, during therollover of a
calendar month. However, during the rollover of a
calendar year, the 8-day interval isreset to begin on
January 1st. It should also be noted that the final 8-
day interval of any year includes 8 full days even if
they extend into anew year; thisrulewill, in general,
cause some overlap of the 8-day interval around ev-
ery new year.

The monthly product (MODO08 _M3) is computed
by manipulating and summarizing the daily product
over a calendar month.

Definition of Daily Satistics

For the daily product, assumethat Xq, X, ..., X, repre-
sent theretrieved pixel valuesof aLevel 2 parameter
over al® x 1° grid box, Q, isthe quality flag for each
retrieved pixel value, and w; is the weighting factor
(1 for the daily case), then the simple statistics are
defined as:

R @

Xoo= i @

Xsa = —Z;‘ W ;:I(IV;VzVI -7[,)2 (3)
21 (Qi-Xi-Qi-Xag)®

X g0 = 2 ( o d0) 4)

Xinin = Min (Xg, X,..., X,) (5)

Xinax = Max (Xy, Xp,...r Xp) (6)
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Intheseequations, (1) will bereferred to asthe“regu-
lar" mean, (2) as the QA-weighted mean, (3) as the
regular standard deviation, (4) as the QA-weighted
standard deviation, (5) as the minimum, and (6) as
the maximum.

Thesimple statistics also include daily log regular
mean, log standard deviation, log QA mean, and log
QA standard deviation. These log quantities are cal-
culated as shown in equations (1-4), except that x4,
X9, ..., X, are replaced by their logarithms.

Regression statistics, based on the pixels within
each 1° x 1° grid cell, include the slope, intercept,
mean squared error (M SE), and the coefficient of de-
termination (R?).

The histograms and joint histograms report the
counts of the pixels falling into predetermined nu-
merical intervals.

The pixel counts are used to represent the number
of pixelsfor the parametersthat do not have QA flags,
while the confidence-histograms-counts are used to
represent the number of counts for each parameter
that fall within each QA bin (e.g., good, very good,
marginal, and total).

Definition of 8-day and Monthly Satistics

The 8-day and monthly statistics are based on the
daily statisticswith the assumption that the daily sta-
tistics from retrieved pixels can represent the statis-
tics of the “ populations” of each 1° x 1° grid cell. In
other words, it isassumed that the samples composed
of retrieved pixels can represent the “populations’
composed of al the pixels within each grid cell.

The simple statistics for 8-day and monthly quan-
titiesinclude mean, standard deviation, and minimum
and maximum values of the corresponding daily
means (i.e., daily mean, daily QA mean, daily log
mean, and daily log QA mean).

For example, if Xy1, Xqp, - - Xgn e thedaily means
for a Level 3 parameter, then their monthly simple
statistics (i.e., mean, standard deviation, minimum,
and maximum) are represented by equations (1, 3, 5,
and 6) with X; replaced by X;. It should be noted that
inthe monthly case, the weightsin equations (1) and
(2) aretaken either asunweighted (i.e., w; = 1), pixel
weighted (e.g., weighted by the number of pixelsover
thetotal pixels), or fraction weighted (e.g., weighted
by the cloud fraction).

Thefraction statistics represent the mean and stan-
dard deviation of the daily fraction values.

Theregression statistics, which include four com-
ponents (d ope, intercept, mean-squared-error, and the
coefficient of determination), are calculated by us-
ing the daily mean values of the first parameter ver-
sus the daily mean values of the second parameter.
Therefore, two daily mean time series are used to
calculate monthly regression attributes.

Cloud and Aerosol Properties and Radiative Energy Fluxes ¢ Terra/MODIS

Histogram and joint-histogram stati stics represent
the number of times a parameter falls into each pre-
defined interval.

The total counts are reported. This is simply the
summation of all the counts from each interval for
the parameter.

The 8-day and monthly product has an additional
statistical parameter called “mean daily standard de-
viation.” Thisparameter isused to represent the mean
values of the daily standard deviations, such as the
mean of daily standard deviation, mean of daily QA
standard deviation, mean of log standard deviation,
and mean of log QA standard deviation. The stan-
dard deviation of the mean is used to describe the
variation of a parameter around its monthly mean,
while the mean of the standard deviation is used to
describe the average daily variation of a parameter.
For example, aparameter may havealargedaily stan-
dard deviation on each day, but those variations may
be similar to each other. In this case, the mean daily
standard deviation will be large, but its standard de-
viation will be small.

The related MODI'S data product ATBDs can be
found in PDF format at modis-atmos.gsfc.nasa.gov/
reference_atbd.html.
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MODIS Level 3 Atmosphere Products
Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.0° latitude-
longitude equal-angle grid/daily, 8-day, and
monthly

Key Science Applications: Climate and
ecosystem monitoring and modeling, cloud
radiative properties, atmospheric properties,
and atmospheric corrections

Key Geophysical Parameters: Aerosol
properties, cloud radiative properties, atmo-
spheric water vapor and temperature

Processing Level: 3
Product Type: Standard, at-launch

Maximum File Size: 474.77 MB (Daily
Level 3), 883.22 MB (8-day and Monthly
Level 3)

File Frequency: 1/day (Daily Level 3), 1/8-day
(8-Day Level 3), 1/month (Monthly
Level 3)

Primary Data Format: HDF-EOS

Browse Available:
modis-atmos.gsfc.nasa.gov/ MODO08_D3/
browse.html (daily)

modis-atmos.gsfc.nasa.gov/MOD08_E3/
browse.html (8-day)

modis-atmos.gsfc.nasa.gov/MOD08_M3/
browse.html (monthly)

Additional Product Information:
modis-atmos.gsfc.nasa.gov/MOD08_D3

(daily)
modis-atmos.gsfc.nasa.gov/MOD08_E3 (8-
day)

modis-atmos.gsfc.nasa.gov/MOD08_M3
(monthly)

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: M. D. King
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Theimages above depict Level 3 Atmosphere Monthly Mean for August 2001.

Figure A depicts Cloud Optical Thickness for combined water, ice, and undetermined phase clouds. Optical thickness, a unit-less
parameter, isa measure of the attenuation of solar radiation through a column of atmosphere. Thicker, more opague clouds (white)
can be clearly seen over theinter-tropical convergence zone (ITCZ) and roaring 40's (latitude).

FigureB depictsAerosol Optical Depth (AOD). Aerosols, one of the greatest sour cesof uncertainty in climatemodeling, vary in timein
spaceand can lead to variationsin cloud microphysics, which could impact cloud radiative propertiesand climate. Large scaletrans-
port of dust, pollution and/or smoke can be detected moving west over the Atlantic from the Sahara; and east over the Pacific from
China. Corresponding retrieved size parameters (not shown) can help identify aerosol type. It should be noted that AOD algorithms
wer e developed for use over dark vegetation and ocean; leaving gapsin theimage clearly visible over the (bright) deserts.

Figure C depictsTotal Atmospheric Column Water Vapor in centimeters. Also called total column precipitablewater, this parameter is
derived from anear-infrared algorithm. It should be noted that the near-infrared isvery sensitiveto boundary-layer water vapor since
it isderived from attenuation of reflected solar light from the surface. Thisproduct isessential to under standing the hydrological cycle,
aerosol properties, aerosol-cloud interactions, energy budget, and climate. On the internet, visit visibleearth.gsfc.nasa.gov to view a
variety of MODI S data images.
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MODIS Cloud Mask (MOD35)

Product Description

TheMODISCloud Mask product (MOD35) isadaily,
global Level 2 product generated at 1-km and 250-m
(at nadir) spatial resolutions. The algorithm employs
aseries of visible and infrared threshold and consis-
tency teststo specify confidence that an unobstructed
view of the Earth’s surface is observed. The 250-m
cloud-mask flags are based on visible channel data
but use 1-km cloud mask results as ancillary infor-
mation. Radiometrically accurate radiances are re-
quired, so holesin the Cloud Mask will appear wher-
ever the input radiances are incomplete or of poor
quality.

Research and Applications

A determination of the presence of global cloudiness
is essential to the MODIS mission for two reasons.
First, clouds play acritical role in the radiative bal-
ance of the Earth and must be accurately described
to assess climate and potential climate change. Sec-
ond, the presence of cloudiness must be accurately
determined to retrieve properly many atmospheric
and surface parameters. For many of these retrieval
algorithmseven thin cirrus represents contamination.

Data Set Evolution

The MODIS cloud-mask algorithm employs a bat-
tery of spectral tests, which use methodol ogy applied
developed for the AVHRR Processing scheme Over
cLoud Land and Ocean (APOLLO), International
Satellite Cloud Climatology Project (ISCCP), CLoud
Advanced Very high resolution Radiometer
(CLAVR), and Support of Environmental Require-
ments for Cloud Analysis and Archive (SERCAA)
toidentify cloudy FOV's. From these aclear-sky con-
fidence level (high confident clear, probably clear,
undecided, cloudy) is assigned to each FOV. For in-
conclusive results, spatial- and temporal-variability
tests are applied. The spectral tests rely on radiance
(temperature) thresholds in the infrared and reflec-
tance thresholds in the visible and near-infrared.
Thresholds vary with surface type, atmospheric con-
ditions (moisture, aerosal, etc.), and viewing geom-
etry. Along with MODO2 calibrated radiances, a 1-
km land/water mask, DEM, ecosystem analysis, and
snow/ice cover maps are required as inputs.
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Cloud-mask validation has been conducted using
MAS data from several field campaigns, radar and
lidar observationsfrom the SGPCART site, and com-
parisonswith cloud productsfrom NOAA operational
instruments.

Therelated MODI S Cloud Mask ATBD, Discrimi-
nating Clear Sky from Cloud with MODIS, can be
found in PDF format at modis.gsfc.nasa.gov/data/
atbd/atbd_mod06.pdf.

MODIS Cloud Mask Summary

Coverage: Global

Spatial/Temporal Characteristics: 250 m and
1 km/daily

Key Science Applications: Cloud determina-
tion and screening, climate modeling, climate
monitoring, increasing accuracy of other
MODIS retrievals

Key Geophysical Parameters: Presence of
cloud

Processing Level: 2

Product Type: Standard, at-launch
Maximum File Size: 47.42 MB
File Frequency: 288/day

Primary Data Format: HDF-EOS

Additional Product Information:
modis-atmos.gsfc.nasa.gov/MOD35_L2/
index.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: \W. P. Menzel,
S. A. Ackerman
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These images depict L 1B (left) and Unobstructed FOV Cloud Mask (right) from August 1, 2002. Visible image and corre-
sponding cloud mask for a scene over eastern Australia. A determination of the presence of global cloudinessis essential to
the MODI S mission for two reasons. First, clouds play a critical role in the radiative balance of the Earth and must be
accurately described to assess climate and potential climate change. Second, the presence of cloudiness must be accurately
determined to properly retrieve many atmospheric and surface parameters. For many of these retrieval algorithms even
thin cirrus represents contamination. On the internet, visit visibleearth.gsfc.nasa.gov to view a variety of MODIS data
images.
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Lightning — An Overview

Relationship to Global Change

Understanding lightning is a way to understand the
interplay of some key components of atmospheric
dynamics. Lightningisclosely coupled to storm con-
vection dynamics and can be correlated to the global
rates, amounts, and distribution of convective pre-
cipitation. It points to where strong convection is
occurring, when large quantities of water are grow-
ing in the mixed phase regions of storms, and sug-
gests how latent heat is being released during the
storm’s life cycle. Since the microscales on which
particles interact to generate electricity are coupled
through storm-scal e processes to synoptic-scale sys-
tems, lightning activity should provide information
on the development of the atmosphere over many
scale sizes, especialy in the tropics.

TheLightning Imaging Sensor (L1S) onthe TRMM
Observatory is designed to detect, locate, and mea-
sure the intensity of lightning for scientific investi-
gation of thedistribution and variability of total light-
ning over the Earth and to increase our understanding
of the Earth’satmosphere system. LIS providesaglo-
bal lightning and thunderstorm climatology from
which changes (even subtle temperature variations)
might be detected. These dataare used in avariety of
global change studies, including cloud characteriza-
tion, hydrologic cycle studies, storm convection,
microphysics and dynamics, and the seasonal and
interannual variability of thunderstorms.

LIS represents a significant advance over any pre-
vious satellite-borne lightning detectors. Those in-
struments could provide only arelative global distri-
bution of lightning of a strictly statistical, and often
biased, nature. Additionally, they required collecting
data for long periods of time before they could be
meaningfully interpreted in terms of global distribu-
tions. It was not possible to compare the lightning
frequency of a particular storm with the earlier esti-
mates. Lightning observations from LIS can be
readily associated with the thunderstorms that pro-
duce them, and the detection of even a single dis-
charge is significant and provides important infor-
mation (e.g., storm location, precipitation estimates,
storm height, the presence of ice, lightning frequency,
electrical output, etc.).

LIS hasbeen designed to study the distribution and
variability of total lightning on aglobal basis. Itsstar-
ing imager is optimized to locate and detect light-
ning with storm-scale resolution of 5-10 km over a
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large region (600 x 600 km) of the Earth’s surface.
The field of view (FOV) is sufficient to observe a
point on the Earth or acloud for 83 seconds, adequate
to estimate the flashing rate of many storms. This
makesit possibleto estimatelightning frequency even
for storms with flash rates as low as 1-2 discharges
per minute.

Product Interdependency and Continuity
with Heritage Data

During the 1980s, extensive optical and electrical
observations of lightning were made from high-alti-
tude NASA U-2 aircraft with the primary objective
of defining a baseline design criterion for a space
sensor capable of mapping lightning dischargesfrom
geostationary orbit during day and night, with high
spatia resolution and high detection efficiency. The
results, combined with parametric trade-off studies
and other research, have clearly established the fea-
sibility of making thiskind of lightning measurement
from space with present state-of-the-art technol ogy.

Global lightning signatures from the Defense Me-
teorological Satellite Program (DMSP) Optical
Linescan System (OL S) have been analyzed from the
filmstrip imagery and digital DM SP tapes archived
at the NOAA National Geophysical Data Center
(NGDC) National Snow and I ce Data Center in Boul-
der, Colorado. This global lightning database is a
useful reference data set for LIS,

Prior to, and during the TRMM mission, space-
based lightning observations had been provided by
the Optical Transient Detector (OTD), launched in
April 1995 as a secondary payload on a Pegasus
launch vehicle. The OTD mission ended in April
2000.

In a near-polar orbit, OTD detected all types of
lightning events, including cloud-to-ground, cloud-
to-cloud, and intra-cloud. Considered to be a LIS
prototype, OTD data popul ated a database of global
lightning activity to which LIS data are being added.

Overview < Lightning
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Inthisimage, lightning flashes (bright white spots)—recorded duringthe NASA Light-
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are overlaid on high-resolution infrared cloud-top data from the orbiting Tropical
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internet, visit visibleearth.gsfc.nasa.gov to view a variety of L 1S dataimages.
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Lightning Imaging Sensor
Product (LIS02-L1S18)

Product Description

TRMM LIS products of Level 1 and higher are con-
tained in data granules corresponding to individual
orbits; segmented at the southernmost nadir point of
eachorbit. Level 1, 2, and 3dataareincluded in each
granule. Level 2 and higher products primarily con-
sist of aggregation of the primary LIS observable
(CCD pixel events) into variables corresponding to
lightning strokes, flashes, and thunderstorm cells. Hi-
erarchical links between the levels are included, as
well asall datarequired to recompute Level 2 and 3
products from Level 1 data using alternative algo-
rithms. Data subelements are organi zed functionally
inorbit granules, rather than by processing level (i.e.,
some data containersmay contain morethan onelevel
of data).

Level 1 data include events (pixel amplitudes
which exceed athreshold for 2 ms), viewtime gran-
ules (discretized volumes of X, y, t sampling space
denoting actual LIS viewing), navigation data (trans-
form matrices needed to geolocate individual pixel
events) and diagnostic data (calibration tables and
warning or fatal error flags for a variety of instru-
ment, platform, environmental and processing algo-
rithm conditions). Pixel eventsare tagged with CCD
and geol ocated location, amplitude, calibrated radi-
ance, time, applied threshold, and other parameters.
Viewtime granules include location on a fixed 0.5°
x 0.5° registration grid, start and end viewing times,
and adjustmentsfor partial grazing by the LIS FOV.
Navigation and diagnostic data are reported every
one second.

Level 2 datainclude groups (adjacent pixel events
that are concurrent in time, corresponding to light-
ning strokes), flashes (spatially and temporally proxi-
mate groups, corresponding to truelightning flashes)
and areas (spatially proximate flashes, intended to
isolate thunderstorm cellsfrom lightning-only data).
Each of these productsincludeslinksto its subcom-
ponents and its parent under the aggregation algo-
rithms, and includes derived parameters (e.g., net
calibrated radiance, total spatial footprint, automated
quality/confidence flags, etc.).

Level 3dataincluderaster browseimagesand sum-
mary vector data, the latter reported in one second
intervals and organized in the same data record as
navigation and diagnostic data. Level 1 and 2 data
are used to produce equal-angle maps of lightning
activity, controlled for total and diurnal sampling and
cross-calibrated with antecedent and concurrent OTD
data.
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Granulesare organized structurally into orbit sum-
mary, point data, and continuous (one-second) data
records. Point dataincludethe Level 1 view-timedata
and al lightning data (Level 1 events and Level 2
groups, flashes, and areas). One-second datainclude
both Level 1 navigation and diagnostic dataand Level
3 vector data.

Research and Applications

LISviewsatotal areaexceeding 600 km x 600 km at
the cloud top using a 128 x 128 photodiode array.
Individual storms and storm systems are monitored
for 83 seconds, a period long enough to obtain a
measure of the lightning flash rate whilethe stormis
inthefield of view of the sensor. This makes it pos-
sibleto estimate lightning frequency even for storms
with flash rates aslow as 1-2 discharges per minute.
LIS represents a significant advance over any previ-
ous satellite-borne lightning detector. Lightning ob-
servations from LIS can be readily associated with
the thunderstorms that produce them, and the detec-
tion of even asingle dischargeissignificant and pro-
vides important information (e.g., storm location,
precipitation estimates, storm height, the presence of
ice, lightning frequency, electrical output, etc.). The
earlier satellite-borne lightning instruments provided
only arelative global distribution of lightning of a
strictly statistical nature; thisrequired collecting data
for long periods of time before it could be meaning-
fully interpreted in terms of global distributions. It
was not possibleto determinethelightning frequency
of a particular storm as compared with the earlier
estimates.

Data Set Evolution

NASA U-2 arcraft lightning detection datawere col-
lected in order to provide a baseline for future satel-
lite-based lightning instruments. Based on a combi-
nation of the results of U-2 data and advances in
technology, the OTD has been able to begin estab-
lishing a database of lightning observations from a
near-polar orbit at a 70° inclination, at an altitude of
740 km, and withaFOV of 1300 km x 1300 km. LIS
data setswill further build upon OTD with aFOV of
600 km x 600 km and a storm-scal e resolution of 5-
10 km.

TRMM /LIS « Lightning



LIS Product Summary
Coverage: Global, 35°N to 35°S

Spatial/Temporal Characteristics: 4 km x 4 km
pixel at nadir, orbit granules, 2 ms resolution;
2.5 x 2.5 monthly, 47-day moving average

Key Science Applications: Thunderstorm
distribution and variability, rainfall mapping
and thunderstorm analysis

Key Geophysical Parameters: Lightning
events, groups, flashes, areas

Processing Level 1B Products:
LIS02 — Image Attributes
LISO3 — Events Statistics
LISO4 — Group Statistics

Processing Level 2 Products:

LISO5 - Flash Statistics

LIS06 — Area Statistics

LISO7 — Flash Density

LIS08 — 2.5° x 2.5° Equal Angle Monthly
Grid

LIS09 — 500 km x 500 km Equal Area
Monthly Grid

Processing Level 3 Products:
LIS10 — Orbit Attributes
LIS11 — Threshold Attributes
LIS12 — Browse Area
LIS13 — Vector Statistics
LIS14 — Metadata Description
LIS15 — Summary Data
LIS16 — Flash Rate Data
LIS17 — Ephemeris
LIS18 — Event Rate Sets

Product Type: Standard, at-launch

Maximum File Size:
Level 1B Background Data - 5.54 MB
Level 2 Science Data - 1.93 MB
Level 3 Browse and Summary Data - .04 MB

File Frequency: 1/orbit
Primary Data Format: HDF-EOS
Browse Available: Yes (GIF format)

Additional Product Information:
thunder.nsstc.nasa.gov/data/

DAAC: Global Hydrology Resource Center,
ghrc.msfc.nasa.gov

Science Team Contacts: H. Christian,
S. Goodman, D. Boccippio
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Atmospheric Chemistry — An Overview

Relationship to Global Change Issues

In recent years, increasing concern has focused on
thenatural and anthropogenic alteration of the Earth’'s
environment and how these activities impact global
change. Human activities are changing the concen-
trations of trace constituentsin thetroposphere; these
in turn affect the radiative balance, dynamics, and
chemistry of the atmosphere. One of the most press-
ing global change issues facing researchers and
policymakers today involves the greenhouse effect
and potential global warming. Carbon dioxide, ni-
trous oxide, methane, and chlorofluorocarbons
(CFCs) are the principa anthropogenic greenhouse
gases that are responsible for this effect. Of these,
carbon dioxide has the highest concentration and
plays the most significant role. However, the other
gases are more efficient (on a per molecule basis) at
trapping infrared radiation, and their combined ef-
fects are almost as large as that of carbon dioxide,
even though their concentrations are much smaller.
Ozone also proves significant, because the catalytic
chemical process involved in its breakdown in the
stratosphere and its increasing tropospheric concen-
trations have a multifaceted influence on the Earth’s
radiative balance.

Within the Terratimeframe, the primary objective
of studies in tropospheric chemistry is understand-
ing the interaction with the surface/ocean/biomass
systems, atmospheric transports, and the carbon cycle.
The particular focusis the time evolution of the dis-
tributions of carbon monoxide (CO) and methane
(CH,) in the troposphere. The scientific questions
become convoluted when considering the sources,
chemistry, and ultimate sinks of minor atmospheric
congtituentsand their interrelationships. The planet’s
inorganic and organic matter are the sources of many
of these gases, increasing theimportance of land-sur-
face studies to determine emission rates and loca
tions. Yet, the large-scale and seasonal distribution
of these sources remains poorly understood. Space-
based remote sensing providestheideal platform for
global monitoring of trace gas sources.

Whether the changes are anthropogenic or natu-
rally occurring, understanding these changes in the
trace chemical makeup of the troposphere is a criti-
cal component in anticipating global climate change.
On Terra, the Measurements of Pollutionin The Tro-
posphere (MOPITT) instrument investigatesthe evo-
[ution of tropospheric trace and greenhouse gasesand
their interaction with the climate and biosphere. Along
with trace gas measurements, studies of greenhouse
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gases also require information from additional disci-
plines (e.g., ocean color, biomass burning, and land
vegetation). Data products associated with those dis-
cipline areas are described in other sections of this
document. Finally, knowledge is required of the re-
gional increasesin tropospheric ozone aswell asthe
decrease in stratospheric ozone.

Product Overview

Key to our understanding of the horizontal and verti-
cal measurements of the troposphere isthe measure-
ment of CO and CH,.

Carbon monoxide possesses a lifetime, on the or-
der of two months, such that the CO ismoved around
on aregional scale, and thus performs the function
of achemical tracer. In addition to horizontal trans-
port, studies have shown that there is considerable
vertical transport of CO, pointing to the use of 3-D
measurements, which could be used to study chemi-
cal transport processes in the troposphere. MOPITT
CO data, along with datafrom other instruments, are
used in modeling efforts by several researchers to
advance our understanding of global tropospheric
chemistry and its relationship to sources, sinks, and
atmospheric transports.

The full range of the effects of the increased con-
centration of CO are not fully understood at present,
but it is believed that CO is photochemically active
and plays a major role in the concentration of OH
radicalsin the troposphere. The OH radical actsasa
“cleansing agent” in thetroposphere, oxidizing many
compounds. Satellite observations may clarify
whether CO isincreasing or decreasing. Increasesin
CO are likely to be the result of arise in human ac-
tivities. Increases in CO may deplete tropospheric
radicals, thereby reducing theyearly removal of many
natural and anthropogenic trace species. In particu-
lar, this effect may add to theincrease of CH,, which
in turn could further reduce OH concentration. In-
creased CO may also indirectly intensify global
warming and perturb stratospheric ozone by increas-
ing the lifetime of other trace greenhouse gases.
Greenhouse gases are those chemical sthat permit the
influx of solar radiation to the surface below, but in-
hibit to some degree longwave radiation leaving the
Earth, producing a net warming effect.

The MOPITT data set a so addresses the measure-
ment of CH,. Methane is the most abundant hydro-
carbon in the atmosphere and possesses severa in-
frared absorption bands, including one at
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approximately 7.7 um, which liesin an atmospheric
window with no significant absorption by other gases.
This wavelength is also close to the peak radiating
temperature of terrestrial thermal radiation (about 250
K), making the gas a strong contributor to the so-
called“ greenhouse effect.” Moreover, CH, currently
appears to be increasing at a rate of one percent per
year, but the source of this increase is not certain,
and there is evidence that it began decelerating dur-
ing the 1980s. Improved knowledge of the source
strengths and distributions will help to resolve this
uncertainty. Knowledge of the global column distri-
bution of CH, taken with dynamical data may lead
to a better quantitative understanding of its bio-
geochemical cycles. The Level 2 CH, data set may
be used to produce Level 3 global grids, which, in
turn, may be used to develop regional and seasonal
averages and other specia products.

Measurements from the Terra platform are useful
in observing the distribution and variation of the
sources of CH,. While ground-based observations
tend to generate aspecified accuracy over time, they
cannot observethe spatial and temporal variations of
the sources that are of most interest at present. Stud-
ies conducted in conjunction with other measure-
ments of meteorological conditions (such as local
wind speed and direction) may determine the source
magnitude from the atmospheric perturbationsto the
background amount. The combination of space-based
and in situ measurements can be synthesized with
other databases of gaseous concentrations and emis-
sions into global climate models for a better under-
standing of the overall problem.

In addition to the MOPITT product, Total Ozone
Burden (aparameter in MODO07) measurestotal col-
umn ozone to monitor the potential environmental
hazard of anthropogenic o0zone depletion, and to help
develop and use atmospheric correction models.

Product Interdependency and Continuity
with Heritage Data

The MOPITT instrument heritage includes the Nim-
bus-7 Stratospheric and Mesospheric Sounder
(SAMYS) instrument and the Improved Stratospheric
and Mesospheric Sounder (ISAMS) instrument on
UARS, which employed correlation spectroscopy
systems similar to that employed by MOPITT. Cur-
rently operating stratospheric instruments such as
TOMS and others onboard UARS are hel ping scien-
tistslearn about the exchange of trace gases between
the stratosphere and troposphere. Prior to the launch
of Terra, surface fluxes of someland- and ocean-de-
rived trace gases were estimated using AVHRR and
SeaWiFS observations and 4-D data assimilation.

Atmospheric Chemistry ¢ Overview
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MOPITT CO Profile, CO
Column, and CH, Column Data
(MOPO2)

Product Description

The carbon monoxide (CO) vertical profile and CO
column data, along with methane (CH,) total col-
umn, make up the three parameters of the MOPITT
Level 2 product. The parameters are retrieved daily
over the globe with methane column measurements
available only in the sunlit portion. Horizontal reso-
[ution is variable from 22 km to ~100 km, depend-
ing on cloud clearing and pixel averaging, to main-
tain high signal to noise. The profile vertical
resolution is about 4 km in the troposphere. CO pro-
file and total column precision have been shown to
be 10%. M ethane column precision isexpected to be
one percent.

Research and Applications

Global CO measurementsare very important because
of the role of the gas in the extremely complicated
chemical balance of the troposphere. Most of the
chemistry inthisregion of the atmosphereisinduced
by the chemical activity of the hydroxyl and similar
radicals. These agents react rapidly with many trace
gases of both natural and anthropogenic origin pre-
venting their buildup in the troposphere through the
creation of chemical products that are rained out or
lost from the atmosphere by dry deposition. How-
ever, the concentrations of these radicals are ex-
tremely difficult to measure due to their short life-
times and low concentrations. The major agents
regulating the concentrations of the radicals are car-
bon monoxide, ozone, and nitrogen oxide. Global CO
measurements used in conjunction with atmospheric
chemical models therefore provide an important
measure of assessing the ability of the atmosphereto
“cleanse” itself.

The Level-2 carbon monoxide parametersalso are
used to produce Level 3 global grids, which in turn
may be used to develop regional and seasonal aver-
ages and other special products. These data products
provide atime evolution of the distribution of CO in
the troposphere. From these a better knowledge of
the chemical interactions, transports, sources, and
sinksisobtained. Understanding their biogeochemi-
cal cycles and the intimate interrelation with other
gases and the climate will lead to better predictions
of possible effects of anthropogenic activities.
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Measurements from the Terra platform are ex-
tremely useful in resolving the temporal and spatial
variations in CH, not observable by ground-based
networks. Knowledge of the global column distribu-
tion of methane taken with dynamical data may lead
to a better quantitative understanding of its bio-
geochemical cycles. The Level 2 methane data set
may be used in the future to produce Level 3 global
grids, which, inturn, may be used to develop regional
and seasonal averages and other specia products.

The global distribution of these profiles and col-
umn amounts are used in descriptive studies of these
gases on a global basis, providing the first detailed
information on their horizontal, vertical, and tempo-
ral variations, and their relationships to other activi-
tiessuch asbiomassburning, industrial activity, thun-
derstorm venting of the boundary layer, etc. Thereis
also awide variety of temporal and spatial scalesin-
volved. By observing the sources, their magnitudes,
and their variation we could learn a considerable
amount about the interaction of the surface and the
troposphere. By monitoring the magnitude of the
sinks, in conjunction with atmospheric chemical
models, we learn about the chemistry of the tropo-
sphere.

Data Set Evolution

The products are derived from measurements of both
thermal upwelling radiation and the attenuation of
solar radiation by atmospheric carbon monoxide and
methane. Absorption due to CO or CH, is discrimi-
nated from other gases by means of length modula-
tor cells containing known amounts and pressures of
the gases. A fast-forward radiance model is used by
the data processing a gorithm to compute average and
difference signalsfor known states of the atmosphere.
The agorithm adjusts the CO and CH, amounts to
bring the computed radiances into agreement with
the observed. Ancillary datafrom the National Cen-
ters for Environmental Prediction (NCEP) are used
to specify the atmospheric temperature and water
vapor content in the calculations.

The particular instrument and agorithm configu-
ration described here hasnot been previously applied.
However, the maximum likelihood retrieval scheme
has been successfully utilized in several space mis-
sionsremotely measuring atmospheric chemical spe-
cies. The use of correlation radiometry to determine
concentrations of CO inthe mid troposphere has been
successfully demonstrated by the M easurement of Air
Pollution from Satellites (MAPS) instrument, which
has been flown aboard the Space Shuttle several
times. The approach of using reflected solar radia-
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tion to determine the total column amounts of an at-
mospheric gas has been successfully used many
times. Perhaps the most notabl e application has been
with NASA's Total Ozone Mapping Spectrometer
(TOMS), first deployed on the Nimbus-7 satellite.
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MOPITT CO Profile, CO Column and CH,
Column Data Product Summary

Coverage: Global

Spatial/Temporal Characteristics: CO profiles
retrieved daily, day and night; column amounts
retrieved daily in sunlit portion of orbits;
resolution 22 km with some degradation
depending on cloud clearing and pixel
averaging

Key Geophysical Parameters: Atmospheric
total column carbon monoxide; tropospheric
vertical profile of carbon monoxide; atmo-
spheric total column methane

Key Science Applications: Biogeochemical
modeling, tropospheric chemical modeling,
and greenhouse gas modeling

Processing Level: 2

Product Type: Standard, at-launch
Maximum File Size: 35 MB

File Frequency: 1/day

Primary Data Format: HDF-EOS
Browse Available: Yes

Additional Product Information:
eosweb.larc.nasa.gov/PRODOCS/mopitt/
table_mopitt.html

DAAC: Langley Atmospheric Sciences Data
Center, eosweb.larc.nasa.gov

Science Team Contact: J. R. Drummond
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Surface Temperatures of Land and Oceans, Fire
Occurrence, and Volcanic Effects — An Overview

Relationship to Global Change Issues

The surface temperature of the land and ocean is a
parameter that determinesthe vigor of biogeochemi-
cal activity and therate of heat flow and water trans-
port between the surface and the atmosphere. These
inturninfluence global environmental processes. On
land, soil and canopy temperature are among themain
determinants of therate of growth of vegetation, and
they govern seasonal starting and termination of
growth. Hydrologic processes such as evapotranspi-
ration and snow and ice melt are highly sensitive to
surface temperature fluctuation. In addition, surface
temperature has been shown to be an important dis-
criminating factor in classification of land surface
types, which supportsthe global land cover type prod-
uct. For the oceans, the surface temperature influ-
ences the rate of growth of phytoplankton, the rate
of absorption of carbon dioxide and other gases by
seawater, and therate of flow of heat to and from the
atmosphere. Thus, temperature products are key in-
puts to many of the EOS product algorithms as well
asproviding datafor global temperature mapping and
change observation.

In the ocean, phytoplankton chemically fix carbon
through photosynthesis, which takesin dissolved car-
bon dioxide in sea water and produces oxygen that
enables phytoplankton to grow. Thisprocess captures
about an equal amount of carbon as does photosyn-
thesis by land vegetation. Changesin the amount of
phytoplankton indicate the change in productivity of
the oceans and provide a key ocean link for global
climate change monitoring. Ocean and land biologi-
cal productivity, heat exchange, and water exchange
processes are tightly coupled; global change models
take all interactions into account in global climate
change prediction. In addition, these annual produc-
tivity products can be used for global- and regional-
scale studies of ocean productivity, for comparisons
with annual summations of daily analytic algorithms,
and for comparison of global biogeochemical mod-
elsto continually improve the technol ogy for global
change analysis.

The need also exists for information on the occur-
rence of fires on the land surface, since fire changes
the surface cover type and releases gases and par-
ticulate matter into the atmosphere, affecting ecosys-
tems and atmospheric chemistry on a rapid and in-
tense scale. The burning of il slicks onwater isalso
asignificant, albeit infrequent, intense input into the
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land and atmosphere systems that are monitored by
the fire product.

Monitoring volcanic activity isimportant because
of the disastrous geophysical consequencesvolcanic
eruptions have on the Earth’s atmosphere, including
increased precipitation, ozone destruction, and the
lowering of global temperatures. Moreover, cooling
of the middle and upper stratosphere—from the in-
crease in reflectivity caused by aerosols and the re-
duced absorption of ultraviolet light (because of re-
duced ozone from volcanoes and other
sources)—playsasignificant rolein climate change.

What Must be Measured?

Surface temperature algorithms require calibrated
radiances as a basic input. Since the radiances ob-
served have passed through the atmosphere, correc-
tions must be made for atmospheric attenuation and
scattering, hence meteorol ogical dataon temperature
and water vapor profiles, as well as chemical con-
stituents, are needed. Also, the radiance emitted by
the surface is determined by surface emissivity as
well astemperature. The land surface pixel can con-
tain amixture of materials having different emissiv-
ity, geometric, and topographic characteristics that
must be known before temperature can be computed.
Land material emissivity also can have significant
variability as a function of wavelength, and for the
mid-wave IR bands significant reflectance can exist
such that solar reflected energy must be predicted
and removed from the observed radiance. The emis-
sivity of the sea surface is assumed to be unity and
the sea-surfacetemperature algorithmin this case pro-
duceswhat is called the brightness temperature. The
ancillary information needed is supplied by external
sourcesand precomputed databases keyed on surface
material provided by the land-cover-type product and
the global ocean masks.

Fire detection and measurement must be imple-
mented with sensor bands that do not saturate at fire
temperatures. This requirement is met with MODIS
by aspecial firechannel that saturatesat 500 K, which
provides sufficient range to segment fire intensity.
ASTER temperature data are used in combination
with the MODI S global fire datafor high-resolution
mapping of fires and in the monitoring and analysis
of volcanic processes.

Surface Temperatures of Land and Oceans, Fire Occurrence, and Volcanic Effects



Product Overview

The EOSland and ocean surfacetemperatureand fire
products are provided by MODIS and ASTER in-
struments. The MODIS land surface temperature
product (MOD11) provides the needed composite
temperature of each pixel and the estimated emissiv-
ity from database information plus adjustments made
possible by the multiwindow algorithm. The accu-
racy isbetter than 1 K for materialswith known emis-
sivities. The ASTER surface temperature product
(AST05, AST08) has high spatial resolution and will
be used for comparison and validation of the MO-
DIStemperature products and for the monitoring and
analysis of volcanic processes. The sea surface tem-
perature (MODZ28) derived from radiance measure-
ments is an estimate of the skin temperature (top
millimeter) of the 1-km pixel viewed by MODIS. The
algorithm is similar to the land surface temperature
algorithm in that it uses multiple atmospheric win-
dow techniques to estimate the atmospheric param-
eters that are required to compensate for absorption
and scattering. The bulk temperature of the near-sur-
face ocean is the temperature of the upper 10-20 cm
to 1 meter as measured by conventional thermom-
eterson buoysand ships. Extensive analysishasbeen
done of satellite and in situ data to enable the algo-
rithm to estimate bulk temperature as well as skin
temperature.

The thermal anomaly product (MOD14, MOD40)
contains information unique to understanding the
characteristics of fires, including energy emitted,
brightness temperature, and the ratio of smoldering
toflaming areaandisavailablefor both day and night
periods. The composites produced include amonthly,
day and night fire occurrence aggregation and asum-
mary of the number of firesin classes related to the
strength of the fire. The ASTER land surface tem-
perature product will provide high resolution map-
ping of fires asacomplement to MODIS global fire
data.

Product Interdependency and Continuity
with Heritage Data

The land surface temperature product requires MO-
DIScalibrated radiances and the cloud mask product
as inputs. Also, atmospheric temperature and water
vapor profiles are needed aong with a database of
emissivities, the use of which is driven by the land
cover classification products that enable surface ma-
terial to be specified for each pixel. Theland surface
temperature product from ASTER isneeded for com-
parison and spatial variation analysis of the MODIS
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land surface temperature product over test sites. The
land surface temperature product is an input to other
land products including vegetation indices, evapo-
transpiration, and net primary production and as a
background temperature estimate for the fire prod-
uct.

Similarly, the seasurface temperature product uses
MODIS calibrated radiances and the cloud mask
product, but does not require the complex emissivity
estimation databases and algorithms that the land
surfacetemperature product needs. Sunglintisasig-
nificant source of error in the mid-wave IR bands, so
the mask product is critical to identifying glint pix-
elsasisseasurface wind ancillary datathat are used
to estimate the magnitude of the glint area radiance.

Existing meteorological stations on land and ship
and buoy-based instruments at sea measure surface
temperatures at large numbers of worldwide loca-
tions; however, these measurements are not adequate
in terms of the radiative phenomenon or spatial cov-
erage. Land- and sea-surface temperature data taken
by TRMM and Terra add to the valuable input al-
ready provided by AVHRR, HIRS, Landsat, CZCS,
and SeaWiFsS, providing a large, long-term global
land and sea surface temperature data set in order
that we may more fully understand the effects of the
various Earth-system cycles on temperature.
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ASTER Surface Emissivity
(ASTO05) and Surface Kinetic
Temperature (AST08)

Product Description

ThisLevel 2 product (AST05) containssurfaceemis-
sivity at 90-m resolution generated only over theland
from ASTER's five thermal-IR channels. Surface
emissivity isrequired to derive land-surface tempera-
ture (AST08) data, also at aresolution of 90 m. Land
surface temperatures are determined from Planck’s
Law, using the emissivitiesto scale the measured ra-
diances after correction for atmospheric effects. Pix-
els classified as “cloud” will have no atmospheric
correction dueto alack of knowledge of cloud height,
and the cloud temperature will be given asthe bright-
ness temperature at sensor.

Research and Applications

The emissivity product is critical for deriving land
surfacetemperatures. It isthereforeimportant in stud-
ies of surface energy and water balance. The emis-
sivity product is also useful for mapping geologic
and land-cover features. The derived land surface
temperature has applications in studies of surface
energy and water balance. Temperature data will be
used in the monitoring and analysis of volcanic pro-
cesses, day and night temperature data will be used
to estimate thermal inertia; and thermal data will be
used for high-resol ution mapping of firesasacomple-
ment to MODI S glaobal fire data.

Data Set Evolution

Current sensors provided only limited information
useful for deriving surface emissivity, and research-
erscurrently arerequired to use emissivity surrogates
such as land-cover type or vegetation index in mak-
ing rough estimates of emissivity and henceland sur-
face temperatures. The five thermal-IR channels of
the ASTER instrument enable direct surface emis-
sivity estimates. Mapping of thermal features from
optical sensorssuch asLandsat and AVHRR hasbeen
used for many developmental studies. These instru-
ments, however, lack the spectral coverage, resolu-
tion, and radiometric accuracy that will be provided
by the ASTER instrument.
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ASTER Surface Emissivity and Surface
Kinetic Temperature Summary
Coverage: Regional, land surface
Spatial/Temporal Characteristics: 90 m

Key Science Applications: Local heat balance,
volcanology, biomass burning, thermal inertia

Key Geophysical Parameters: Surface
emissivity, surface temperature

Processing Level: 2
Product Type: Standard, on request

Maximum File Size: 9 MB (Surface Emissiv-
ity), 4 MB (Surface Kinetic Energy)

File Frequency: On demand
Primary Data Format: HDF-EOS

Ad(ditional Product Information:
edcdaac.usgs.gov/aster/asterdataprod.html

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: A. Gillespie




These ASTER images of Death Valley were taken on October 1, 2000. The top image
represents Band 10 Emissivity and the lower image shows surface temperature. On
theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of ASTER data images.
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MODIS Land Surface
Temperature (LST) and
Emissivity (MOD11)

Product Description

The Terra MOD11 product includes Level 2 and 3
(day and night) L ST and emissivity productsretrieved
from Terra MODIS data over global land surface
under clear-sky conditions. The generalized split
window LST algorithm is used to retrieve LSTs in
the Level-2 product (MOD11 L 2) for MODIS pix-
els with emissivities in bands 31 and 32 estimated
from land cover typesin the MODI Sland-cover and
snow products through look-up tables established by
thermal infrared (TIR) BRDF and emissivity model-
ing. The LST and emissivity values of all pixelsin
MOD11 | 2 filesare mapped onto 1-km gridsin the
sinusoidal projection to generate the level-3 1-km
LST product (MOD11A1). The physics-based day/
night LST algorithm is used to simultaneously re-
trieve surface band emissivities and temperaturesin
the level-3 5-km MOD11B1 prod-

uct from a pair of daytime and

products and in a variety of EOS interdisciplinary
studies.

Data Set Evolution

The MODIS LST products build and improve upon
the experience of LST retrieval from AVHRR and
MODIS Airborne Simulator (MAS) data. The MO-
DIS instrument has been designed to include TIR
bands suitablefor LST and emissivity retrieval at the
global scale. Theinputs used in the LST algorithms
include calibrated radiance, geolocation, cloudmask,
atmospheric temperature and water profile, land-
cover, snow, and BRDF data in the MODIS prod-
ucts. The combination of Terra and Aqua provides
four observations per day, giving agood sampling of
thediurnal cycleof the LST. Theaccuracy of theLST
products has been validated within 1K with in situ
radiometer measurements at nine validation sitesin-
cluding lakes, playa, grasslands, snow, rice, and soy-
beanfieldsin widerangesof the LST and atmospheric
conditions.

nighttime MODI'S observations in
bands 20, 22, 23, 29, and 31-33. The
LST product includes local solar
time and viewing angle of the
MODIS observation used in LST
retrieval, and quality flagsfor each
dataset of LST and emissivity. The
daily LST productsare used to gen-
erate global gridded 8-day and
monthly LST products(MOD11C2
and MOD11C3) for day and night
conditions.

Research and Applications

Land surfacetemperatureisagood
indicator of both the energy balance
at the Earth’ ssurface and the green-
house effect becauseit isone of the
key parametersin the physicsof the
land-surface processes. It is re-
quired for awidevariety of climate,
hydrological, ecological, and bio-
geochemical studies. This product
isused in generating other MODIS

0 340

The global monthly daytime LSTs (K) in January (top) and July (bottom) 2001 at
equal latitude/longitude grids with a size of 1/4 degree were generated from the daily
L ST product (MOD11B1). Areasin black aregridsin ocean and cloudy conditions. On
theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Land Surface Temperature and
Emissivity Summary

Coverage: Global land surface

Spatial/Temporal Characteristics:
1 km/day (MOD11_L2)
¢ 0.93 km/day (MOD11A1)
* 0.93 km/8-day (MOD11A2)
* 4.64 km/day (MOD11B1)
» 1/20 degree/8-day (MOD11C2)
* 1/20 degree daily and monthly (MOD11C1
and MOD11C3)

Key Science Applications: Inputs to climate,
hydrological, ecological modeling

Key Geophysical Parameters: Land-surface
temperature, land-surface emissivity

Processing Level: 2 for MOD11_L2; 3 for
MOD11A1, MOD11A2, MOD11B1, MOD11C

Product Type: Standard, at-launch and post-
launch

Maximum File Size: 26 MB (MOD11_L2),
24 MB (MOD11A1 and MOD11A2), 2 MB
(MOD11B1), 441 MB (MOD11C1),

467 MB (MOD11C2), 622 MB (MOD11C3)

File Frequency: 288/day (MOD11_L2), 317/
day (MOD11A1 and MOD11B1), 317/8-day
(MOD11A2), 1/day (MOD11C1), 1/8-day
(MOD11C2), and 1/month (MOD11C3)

Primary Data Format: HDF-EOS

Ad(ditional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=8

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: Z.\Wan
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MODIS Thermal Anomalies —
Fires (MOD14); MODIS Burn
Scars (MOD40)

Product Description

The MODIS Thermal Anomalies product includes
fire occurrence (day/night), fire location, the logical
criteriaused for the fire selection, and an energy cal-
culationfor each fire. The product a so includes com-
posite 8-day-and-night fire occurrence (full resolu-
tion), composite daily day-and-night fire occurrence
(full resolution), and agridded 0.25° summary of fire
counts per class (daily/monthly). The Level 2 prod-
uct includes various fire-related parameters includ-
ing the occurrence of day and nighttime thermal
anomalies, flagged and grouped into different tem-
perature classes with emitted energy from the fire.
These parameters are retrieved daily at 1-km resolu-
tion. Thefire product uses the special fire channel at
3.9 pum that saturates at 500 K and the high-satura-
tion level of the 11-um channel. The standard prod-
ucts will include the area burned.

Research and Applications

Fireisanimportant processwithin asignificant num-
ber of terrestrial biomes, and the rel ease of gasesand
particulate matter during biomass burning is an im-
portant contributor to the chemical reactions and
physical processes taking place in the atmosphere.
Fireisasignificant and continuousfactor inthe ecol-
ogy of savannas, boreal forests, and tundra, and plays
acentral role in deforestation. Fire information will
be used to drive regional emissions models, trace-
gas transport models, and mesoscale models of at-
mospheric chemistry. Important impacts of firesin-
clude:

» changesof physical state of vegetation and release
of greenhouse gases,

 release of chemically reactive gases during
biomass burning;

» release of soot and other particul ate matter during
fires,

« changes in the exchange of energy and water be-
tween land surfaces and the atmosphere; and

« changesin plant community devel opment and soil
nutrient, temperature, and moisture, and cloud de-
velopment and reflectivity.
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Data Set Evolution

The MODIS fire products build and improve upon
the experience of fire assessment primarily using the
NOAA AVHRR and GOES systems. Currently, no
one sensing system provides the instrument charac-
teristics needed for an effective global fire-monitor-
ing program. The MODI S sensor has been designed
to include characteristics specifically for fire detec-
tion and provides a unique capability over existing
sensors in terms of fire monitoring. The locational
accuracy and improved instrument characterization
and calibration will enable unprecedented fire-moni-
toring data sets. The combination of Terraand Aqua
dataprovidesfour observations per day, giving agood
sampling of the diurna cycle of fire activity. MO-
DIS will aso offer unique spatial and radiometric
capabilities for burn-scar detection. Automatic pro-
cedures for burn-scar detection are being devel oped
to provide a standard burn-scar product.

Trail-blazing firefighter sand land manager snow use NASA sat-
ellite data to combat wildfires. This image of the southeastern
coast of Australia on January 2, 2002, from MODI Sonboard the
Terra satellite, shows thick plumes of grayish smoke streaming
eastward from morethan a dozen activefires. Firesencirclethe
city of Sydney, which stands out in tan against the surrounding
green vegetation. In a collaboration between NASA, the Univer-
sity of Maryland, and the U.S. Department of Agriculture’s For-
est Service, firefighter sreceive maps and satelliteimages of cur-
rent active fires, and use them for strategic planning. After the
fireiscontrolled, land manager susethesatelliteimagesand maps
for post-fire rehabilitation and protection of water quality. Im-
age credit: Jacques Descloitres, MODI'S Land Rapid Response
Team at NASA/GSFC.
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MODIS Thermal Anomalies — Fires and
Burn Scars Summary

Coverage: Global, daytime/nighttime

Spatial/Temporal Characteristics: 1 km and
0.25°/1-day (MOD40 only), 8-day, monthly

Key Geophysical Parameters: Fire occurrence
and class, fire selection criteria, fire location,
smoldering and flaming ratio, burned area

Processing Level: 2, 3 for MOD14; 4 for
MOD40

Product Type: Standard, at-launch and post-
launch

Maximum File Size: 81 MB (MOD14), 40 MB
(MODA40)

File Frequency: 288/day (Level 2), 294/day, 8-
day or 16-day (Level 3 and 4)

Primary Data Format: HDF

Additional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=1

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contacts: Y. J. Kaufman,
C. O. Justice

MODIS Sea Surface
Temperature (SST) (MODZ28)

Product Description

ThisLevel 2 and 3 product provides seasurface tem-
perature (SST) at 1-km (Level 2) and 4.6 km, 36
km, and 1° (Level 3) resolutions over the global
oceans. This product consists of four global SST
fields: daytime (D1) and nighttime (N1) SST derived
from the 11-micron channel, and daytime (D2) and
nighttime (N2) SST derived from the 4-micron chan-
nel. In addition, a quality-assessment parameter is
included for each pixel. The Level 2 product is pro-
duced daily and used to generate the gridded Level 3
productsdaily, 8-day weekly, monthly, and yearly for
day and night conditions. A quality parameter is pro-
vided for each data set.

Research and Applications

Theglobal distribution and variability of seasurface
temperature are key inputs to Earth energy and hy-
drological balance studies and long-term climate
change studies. In addition, sea surface temperature
is required by a number of MODIS algorithms in-
cluding those for precipitable water, productivity,
oceanic aerosol properties, and temperature and wa-
ter-vapor profiles. MODI S sea surface temperature
retrievals will be incorporated into a match-up data-
base with radiance and buoy sea surface temperature
observations (see MOD32). Thedaytime SST derived
from the 4 micron channel (D2) is affected by re-
flected solar radiation, and therefore the D1 (11 mi-
cron) SST is preferable for daytime applications.
During the night, the surface ocean is more homoge-
neously mixed, and thusthe skin temperatureismore
representative of the bulk upper-layer temperature.
The N2 hasahigher signal-to-noisethan N1, but both
fields are validated.

Data Set Evolution

Sea surface temperature determination is based on
MODI S-calibrated mid-and far-IR radiances (Bands
20, 22, 23, 31, and 32 from MODO02), using an algo-
rithm that exploits the differences in atmospheric
transmissivity in the different IR bands to enable
highly accurate estimation of the atmospheric effects.
A land mask is used to mark nonwater pixels while
an ice-extent mask limits polar sea coverage. A se-
guence of spatial and temporal homogeneity testsis
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applied to validate the quality of the cloud-free ob-
servations. The AIRS SST estimateisused asanear-
real-time quality assessment of skin temperature.
Visible and near-IR radiances (Bands 3, 4, 5, 6) are
used asasecondary cloud flag when the cloud-screen-
ing product is not available.
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MODIS Sea Surface Temperature Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Energy and
hydrological balance, climate-change models

Key Geophysical Parameters: Sea surface
temperature

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size: 33 MB (Level 2); 640 MB
binned, 134 MB mapped (Level 3)

File Frequency: 288/day (Daily Level 2), 4/day
(Daily Level 3), 4/8-day (8-day Level 3),
4/month (Monthly Level 3), 4/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36 km sample imagery
available at the GES DAAC (Level 3 only)

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: O. Brown,
P. J. Minnett

Thisis a grayscale version of a false-color image that shows a one-month composite for May 2001 developed from
MODI Sdata. The M ODI S sea surface temperature product isparticularly useful in studies of temperature anomalies,
such asEl Nifio, aswell asresearch into how air-seainteractionsdrive changesin weather and climate patterns. I mage
courtesy of the MODIS Ocean Group, NASA GSFC, and the University of Miami. On the internet, visit

visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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Vegetation Dynamics, Land Cover, and Land Cover

Dynamics — An Overview

Relationship to Global Change Issues

About 30% of the Earth’s surfaceis covered by land,
and much of this is vegetated, making land surface
processesimportant components of theterrestrial cli-
mate system. Vegetation, land cover, and land-use
change provide the basis for understanding land and
water resource management aswell asarange of re-
search and global monitoring objectives, including
global carbon modeling, greenhouse gas emission
inventories, regional environment and devel opment
assessments, and forest resource management. Ecolo-
gists and climatol ogists have developed models that
describe the matter and energy exchanges, but lack
of long-term global datalimitstheir usein Earth-sys-
tem models. Additionally, we lack good global data
on surface albedoes over land, on the distribution of
soilsand important properties of vegetation morphol-
ogy and physiology, and on water storage in soils
and snow cover and their relationship to runoff. In-
corporation of this information in the land-surface
component of climate modelswill improve estimates
of exchanges of water and energy with the atmosphere
and lead to more redlistic climate simulations

Product Description —Vegetation

Theland vegetation products provide information on
terrestrial systemswhich haveimportant linksto cli-
mate and atmospheric composition that are needed
for development and application of models of the
Earth’s system. These links involve exchanges of
energy and moisture, radiatively active trace gases
(e.g., carbon dioxide and methane) and photochemi-
cally active species such as methane, nitric oxide,
and non-methane hydrocarbonsthat soils, plants, and
biomass burning release.

The Terra vegetation products provide the basic
measurements of the photosynthetic engines that
drive carbon transport on land. For land areas, veg-
etation density and vegetation canopy factorsare pro-
duced which are used to generate the land primary
productivity, the amount of carbon fixed by vegeta-
tion growth per day or longer unit of times such as
per year. The MODI S vegetation measurements are
provided by the Vegetation Index (MOD13), Leaf
Area Index and Fraction of Photosynthetically Ac-
tive Radiation (FPAR) (MOD15), and Vegetation
Cover Conversion (MOD44) products. Vegetation
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indices are radiometric measures of the amount of
vegetation present on theground in aparticular pixel.
The indices are obtained from measurements of re-
flected visible and near-infrared energy from veg-
etation and are called normalized difference vegeta-
tion indices (NDVI). These indices have values
between -1 and 1 and increase with increasing
amounts of vegetation. Severa new indices have been
developed that compensate for soil and atmospheric
effects, and these are combined into the enhanced
vegetation index (EV1), also produced by MODIS.
Theindicesare produced at different resol utions and
time-averaging intervalsto provide measures of veg-
etation density and productivity, which are required
by global change models.

The Leaf Arealndex (LAI) and Fraction of Photo-
synthetically Active Radiation (FPAR) provide in-
formation on green leaf area of Earth’s vegetation
and how much sunlight the leavesare absorbing. LAI
defines an important structural property of a plant
canopy, which is the one-sided leaf area per unit
ground. FPAR measures the proportion of available
radiation in the photosynthetically active wavelengths
(0.4t0 0.7 mm) that a canopy absorbs and varies be-
tween 0 and 1. These parameters derived from the
Surface Reflectance and the Land Cover Type prod-
ucts. A three-dimensional canopy radiation model is
used to simulate spectral reflectances of different
types and amounts of vegetation. The computer then
compares the images collected by MODIS to the
simulated images until it finds just the right match.
Next it calculates the corresponding leaf area and
absorbed radiation. These two products are essential
in calculating terrestrial energy, carbon, water cycle
processes, and biogeochemistry of vegetation.

Product Description — Land Cover and Land
Cover Dynamics

Land Cover Type (MOD12) maps global terrestrial
land cover at a 1-km resolution, using five different
sets of cover type labels targeted to different appli-
cations. The cover type labels indicate broad classes
of vegetation distinguished by life-form, leaf type,
periodicity, and cover proportion. The land cover
dynamics product detects areas of significant inter-
annual change, such as flooding, drought, or burn-
ing. In addition, it providesthe dates of transition for
four phenological stages of vegetation for each pixel
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during the prior year. Land cover, as well as both
human and natural alteration of land cover, plays a
major rolein global-scale patterns of climateand bio-
geochemistry.

The primary layer of the land cover product rec-
oghizes 17 basic classes of land cover types follow-
ing the International Geosphere-Biosphere Program
(IGBP) scheme. Additional layers of labels include
the University of Maryland land cover classes; a set
of 6 structural classesused asinput to the LAI/FPAR
product algorithm; 6 broad biome types for the pho-
tosynthesis/net primary productivity algorithm; and
afuture set of plant functional type labelsfor usein
the NCAR community land model.

The land cover dynamics product will detect and
categorize changes in terrestrial features and pro-
cesses on a global scale. The land-cover dynamics
algorithm is independent of the land cover classifi-
cation algorithm and compares, pixel-by-pixel, the
temporal development curve of a set of biophysical
and spatia indicators derived from MODIS data to
that of the prior year. This product also contains in-
formation on the phenology of each pixel, quantify-
ing the dates of onset of greenness, maturity,
scenescence, and dormancy as experienced in the
prior year. It will be available latein 2002 or early in
2003.

Product Description — MISR Land Surface
Data

The MISR instrument providesavariety of informa-
tion on the Earth’s surface. MISR’sAerosol and Sur-
face Products (M1S05, M1S08, M1S09) are included
in this chapter.

Product Interdependency and Continuity
with Heritage Data

The land products flow in a chain from the Level 2
reflectance and land cover type parametersto thebio-
physical- and biochemical-derived products that are
inputs to the Earth system models.

Specific product dependencies for the land veg-
etation indices are MODIS radiance and imagery
products, including Level 1B calibrated radiance,
surface leaving radiance and aerosol optical depth.
The Surface Reflectances and Land Cover type are
key inputsto Leaf Arealndex and FPAR.

Each instrument product set has its own science
requirements and objectives and support the genera-
tion and validation of other instrument products. Veg-
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etation Index products have been produced for many
years from AVHRR and other instrument data and
MODIS produces a “continuity” NDVI to maintain
the NDVI time series using an algorithm that closely
approximates the heritage index. A worldwide data-
base has been created with the data and EOS will
continue this series.
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MODIS Surface Reflectance;
Atmospheric Correction
Algorithm Products (also
called Spectral Reflectance)
(MODQ09)

Product Description

TheMODIS Surface-Reflectance Product (MODOQ9)
is computed from the MODIS Level 1B land bands
1,2, 3,4,5,6, and 7 (centered at 648 nm, 858 nm,
470 nm, 555 nm, 1240 nm, 1640 nm, and 2130 nm,
respectively). The product is an estimate of the sur-
face spectral reflectance for each band as it would
have been measured at ground level if there were no
atmospheric scattering or absorption.

The correction schemeincludes correctionsfor the
effect of atmospheric gases, aerosols, and thin cirrus
clouds; it is applied to all noncloudy MOD35
Level 1B pixelsthat passthe Level 1B quality con-
trol. The correction uses band 26 to detect cirrus
cloud, water vapor from MODO5, aerosol from
MODO04, and ozonefrom MODO7; best-availablecli-
matology isused if the MODISwater vapor, aerosol,
or ozone products are unavailable. Also, the correc-
tion uses MOD43, BRDF without topography, from
the previous 16-day time period for the atmosphere-
BRDF coupling term.

Research and Applications

The surface-reflectance product istheinput for prod-
uct generation for several land products: Vegetation
Indices(V1s), BRDF, thermal anomaly, snow/ice, and
Fraction of Photosynthetically Active Radiation/L eaf
Area Index (FPAR/LALI). It is, therefore, an impor-
tant and essential product. The at-launch version is
fully operational.

Data Set Evolution
The Aqua MODIS product is based upon the latest
version of the Terra MODI S product.
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MODIS Surface Reflectance; Atmospheric
Correction Algorithm Products Summary
Coverage: Global land surface

Spatial/Temporal Characteristics: Bands 1 and
2, 250 m; bands 3-7, 500 m; daily and 8-day

Key Science Applications: Global climate
modeling, regional climate modeling, surface-
energy-balance modeling, land cover
characterization

Key Geophysical Parameters: Surface
reflectance

Processing Level: 2, 2G, 3
Product Type: Standard, at-launch
Maximum File Size: 424 MB

File Frequency: 144/day (Level 2) and 294/day
or 8-day (Level 2G and 3)

Primary Data Format: HDF-EOS

Additional Product Information:
modis-land.gsfc.nasa.gov/mod09/

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: E. Vermote
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Level 1B granule, band 3 (470nm) gray im-
ageover South Africa., thewhiterectangle
delineatesthe area enlarged in Figures 2.

Surface reflectance granule, band 3
(470nm) gray image over South Africa.
Land features are clearly enhanced when
compared to level 1B. In addition to mo-
lecular scattering correction which isim-
portant in that band, large aerosol effects
have been corrected in the left side of the
image wher e surface features were barely
visiblein L1B data.

Figure 2a: L1B, band 3 (470nm), over the subarea deliminited by the black rectanglein Figure 1a (above). Smoke plumesare clearly
visible. Figure 2b: Surfacereflectance, band 3 (470 nm), over the subarea delimited by thewhiterectanglein Figure 1a. Smoke plumes
(aerosols) have been corrected, the fencelineisnow visiblein the corrected data.
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MODIS Land Cover Type
(MOD12)

Product Description

This Level 3 product contains land cover type and
land cover dynamics parameters, which are produced
at 1-kmresolution on aquarterly basis. Therearetwo
file types provided. The primary land cover product
(MOD12Q1) identifies 17 categories of land cover
pluswater following the IGBP global vegetation da-
tabase, which defines nine classes of natural vegeta-
tion, three classes of devel oped lands, two classes of
mosaic lands, and three classes of nonvegetated lands
(snow/ice, bare soil/rocks, water). In addition, the
product providesland cover typelabelsfollowing the
University of Maryland scheme; global structural
cover types required for input to the LAI/FPAR al-
gorithm; global biome types for input to the photo-
synthesis/NPP product; and plant functional types
according to the community land model being de-
veloped at NCAR for global climate modeling.

The land cover dynamics product (MOD12Q2)
quantifies subtle and progressive land-surface trans-
formations as well as mgjor rapid changes. As such,
itisnot aconventional change product that only com-
pares changes in land cover type at two times but

combines analyses of change in multispectral-
multitemporal data vectors with models of vegeta-
tion-change mechanisms to recognize both the type
of change and its intensity. It will highlight interan-
nual variability in particular, distinguishing, for ex-
ample, regions of flooding, drought, and burning as
compared to the prior year. This product also pro-
vides phenologicinformation for each 1-km pixel that
quantifies the date of onset of greenup, maturity, se-
nescence, and dormancy each pixel during the prior
year. The land cover dynamics product is prepared
independently from the 250-m Land Cover Change
Product and uses a different algorithm.

In addition to the basic 1-km product, summary
products containing proportions of land covers and
change characteristics are available at one-quarter,
one-half, and 1-degree resolutions.

Research and Applications

Thisproduct isused for biophysical and biogeochemi-
cal parameterization of land cover for input to glo-
bal - and regional-scale model s of climate, hydrologic
processes, and biogeochemical cycling. Examples of
such biogeophysical parameters include biomass,
cover fraction, and photosynthetic efficiency for car-
bon balance models, as well as albedo, roughness

IGBP Classes > 100 km?

0 Water

—
=
[ 5 Mixed Forests
==
==
| |

4 Deciduous Broadleaf Forest

13 Urban and Built-Up
14 Cropland/Natural Vegetation Mosaic
254 Other Classes and Unclassified

Land Cover Image of Eastern Massachu-
setts. A close-up view of the global land
cover product, made from thefirst consis-
tent year of MODI Sdata, for eastern Mas-
sachusetts, U.S. Four primary | GBP veg-
* etation classesarerepresented. Urban ar-

eas in the upper left and lower left are
Boston and Providence, Rhode Island.
Note the general transition from decidu-
ous broadleaf forest on the west to mixed
forest in southeastern Massachusetts and
the Cape Cod Peninsula, wheresandy gla-
cial depositsfavor amix of deciduoustrees
with evergreen conifers. On the internet,
visit visibleearth.gsfc.nasa.gov to view a
variety of MODI S data images.
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length, and surface resistance for surface energy bal-
ance models.

Data Set Evolution

The MODIS land cover type product builds on the
heritage of global vegetation cover datasets produced
using the coarse spatial resolution and high-tempo-
ral-frequency data of the AVHRR instrument aboard
the NOAA series of meteorological satellites. With
these data, the information source is the annual se-
guence of composited Normalized Difference Veg-
etation Index (NDVI) values for each pixel. The
NDVI responds to specifically to the proportion of
the surface covered by green leaves as well as the
thickness of the leaf layer. As such, it does not pro-
vide land cover directly. Rather, the timing and in-
tensity of the annual greenup of the surface is the
information used to determine land cover type. The
MODIS land cover agorithm draws from informa-
tion domains well beyond those of AVHRR NDVI.
Thesedomainsincludedirectional surfacereflectance
in seven spectral bands, near-infrared image texture,
enhanced vegetation index, land-surfacetemperature,
and snow/ice cover derived from the MODI Sinstru-
ments on both Terra and Aqua. They are assembled
for ayear of observations for each 1-km pixel. The
classification algorithm uses a decision-tree classi-
fier trained from a network of 1500 or more training
sites. The validation procedure utilizes the training
sitesand classifier confidenceto characterize the ac-
curacy of the product as well asto provide informa-
tion that can be used in spatial aggregation of land
cover dataand land cover change dataat coarser reso-
[utions.
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MODIS Land Cover Type Summary

Coverage: Global, clear-sky only

Spatial/Temporal Characteristics: 1 km and
0.05°/annual (produced every 96 days)

Key Science Applications: Biogeochemical
cycles, global climate modeling, land cover
change

Key Geophysical Parameters: Land cover
type, land cover change, vegetation phenol-

ogy
Processing Level: 3
Product Type: Standard, post-launch

Maximum File Size:
MOD12Q1: 23 MB (1 km)
MOD12Q2: 23 MB (1 km)
Summary Products: 0.92 MB

File Frequency: 317/96 days
Primary Data Format: HDF-EOS

Additional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=10

geography.bu.edu/landcover

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: A. H. Strahler
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MODIS Vegetation Indices
(MOD13)

Product Description

TheMODISVegetation-Index (V1) productswill pro-
vide consistent spatial and temporal comparisons of
global vegetation conditionsthat are used to monitor
the Earth's terrestrial photosynthetic vegetation ac-
tivity in support of change detection and phenologic
and biophysical interpretations. Gridded vegetation-
index maps depicting spatial and temporal variations
in vegetation activity are derived at 16-day and
monthly intervals for precise seasonal and interan-
nual monitoring of the Earth’s vegetation. The MO-
DIS VI products will improve upon currently avail-
able indices and will more accurately monitor and
detect changesin the state and condition of the Earth’s
vegetative cover. The vegetation-index products are
made globally robust with enhanced vegetation sen-
sitivity and minimal variations associated with ex-
ternal influences (atmosphere, view and sun angles,
clouds) and inherent, non-vegetation influences
(canopy background, litter), in order to serve more
effectively asa“ precise” measure of spatial and tem-
poral vegetation change.

Two vegetation-index (V1) products are produced
globally for land. Oneisthe standard normalized dif-
ference vegetation index (NDV1), which is referred
to as the “continuity index” to the existing NOAA-
AVHRR-derived NDVI. The other is an enhanced
vegetation index (EVI) with improved sensitivity in
high biomass regions and improved vegetation moni-
toring through a decoupling of the canopy back-
ground signal and a reduction in atmosphere influ-
ences. Thetwo VIscomplement each other in global
vegetation studies and improve upon the extraction
of canopy biophysical parameters. A new compositing
schemethat reduces angular, sun-target-sensor varia-
tionsis also utilized. The gridded vegetation-index
maps use as input MODIS Terra and Aqua surface
reflectances, corrected for molecul ar scattering, ozone
absorption, and aerosols. The gridded vegetation in-
dices include quality-assurance (QA) information
with statistical data, indicating the quality of the VI
product and input data. The MODIS vegetation-in-
dex productsinclude:

e 250-m NDVI, EVI, and QA as 16-day products
(high resolution);

* 500-m NDVI, EVI, and QA as 16-day products,

e 1-km NDVI, EVI, and QA as 16-day and monthly
products (standard resolution); and

e 25-kmNDVI, EVI, and QA as 16-day and monthly
products (coarse resol ution)

Research and Applications

Duetotheir simplicity, ease of application, and wide-
spread familiarity, vegetation indicesare widely used
by the broader user community from global circula-
tion climate model ersand EOSinstrument teams and
interdisciplinary projectsin hydrology, ecology, and
biogeochemistry to those making regional- and glo-
bal -based applicationsinvolving natural-resourcein-
ventories, land-use planning, agricultural monitoring
and forecasting, and drought forecasting. Some of
the more common applications of the vegetation in-
dex concern:

 Global warming/climate

 Global biogeochemical and hydrologic modeling

 Agriculture; precision agriculture; crop stress, crop
mapping

« Rangelands; water supply forecasting; grazing ca-
pacities; fuel supply

« Forestry, deforestation, and net primary produc-
tion studies

« Pollution/hedlthissues (Rift valley fever, mosquito-
producing rice fields)

* Desertification

» Anthropogenic-change detection and landscape
disturbances.

Data Set Evolution

Thereisa20+ year NDVI global dataset (1981-2002)
from the NOAA-AVHRR series, which could be ex-
tended by MODI S Terra and Aqua data to provide a
long-term data record for use in operational moni-
toring studies. The MODI S Terra and Aqua data set
can readily be composited to provide 16-day, cloud-
free time-series maps of vegetation activity. Com-
bined, Terra and Aqua data will provide higher fre-
guency, cloud-free time series data.
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MODIS Vegetation Indices Summary

Coverage: Global land surface

Spatial/Temporal Characteristics: 250-m, 500-
m, 1-km, and 0.25°-resolutions/16-day and
monthly products for Terra and Aqua data
separately.

Key Science Applications: Global vegetation
monitoring, biogeochemical and hydrologic
modeling, health and food security, range and
forestry monitoring, agriculture management

Key Geophysical Parameters: \egetation
indices (NDVI & EVI)

Processing Level: 3
Product Type: Standard, at-launch
Maximum File Size: 277 MB

File Frequency: 286/16-day (16-day),
289/month (Monthly)

Primary Data Format: HDF-EOS

Ad(ditional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=6

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: A. R. Huete

Vegetation Dynamics, Land Cover, and Land Cover Dynamics ¢ Terra/MODIS

MODIS Leaf Area Index (LAI)
and Fraction of
Photosynthetically Active
Radiation (FPAR) — Moderate
Resolution (MOD15)

Product Description

The MOD15 Leaf Arealndex (LAI) and Fraction of
Photosynthetically Active Radiation absorbed by
vegetation (FPAR) are 1-km at-launch products pro-
vided on adaily and 8-day basis. LAI definesanim-
portant structural property of aplant canopy, namely
the one-sided leaf area per unit ground area. FPAR
measures the proportion of availableradiation in the
photosynthetically active wavelengths (400 to 700
nm) that a canopy absorbs. The LAI product will be
a LAl value between 0 and 8 of the global gridded
database at the corresponding modified vegetation
index (MV1) compositing interval. The FPAR prod-
uct will be an FPAR value between 0.0 and 1.0 as-
signed to each 1-km cell of the global gridded data-
base at the corresponding MV compositing interval.

Research and Applications

LAl and FPAR arebiophysical variablesthat describe
canopy structure and are related to functional pro-
cess rates of energy and mass exchange. Both LAI
and FPAR have been used extensively as satellite-
derived parameters for calculation of surface photo-
synthesis, evapotranspiration, and Net Primary Pro-
duction (NPP). These products are essential in cal-
culating terrestrial energy, carbon, water-cycle
processes, and hiogeochemistry of vegetation. The
LAI product is an input to Biome-BGC (Bio-
geochemical) models to produce conversion-effi-
ciency coefficients, which are combined with the
FPAR product to produce daily terrestrial PSN (pho-
tosynthesis) and annual NPP.

Data Set Evolution

Thisproduct isderived from the Surface Reflectance
Product (MODO09), the Land Cover Type product
(MOD12), and ancillary information on surface char-
acteristics such as land cover type and background.
Theretrievalsare performed by comparing observed
and model ed surfacereflectancesfor asuite of canopy
structures and soil patternsthat coversarange of ex-
pected natural conditions. All canopy/soil patternsfor
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which the magnitude of the residualsin the compari-
son does not exceed uncertainties in observed and
modeled surface reflectances are treated as accept-
able solutions. For each acceptable solution, avalue
of FPAR isalso evaluated. The mean and dispersion
values of the LAI solution distribution function are
taken as the retrieved LAI accuracy; likewise for
FPAR. A three-dimensional formulation of theradia-
tive transfer is used to derive spectral and angular
biome-specific signatures of vegetation canopies.
Should thismain algorithm fail, aback-up algorithm
istriggered to estimate LAl and FPAR using a Nor-
malized Difference Vegetation Index (NDVI).

Suggested Reading

Knyazikhin, Y. et al., 1998a.
Knyazikhin, Y. et al., 1998b.
Myneni, R. B. et al., 1997b.
Tian, Y. et al., 2000.

Zhang, Y. et al., 2000.

MODIS LAl and FPAR — Moderate
Resolution Summary
Coverage: Global

Spatial/Temporal Characteristics: 1 km/daily,
8-day

Key Science Applications: Biogeochemical
cycle modeling, NPP estimation

Key Geophysical Parameters: Leaf area index,
fraction of photosynthetically active radiation
absorbed by vegetation

Processing Level: 4
Product Type: Standard, at-launch
Maximum File Size: 5.8 MB

File Frequency: 286/day (Daily Level 4),
289/8-day (8-day Level 4)

Primary Data Format: HDF-EOS

Additional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=5

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contacts: R. B. Myneni,
S. W. Running

Global Leaf Area Index
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MODIS Evapotranspiration
(MOD16)

Editor’snote: Thisproduct isonly produced fromMODISon Aqua
dueto itsafternoon equatorial crossing time. It isincluded in this
volume for reference purposes.

Product Description

This Level 4 product is the ratio of evapotranspira-
tion to potential evapotranspiration, expressed as an
Evaporative Fraction (EF) to provide compatibility
with both energy and hydrologic units. Thisland EF
is an Aqua product that captures sub-optimum
conidtions produced by soil/atmosphere deficits for
vegetation photosynthesis, transpiration and surface
energy balances. It has a temporal resolution of 8
days, at 1 km.

Please note this product is only produced from
MODISonAquaduetoitsafternoon equatorial cross-
ing time. It isincluded in this volume for reference
purposes.

Research and Applications

This new algorithm infers the fraction of incident
solar energy being partitioned into Evaporation, ef-
fectively ET/PET. The agorithm’s logic is to nor-
malize the observed clear-sky radiometric surface
temperature with NDVI. These two parameters are
essential to global modeling of climate, water bal-
ance, and trace gases. In addition, they are required
in estimating photosynthesis, respiration, and net pri-
mary production. The Evapotranspiration product is
anAqua (post-launch) research data product intended
for real-timeimplementations. Practical applications
of thisproduct arefor monitoring wildfire danger and
crop/range drought.

Data Set Evolution

The Evapotranspiration product will be calculated
using the MODIS Land Surface Temperature
(MOD11) and the MODIS modified vegetation in-
dex (MOD13), and will be used along with incident
radiation for computing the ET.

Suggested Reading

Goward, S. N., andA. S. Hope, 1989.
Nemani, R. R., and S. W. Running, 1989.
Nemani, R. R. et al., 1993.

Running, S. W. et al., 1989.

Running, S. W. et al., 1994,

MODIS Evapotranspiration Summary

Coverage: Global

Spatial/Temporal Characteristics: 1 km/8-day,
yearly

Key Science Applications: Global water
balance, net primary production

Key Geophysical Parameters: Evaporation,
potential evaporation

Processing Level: 4

Product Type: Research, post-launch
Maximum File Size:5.8 MB

File Frequency: 286/8-day or year
Primary Data Format: HDF-EOS

Ad(ditional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=3

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: S. W. Running
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MODIS Vegetation Production
and Net Primary Production
(MOD17)

Product Description

MOD17isalevel 4 product consisting of 8-day Net
Photosynthesis (PSN) and Net Primary Production
(NPP). Annual NPP is the time integral of the PSN
product over ayear.

Research and Applications

This product provides an accurate measure of terres-
trial vegetation growth and production activity. The
theoretical use is to define the seasonally dynamic
flux of terrestrial-surface carbon dioxide for climate
modeling. Fluxes will be computed specific to each
vegetation type. The practical utility is to measure
crop yield and forest production and any other so-
cialy significant products of vegetation growth. As
thisglobal NPP product becomesregularly available,
awide variety of derived products is expected to be
developed making regionally specific estimates of
crop production. The value of an unbiased, regular
source of crop and forest production estimates for
global political and economic decision making is
immense.

Data Set Evolution

The NPP parameter istheyearly integral of the PSN,
which is obtained from the product of PAR (Photo-
synthetically Active Radiation), FPAR (Fraction of
Photosynthetically Active Radiation) and conversion-
efficiency coefficients obtained from other MODIS
products and other sensors and ancillary data. The
algorithms for these products are based on the origi-
nal logic of Monteith (1972), which relates PSN and
NPP to the amount of Absorbed Photosynthetically
Active Radiation (APAR). The MODIS modified
vegetationindices(MV1) aongwith climate variables
and theland cover product are used to estimate APAR.

Suggested Reading

Field, C. B. et al., 1995.

Monteith, J. L., 1972.

Prince, S. D., and S. N. Goward, 1995.
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MODIS Vegetation Production and Net

Primary Production Summary

Coverage: Global

Spatial/Temporal Characteristics: 0.5, 1, 10

km/8-day, yearly

Key Science Applications: Interannual
variability of vegetation

Key Geophysical Parameters: NPP, photosyn-

thesis, respiration

Processing Level: 4

Product Type: Standard, at-launch
Maximum File Size: 4.3 MB

File Frequency: 289/8-day
Primary Data Format: HDF-EOS

Additional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=3

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: S. W. Running
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Average Daily GPP
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Theaboveimagerepresents Gross Primary Production (GPP) at 1 km resolution from MODI Susing data collected from May 31
to June 7, 2001. Image courtesy of the MODIS Land Science Team/University of Montana. On the internet, visit
visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Surface Reflectance
BRDF/Albedo Parameter
(MOD43)

Product Description

The Bidirectional Reflectance Distribution Function
(BRDF)/Albedo product provides coefficients for
mathematical functions that describe the BRDF of
each pixel in MODIS spectral “Land” bands (1-7),
aswell asfor three broad bands (0.3-0.7, 0.7-5.0, and
0.4-3.0 pm).

These coefficients are then then used to provide
albedo measures and nadir view-angle corrected sur-
facereflectancesresultinginthree different filetypes,
each containing global, 1km resol ution dataand qual -
ity assurance information:

» MOD43B1 contains three BRDF/Albedo model
parameters and various quality assuranceinforma-
tion.

* MOD43B3 contains both the white-sky (wholly
diffuse) and black-sky (direct beam at local solar
noon) albedo product.

e MOD43B4 contains Nadir BRDF-Adjusted
Reflectances (NBAR) at the mean overpass solar
angle.

Because deriving BRDF and albedo requires merg-
ing multiple looks at each pixel, the BRDF/Albedo
products are provided as a 16 day composite. A 16-
day summary albedo product at 0.05° spatial resolu-
tion is aso provided. Both Terra and Aqua data are
merged as available.

Research and Applications

The BRDF functions provided by the BRDF/Albedo
parameter 1) allow normalization of MODIS datato
standard viewing and illumination angles, thus re-
moving geometric effects from multidate images; 2)
quantify the directional information in the remotely-
sensed signal, which isrelated to ground-cover type;
and 3) provide a surface-radiati on-scattering model
for boundary-layer parameterization in regional and
global climate modeling. The BRDF can al so be used
in extraction of surface reflectances at Level 2. Two
albedo measures are provided: “black-sky” albedo
(directional-hemispherical reflectance) and “white-
sky” abedo (bihemispherical reflectance). Theseare
intrinsic surface properties, independent of atmo-
spheric state. They describe the upward scattering of
the solar beam and of uniform diffuseirradiance, re-
spectively, and may be used as input to global and
regional climate models.

135°W
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0 1000 km
I

Albedo of the Sahara Desert and Arabian Peninsula. Thisimage, prepared from MODI S data acquired in
November 2000, shows the land surface albedo of the Sahara Desert and Arabian Peninsula. While global
climate modelerstypically assume a fixed albedo for barren deserts, the tonal variation demonstrates that
desert albedos areactually quitevariable and range from low, in regions of lava flows, to high, in sand sheet
and dunefields. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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Data Set Evolution

The BRDF/Albedo algorithm combines gridded,
multidate, multiband surface-reflectance data from
EOS MODIS instruments on Terraand Aquato pro-
duce BRDF functions and derived albedo measures.
For each grid cell, all cloud-free observations in a
16-day period are assembled and fit to the Ross-
Thick/Li-Sparse semiempirical model that describes
the BRDF asalinear combination of two basic BRDF
shapes and a constant. In addition, the Ross-Thick/
Li-Transit model also fitted as a separate parameter.
The algorithm outputs include 1) Ross-Thick/Li-
Sparse BRDF parameters that best fit the observa-
tions, 2) Ross-Thick/Li-Transit parameters, 3) black-
sky and white-sky albedosin three broad bands; and
4) nadir BRDF-adjusted reflectances (NBARS).
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MODIS Surface Reflectance BRDF/Albedo
Parameter Summary

Coverage: Global land surface

Spatial/Temporal Characteristics: 1 km,
0.05°/16-day

Key Science Applications: Biogeochemical-
cycle modeling, net primary productivity
estimation, global climate models

Key Geophysical Parameters: Bidirectional
reflectance, spectral albedo

Processing Level: 3
Product Type: Standard, at-launch

Maximum File Size (per tile):
MOD43B1: 107 MB
MOD43B3: 66 MB
MOD43B4: 30 MB

File Frequency: 294/16-day
Primary Data Format: HDF-EOS

Ad(ditional Product Information:
modis-land.gsfc.nasa.gov/products/
products.asp?ProdFamID=2

geography.bu.edu/brdf/

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contacts: A. H. Strahler,
J.-P. Muller
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MODIS Vegetative Cover
Conversion and Vegetation
Continuous Fields (MOD44)

The MODA44 suite provides two products, which col-
lectively characterize the extent of the Earth’s veg-
etated land cover and changes in same. Both prod-
ucts use the unique combination of tempora and
spectral resolution provided by MODIS to monitor
the annual phenologic cycle of vegetation and to ex-
ploit this information to provide high quality prod-
ucts.

MOD44A: Vegetative Cover Conversion
Product Description

Using MODI S data from the two 250-m bands, the
vegetative cover conversion product shows the glo-
bal distribution of the occurrence of vegetation cover
change. Where thereis sufficient evidence, the type
of changeis labeled (e.g., forest conversion to agri-
cultural fields or grassland or bare surface). The dis-
tribution of these changes is represented at a spatial
resolution of 250 m and a gridded 5-km summary.
These are generated at 32-day intervals depicting
vegetation change since the corresponding period of
the previous year. An enhanced product with a
finer temporal resolution is currently being de-
veloped. The algorithm is designed as a conser-
vative alarm product, which captures the spatial
and temporal distribution of changesat global and
regional scales. This information can in turn be
used to focus on detected hotspots using finer reso-
Iution instruments.

Research and Applications

Vegetation-cover changeisan important driver of
many important biogeochemical, hydrological,
and climate processes. It also represents the inte-
grated responseto several biophysical and anthro-
pogenic impacts. Among theimportant influences
of vegetation-cover change are the following:

« It strongly affects changesin many biophysical
factors such as surface roughness and albedo;

« Ithasamajor effect on changesin sensible heat
flux, because it affects global albedo and sur-
face roughness, which in turn affects atmo-
spheric drag;

« Itisof crucial importance for determining the bio-
geochemical cycling of carbon, nitrogen, and other
elements at regional-to-global scales,

« It hasamajor impact on the runoff characteristics
of catchments through its effects on evapotranspi-
ration and partitioning of precipitation into over-
land flow, interflow, and groundwater accretion;

« It gives a direct insight into ecosystem response
related to climate change and anthropogenic influ-
ences,

« It affects biodiversity through direct impacts on
habitat; and

« It providesincreasingly important information for
natural-resource managers.

This product can be combined with data obtained
from finer spatial resolution data from sensors such
asETM+ onLandsat 7 and ASTER on Terrato assist
in the identification of the types of vegetation con-
version occurring. The product also provides infor-
mation to assist the acquisition strategy of finer reso-
lution systems since it helps flag areas where
significant changes are likely to be occurring.
Changes of interest include flooding, burning, de-
forestation, agricultural expansion and urbanization.

This image shows change as a result of fire in Southern Georgia as
detected by the MODI S Vegetation Cover Conversion. The fire oc-
curred in May of 2002 and the changed area is depicted by black in
theimage. On the internet, visit visibleearth.gsfc.nasa.gov to view a
variety of MODIS data images.
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Data Set Evolution

Previouswork has shown that datawith aresolution
of 1 km and coarser are sufficient for the mapping of
thedistribution of vegetation cover and for the moni-
toring of those changes in vegetation cover caused
by seasonal-to-interannual climate change. However,
such relatively coarse resolution data are often inad-
equate to detect changes caused by anthropogenic
factors and heterogeneous change events such as
wildfires. Analyses of many typesof vegetation-cover
change indicate that they arerelatively small in size
largely due to the inherently local nature of anthro-
pogenic vegetation-cover conversions. Consequently
avery large proportion of changesisonly detectable
at fine spatial resolutions. For this reason it was de-
cided to use the two 250-m bands for the identifica-
tion and mapping of this type of conversion.

MODA44B: Vegetation Continuous Fields
Product Description

Vegetation Continuous Fields uses an annual data-
base of 8-day surface reflectance observationsto de-
rive percent cover estimates at aspatial resolution of
500 m. A gridded 5-km summary product isalso avail-
able. The variables available include:

e Percent Tree Cover
» Percent Herbaceous Cover
e Percent Bare Cover

 Percent Needleleaf Vegetation
« Percent Broadleaf Vegetation

* Percent Evergreen Vegetation
« Percent Deciduous Vegetation

Continuous training using classified fine resolution
data are employed to train the algorithm. A metrics-
based approach is employed to capture the annual
variation of vegetation characteristics. Example
metricsinclude maximum greenness, minimum tem-
perature, darkest observation and many others.
Metrics were chosen based on a analysis to deter-
mine the best discriminating factors, which are not
auto-correl ated.

Research and Applications

The Vegetation Continuous Fields product represents
a significant improvement over discrete land cover
classifications because no apriori determinationsare
made as the the definitions of land cover classes.
M odel ers and resource managers can determinetheir
own thresholds to determine what vegetation com-
position constitutesa“forest” or “savannd’. For those
interested in estimating parameters such as surface
roughness, the MOD44B product allows the user to
estimate such avariable along a continuum of forest
or other cover.

Perhaps the most important application is provid-
ing a globally consistent estimate of forest cover
which is repeatable and does not rely on the variety
of definitions used within different administrative ju-
risdictions. The data can in turn then be used to esti-
mate stocks of standing carbon. By comparing mul-

This images represents MODI S Vegetation Continuous Fields tree cover product for 2001 with oceansin
black and denser forests depicted in dark grey. On the internet, visit visibleearth.gsfc.nasa.gov to view a

variety of MODI S data images.
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tiple annual MOD44B data sets it is possible to de-
termine changes in forest extent and carbon inven-
tory over time.

Data Set Evolution

This product has been extensively prototyped using
the Advanced Very High Resolution Radiometer at
scalesof 1 kmand 8 km. MODI Sderived resultsshow
the unique capabilities of the instrument to better
depict vegetation extent and characteristics. Thisis
due to the increased spatial and spectral resolution
as well as significantly improved calibration and
geolocation.

Suggested Reading
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MODIS Vegetative Cover Conversion and
Vegetation Continuous Fields Summary
Coverage: Global, daytime

Spatial/Temporal Characteristics:
MODA44A - 250 m, 5 km/3-month, yearly

MOD44B - 500 m, 5 km/yearly

Key Geophysical Parameters:
MODA44A - Vegetation-cover change
occurrence and type

MOD44B - Vegetation-cover extent and
composition

Processing Level: 4

Product Type: Research, at-launch and post-
launch

Maximum File Size: 1 GBltile (land tiles only)
File Frequency: 294 files/32-day
Primary Data Format: HDF-EOS

Browse Available:
modis.umiacs.umd.edu

Additional Product Information:
modis.umiacs.umd.edu

DAAC: EDC Land Processes DAAC,
edcdaac.usgs.gov

Science Team Contact: J. R. G. Townshend

Terra/ MODIS < Vegetation Dynamics, Land Cover, and Land Cover Dynamics




Chapter 11

Ocean Primary
Productivity,

Phytoplankton and
Organic M atter

Terra

MODIS %

177



Ocean Primary Productivity, Phytoplankton and
Organic Matter — An Overview

Relationship to Global Change Issues

The global oceans, covering approximately 70% of
the Earth’s surface and extending in some locations
to depths exceeding 10 km, contain a varied abun-
dance of life forms; and central to the ocean ecosys-
tem are the unicellular plants called phytoplankton.
Phytoplankton take dissolved carbon dioxide from
seawater and useit for photosynthesis, enabling phy-
toplankton growth and releasing oxygen. This pro-
cess captures approximately the same amount of car-
bon as does photosynthesis by land vegetation. The
amount and distribution of carbon dioxide consumed
by the phytoplankton depends heavily on ocean cir-
culation, which supplies nutrientsto the upper layers
of the ocean where sunlight is abundant. Some frac-
tion of carbon produced by the phytoplankton sinks
to the ocean floor—along-term sink for atmospheric
carbon dioxide. The fraction is not well known and
isasource of alarge uncertainty inthe global carbon
budget.

Changes in the amount of phytoplankton indicate
changes in productivity of the oceans and provide a
key ocean link for the monitoring of global climate
change. Ocean and land biological productivity, heat-
exchange processes, and water-exchange processes
are tightly coupled, and it is important for global
change model sto take such interactionsinto account
inglobal climate-change prediction. The hopeisthat
the phytoplankton and organic matter data products
will help scientists to determine whether ocean pro-
ductivity is changing and, if so, how such changes
relate to the global carbon cycle and other global
changes.

Product Overview

Theten products discussed in this chapter areall from
the MODI Sinstruments on the Terraand Aqua satel -
lites, and include 25 different variables (sometimes
called “parameters’) related to ocean biology and
biogeochemistry. The products are grouped accord-
ing to the Science Team membersresponsible for the
algorithms.

Phytoplankton pigment or chlorophyll concentra-
tion has historically been the most widely used ocean
color product. MODIS provides three Chlorophyll
Concentration products, and two additional Pigment
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Concentration products. Severa of these are based
on heritage algorithmsto provide continuity with the
CZCS and SeaWiFS data sets. Others differ with re-
spect to whether they are for open ocean (Case 1) or
coastal (Case 2) waters, and whether the algorithms
are empirical or semi-analytical. The Pigment Con-
centration products (MOD19) and two associated
products, Suspended Solids Concentration (MOD23)
and Ocean Water Attenuation Coefficient (MOD26),
are al based on empirical algorithms. Total Absorp-
tion Coefficients (MOD36), Dissolved Organic Mat-
ter Absorption (MOD24), and the phytoplankton ab-
sorption coefficient at 675 nm arederived by inverting
a radiance model, and a chlorophyll concentration
(semi-analytic, MODZ21) is then derived from the
absorption at 675 nm. This relationship depends on
the amount of chlorophyll per cell, which is related
to the nutrient status (replete vs. deplete) asinferred
from the SST (MOD28).

The Ocean Primary Productivity product (MOD27)
provides the rate of net photosynthetic carbon fixa-
tion, aprocessthat influences CO, in the atmosphere
and ultimately global climate. Estimatesare provided
for the daily rate integrated over the euphotic zone
and the mixed layer, averaged over 8-day periods,
and an empirically derived estimate of annual eu-
photic production based on the mean annual chloro-
phyll concentration. MOD ~ 27 isaLevel 4 product
that isana ogousto the Net Primary Production (NPP)
product over land (MODO4).

MODI S introduces three products that have never
been produced before from space. The Coccolith
Concentration product (MOD25) describes the con-
centration of calcium carbonate scales produced by
the phytoplankton group named coccolithophores.
These scales (called coccoaliths) eventually sink to
the ocean floor, accounting for about 75% of the depo-
sition of carbon ontheseafloor (Holliganet al., 1993;
Archer and Maier-Reimer, 1994). Chlorophyll Fluo-
rescence (MOD20) provides another measure of the
chlorophyll concentration, but the fluorescence per
unit of chlorophyll depends on the health of the phy-
toplankton. Thustheratio of chlorophyll fluorescence
(MOD20) to chlorophyll (MOD21) provides infor-
mation that is useful in modeling primary productiv-
ity. Finaly, Phycoerythrin Concentration (MOD31)
providesinformation about the abundance of species
containing phycoerythrin. Among these are certain
species of cyanobacteria which have the ability to
convert nitrogen (N,) into organic nitrogen, thus play-

Overview ¢ Ocean Primary Productivity, Phytoplankton and Organic Matter



ing an important role in the global nitrogen cycle
(Caponeet al., 1997).

Product Interdependency and Continuity
with Heritage Data

All of the products described in this chapter require
accurate water-leaving radiances (MOD18), which
in turn require match-up data (MOD32) to provide
coincident remote sensing and in situ radiance mea-
surements. Some individual products require addi-
tional parameters. For example, the semi-analytic
chlorophyll product (MOD21) uses SST (MOD28),
and the primary productivity product requires chlo-
rophyll (MOD21) and SST (MOD28). The Chloro-
phyll Fluorescence (MODZ20) is normalized to the
absorbed radiation by phytoplankton (MOD22) to
obtain a fluorescence efficiency. The MODIS Pig-
ment Concentration (MOD19) includesaCZCS-ana
log pigment concentration to provide adirect link to
the series of measurements made by CZCS over the
period from 197810 1986. Likewise, a SeaWiFS-ana
log chlorophyll concentration (MOD21) provides
continuity with the SeaWiFS chlorophyll product.
NASA's Sensor Intercomparison and Merger for Bio-
logical and Interdisciplinary Oceanic Studies
(SIMBIOS) Project isdevel oping methods for merg-
ing MODIS data with data from the heritage ocean
color missions and data from contemporary interna-
tional space missions (e.g., MERIS and GL1).
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MODIS Pigment Concentration
(MOD19), Suspended Solids
Concentration (MODZ23), and
Ocean Water Attenuation
Coefficient (MODZ26)

Product Description

This set of products provides estimates of the con-
centration of phytoplankton pigments and other par-
ticulate matter, aswell asameasure of light attenua-
tion which is governed by these materials. The
Pigment Concentration product (MOD19) provides
three derived fields: a Coastal Zone Color Scanner
(CZCS)-ana og pigment concentration based on fluo-
rometric measurements of chlorophyll a plus
phaepigment; chlorophyll concentration based on
high-pressure liquid chromatography (HPLC); and
thetotal pigment concentration, also based on HPL C.
Two additional products derived by empirical algo-
rithmsarethe Total Suspended Matter (MOD23), and
the Diffuse Attenuation Coefficient at 490 nm
(MOD26). Level 2 products are generated daily and
used to create Level 3 daily, 8-day weekly, monthly,
and yearly products.

Research and Applications

Optical properties of the open ocean are predomi-
nantly governed by phytoplankton, specifically by
pigments contained in living cells and by organic
material s generated by the phytoplankton. Wherethis
istrue, thewaters are called Case 1 waters. In Case 2
waters, generally found in coastal regions, optical
properties are affected by substances that do not
covary with phytoplankton, such as suspended sedi-
ments and dissolved organic matter derived fromthe
land. The suite of materials found in Case 1 waters
tend to covary systematically. Consequently, the con-
centration of these substances can be derived empiri-
cally from the spectral reflectance or “color” of the
water. Likewise, the penetration depth of incoming
solar radiation is influenced by the concentration of
these materials. The Diffuse Attenuation Coefficient
at 490 nm (the wavelength of maximum light pen-
etration in the open ocean) isinversely related to the
optical (or e-folding) depth of light at thiswavelength.
Ninety percent of the water-leaving radiance origi-
nates from the upper optical depth, and the euphotic
depth is ~4.6 times the optical depth.
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Global image of Chlor_MODIS (MOD19) for May 2001 revealing the concentration of phytoplankton chlorophyll a. The algorithm
used for Chlor_MODIS is based on high-pressure liquid chromatography (HPLC) measurements. On the internet, visit
visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.

180  Data Products Handbook - Volume 1 Terra/MODIS <« Ocean Primary Productivity, Phytoplankton and Organic Matter



Data Set Evolution

The algorithms used to generate these products are
based on empirical relationships, derived according
to methods developed for the CZCS mission as de-
scribed by Gordon and Clark (1980). The algorithms
have been refined and adapted to the MODI S bands.
In addition, several of the algorithms are now based
on HPL C pigment measurementsrather than thefluo-
rometric measurements used during the CZCS era.
The Diffuse Attenuation Coefficient at 490 (called
K490) has historically been a standard product pro-
vided by the CZCS and SeaWiFS missions.
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MODIS Pigment Concentration, Sus-
pended Solids Concentration, and Ocean
Water Attenuation Coefficient Product
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Ocean productiv-
ity, biogeochemical models

Key Geophysical Parameters: Phytoplankton
pigment concentration, total suspended
matter concentration, light attenuation

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size:
MOD19: 102 MB (Level 2); 620 MB
(Level 3)

MOD23: 102 MB (Level 2); 640 MB binned,
134 MB mapped (Level 3)

MOD26: 102 MB (Level 2); 640 MB binned,
134 MB mapped (Level 3)

File Frequency:

MOD19: 144/day (Daily Level 2); 3/day
(Daily Level 3), 3/8-day (8-day Level 3), 3/
month (Monthly Level 3), 3/year (Yearly
Level 3)

MOD23, MOD26: 144/day (Daily Level 2); 1/
day (Daily Level 3), 1/8-day (8-day Level 3),
1/month (Monthly Level 3), 1/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36-km sample imagery
available at the GES DAAC (Level 3 only)

Additional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: D. Clark
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MODIS Chlorophyll
Fluorescence (MODZ20)

Product Description

This product contains three parameters describing
ocean chlorophyll fluorescence properties. Fluores-
cencelLineHeightisarelative measure of theamount
of radiance leaving the sea surface at the fluorescence
wavel ength of 683 nm. Fluorescence Efficiency pro-
vides a relative measure of the absorption of PAR
and its emission as chlorophyll fluorescence. Fluo-
rescence Baseline is the level above which the Line
Height is calculated, determined by interpolating
between adjacent MODI S bands. The Level 2 prod-
uct is produced daily at 1 km spatial resolution, and
Level 3isgridded and produced daily, 8-day weekly,
monthly, and yearly.

Research and Applications

Solar-stimulated chlorophyll fluorescence is a mea-
sure of the current photophysiology of phytoplank-
ton, in contrast to the biomass estimate provided by
chlorophyll. The product quantifiesthe level of pho-
tosynthesis by phytoplankton in the ocean. Histori-
cally, the coupling between fluorescence and chloro-
phyll has been studied extensively, and recent
research has focused on the use of Sun-stimulated
fluorescenceto estimate primary productivity (Kiefer
and Reynolds, 1992). Basic fluorometric measure-
ments are made using an instrument described by
Holm-Hansen et al. (1965) that usesblue-light stimu-
lation; this method has been used unchanged for 30
years. Gower and Borstad (1990) were among the
first to attempt to use solar-stimulated fluorescence
at 683 nm to estimate chlorophyll concentrationsfrom
aircraft and satellites.

Data Set Evolution

Inputs to the algorithm are Water-L eaving Radiance
(MOD18) in MODIS bands 13 (667 nm), 14 (678
nm), and 15 (748 nm), and the Absorbed Radiation
by Phytoplankton (ARP) (MOD22). The agorithm
is applied to the daily input standard-product data
setsand isremapped into standard Level 3 grids. The
validation approach is to compare the fluorescence
results with other MODI S data products (e.g., Chlo-
rophyll a concentration), with surface measurements,
and with other satellite-based estimates of the same
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products. The products are produced only for non-
cloud, glint-free ocean pixels during daylight hours.
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MODIS Chlorophyll Fluorescence
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km for
chlorophyll levels greater than 2.0 mg/m3/
daily, (Level 2); 4.6 km, 36 km, 1°/8-day,
monthly, yearly (Level 3)

Key Science Applications: Ocean chloro-
phyll, ocean productivity

Key Geophysical Parameters: Chlorophyll
fluorescence (fluorescence line height,
fluorescence efficiency, fluorescence line
curvature)

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size: 102 MB (Level 2); 640
MB binned, 134 MB mapped (Level 3)

File Frequency: 144/day (Daily Level 2); 3/
day (Daily Level 3), 3/week (Weekly Level
3), 3/month (Monthly Level 3), 3/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: M. Abbott,
R. Letelier
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Chlorophyll a (Chl)

Chlorophyll aConcentrations(MOD21) asmeasured by MODIS
in the Indian Ocean on March 1, 2000. Chlorophyll, the green
pigment in plants and phytoplankton, absor bs sunlight for use
in photosynthesis. Note the high concentrations (light grays) in
the Arabian Sea and relatively low concentrations (dark grays)
in the Bay of Bengal. The black color in the image represents
land areas and gaps between successive satellite orbits, and the
gray “stripes’ indicate where clouds or sun glint prevented
accur ate measurements.

Fluorescence Line Height (FLH)

i Chlorophyll Fluorescence (MOD20) asmeasured from the Terra
MODIS instrument on March 1, 2000. Phytoplankton re-emit
some of thelight that iscaptured by chlorophyll asfluorescence.
Theamount of fluorescenceisroughly proportional totheamount
of chlorophyll, soin thisimage, for example, high fluorescence
can befound in the Arabian Sea.

FLH/Chl Ratio

Ratio of Chlorophyll Fluorescence (MOD20) to Chlorophyll a
Concentration (MOD21), illustrating the considerable variabil-
ity in the amount of fluorescence per unit of chlorophyll. This
variability islargely a function of the health of the phytoplank-
ton. A high ratio implies lower growth rates, as the light cap-
tured by phytoplankton isbeing re-emitted asfluorescencerather
than being used for photosynthesis. Phytoplankton in the Ara-
bian Sea areprobably growing morerapidly than elsewhere, per-
hapsin responseto dust inputs (which arerich in iron) from the
Arabian Peninsula.
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MODIS Chlorophyll a Pigment
Concentration (MODZ21),
Organic Matter Concentration
(MODZ24), and Absorption
Coefficients (MOD36)

Product Description

The MODIS Chlorophyll a Pigment Concentration
product (MOD21) providestwo estimates of the con-
centration of chlorophyll a: Chlor_a 2 and
Chlor_a 3. Chlor_a 2 isa SeaWiFS analog derived
according to the OC3M al gorithm as documented by
O'Reilly et al., 2000. This is based on an empirical
algorithm, and isintended to provide continuity with
the SeaWiFS chlorophyll product. Chlor_a 3 isde-
rived from a semi-analytic algorithm for Case 1 and
Case 2 waters. Thisinvolvestheinversion of aradi-
ance model to determine the absorption coefficient
due to phytoplankton at 675 nm, and the absorption
coefficient of chromophoric dissolved organic mat-
ter (CDOM, aso called yellow substance or gel bstoff)
at 400 nm. Absorption coefficients generated by this
algorithm are also provided. The Absorption Coeffi-
cient product (MOD36) includes phytoplankton ab-
sorption at 675 nm, and total absorption at 412, 443,
488, 532, and 551 nm. The CDOM absorption at 400
nm is MOD24. The Level 2 products are produced
daily at 1-km resolution, and then remapped to de-
rive Level 3 products for daily, 8-day weekly,
monthly, and yearly periods. Valid data exist only
for cloud-free ocean pixels. The weekly and longer
term composites are the average of cloud-free acqui-
sitions for each ocean pixel.

Research and Applications

Chlorophyll a is the light-harvesting pigment found
in all photosynthetic plants. Its concentration is
widely used as an index of phytoplankton biomass
and, as such, is akey input to primary productivity
models. When converted to carbon or nitrogen, itis
used in modeling biogeochemical cycles. On short
time scales, chlorophyll can be used to trace oceano-
graphic currents, jets, and plumes. The 1-km resolu-
tion and nearly daily coverage of the MODIS data
thus allows the observation of meso-scale oceano-
graphic features in coastal and estuarine environ-
ments, which are of increasing importancein marine
science studies (Liu et al., 2002). Absorption coeffi-
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cients can be used to estimate the solar heating rate
of the upper ocean mixed layer, and to study the vari-
ability of this rate attributable to variations in phy-
toplankton absorption. Theimportance of CDOM as
another constituent absorbing radiant energy isatopic
ongoing research (Garver and Siegel, 1997).

Data Set Evolution

The Chlor_a 2 agorithm (OC3M) was parameter-
ized using the same data set used to parameterize the
SeaWiFS chlorophyll algorithm (OC4.v4). It consists
of over 2,800 in situ measurements of reflectance and
chlorophyll in Case 1 watersworldwide. The empiri-
cal OC3M algorithm depends on a predictable rela-
tionship between the water’s optical variability and
itschlorophyll concentration. Thusit issuitable only
for Case 1 waters. To derive the chlorophyll concen-
tration in Case 2 waters, one must simultaneously
solve for the effects of substances (e.g., CDOM)
which do not covary with chlorophyll (for definitions
of Case 1 and Case 2, see MOD19 product descrip-
tion). Thisisthe rationale for developing semi-ana-
lytic algorithms such as that used by Chlor_a 3.

Chlor_a 3 requires Water-Leaving Radiance
(MOD18) and SST (MOD28) as input, and the Ab-
sorption Coefficients (MOD36) generated as an in-
termediate product. Therelationship between absorp-
tion and the concentration of chlorophyll dependson
theamount of “packaging” of chlorophyll inthecells.
Packaging is affected by species composition (and
size), exposureto light, nutrient conditions, and other
factors. The SST (MOD28) is used to determine the
relationship between the chlorophyll concentration
and the absorption at 670 nm. Thisalgorithm hasbeen
thoroughly tested using SeaWiFS data, and post-
launch validation has been conducted using datafrom
validation cruises. In addition, the algorithm has been
tested using the same data used to parameterize the
SeaWiFS at-launch chlorophyll algorithm (OC2).
Chlor_a 3isaprincipal input to the Ocean Primary
Productivity product (MOD27).

Ocean Primary Productivity, Phytoplankton and Organic Matter
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Ocean Primary Productivity, Phytoplankton and Organic Matter + Terra/MODIS

MODIS Chlorophyll a Pigment Concentra-
tion, Organic Matter Concentration, and
Absorption Product Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Ocean productiv-
ity, bio-optical properties

Key Geophysical Parameters: Case 1 and 2
chlorophyll a concentration, absorption
coefficients

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size:
MOD21: 83 MB (Level 2); 640 MB binned,
134 MB mapped (Level 3)

MOD24: 83 MB (Level 2); 640 MB binned,
134 MB mapped (Level 3)

MOD36: 102 MB (Level 2); 865 MB binned,
134 MB mapped (Level 3)

File Frequency:

MOD21 and MOD36: 144/day (Daily Level
2); 2/day (Daily Level 3), 2/8-day (8-day
Level 3), 2/month (Monthly Level 3), 2/year
(Yearly Level 3)

MOD24: 144/day (Daily Level 2); 1/day
(Daily Level 3), 1/8-day (8-day Level 3), 1/
month (Monthly Level 3), 1/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36 km sample imagery
available at the GES DAAC (Level 3 only)

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: K. Carder,
J. Campbell

Data Products Handbook - Volume 1

185




chmgm: [l [ HE HE BN B8

0.05 0.1 0.2 0.5 1.0 2.0

Global images of chlorophyll concentration for May 2001 derived from MODISTerra data (MOD21). The Chlor_a 2 product (top) is
based on an empirical band-ratio algorithm (OC3M) designed to be consistent with the SeaWiFS chlorophyll algorithm (OC4). The
Chlor_a 3 chlorophyll concentration (bottom) is derived from a semi-analytic algorithm which accounts for the effects of pigment
packaging. This effect is especially pronounced in the Southern Ocean where Chlor_a_3 indicates higher chlorophyll levels than the
empirical (ratio) algorithmsused by SeaWiFSand Chlor_a_2. Chlor_a 3isused in deriving primary productivity (MOD27). On the
internet, visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Coccolith
Concentration (MODZ25)

Product Description

ThisLevel 2 and 3 product providesfive parameters
describing the concentration of coccolithsin seawa-
ter: the detached coccolith concentration in number/
m3; the estimated calcite concentration due to the
coccolithsin mg-CaCO4/m3; the pigment concentra-
tion in the coccolithophore biomass; a descriptor for
the particular look-up table used; and a quality mea-
sure. The product is produced at 1-km spatial resolu-
tion daily for Level 2 and at 4.6-km, 36-km, and 1°
resolution daily, 8-day weekly, monthly, and yearly
for Level 3.

Research and Applications

Coccolithophores are small marine phytoplankton,
which form external calcium carbonate (CaCOs,)
scales (called coccoliths) having diameters of afew
mm and a thickness of 250 to 750 nm.
Coccolithophores are the largest source of calcium
carbonate on Earth. Thus, coccolith productionisan
important part of the biogenic carbon cycle. The ob-
served characteristics of coccolithophores, including
their ubiquitous nature, possible role in climate, and
intense scattering property, make aglobal -scal e study
of their distribution an important application for
MODISimagery. Specifically, itisimportant to esti-
mate the rate at which CaCO; is formed by phy-
toplankton and to look for long-term changesin that
rate.

Data Set Evolution

The algorithm for extracting the detached coccolith
concentration from surface waters is based on the
semianal ytic model of ocean color of Gordon (1988).
The model relates the normalized water-leaving ra-
diance to the absorption and scattering properties of
the constituents of the water using radiative-transfer
theory. The absorption and scattering properties are
then related to the constituent concentrationsthrough
statistical analysisof direct measurements. Themodel
isvalidated by comparison with a set of water-leav-
ing radiancesindependent of the measurements used
to establish the statistical relationships between con-
stituents and optical properties.
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MODIS Coccolith Concentration
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Input to global
biogeochemical cycle models

Key Geophysical Parameters: Coccolith and
calcite concentration, pigment concentration
in coccolithophore blooms

Processing Level: 2, 3
Product Type: Standard, at-launch

Maximum File Size: 102 MB (Level 2);
640 MB binned, 134 MB mapped
(Level 3)

File Frequency: 144/day (Daily Level 2); 3/
day (Dalily Level 3), 3/8-day (8-day Level 3),
3/month (Monthly Level 3), 3/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36 km sample imagery
available at the GES DAAC (Level 3 only)

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contacts: H. R. Gordon,
W. B. Balch
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Nova
Scotia

Calcite concentration image of the Gulf of Maine on July 11, 2002. Satellite ocean-color imagery, in
addition to allowing the concentration of phytoplankton pigmentsto be measured remotely, per mits
the detection and identification of certain algal blooms. The white-to-light-grey waters over the deep
basins in the Gulf of Maine are elevated levels of calcite produced by a single type of algae (called
coccolithophores), that affects regional climate and fisheries. The apparent high calcite levels over
Georges Bank (lower right) are artifacts that occur over shallow regionsthat are high in suspended
sediment. On theinternet, visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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MODIS Ocean Primary
Productivity (MODZ27)

Product Description

ThisLevel 4 product provides estimates of the Ocean
Primary Productivity on an 8-day and an annual ba-
sisat spatial resolutions of 4.6 km and 36 km. There
are two 8-day productivity estimates in units of gC/
m?d: One (P1) is based on the Behrenfeld and
Falkowski (1997a) model which provides primary
productivity within the euphotic zone (above the 1%
light depth), and the other (P2) is based on the model
of Howard and Yoder (1997), which represents pro-
ductivity within the upper mixed layer. The annual
primary productivity, in units of gC/m?y, is derived
using an empirical algorithm based on the annual
mean chlorophyll concentration as described in
Iverson et al. (2000).

Research and Applications

The objective of the product isto quantify the mag-
nitude and interannual variability (for decadal trends)
in the oceanic primary productivity and phytoplank-
ton carbon fixation. Primary productivity isthetime
rate of change of phytoplankton biomass, and, with
allowance for excreted soluble carbon compounds,
reflectsthe daily integrated photosynthesiswithin the
water column. Theintegral of thevaluesover theyear
is the annual primary productivity. The annual pro-
ductivity product will be used for global-and regional -
scale studies of interannual variability of ocean pro-
ductivity, for comparisons with annual summations
of short-term (8-day) analytical estimates, and for
comparison with global biogeochemical models
(Esaias et al., 1999). Cloudiness prevents deriving
chlorophyll a concentrations over about 50% of the
ocean on a daily basis, excluding that already lost
due to high sun glint. Chlorophyll a concentrations
derived fromall available sensors, including the Terra
and Aqua MODIS instruments, will be used to in-
crease sampling frequency since these plankton pro-
cesses vary rapidly over time and space.

Data Set Evolution

Ocean primary productivity algorithmsfall into two
general classes, termed empirical and analytical. The
empirical approach isbased on asimplelinear corre-
lation between time-averaged in situ estimates of pro-
ductivity and satellite-derived estimates of surface
chlorophyll concentration in regions of the ocean

Ocean Primary Productivity, Phytoplankton and Organic Matter * Terra/ MODIS

wherethere are seasonal phytoplankton blooms. The
analytical approach is based on models of the gen-
eral photosynthetic response of the algal biomass as
afunction of major environmental variables such as
light, temperature, and nutrient concentration. The
overall methodologies differ significantly in the way
various parameters are estimated and in the way they
are assigned spatially and temporally across ocean
basins (Behrenfeld and Falkowski, 1997b). The ap-
proach taken for the MODI S algorithm wastoimple-
ment the annual empirical agorithm, and two ana-
lytical algorithms which were selected as part of a
primary productivity algorithm round robin (PPARR)
experiment (Campbell et al., 2002).

The PPARR experiment involved the comparison
of 12 algorithms developed by 10 teams. It was un-
dertaken with the goal of developing a consensus
analytical algorithm for short-term (daily to weekly)
global productivity. The two analytical algorithms
used for this MODI S product were among the best
performing algorithms. When compared within situ
data at 89 globally distributed stations, their retriev-
aswerewithin afactor of two of the depth-integrated
primary productivity estimated using 14C incubation
techniques. Temporally and areally integrated pro-
duction is expected to reduce the standard error, ac-
cording to statistical principles, but this cannot be
tested because the only means of obtaining basin- or
global-scale estimates of oceanic productivity is by
satellite observations.

This Level 4 product uses the Chlor_a 3 chloro-
phyll concentration from MOD21 and the D1 sea
surface temperature from MOD28. The photosyn-
thetically available radiation (PAR) is obtained from
the GSFC Data Assimilation Office (DAO) by the
GES DAAC, and mixed layer depth (MLD) is ob-
tained from the Navy's Fleet Numerical Monterey
Oceanographic Center via NOAA NESDIS. These
ancillary data fields used in the calculations for pri-
mary productivity are provided with the MOD27
product and are also archived and available from the
GESDAAC.
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MODIS Ocean Primary Productivity
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 4.6 km
and 36 km/8-day and a running annual
average

Key Science Applications: Ocean productiv-
ity, biogeochemical models

Key Geophysical Parameters: Annual and
weekly ocean productivity

Processing Level: 4
Product Type: Standard, at-launch

Maximum File Size: 1200 MB binned (8-
day), 1360 MB binned (Yearly): 32 MB
mapped (8-day and Yearly)

File Frequency: 4/8-day
Primary Data Format: HDF-EOS

Additional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: W. Esaias
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MODIS Phycoerythrin
Concentration (MOD31)

Product Description

This product consists of two parameters which give
the concentration of one of the major algal pigment
groups in ocean water, Phycoerythrin. The two pa-
rameters are Phycoerythrobilin Concentration and
Phycourobilin Concentration. These quantities are
provided for Level 2 at 1-km spatial resolution daily
and for Level 3 daily, 8-day weekly, monthly, and
yearly at 4.6-km, 36-km, and 1° resolution. The prod-
uct isvalid only for clear-sky ocean pixels.

Research and Applications

One of the intended uses of the phycoerythrin data
product is to allow scientific investigators to study
the global distributions of the phycoerythrin pigment
and, in so doing, to allow definition of the diversity
of phycoerythrin-bearing species such as
cyanobacteria. Phycoerythrin is one of three major
algal pigment groups found in marine phytoplank-
ton and bacteria (Bidigare et al., 1990). The phyco-
erythrins are subdivided into phycourobilin-rich
(PUB) and phycoerythrobilin-rich (PEB) phycoeryth-
rins. This algorithm retrieves both PUB- and PEB-
rich cases. Phycoerythrin is a chlorophyll accessory
pigment and servesto receive photosynthetically us-
ablelight in the 480-505 nm and 540-560 nm ranges.
Itisused toinfer the global extent of phycoerythrin-
bearing phytoplankton such as cyanobacteria, some
of which are nitrogen-fixing and thus provide infor-
mation on the nitrogen cycle. Used in conjunction
with phytoplankton chlorophyll a and
coccolithophore distributions, the apparent species
diversity of the oceans can be inferred.

Data Set Evolution

The phycoerythrin retrieval algorithm requires wa-
ter-leaving radiances (MOD18) and involvesthe in-
version of a semi-analytical radiance model. In the
forward direction, the model (Gordon et al., 1988)
predicts the radiance from the incident solar irradi-
ance, the total backscatter, and the total absorption
of sea water. The PUB and PEB parameters are re-
trieved by inverting the model using a sequential-
convergent-iteration method applied to thefirst five
MODI'S ocean bands (bands 8-12). MODI S band 10
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(488 nm) and band 12 (551 nm) correspond to the
peaks of the PUB and PEB phycoerythrins. The ma-
jor assumption for the algorithm is that the pigment-
specific absorption-coefficient spectral model used
isapplicable for the oceanic province where the sat-
elliteimagewas acquired. Thealgorithmwill bevali-
dated by ship and airborne laser-induced and water
Raman-normalized fluorescence measurements.
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MODIS Phycoerythrin Concentration
Summary

Coverage: Global ocean surface, clear-sky
only

Spatial/Temporal Characteristics: 1 km/daily
(Level 2); 4.6 km, 36 km, 1°/daily, 8-day,
monthly, yearly (Level 3)

Key Science Applications: Global phy-
toplankton species studies, ocean productiv-
ity models

Key Geophysical Parameters:
Phycoerythrobilin-rich (PEB) and
phycourobulin-rich (PUB) phycoerythrins

Processing Level: 2, 3
Product Type: Research, at-launch

Maximum File Size: 102 MB (Level 2); 640
MB binned, 134 MB mapped (Level 3)

File Frequency: 144/day (Daily Level 2); 2/
day (Dalily Level 3), 2/8-day (8-day Level 3),
2/month (Monthly Level 3), 2/year (Yearly
Level 3)

Primary Data Format: HDF-EOS

Browse Available: 36-km sample imagery
available at the GES DAAC (Level 3 only)

Ad(ditional Product Information:
modis-ocean.gsfc.nasa.gov/dataprod.html

DAAC: Goddard Space Flight Center Earth
Sciences DAAC, daac.gsfc.nasa.gov

Science Team Contact: F. E. Hoge
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Snow and Ice Cover — An Overview

Relationship to Global Change Issues

Snow and ice cover dramatically influence surface
albedo, hydrologic processes, the interactions be-
tween the atmosphere and the Earth’s surface, and
regulation of ecosystem biological activity. For in-
stance, when seaiceisformed in the ocean or snow
is deposited on land, there is a dramatic increase in
the surface reflectance, and a decrease in the amount
of solar energy which is absorbed, hence affecting
the Earth’sradiation balance and, in turn, itsclimate.
Furthermore, both snow and ice are highly variable
components of the climate system, changing dramati-
cally from summer to winter, and, to alesser extent,
fromyear to year and thusdramatically influence the
Earth’'s energy balance. Two key sensors that pro-
vide enhanced global seaice and snow measurements
to supplement existing data sets are the AMSR-E on
Aquaand MODIS. The MODIS is onboard both the
Terra and Aqua satellites. Both instruments provide
information to be used in the development of more
accurate models to help understand and predict
Earth’'s climate. MODIS has been providing daily,
global coverage of seaice and snow under clear-sky
conditions, and sea ice extent and ice-surface tem-
perature (I1ST) during both daylight and darkness. Sea
ice and snow maps are used for climate research. By
extending the existing time series of seaice and snow
cover, which currently spans over 20 years, scien-
tists expect to obtain a better understanding of glo-
bal, hemispheric, and regional variableson seasonal,
interannual, and decadal time scales. Monthly spe-
cial products are used in general circulation model-
ing (GCM) for validation of their models.

Sea ice is present over approximately 7% of the
Earth’s ocean surface (Parkinson and Washington,
1986). Snow-covered seaice, withitshigh albedo, is
akey parameter of the global energy balance, reflect-
ing much of theincident solar radiation back to space.
Additionally, seaice cover is an insulating layer be-
tween the ocean and atmosphere; heat loss through
open water is up to 100 times greater than heat loss
through thick sea ice. As a consequence, leads and
polynyas (linear and nonlinear openings in the sea
ice, respectively) are significant to the energy bud-
get of theice-covered ocean and tolocal and regional
climatology. Such open-water areas and areas of re-
duced ice concentration are also important for ship-
ping in ice-covered oceans.

In addition to theimportance of snow and ice maps
in the GCMs, well-validated snow and ice maps are
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necessary for flood and drought (water quantity) pre-
diction. And seaice maps are needed for navigation
and for energy-balance studies. MODIS snow and
ice products can contribute to these efforts.

In many regions, particularly in mountainous ar-
eas such as the western United States, knowledge of
the amount of snow cover is critical in successfully
predicting water supply, planning for agricultural and
industrial developments, anticipating flooding, fore-
casting crop yield, and estimating freeze damage.

Product Overview

Global snow extent has been mapped by MODIS
since shortly after the launch of the Terra satellite.
The MODI S snow cover products are provided daily
and as 8-day composites at 500-m resolution over
the Earth’s land surfaces, using an algorithm based
on the normalized difference of avisible and ashort-
wave-infrared band. In addition, daily and 8-day com-
posite climate-modeling grid (CMG) maps are pro-
vided at 0.05° resolution. The seaice products derived
from MODI Sinclude seaice extent and temperature,
both during the day and at night. Products are pro-
vided at 1-km resolution. The MODI S seaice prod-
uct is based on the normalized difference between a
visibleand ashortwave-infrared band. Global seaice
extent and ice-surface temperature (IST) are also
mapped daily and as 8-day composite maps. The al-
gorithm to map seaiceis similar to that used to map
snow cover, but in addition, asplit-window technique
using two thermal bands calculates | ST.

Product Interdependency and Continuity
with Heritage Data

There have been several different satelliteinstruments
that have collected snow and ice datafor many years.
Snow and ice are among the variables included in
NASA's Pathfinder Program, which is providing re-
search-quality data sets on global change from past
and current satellite instruments. The heritage of the
MODIS instrument is strong. Data sets from MO-
DIS are extending those from historical and current
sensorsand providing the continuity needed for long-
term global climate-change studies. Thefirst detailed
data sets of snow cover and seaice cover came from
the NOAA GOES, VHRR, and AVHRR instruments
on polar-orbiting platforms. The Landsat Thematic
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Thewarmth of spring isreaching the northernmost water s of Baffin Bay between Greenland (right) and Canada’s Ellesmerelslands
(left). ThisMODI Simage from May 1, 2002 showsthat the area of relatively open water isapproaching Nares Strait (center), the last
narrow passageway that connectstheAtlantic Ocean totheArctic. Imagecredit: JacquesDescloitres, MODISLand Rapid Response
Team, NASA/Goddard Space Flight Center. On theinternet, visit visibleearth.gsfc.nasa.gov to view avariety of MODI S dataimages.
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MODIS Snow Cover (MOD10)

Product Description

Global snow cover (including ice cover on large, in-
land water bodies) ismapped daily and as 8-day com-
posites over the Earth’s land surfaces at 500-m reso-
lution. A global, daily snow-cover map has been
produced sincelate February 2000. Snow cover, with
its high albedo, is a key parameter of the global en-
ergy balance, reflecting much of the incident solar
radiation back to space. Snow cover of the Northern
Hemisphereiscurrently mapped by NOAA onadaily
basis using their Interactive Multisensor Snow and
Ice Mapping System (IMS) product (Ramsay, 1998).
Another NOAA operational product, from the Na-
tional Hydrologic Remote Sensing Center
(NOHRSC) provides maps of most of the United
Statesand parts of southern Canada, on nearly adaily
basis during the Northern Hemisphere snow season
(Carroll, 1995). The MODI S snow maps have been
compared with the IMS and NOHRSC products.
Though none of the snow maps has been determined
to be the “gold standard,” the maps are shown to be
in good agreement under most circumstances (Hall
et al., 2002). However the maps are of different spa-
tial resolutions and are intended for different pur-
poses.

A daily 500-m snow albedo product is also pro-
duced as part of the MODIS snow cover product
(MOD10) (Klein and Stroeve, 2002). Once a pixel
has been identified as being clear using the MODIS
cloud mask (MOD35) and as snow covered using the
MODI'S snow mapping algorithm, both spectral and
broadband albedos are computed using MODIS at-
mospherically-corrected surface reflectances

(MODQ9). For surfacesdetermined to be non-forested
by the MODI S land-cover product (MOD12), angu-
lar reflection effects are considered using a snow bi-
directional reflectance function (BRDF) calculated
with a discrete-ordinate radiative transfer model
(Disort) and snowpack optical properties. Validation
of the snow albedo began in 2002-2003 winter.

The MODIS cloud mask (MOD35) (Ackerman et
al., 1998) is used to mask clouds on the snow prod-
ucts. Two different versions of the cloud mask are
used. A moreliberal cloud mask isused for the swath-
level products(MOD10_L 2) and aconservativecloud
mask is used for the tile (MOD10_A1l and
MOD10_A2) and climate-modeling grid (CMG)
(MOD10_C1and MOD10_C2) products (Riggsand
Hall, in press).

Research and Applications

Large, inland water bodies such as the Great L akes,
are often ice covered during the winter months, and
navigation during part of the winter is a significant
problem. NOAA data are currently used to map ice
cover on the Great L akes, but discrimination between
snow/ice and cloud is a problem. Additionally, ice
cover on lakes can be an important climatic indica-
tor, as the dates of freeze-up and break-up are influ-
enced by meteorological conditions. A trend toward
earlier break-up, for example, could signify awarm-
ing as has been observed in the Northern Hemisphere
over the last 150 years (e.g. Magnuson et al., 2000).
Thus, it is important to measure ice conditions on
large lakes over an extended period of time in order
to detect trends as well as for operational uses over
the short term.

Daily MODI SClimateM odeling Grid (CM G) map at 0.05° resolution. Fractional snow
cover in each pixel isalso available. Thedarker gray over land representscloud cover,
lighter gray depictssnow-freeareas, and whiterepresentssnow cover. On theinternet,
visit visibleearth.gsfc.nasa.gov to view a variety of MODI S data images.
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Data Set Evolution

The snow-mapping algorithm that is used to produce
the MODI S snow maps has a considerabl e heritage.
It is based on the normalized difference of avisible
and a shortwave-infrared band. This technique has
been used, since at least 1978, to map snow from
aircraft, and later from satellites (Kyle et al., 1978;
Bunting and d’ Entremont, 1982; Dozier, 1984). Since
the mid-1980s, it has been used to map snow using
Landsat data on the drainage-basin scale. The algo-
rithm has been enhanced by incorporating the nor-
malized difference vegetationindex (NDV 1) (Tucker,
1979), to map the snow cover in denser forests than
was possible with the original agorithm (Klein et
al., 1998). Other threshold tests are employed aswell
(Riggset al., 2002a).

Global snow cover has also been mapped using
passive-microwave data at a resolution of about 50
km. While these data allow snow mapping through
cloud cover, passive-microwave data have not pro-
vided aresolution that is suitable for detailed snow
mapping at the basin scale. With the launch of the
Advanced Microwave Scanning Radiometer (AMSR)
on the Aqua satellite, snow maps may now be pro-
duced at aresolution of up to ~15 km (Chang et al.,
inpress). The expected use of passive-microwaveand
MODIS snow-cover data, together, should yield in-
formation on snow extent and snow-water equiva-
lent (Armstrong and Brodzik, 2002).
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MODIS Snow Cover Summary
Coverage: Global, daytime

Products Available:
MOD10_L2 (swath 500-m resolution),
MOD10_AL1 (tile 500-m resolution, daily),
MOD10_A2 (tile 500-m resolution, 8-day
composite),
MOD10_C1 (CMG 0.05° resolution, daily),
MOD10_C2 (CMG 0.05° resolution, 8-day
composite)

Spatial/Temporal Characteristics: 500 m/
daily; 500 m/8-day composite; 0.05° daily
and 8-day composites

Key Geophysical Parameters: Snow cover,
snow albedo, lake ice cover

Processing Level: 2, 3 (mapped)
Product Type: Standard

Maximum File Size: 34 MB (MOD10_L2);
12 MB (MOD10A1); 12 MB (MOD10A2);
104 MB (MOD10C1); 105 MB (MOD10C2)

File Frequency: 288/day (MOD10_L2);
333/day (MOD10A1), 333/8 day period
(MOD10A2), 1/day (MOD10C1), 1/8 day
period (MOD10C2)

Primary Data Format: HDF-EOS

Additional Product Information:
modis-snow-ice.gsfc.nasa.gov

DAAC: National Snow and Ice Data Center,
nsidc.org/daac/

Science Team Contact: D. Hall
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MODIS Sea Ice Cover and Ice
Surface Temperature (MODZ29)

Product Description

Global seaice cover has been mapped daily and as
8-day composites at 1-km resolution since shortly
after the December 1999 launch of the Terra satel-
lite. The MODI S seaice cover products are based on
an algorithm that utilizes the normalized difference
snow index (NDSI). In addition, daily and 8-day com-
posite climate-modeling grid (CMG) maps are pro-
duced at 0.05° resolution. MODI S seaice cover maps
will complement passive-microwave-derived maps
and maps produced using imaging radar. MODIS-
derived ice-surface temperature (1ST) maps at 1-km
resolution, complement 1ST maps derived from the
AMSR instrument, at 25-km resolution.

Research and Applications

Seaice cover is currently mapped by NOAA visible
and near-infrared sensors, and by microwave sensors,
both passive and active. Snow/cloud discrimination
isamajor hindrancein mapping seaiceusing visible
and near-infrared sensors, while microwave sensors,
such as AMSR-E on the Aqua satellite (Cavalieri et
al., in press), can map sea ice through cloud cover,
but at arelatively low resolution. However, passive-

microwave sensors can map sea ice type (e.g., first
year versus multiyear) (Zwally et al., 1983) and sea
ice concentration (Parkinson, 2002).

One advantage of using MODIS for mapping sea
ice isits relatively high spatial resolution, and the
fact that snow/cloud discrimination is possible using
the normalized difference snow index (NDSI). Al-
though there is still some ice/cloud confusion, it is
possible to map sea ice cover and ice-surface tem-
perature (IST) at aresolution of 1 km (Riggs et al.,
1999). Thusthe visible/near-IR and IR sensors such
as MODIS and AVHRR are complementary to the
passive-microwave sensors such as the AMSR, and
the MODIS maps, when not precluded by clouds,
provide a higher-resolution view of sea ice than is
obtai nable using passive-microwave data.

Data Set Evolution

The sea-ice mapping agorithm has a considerable
heritage. It isbased onthe NDSI and has been shown
to be effective for mapping seaice as well as snow
cover (Riggs et al., 1999 and 2002b). Additionally,
I ST isderived using asplit-window technique based
on the work of Key and Collins (1997) which has
been used to map IST with AVHRR data.

Cloud

Sea ice extent and ice-surface temperature (1ST) on
January 20, 2001, off the coast of Antarcticanear the
Napier Mountains. The I ST product is 1-km resolu-
tion.

Cloud

? Cloud cover
261 K
to
2715 K
>2715K
Land
Land
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MODIS Sea Ice Cover and Ice Surface
Temperature Summary

Coverage: Global, daytime and nighttime
over nonequatorial ocean

Products Available: MOD29 (sea ice extent
and IST, 1-km resolution); MOD29P1D (sea
ice extent and IST, 1-km resolution, daily
daytime); MOD29P1N (IST 1-km resolution,
daily nighttime)

Spatial/Temporal Characteristics: 1 km/
daily; 1 km 8-day composite; 0.05° daily
and 8-day composite

Key Geophysical Parameters: Sea ice
cover, sea ice surface temperature

Processing Level: 2, 3 (mapped)

Product Type: Standard

Maximum File Size:
MOD29: 20 MB
MOD29P1D: 6 MB
MOD29P1N: 4 MB
MOD29P2D and MOD29P2N: 12 MB
(8 day Level 3)

File Frequency:
MOD29: 288/day;
MOD29P1D, MOD29P1N, MOD29P2D
and MOD29P2N: 378/day

Primary Data Format: HDF-EOS
Browse Available: No

Additional Product Information:
modis-snow-ice.gsfc.nasa.gov

DAAC: National Snow and Ice Data Center,
nsidc.org/daac/

Science Team Contact: D. Hall

Snow and Ice Cover ¢ Terra/ MODIS
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Data Assimilation Office/Data Assimilation System —

An Overview

The Data Assimilation Office (DAO) develops re-
search-quality 4-dimensional atmosphere-ocean-land
dataassimilation productsfor EOS. Thedataassimi-
lation combinesall availabledatainto adynamically
consistent depiction of the Earth-atmosphere system,
and has the unique ability to produce estimates of
unobserved quantities.

Data assimilation approaches are used through-
out science and engineering. Most simply, data as-
similation is the use of a mathematical-physical
model to analyze observations, while at the same
time quantifying the shortcomings of the model for-
mulation.

In Earth science, a data assimilation system is ef-
fectively an Earth-system model constrained by
Earth-system observations. The data assimilation
system: 1) organizesthe observationsfrom many di-
verseinstrument sources and measurement timesinto
asingle useful dataproduct; 2) complementsthe ob-
servations by propagation of information from ob-
served into unobserved regions and times; 3) pro-

vides estimates of expected values of the observa-
tions with which to assess data and instrument qual-
ity; 4) provides superior products for environmental
assessment studies; and 5) supplements the observa-
tions by providing estimates of quantities that are
difficult or impossible to observe.

The Goddard EOS Data Assimilation System
(GEOSDAYS) providesLevel 4 products of land-sur-
face and atmospheric quantities. GEOS DAS oper-
ates on a 6-hour cycle; data are gathered over a 6-
hour window, and combined with a General
Circulation Model (GCM) background estimate us-
ing an objective analysis system at a time in the
middle of the 6-hour window. The output from the
analysisisthen used in the GCM to generate afore-
cast to provide the background fields in the middle
of thenext 6-hour assimilation window. The dataflow
into and out of the DASis summarized in the Opera-
tional Data Flow Diagram, presented in this section.

The GCM used in GEOS DAS uses a physical
space discretization with a horizontal resolution of

45270 |

396.63
340.56
284.49

The above image displays variables from the DAFAXMIS/DALAXMIS and D4FAPMIS/DALAPMIS products. The
ability to determinethelocation and topogr aphy of thetropopauseisof interest for anumber of applications, including
stratospheric chemistry. Top panels: sea level pressure (contoursin 4 hPaintervals), jet stream wind speed (60 m/s),
and tropopause potential temperature (shaded according to legend). Lower panels: three-dimensional perspective
from a southern viewpoint of theabove mentioned variablesand the dynamic tropopause (1.5PVU surface) with tropo-
pause potential temper ature shaded accor ding to legend (slp, uwnd, vwnd, tmpu).
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1° in latitude and 1.25° longi-
tude. The GCM has a vertica
discretization using approxi-
mately 55 layers with compu-
tational top near 0.01 hPa; this
combination allows the GCM
to have afully-resolved strato-
sphere.

The objective analysis used
in GEOSDAS isthe Physical-
space Statistical Analysis Sys-
tem (PSAS). Thisis a full 3-
dimensional  variational
analysis system which seeksto
produce an optimal combina-
tion of disparate datawith a 6-
h GCM forecast estimate such
that the resulting analysis er-
rors are minimized.

Support for EOS Science
Goals

Upper Air Winds
Rawinsonde

Surface Winds

Ozone
SBUV Ozone Profiles
SBUV Total Ozone

Aircraft Ships & Buoys
satellite Cloudtrack Winds QuikScat Scatterometer
Upper Air Temperature DAO
& Moisture
Rawinsonde Data

L1B TOVS Radiances
SSM/I Total Precipitable Water

Assimilation

Surface Pressure
Land
Ships & Buoys

|

DAO Offline
Ozone Assimilation
System

/ System

Boundary Conditions
NCEP SST
NCEP Sea Ice

Products:
DALAXMIS, D4FAXMIS
DALAPMIS, D4FAPMIS

DALAXENG, DAFAXENG
DALAXLSM, D4FAXLSM
DALAXCLD, D4FAXCLD

Surface Skin
Temperature

L1B TOVS Radiances

D4LAPCLD
DALAPMOM
DALAPMST
DALAPTMP

|

Products:
DLLAXCHM,DFLAXCHM
DLLAPCHM,DFLAPCHM

|

Goddard DAAC

The goals of the DAO during

the EOS timeframe are to pro-

duce assimilation analyses to

ensurethat the maximum infor-

mation is gained from EOS and other observations,
and to set thefoundation for future Earth system mod-
els. Continual research into numerical and theoreti-
cal techniques and associated Earth science process
studies ensures that the devel oped system meets the
needs of EOS. Analyzing historical and new data sets
available in the pre-launch phase of EOS serves as
the basis to confront Earth system problems, and the
successes and failures of these diagnostic and inter-
pretive studies will define the evolution of the data
assimilation system. The assimilated data produced
in the pre-launch period were made available to the
broad science community to assure infusion of rel-
evant diverse applicationsinto the devel opment pro-
cess. A commitment is made to continued reanalysis
of these data sets to minimize the impact of algo-
rithm changes on interannual signals.

Operational Product Generation
DAO products are produced in two modes, a near-

real-timemodecalled “first-look” and adelayed mode
called “late-look.” Both modes of operation use the

Data Assimilation System « Overview

same GEOS-DAS algorithm, but late-look uses
higher quality observational inputs. Typically, alarger
number of observations are available for late-look,
and there isless chance of missing data due to prob-
lemswith networks or data providers. Dueto the ac-
celerated nature of first-look processing, only a sub-
set of DAO productsis produced. First-look product
IDs begin with “D4F’ and late-look product IDs be-
ginwith “D4L”.

Each DAO product is packaged in an HDF-EOS
formatted data set spanning asingle day. Some prod-
uctsaretime-averaged, and others areinstantaneous.
Thisis discussed in the product description section
of this chapter and in the File Specification docu-
mentation found at dao.gsfc.nasa.gov/Operations/.

Data products are transferred from DA O systems
to the Goddard DAAC, from where they are distrib-
uted to subscribed customers. The nominal delivery
time at the DAAC for first-look productsvalid for a
given day is 11:00 GMT of the following day. The
ozone products (D4FAXCHM, DALAPCHM) are ex-
ceptions asthey are delivered around 22:00 GMT of
the following day. Late-look products are delivered
to the DAAC with a 14-to-21 day delay.

Data Products Handbook - Volume 1~ 203




GEOS-3 Products

The discussion in this document refers to GEOS-4
data. Version 4 of the GEOS-DA S became operational
on October 1, 2002. Prior to thisdate, the DAO gen-
erated GEOS-3 first-look and late-look productsthat
are stored at the GES DAAC under adifferent set of
Earth Science Data Types (EDSTSs). The productsare
very similar to GEOS-4, but there are some differ-
ences. For more information, see the GEOS-3 File
Specification on the DAO Operations web page
(dao.gsfc.nasa.gov/Operations). Note that the period
from January 1, 2000 through October 1, 2002 will
be re-processed using GEOS-4.

204  Data Products Handbook - Volume 1

Data Assimilation System



DAO-DAS Time-Averaged
Single Level Cloud Quantities
(DAFAXCLD, DALAXCLD)

Product Description

ThisLevel 4 product consists of acollection of time-
averaged cloudiness and other cloud-related quanti-
ties produced by the DAO DataAssimilation System
(DAS). These are typically saved every three hours,
averaged for the three hours previous to the time
stamp. Thisincludesthetotal and clear sky outgoing
long-and shortwave radiation, total cloud fraction,
the low, middle, and high cloud fraction and optical
depth, and cloud top temperature and pressure. Prod-
uctsare produced in both anear-real-time*“first look”
mode and a delayed or “late look” mode, which is
described in the overview section of this chapter.

Research and Applications

The cloudiness fields are useful for a wide range of
weather and climate studies.

Data Set Evolution

The data are the output of an assimilation process
that combinesvarious observationswith ashort-term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

Itisadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant to each
of the quantitiesin this collection of DAS products.
All quantitiesin this collection are diagnostic quan-
titiesgenerated by the model that should be used with
caution. Clouds are not directly constrained by ob-
servationsinthe current DAO-DAS, and may be sub-
stantially impacted by model bias.

Data Assimilation System

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged Single Level
Cloud Quantities Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid (288 x 181 grid points), 8 times/
file: 01.30, 04.30, 07.30, 10.30, 13.30,

16.30, 19.30, and 22.30 UTC; three-hour
average centered on timestamp

Key Geophysical Parameters: Clouds,
radiation, optical depth

Processing Level: 4

Product Type: Standard, post-launch, late-
look and first-look

Approximate File Size: 15 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Time-Averaged Near
Surface and Vertically-
Integrated Quantities
(DAFAXENG, DALAXENG)

Product Description

ThisLevel 4 product consists of acollection of time-
averaged near surface, vertically-integrated, and other
single-level atmospheric and land quantities produced
by the DAO DataAssimilation System (DAS). These
are saved every three hours, averaged for the three
hours centered on the time stamp. This includes the
total precipitation, convective precipitation, surface
evaporation, surface sensible heat flux, the ground
(skin) temperature, the temperature and specific hu-
midity at 2 and 10 meters, net radiation at the ground,
albedo, and vertically-integrated moisture and heat
fluxes, specific humidity, and analysis increments.
Products are produced in both a near-real time “first
look” mode and adelayed or “latelook” mode, which
is described in the overview section of this chapter.
Note that over the ocean the ground temperature is
the NCEP sea surface temperature (SST) product
specified as a boundary condition in the DAS.

Research and Applications

The surface/near surface fields provide valuable in-
formation for awide variety of land and ocean, and
weather and climate studies. The vertically-averaged
fields are convenient for studies of various atmo-
spheric budgetsand other diagnostic calculations. The
vertically-integrated analysisincrements areincluded
to close the budget equations.

Data Set Evolution

The data are the output of an assimilation process
that combines various observationswith ashort term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

It is advisable to check the DAO-DAS data flow
diagram for the input observations relevant to each
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of the quantitiesin this collection of DAS products.
Thiscoallectionincludesanumber of diagnostic quan-
titiesgenerated by the model that should be used with
caution. These fields, which include the precipita-
tion, surface fluxes, and albedo, are not directly con-
strained by observations in the current DAO-DAS,
and may be substantially impacted by model bias.
Over land, theground temperature, and the two-meter
temperature and moisture are also only weakly con-
strained by the observations since the current ver-
sion of the DAO-DAS does not assimilate surface/
near surface temperature and moisture observations
(see above for information about the ground tem-
perature over the oceans).

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged Near Surface
and Vertically-Integrated Quantities
Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid (288 x 181 grid points), 8 times/
file: 01.30, 04.30, 07.30, 10.30, 13.30,
16.30, 19.30, and 22.30 UTC; three-hour
average centered on timestamp

Key Geophysical Parameters: Precipitation,
temperature, moisture, albedo, radiation

Processing Level: 4

Product Type: Standard, post-launch, late-
look and first-look

Approximate File Size: 52 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas

Data Assimilation System



DAO-DAS Time-Averaged
2-Dimensional Surface Data
(DAFAXLSM, DALAXLSM)

Product Description

ThisLevel 4 product consists of 2-dimensional time-
averaged surface data produced by the DAO Data
Assimilation System (DAS). These are saved every
three hours, averaged for the three hours centered on
the time stamp. This includes the components of the
total precipitation, components of the longwave ra-
diation, components of the photosynthetically active
radiation, snow cover, vegetation characteristicsand
diagnostics of the temperature prediction. The prod-
uct is gridded, and has one level equivalent to the
model surface. Products are produced in both anear-
real-time “first look” mode and a delayed or “late
look” mode, which isdescribed in the overview sec-
tion of this chapter.

Research and Applications

The product has 3-hourly intervals to represent the
diurnal cycle of the precipitation and energy budget
terms. The precipitation is divided into convective,
large-scale and frozen components. Both upwelling
and downwelling longwave radiation fluxes at the
model surface are provided. Leaf area index and
greenness are generally prescribed quantities.

Data Set Evolution

In general, the variablesin this product are based on
model quantities. However, the user should confirm
which data are being assimilated for any given data
set. For example, precipitation and land data assimi-
lation techniques are under development, and may
beimplemented, if the appropriate dataare available.
Likewise, the source of data to prescribe leaf area
index and greenness should be confirmed. Further-
more, the parameterization of the land surfaceis ac-
tively developing, and may be updated or changed
more frequently than this document. The DAO pro-
vides comprehensive descriptions of system updates
asthey are made.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Data Assimilation System

Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged 2-Dimensional
Surface Data Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid (288 x 181 grid points), 8 times/
file: 01.30, 04.30, 07.30, 10.30, 13.30,

16.30, 19.30, and 22.30 UTC; three-hour
average centered on timestamp

Key Geophysical Parameters: Precipitation,
radiation, temperature, vegetation

Processing Level: 4

Product Type: Standard, post-launch, late-
look and first-look

Approximate File Size: 12 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Time-Averaged
Surface and Top-of-the-
Atmosphere Stresses
(DAFAXSTR, DALAXSTR)

Product Description

This Level 4 product consists of time-averaged sur-
face frictional stresses and surface and top of the at-
mosphere stresses due to gravity-wave drag produced
by the DAO DataAssimilation System (DAS). These
are typicaly saved every three hours, averaged for
the three hours centered on the time stamp. Also in-
cluded in this collection of quantities are the surface
drag coefficient, friction velocity, surface roughness,
and the estimated height of the planetary boundary
layer (PBL). Products are produced in both a near-
real-time “first look” mode and a delayed or “late
look” mode, which isdescribed in the overview sec-
tion of this chapter.

Research and Applications

The surface stressfields are useful for awide variety
of weather and climate studies, particularly those
focused on atmosphere-ocean interaction.

Data Set Evolution

The data are the output of an assimilation process
that combines various observationswith ashort term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors, including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

Itisadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant for each
of the quantitiesin this collection of DAS products.
Thesurface stressfieldsin this collection are strongly
tied to the analyzed surface winds that, over the
oceans, arewell constrained by various surfacewind
observations(e.g., SSM/I winds speed, QuikScat etc.,
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seeAtlaset al.). The gravity wave stresses should be
used with caution sincethey are sensitiveto errorsin
the model’s gravity wave drag parameterization.
Similarly, quantities such as the surface drag coeffi-
cient, surface roughness, and PBL height are model
diagnostic fields that are not directly constrained by
the observations.

Suggested Reading

Atlas, R. et al., in press.

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged Surface and
Top-of-the-Atmosphere Stresses
Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid (288 x 181 grid points), 8 times/
file: 01.30, 04.30, 07.30, 10.30, 13.30, 16.30,

19.30, and 22.30 UTC,; three-hour average
centered on timestamp

Key Geophysical Parameters: Pressure,
surface stress

Processing Level: 4

Product Type: Standard, post-launch, late-
look and first-look

Approximate File Size: 22 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas

Data Assimilation System



DAO-DAS Time-Averaged
3-Dimensional Cloud Quantities
(DALAPCLD)

Product Description

ThisLevel 4 product consists of acollection of time-
averaged 3-dimensional cloud-related quantities pro-
duced by the DAO DataAssimilation System (DAS).
These are typically saved every six hours, averaged
for the three hours previous to and the three hours
following thetime stamp. Thisincludesthe cloud op-
tical depth, the total cloud fraction, and the convec-
tive cloud fraction. These productsare produced only
in adelayed or “late look” mode, which is described
inthe overview section of thischapter. Thefieldsare
gridded and provided on pressure levels as docu-
mented in the GEOS-DAS File Specification.

Research and Applications

The cloudiness fields are useful for a wide range of
weather and climate studies.

Data Set Evolution

The data are the output of an assimilation process
that combinesvarious observationswith ashort-term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation processfor the cur-
rent version of the DAO-DAS can be found in the
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degreeto which the observations constrain that quan-
tity.

It isadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant for each
of the quantitiesin this collection of DAS products.
All quantitiesin this collection are diagnostic quan-
titiesgenerated by the model that should be used with
caution. Clouds are not directly constrained by ob-
servationsinthe current DAO-DAS, and may be sub-
stantially impacted by model bias.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Data Assimilation System

Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged 3-Dimensional
Cloud Quantities Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid, 36 pressure levels in the vertical
(360 x 181 x 36 grid points), 4 times/file: 03,
09, 15, and 21 UTC; data are 6-hour time
averages centered at the timestamp

Key Geophysical Parameters: Clouds, radiation
Processing Level: 4

Product Type: Standard, post-launch, late-look
Approximate File Size: 90 MB

File Frequency: 1/day

Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Time-Averaged
3-Dimensional Wind Tendency
Fields (DALAPMOM)

Product Description

ThisLevel 4 product consists of acollection of time-
averaged 3-dimensional wind forcing fields produced
by the DAO DataAssimilation System (DAS). These
aretypically saved every six hours, averaged for the
three hours previous to and the three hours follow-
ing the time stamp. This includes the wind forcing
due to turbulence, gravity-wave drag, Rayleigh fric-
tion, and the analysisincrements. These products are
produced only in a delayed or “late look” mode,
which is described in the overview section of this
chapter. Thefieldsare gridded and provided on pres-
sure levels as documented in the GEOS-DAS File
Specification.

Research and Applications

The wind forcing fields are useful for a wide range
of weather and climate budget and diagnostic stud-
ies. Theanalysisincrementsareincluded to closethe
momentum budgets.

Data Set Evolution

The data are the output of an assimilation process
that combinesvarious observationswith ashort-term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

Itisadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant for each
of the quantitiesin this collection of DAS products.
All quantitiesin this collection are diagnostic quan-
titiesgenerated by the model that should be used with
caution. Theforcing fields are produced by the model
parameterizations and are not directly constrained by
observationsin the current DAO-DAS. They may be
substantially impacted by model bias.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/
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Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged 3-Dimensional
Wind Tendency Fields Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid, 36 pressure levels in the vertical
(360 x 181 x 36 grid points), 4 times/file: 03,
09, 15, and 21 UTC; data are 6-hour time
averages centered at the timestamp

Key Geophysical Parameters: \Wind tenden-
cies

Processing Level: 4

Product Type: Standard, post-launch, late-look
Approximate File Size: 150 MB

File Frequency: 1/day

Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas

Data Assimilation System



DAO-DAS Time-Averaged
3-Dimensional Moisture
Tendency Fields (D4LAPMST)

Product Description

ThisLevel 4 product consists of acollection of time-
averaged 3-dimensional moisture tendency fields
produced by the DAO Data Assimilation System
(DAS). These are typically saved every six hours,
averaged for the three hours previousto and the three
hours following the time stamp. This includes the
moi sture tendency dueto turbulence, moist processes,
and the analysisincrements. These products are pro-
duced only in adelayed or “late look” mode, which
is described in the overview section of this chapter.
Thefieldsare gridded and provided on pressure lev-
elsasdocumented inthe GEOS-DASFile Specifica-
tion.

Research and Applications

The moisture tendency fields are useful for a wide
range of weather and climate budget and diagnostic
studies. The analysisincrements and moisturefilling
are included to close the moisture budget.

Data Set Evolution

The data are the output of an assimilation process
that combines various observationswith ashort term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

Itisadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant for each
of the quantitiesin this collection of DAS products.
All quantitiesin this collection are diagnostic quan-
titiesgenerated by the model that should be used with
caution. The tendency fields are produced by the
model parameterizations and are not directly con-
strained by observations in the current DAO-DAS.
They may be substantially impacted by model bias.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Data Assimilation System

Suggested Reading

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Time-Averaged 3-Dimensional
Moisture Tendency Fields Product
Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid, 36 pressure levels in the vertical
(360 x 181 x 36 grid points), 4 times/file: 03,
09, 15, and 21 UTC; data are 6-hour time
averages centered at the timestamp

Key Geophysical Parameters: Transport
parameters

Processing Level: 4

Product Type: Standard, post-launch, late-look
Approximate File Size: 60 MB

File Frequency: 1/day

Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Total Column Ozone
(DAFAXCHM, DALAXCHM)

Product Description

This Level 4 product contains instantaneous verti-
cally integrated atmospheric ozone columns produced
by the DAO’s0zone dataassimilation system (Stajner
et al., 2001). It is produced in both near-real-time
“first look” mode and in adelayed “latelook” mode,
which is described in the overview section of this
chapter. Thefields are two-dimensional and gridded.

Research and Applications

Global total column ozone distribution is needed in
climate and weather studies. These global vertically
integrated ozone columns are convenient for studies
of ozone budget. Total column ozoneis akey factor
determining the amount of ultraviolet radiation reach-
ing the Earth’s surface. Total column ozone amounts
are needed in retrievals of geophysical fields from
satellite instrument measurements.

Data Set Evolution

Total column ozone and stratospheric ozone profile
observations are assimilated into an off-line ozone
transport model in repeating assimilation cycles. In
one assimilation cycle, an ozone analysis from the
previous assimilation cycle is advected to produce a
short-term ozone forecast. The advection isdone us-
ing an off-line transport (forecast) model driven by
assimilated windsfrom the meteorological DAO data
assimilation system. The time step of this transport
model is 15 minutes, and the observations are intro-
duced to the model after every transport time step.
The ozone forecast and observations are combined
inastatistical analysisaccording to specifications of
their respective error statistics. A global physical
space-based statistical analysis scheme is used. An-
other assimilation cycleis started from the resulting
analyzed ozonefield. Thethree-dimensional analyzed
ozone field is vertically integrated to provide ana-
lyzed total column ozone every three hours.
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Suggested Reading
Stajner, |. et al., 2001.

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Total Column Ozone Product
Summary

Coverage: Global

Spatial/Temporal Characteristics: 2.5° x 2.0°
lon-lat grid, (144 x 91 grid points), 8 times/file:
00, 03, 06, 09, 12, 15, 18 and 21 UTC; data
are instantaneous, valid at the timestamp
Key Geophysical Parameters: Total ozone

Processing Level: 4

Product Type: Standard, post-launch, late-look
and first-look

Approximate File Size: 0.5 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas

Data Assimilation System



DAO-DAS Instantaneous Near
Surface and Vertically-Integrated
State Variables (D4FAXMIS,
DALAXMIS)

Product Description

This Level 4 product consists of a collection of in-
stantaneous near surface, vertically-integrated, and
other single-level atmospheric and land quantities
produced by the DAO Data Assimilation System
(DAS). Thisincludes winds, temperature, and mois-
ture at two and ten meters; ground temperature; ver-
tically-averaged winds, temperature and moisture; sea
level pressure; and tropopause temperature and pres-
sure. Products are produced in both a near-real-time
“first look” mode and adelayed or “latelook” mode,
which is described in the overview section of this
chapter. Note that over the ocean the ground tem-
perature is the NCEP sea surface temperature (SST)
product specified asaboundary conditioninthe DAS.
Other useful quantitiesincluded inthiscollection are
the geopotential height and pressure at the Earth’'s
surface at the resolution of the assimilating model,
as well as the distribution of the surface types used
by the model.

Research and Applications

Thenear surfacefields provide valuableinformation
for a wide variety of land and ocean, and weather
and climate studies. The vertically-averaged fields
are convenient for studies of various atmospheric
budgetsand other diagnostic calculations. Thetropo-
pauseinformationisprovided toaid intheinvestiga-
tion of tropospheric/stratospheric exchange and re-
lated studies.

Data Set Evolution

The data are the output of an assimilation process
that combinesvarious observationswith ashort-term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation processfor the cur-
rent version of the DAO-DAS can be found in the
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
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degree to which the observations constrain that quan-
tity.

Itisadvisableto refer to the DAO-DAS data flow
diagram for the input observations relevant for each
of the quantitiesin this collection of DAS products.
In the current version of the DAO-DAS, the surface
windsover the ocean are strongly constrained by wind
estimates provided by a number satellites (SSM/I,
NSCAT, QuikScat, seeAtlaset al.). Total moistureis
well constrained by SSM/I estimates of total precipi-
tablewater (seeHou et al.). The vertically-integrated
temperature and winds are also well-constrained by
both satellite and conventional observations. The near
surface temperature, humidity, and winds over land
should be used with caution since they are weakly
constrained by observations and sensitive to model
bias.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Suggested Reading
Atlas, R. et al., in press.

Hou, A. et al., 2000.

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/
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DAO-DAS Instantaneous Near Surface and
Vertically-Integrated State Variables
Product Summary

Coverage: Global

Spatial/Temporal Characteristics: 1.25° x 1°
lon-lat grid, (360 x 181), 8 times/file: 00, 03,
06, 09, 12, 15, 18, and 21 UTC; data are
instantaneous, valid at the timestamp

Key Geophysical Parameters: Sea-level and
surface pressure, surface moisture, tempera-
ture and winds, tropopause temperature and
pressure, and vertically averaged temperature
and winds

Processing Level: 4

Product Type: Standard, post-launch, late-look
and first-look

Approximate File Size: 32 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Ozone Mixing Ratio
(DAFAPCHM, DALAPCHM)

Product Description

This Level 4 product contains instantaneous three-
dimensional ozone fields produced by the DAO'’s
ozone dataassimilation system. It isproduced in both
near-real-time“firstlook” modeandinadelayed “late
look” mode, which isdescribed in the overview sec-
tion of this chapter. The fields are gridded and pro-
vided on pressurelevel sasdocumented in the GEOS-
DAS File Specification.

Note that the ozone mixing ratio fields at the fol-
lowing levels: 1000, 975, 950, 925, 900, and 875 hPa
are provided at the request of users. No geophysical
significance should be attributed to ozone distribu-
tion at these levels. The ozone values provided at
these levels are extrapolated from the values at
850 hPa. Ozone data are assimilated between 850
and 0.2 hPa.

Research and Applications

Global three-dimensional ozone distribution is
needed in climate and weather studies, in determin-
ing the amount of ultraviolet radiation reaching the
Earth’ssurface, and in retrievalsof geophysical fields
from satellite instrument measurements. The ozone
profiles can be used asfirst guessfieldsin an under-
determined problem of ozone retrievals from satel-
lite instrument measurements. They can be used in
validation or monitoring of independent ozone mea-
surements. Ozone distribution is also needed in ra-
diative transfer calculations in general circulation
models.

Data Set Evolution

Total column ozone and stratospheric ozone profile
observations are assimilated into an off-line ozone
transport model in repeating assimilation cycles. In
one assimilation cycle, an ozone analysis from the
previous assimilation cycle is advected to produce
short-term ozone forecast. The advection isdone us-
ing an off-line transport (forecast) model driven by
assimilated windsfrom the meteorological DAO data
assimilation system. The time step of this transport
model is 15 minutes, and the observations are intro-
duced to the model after every transport time step.
The ozone forecast and observations are combined
inastatistical analysisaccording to specifications of
their respective error statistics. A global physical
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space-based statistical analysis scheme is used. An-
other assimilation cycleis started from the resulting
analyzed ozonefield. Theanayzed three-dimensional
ozonefield on model levelsisinterpolated to 36 con-
stant pressure surfaces and saved every 6 hours.

The operational status of first-look and late-look
product generation can be found on the DAO web
page: dao.gsfc.nasa.gov/Operations/

Suggested Reading

Stajner, 1. et al., 2001.

DAO ATBD, available on the DAO home page,
dao.gsfc.nasa.gov

File Specification for GEOS-DAS Gridded Output,
available at dao.gsfc.nasa.gov/Operations/

DAO-DAS Ozone Mixing Ratio Product
Summary

Coverage: Global

Spatial/Temporal Characteristics: 2.5° x 2.0°
lon-lat grid, 36 pressure levels in the vertical
(144 x 91 x 36 grid points), 4 times/file: 00, 06,
12, and 18 UTC; data are instantaneous, valid
at the timestamp

Key Geophysical Parameters: Ozone
Processing Level: 4

Product Type: Standard, post-launch, late-look
and first-look

Approximate File Size: 9 MB
File Frequency: 1/day
Primary Data Format: HDF-EOS

Additional Product Information:
dao.gsfc.nasa.gov/Operations/

Science Team Contact: R. Atlas
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DAO-DAS Instantaneous
3-Dimensional State Variables
(DAFAPMIS, DALAPMIS)

Product Description

This Level 4 product consists of a collection of in-
stantaneous 3-dimensional fieldsof atmospheric state
and other atmospheric variables produced by the
DAO DataAssmilation System (DAS). Thisincludes
the horizontal winds, temperature, moisture,
geopotential height and vertical motion fields. Prod-
uctsare produced in both anear-real-time“first look”
mode and a delayed or “late look” mode, which is
described in the overview section of thischapter. The
fieldsare gridded and provided on pressure levels as
documented in the GEOS-DAS File Specification.

Research and Applications

The 3-dimensional atmospheric state and other fields
included in this collection are critical for awide va-
riety of weather and climate studies. They provide
basic information about the dynamics and thermo-
dynamicsof the atmosphere, including aspects of the
atmospheric component of the hydrological cycle
(e.g., atmospheric moisture content, atmospheric
moisture flux).

Data Set Evolution

The data are the output of an assimilation process
that combinesvarious observationswith ashort-term
forecast (or first guess) provided by the assimilation
model. Details of the assimilation process for the
current version of the DAO-DAS can befound inthe
DAO ATBD, located at dao.gsfc.nasa.gov. It isim-
portant to know that the quality of each DAS prod-
uct depends on a number of factors including the
quality and density of therelevant input observations,
the ability of the forecast model to provide areason-
able first guess for the quantity of interest, and the
degree to which the observations constrain that quan-
tity.

Itisadvisableto re